i3 TEXAS
INSTRUMENTS

ADS9815, ADS9817
JAJSJWBEB — JANUARY 2023 — REVISED OCTOBER 2024

ADS98Ix 7F A4 Z7AY b T RARE.

18 Ew . 2MSPSIF ¥ RJ. T

ZIVEEY T >4 ADC

18R

s 8F v 18 E VL, THus Tar U RN
ADC:
FaT VRTINS 4 x 1 F v
IMQ EHEANNALE—F o ADT7a hmR
o ImUIAR[EERT el A&
— #12V. #10V. 27V, +5V, +3.5V, +2.5V
- VT NANEURBIOETIAL
— 12V ORI E L
AT EERGE : ek 18V
o Tml AT R A o — D @RI AT RE
— 21kHz & 400kHz
o [ERRUZROEREEY 7 7L A% N
— ADCVUZ7L 2 2:4.096 V
— AEREIBE D 2.5V U7 7L A )
o TINAN—TYNCOIEFITENTZ AC 5L DC 1
HE:
— DNL:+0.5LSB. INL:+0.8LSB
— [EExHEE L 92dB, THD:-113dB
. IR
— THharBIOT ULV BN 1.8V
- TFTIUENAE—T A A:1.2V~1.8V
o JREEHIPH :-40°C~+125°C

277V —=3>

o NIANZRIEL=> ] (PMU)
o NuTl BAERET AMER
s T—X T4 ar (DAQ)

Dynamic Input

3 HIE

ADS981x 1%, T a7 )VEIEY 7V 7 18 BV RO ZE
WL (SAR) A/D =13 —% (ADC) 2 HL7- 8 F
¥HINDT —H T4V ar (DAQ) VAT LTT,
ADS981x X, ANJ177 7 Ri#RlIEK, IMQ DA T4
—H A IR L — = N RIR A RE S T n S T~ T
NV FA T o7 (PGA) RFOERRT Iy Tas kT
VREEF XY RMIAEZ TNET, ANAE—F AN
BN | B R AR R T, AMTT DR
AR EHY FH A, ADS981X 1T, K £12V D
ANEHEBEBE CL=AR—F AN ELIFIANAR—T A1 %
ZFANDIOTHER TEET,

ZDOFNARAT, ADC D 4.006V V7 7L AL HE
[ CEF 457200 25V V7 7L A bz T
£7, 1.2V ~ 1.8V COEEL YR — T 5704 A
H—T A AZEY, ADS981xX A &R EL LA HA 7R
LCREHTEET,

Ry r—F#

Potr—3 (1)

Replr— HFARE)
7mm x 7mm

g
ADS981x

RSH (VQFN. 56)

(1) FEIOWTL, A =0v Ny r—2  BIONEXE#R 225

SHEEE

MLTTEEN,
(2) Sor—Y YA (BE x IF) ZAFMETHY, 4T A1
UHEENET,
HAIEH
HamES SPEED WA
ADS9817 2MSPS | v %)V 232 mW
ADS9815 1MSPS / F ¥ /b 165 mW

AVDD_5V =4.75Vt05.25V

VDD_1V8=1.75Vt01.85V

REFIO  |10VDD=1.15Vt0 1.85V

Signal Support
AINxP and AINxM

Differential with AIN4P
Bipolar Differential Unipolar wide input AIN3P
common-mode AIN2P 1MQ
; voltage AINTP
v [
AIN2M 1M

AIN3M
AIN4M

CHANNELS  |[]
1-4

User-
selectable
LPF

IS

Multiple analog input AIN5P
ranges AIN6P

CHANNELS  |f

o—
ADC Reference N
4.096 V

ADC
A

Data
Interface

SMPL_CLK

DCLKOUT
FCLKOUT
DO
D1
D2
D3

5-8
AIN7P 1MQ
| AINBP User-
%%th ;Jm PGA selectable — e ADC [ _
for LPF : Ccs
c B
multiple AINEM — User SCLK
ranges AIN7M 1MQ Registers SDI
AIN6M 9
Soy-25V ; AINSM 25V sbo
:
—12v REFOUT_2V5
—
TNAZADT7Ov IR

2 ZOVY—ADTED S FHITHFET Y, TR ELE TR 260 T, ALY —/L (BREIER) 2L CWODZEBY, TI TIERIRRO EMEMEB L 0% Y

PEIZOFEL U —UIRGEN e L EE A, ERROR G2 E ORIIC

I3, ti.com TUT R OUGERE Z B MTZSNET IO BN ZLET,

English Data Sheet: SBASA81


https://www.ti.com/solution/parametric-measurement-unit-pmu
https://www.ti.com/solution/battery-cell-formation-test-equipment
https://www.ti.com/solution/data-acquisition-daq
https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/jp/lit/pdf/JAJSJW6
https://www.ti.com/lit/pdf/SBASA81

I3 TEXAS
ADS9815, ADS9817 INSTRUMENTS
JAJSIWEB — JANUARY 2023 — REVISED OCTOBER 2024 www.ti.com/ja-jp
Table of Contents
TR e 1 6.5 Programming...........ccceeeeeeeeeeeeeeeeeeeeeeeeeeeeveeeaneas 33
2T T U 8L e 1 TRegister Map............ccoooiiiiii 38
B 1 7.1 Register Bank 0 .......cooooiiiiiiiiiiee e 38
4 Pin Configuration and Functions................ccccocvve...... 3 7.2 Reg?ster Bank 1. ..o 41
5 Specifications __________________________________________________________________ 5 73 Reg|ster Bank 2 s 55
5.1 Absolute Maximum Ratings.............c.cwewereeeererrrerrnenn. 5 8 Application and Implementation.................................. 57
5.2 ESD RAUNGS. c...eeeeeeeeeeeeeeeeeeeeseeeeseeseesesesseeeeeeenen 5 8.1 Application Information...........cccceecvriiiiiiniecciieee 57
53 Recommended Operatlng Condltlons _________________________ 6 82 Typlcal Appllcatlon .................................................... 57
5.4 Thermal INformation. ... 6 8.3 Power Supply Recommendations.............cccccoeeueeeee. 61
5.5 Electrical CharacteriStics. ... 7 8.4 LayOuUL. ... 61
5.6 TIMIiNg REQUINEMENES..........oveereereeeeereerreeeeeeereeeenenn. 10 9 Device and Documentation Support............................ 63
5.7 Switching Characteristics...............cccoevvevrveveverenennnn. 11 9.1 R¥ 2 A MO EHHEINZ ST IND T e 63
5.8 TIMINg DIiagrams...........ccooveeeeeeeeeieeeseeeseeeeeeees 11 9.2 HAR =B UV =R it 63
5.9 Typical Characteristics...........ccccceeeeiiieeeeeiiiiiee e 14 9.3 Trademarks. .......ccooiiuiiiiieiiieecee e 63
6 Detailed Description...............c.cccoooveviiieneiieee e, 21 9.4 FHBERIEICE T AEEFE e 63
6.1 OVEIVIEW......ooviiiicc s 21 9.5 FHFEZE oo 63
6.2 Functional Block Diagram............ccccccccevviiinicninnen. 21 10 Revision HiStory..............ccoooiiiiiiiiiiee e 63
6.3 Feature Description.............ccccovoviniiiniiniccice 22 11 Mechanical, Packaging, and Orderable
6.4 Device Functional Modes............cccooeeeniiiiinieneninennn 31 Information.....................ccocoiiiii i, 64
2 BEH ST T 37— N2 (S B S RO &) 2585 Copyright © 2024 Texas Instruments Incorporated

Product Folder Links: ADS9815 ADS9817

English Data Sheet: SBASA81


https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/jp/lit/pdf/JAJSJW6
https://www.ti.com/jp
https://www.ti.com/feedbackform/techdocfeedback?litnum=JAJSJW6B&partnum=ADS9815
https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/lit/pdf/SBASA81

13 TEXAS

INSTRUMENTS

www.ti.com/ja-jp

ADS9815, ADS9817

JAJSJWEB — JANUARY 2023 — REVISED OCTOBER 2024

4 Pin Configuration and Functions
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B 4-1. RSH Package, 56-Pin VQFN (Top View)

R 4-1. Pin Functions

TRE PIN ) TYPE(") DESCRIPTION

AIN1M 55 Al Analog input channel 1, negative input.

AIN1P 54 Al Analog input channel 1, positive input.

AIN2M 2 Al Analog input channel 2, negative input.

AIN2P 1 Al Analog input channel 2, positive input.

AIN3M 4 Al Analog input channel 3, negative input.

AIN3P 3 Al Analog input channel 3, positive input.

AIN4M 6 Al Analog input channel 4, negative input.

AIN4P 5 Al Analog input channel 4, positive input.

AIN5M 10 Al Analog input channel 5, negative input.

AIN5P 9 Al Analog input channel 5, positive input.

AIN6M 12 Al Analog input channel 6, negative input.

AIN6P 11 Al Analog input channel 6, positive input.

AIN7M 14 Al Analog input channel 7, negative input.

AIN7P 13 Al Analog input channel 7, positive input.

AIN8M 17 Al Analog input channel 8, negative input.

AIN8P 16 Al Analog input channel 8, positive input.

AVDD_5V 15, 56 P 5V analog supply. Connect 1uF and 0.1uF decoupling capacitors to GND.
s 25 DI Chip-sele(lzt input for SPI interface configuration; active low. This pin has an internal 100kQ
pullup resistor to IOVDD.

DO 34 DO Serial output data lane 0.
D1 35 DO Serial data output lane 1.
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£ 4-1. Pin Functions (#i%)

PIN
TYPE(") DESCRIPTION
NAME NO.
D2 36 DO Serial data output lane 2.
D3 37 DO Serial data output lane 3.
DCLKOUT 33 DO Clock output for data interface.
FCLKOUT 40 DO Frame synchronization output for data interface.
GND 7,23, 29,42, = Ground.
46
IOVDD 30, 41 P Digital I/0 supply for data interface. Connect 1uF and 0.1uF decoupling capacitor to GND.
NG 20, 38, 39, 50, . Not connected. No external connection.
51
PWDN 32 DI Power-down control; active low. PWDN has an internal 100kQ pullup resistor to the digital
interface supply.
REFIO acts as an internal reference output when the internal reference is enabled. REFIO
REFIO 52 AlI/AO |functions as an input pin for the external reference when the internal reference is disabled.
Connect a 10pF decoupling capacitor to the REFM pins.
REFM 8, 18, 53 Al Reference ground potential. Connect to GND.
REFOUT_2V5 19 AO 2.5V reference output. Connect a decoupling 10uF capacitor to the REFM pins.
Reset input for the device; active low. RESET has an internal 100kQ pullup resistor to the
RESET 31 DI o
digital interface supply.
Serial clock input for the configuration interface. SCLK has an internal 100kQ pulldown
SCLK 26 DI ) S
resistor to the digital interface ground.
SDI is a multifunction logic input; pin function is determined by the SPI_EN pin. SDI has an
internal 100kQ pulldown resistor to GND.
sDI 97 DI SPI_EN = 0b: SDI is the logic input to select between the internal or external reference.
Connect SDI to GND for the external reference. Connect SDI to IOVDD for the internal
reference.
SPI_EN = 1b: Serial data input for the configuration interface.
SDO 28 DO Serial data output for the configuration interface.
SMPL_CLKP 44 DI S|ng|e_—ended APC sampling clock input. SMPL_CLKP is the positive input for the differential
sampling clock input to the ADC.
SMPL CLKM 43 DI Connect SMPL_CLKM to GND for a single-ended ADC sampling clock input. SMPL_CLKM
- is the negative input for the differential sampling clock input to the ADC.
Synchronization input. See the Sample Synchronization section on how to use the
SMPL_SYNC 45 DI SMPL_SYNC pin.
SPI EN 24 DI Logic input to enable the SPI interface configuration (CS, SCLK, SDI, and SDO). SPI_EN
- has an internal 100kQ pullup resistor to the digital interface supply.
VDD_1V8 21, 22‘,1517, 48, = 1.8V power-supply. Connect 1yF and 0.1uF decoupling capacitors to GND.
Thermal pad — P Exposed thermal pad; connect to GND.
(1) 1 =input, O = output, I/O = input or output, G = ground, and P = power.
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5 Specifications

5.1 Absolute Maximum Ratings
over operating ambient temperature range (unless otherwise noted)("

MIN MAX UNIT
AVDD_5V to GND -0.3 6 \Y
VDD_1V8 to GND -0.3 2.1 \%
I0VDD to GND -0.3 21 Vv
AINxP and AINxM to GND -18 18 \%
REFIO to REFM REFM - 0.3 AVDD_5V + 0.3 \%
REFM to GND GND -0.3 GND + 0.3 \%
Digital inputs to GND GND -0.3 21 \%
Input current to any pin except supply pins(® -10 10 mA
Junction temperature, T -40 150 °C
Storage temperature, Tsig -60 150 °C

(1)  Operation outside the Absolute Maximum Ratings may cause permanent device damage. Absolute Maximum Ratings do not imply
functional operation of the device at these or any other conditions beyond those listed under Recommended Operating Conditions. If
used outside the Recommended Operating Conditions but within the Absolute Maximum Ratings, the device may not be fully
functional, and this may affect device reliability, functionality, performance, and shorten the device lifetime.

(2) Pin current must be limited to 10 mA or less.

5.2 ESD Ratings

VALUE UNIT
Human body model (HBM), per ANSI/ESDA/JEDEC JS-001, all pins(") +2000
V(esp) Electrostatic discharge |Charged device model (CDM), per JEDEC specification JESD22-C101, all 4500 v
pins® -

(1) JEDEC document JEP155 states that 500V HBM allows safe manufacturing with a standard ESD control process.
(2) JEDEC document JEP157 states that 250V CDM allows safe manufacturing with a standard ESD control process.
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5.3 Recommended Operating Conditions

over operating free-air temperature range (unless otherwise noted)

PARAMETER ‘ TEST CONDITIONS MIN TYP MAX| UNIT
POWER SUPPLY
AVDD_5V Analog power supply AVDD_5V to GND, 5V 4.75 5 5.25 Vv
VDD_1V8 Analog power supply VDD_1V8 to GND, 1.8 V 1.75 1.8 1.85 \Y
I0VDD Digital interface power supply IOVDD to GND 1.15 1.8 1.85 \Y
REFERENCE VOLTAGE
VRer Reference voltage to the ADC External reference 4.092 4.096 4.100 \%
ANALOG INPUTS
RANGE_CHx = 0010b -2.5 25
RANGE_CHx = 0001b -3.5 3.5
VEsr Full-scale input range RANGE_GHix = 0000b ™ ° \%
RANGE_CHx = 0011b -7 7
RANGE_CHx = 0100b -10 10
RANGE_CHx =0101b -12 12
Anip | Opereing ot votege U
Any | Operaing ot votege U
TEMPERATURE RANGE
Ta ‘ Ambient temperature —40 25 125 °C
5.4 Thermal Information
ADS981x
THERMAL METRIC(") RSH (VQFN) UNIT
56 PINS
Rgya Junction-to-ambient thermal resistance 23.2 °C/W
ReJcitop) Junction-to-case (top) thermal resistance 10.5 °C/W
Ress Junction-to-board thermal resistance 6.1 °C/W
Wyr Junction-to-top characterization parameter 0.1 °C/W
Y Junction-to-board characterization parameter 6.0 °C/W
Rauc(bot) Junction-to-case (bottom) thermal resistance 0.9 °C/W

(1)  For more information about traditional and new thermal metrics, see the Semiconductor and IC Package Thermal Metrics application
note.
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5.5 Electrical Characteristics

at AVvDD_5V =4.75V t0 5.25V,VDD_1V8=1.75V 10 1.85V, IOVDD = 1.15V t0 1.85 V, Vger = 4.096 V (internal or
external), wide-common-mode disabled for analog input ranges +2.5V, +3.5V, and 5V, wide-common-mode enabled for
analog input ranges +7V, +10V, and £12V, and maximum throughput (unless otherwise noted); minimum and maximum
values at Tp = —40°C to +125°C; typical values at Ty = 25°C

PARAMETER TEST CONDITIONS ‘ MIN TYP MAX‘ UNIT
ANALOG INPUTS
Rin Input impedance All input ranges 0.85 1 1.15 MQ
Input impedance thermal drift All input ranges 10 25| ppm/°C
Input capacitance 10 pF

ANALOG INPUT FILTER

All input ranges, low-bandwidth filter 21
RANGE = 2.5V, wide-bandwidth filter 182
RANGE = 3.5V, wide-bandwidth filter 240
BWisag) | o) oot T PanAWIdn  TRANGE = £5V, wide-bandwidth filter 320 KHz
RANGE = 7V, wide-bandwidth filter 400
RANGE = +10V, wide-bandwidth filter 385
RANGE = +12V, wide-bandwidth filter 375
DC PERFORMANCE
Resolution No missing codes 18 Bits
DNL Differential nonlinearity(®) All ranges, wide-CM enabled and disabled -0.99 +0.5 0.99| LSB
_;,‘_\2 Lagogg?é)v;lg)eéCM enabled and disabled, 4 +0.8 4 LSB
N Integral nonlinearity All ranges, wide-CM enabled and disabled, 45 +0.8 45 LSB
Ta =—-40°C to 125°C ’ - ’
RANGE = +2.5V -175 +90 175
RANGE = 2.5V, wide-CM enabled +120
RANGE = +3.5V -100 +60 100
RANGE = +3.5V, wide-CM enabled +80
Offset error(@) (5) RANGE = 5V -50 +10 50| LSB
RANGE = +5V, wide-CM enabled 160
RANGE = 7V -100 +35 100
RANGE = 10V -50 +10 50
RANGE = +12V -75 15 75
Offset error thermal drift(® (4) All ranges, wide-CM enabled and disabled 0.5 1.5| ppm/°C
RANGE = +2.5V, +3.5V, and +5V -0.05 +0.02 0.05
Gain error@ () RANGE 7 r2.5V, £3.5V, and £5V, £0.04 %FSR
RANGE = 7V, +10V, 12V —-0.05 +0.02 0.05
Gain error thermal drift(® () Wide-CM enabled and disabled, all ranges 0.7 3| ppm/°C
AC PERFORMANCE
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5.5 Electrical Characteristics (¥tX)

at AVDD_5V = 4.75V t0 5.25 V, VDD_1V8 = 1.75 V to 1.85 V, IOVDD = 1.15 V to 1.85 V, Vrer = 4.096 V (internal or

external), wide-common-mode disabled for analog input ranges +2.5V, 3.5V, and 5V, wide-common-mode enabled for
analog input ranges 7V, 210V, and £12V, and maximum throughput (unless otherwise noted); minimum and maximum
values at Tp = —40°C to +125°C; typical values at Ty = 25°C

PARAMETER TEST CONDITIONS MIN TYP MAX| UNIT
RANGE = 2.5V, fjy = 2kHz 86.7 89.5
RANGE = 3.5V, fijy = 2kHz 87.8 90.5
Signal-to-noise ratio, RANGE = 5V, fiy = 2kHz 88.5 91.4
low-noise filter RANGE = 7V, fiy = 2kHz 89.3 91.3
RANGE = +10V, fyy = 2kHz 89.9 91.8
SNR RANGE = +12V, fiy = 2kHz 90 92 JBFS
RANGE = +2.5V, fiy = 2kHz 79 82.5
RANGE = +3.5V, fjy = 2kHz 80 83.5
Signal-to-noise ratio, RANGE = %5V, fiy = 2kHz 80.5 84.5
wide-bandwidth filter RANGE = 7V, fiy = 2kHz 81.5 83.5
RANGE = £10V, fiy = 2kHz 83 85
RANGE = £12V, fiy = 2kHz 83.5 85.5
RANGE = 2.5V, fiy = 2kHz 85.7 88.9
RANGE = 3.5V, fiy = 2kHz 86.7 89.9
Signal-to-noise + distortion ratio, | RANGE = 25V, fiy = 2kHz 87.3 90.7
low-noise filter RANGE = %7V, fiy = 2kHz 88.0 90.6
RANGE = £10V, fiy = 2kHz 88.5 91.1
SINAD RANGE = £12V, fiy = 2kHz 88.6 91.3 4B
RANGE = 2.5V, fjy = 2kHz 78.6 82.2
RANGE = $3.5V, fiy = 2kHz 79.5 83.2
Signal-to-noise + distortion ratio, |RANGE =25V, fiy = 2kHz 80.0 84.2
wide-bandwidth filter RANGE = 7V, fiy = 2kHz 80.9 83.2
RANGE = 10V, fiy = 2kHz 82.3 84.7
RANGE = 12V, fiy = 2kHz 82.8 85.1
All ranges, low-noise filter, fiy = 2kHz -113
THD Total harmonic distortion dB
All ranges, wide-bandwidth filter, fiy = 2kHz -113
SFDR Spurious-free dynamic range All ranges, fiy = 2kHz 113 dB
CMRR atdc -70 dB
Isolation crosstalk atdc -100 dB
INTERNAL REFERENCE
Vrer () zg%'ﬁ%ife"dzziﬁp‘ﬂg 1F capacitor on REFIO pin, Tp = 25°C 4092 4.096 41| v
Reference temperature drift® 10 25| ppm/°C
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5.5 Electrical Characteristics (¥tX)

at AVDD_5V =4.75V t0 5.25V,VDD_1V8=1.75V 10 1.85V, IOVDD = 1.15V t0 1.85 V, Vger = 4.096 V (internal or
external), wide-common-mode disabled for analog input ranges +2.5V, 3.5V, and 5V, wide-common-mode enabled for
analog input ranges 7V, 210V, and £12V, and maximum throughput (unless otherwise noted); minimum and maximum
values at Tp = —40°C to +125°C; typical values at Ty = 25°C

PARAMETER TEST CONDITIONS ‘ MIN TYP MAX‘ UNIT
DIGITAL INPUTS
Vi Input low logic level -0.3 0.3 I0vDD \
Viy Input high logic level 0.7 IOVDD I0VDD \
Input current 0.1 MA
Input capacitance 6 pF
LVDS SAMPLING CLOCK INPUT
AC coupled 100
V1H High-level input voltage mV
DC coupled 300
AC coupled -100
V1L Low-level input voltage mV
DC coupled -300
Viem Input common-mode voltage 0.3 1.2 1.4 \Y
DIGITAL OUTPUTS
VoL Output low logic level loL = 500pA sink 0 0.2 I0vDD \Y
Von Output high logic level lon = 500pA source 0.8 IOVDD I0VDD \%
POWER SUPPLY - ADS9817
Total power dissipation Maximum throughput 232 304 mwW
Maximum throughput, internal reference 26 32
lavop sv | Supply current from AVDD_5V mA
- Power-down 0.2 2
Maximum throughput, internal reference 50 70
lvop 1vs | Supply current from VDD_1V8 mA
- Power-down 0.2 8
Maximum throughput 7 10
liovbp Supply current from IOVDD mA
Power-down 0.1 3
POWER SUPPLY - ADS9815
Total power dissipation Maximum throughput 165 215 mwW
Maximum throughput, internal reference 19 25
lavop sv | Supply current from AVDD_5V mA
- Power-down 0.2 2
Maximum throughput, internal reference 35 43
lvop 1vs | Supply current from VDD_1V8 mA
- Power-down 0.2 8
Maximum throughput 4 7
liovbp Supply current from IOVDD mA
Power-down 0.1 3

(1)
@)

©)
4)

®)

Does not include the variation in voltage resulting from solder shift effects.
These specifications include full temperature range variation but not the error contribution from internal reference. Measured with
single-ended inputs as described in Wide Common-Mode Configuration for Single-Ended Inputs
Wide-CM refers to wide-common-mode voltage at the analog inputs. See section on =722 6.3.1.3 for more details.

Thermal drift is the difference between maximum and minimum error measured over the temperature range, divided by the

temperature range.

Minimum and maximum specifications are applicable for low-bandwidth filter setting.
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5.6 Timing Requirements
at AVDD_5V =4.75V t05.25V,VDD_1V8 =1.75V to 1.85 V, IOVDD = 1.15 V to 1.85 V, and maximum throughput (unless

otherwise noted); minimum and maximum values at T = -40°C to +125°C; typical values at Ty = 25°C

MIN MAX|  UNIT
CONVERSION CYCLE
fsmPL_cLk Sampling frequency ADS9817 3.9 8.1 MHz
fsmPL_cLk Sampling frequency ADS9815 3.9 41 MHz
tsmpL_cLk Sampling time interval 1/ fsmpL_cLk ns
tpL_smpPL_cLk SMPL_CLK low time 0.45 tsmpL_cLk  0.55 tsmpL_cLk ns
tpH_smpPL_cLk SMPL_CLK high time 0.45 tgmpL_cLk  0.55 tsmpL_cLk ns
SPI INTERFACE TIMINGS (CONFIGURATION INTERFACE)
fscLk Maximum SCLK frequency 20 MHz
teH_ck SCLK high time 0.48 0.52 toLk
teL_ck SCLK low time 0.48 0.52 toLk
thi_cs Pulse duration: CS high 220 ns
t4_csck Delay time: CS falling to the first SCLK capture edge 20 ns
tsu_ckol Setup time: SDI data valid to the SCLK rising edge 10 ns
tht_ckoi Hold time: SCLK rising edge to data valid on SDI 5 ns
to_ckes Delay time: last SCLK falling to CS rising 5 ns
CMOS DATA INTERFACE
tsu_ss Setup time: SMPL_SYNC rising edge to SMPL_CLK falling edge 10 ns
tht_ss Hold time: SMPL_CLK falling edge to SMPL_SYNC high 10 ns

10 BHICHT B 71— I o2 (DERCHRI O Sbd) 2045
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5.7 Switching Characteristics

at AvDD_5V =4.75V t05.25V,VDD_1V8 =1.75V to 1.85 V, IOVDD = 1.15 V to 1.85 V, and maximum throughput (unless
otherwise noted); minimum and maximum values at T = -40°C to +125°C; typical values at Ty = 25°C

PARAMETER | TEST CONDITIONS | MIN MAX| UNIT
RESET
tpu ‘ Power-up time for device ‘ ‘ 25 ‘ ms
SPI INTERFACE TIMINGS (CONFIGURATION INTERFACE)
Delay time: 8" SCLK rising edge to data
tden_ckpO enable 22 ns
¢ Delay time: 24t SCLK rising edge to SDO 50 ns
dz_CKDO going Hi-Z
¢ Delay time: SCLK falling edge to 16 ns
d_CKDO corresponding data valid on SDO
¢ Delay time: SCLK falling edge to previous 2 ns
ht_CKDO data valid on SDO
CMOS DATA INTERFACE
) Data clock outout DDR mode 10
ata clock outpu ns
peLK P SDR mode 20
Clock duty cycle 45 55 %
Time offset: DCLK rising to correspondin
toff_DCLKDO_r data valid 9 P 9 DDR mode tpck/4—-1.5 tock/4 +1.5 ns
Time offset: DCLK falling to correspondin
toff_DCLKDo_f data valid 9 P 9 DDR mode tDCLK/ 4-15 tDCLK/ 4+15 ns
Time delay: DCLK rising to corresponding
td_DCLKDO data valid SDR mode -1 1 ns
Time delay: SMPL_CLK falling edge with
tdeYNCﬁFCLK SYNC signal to corresponding FCLKOUT 3 4 tSMPLﬁCLK
rising edge

5.8 Timing Diagrams

JHftMS

= T [

| “—P‘fta,csck h,cxcsﬂ
| | | ; ;

SCLK 1 u 1 2 3 4 5 6 7 8 91 J1ol f11} [12| [13\ [14] J15{ (16| [17\ [18| J1o{ [20| [21) [22| [23| (24 L

SDI

SDO
! 860 is active only when‘ reading registers; Hi-Z otherwise !
5-1. SPI Configuration Interface
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5-2. 4-SDO DDR CMOS Data Interface
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R [ ! D[23:6] = 18-bit conversion result
FCLKOUT r a r A " % \ D[5:0] = 0
I
I
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|
!
:
‘%Channe\ 8 i hannel —i hannel i hannel 5—+—Channel 88—
5-3. 2-SDO DDR CMOS Data Interface
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& 5-5. 2-SDO SDR CMOS Data Interface
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5.9 Typical Characteristics

at Tp = 25°C, AVDD_5V =5V, VDD_1V8 = 1.8V, internal Vrer = 4.096V, £5V analog input range, and maximum throughput

(unless otherwise noted)

Differential Nonlinearity (LSB)

0.75 0.75
& 045 i o 045
n %]
= =
2 2
£ 015 & 015
() [
£ £
= =<
o o
Zz -0.15 Z -0.15
© ©
> <)
2 2
£ 045 = -045 H
-0.75 -0.75
0 65536 131072 196608 262144 0 65536 131072 196608 262144
Output Code Output Code
5-6. Typical INL With Low-Bandwidth LPF 5-7. Typical INL With Wide-Bandwidth LPF
0.3 0.3

Differential Nonlinearity (LSB)

0.15

o

-0.15

Frequency (kHz)
SNR =91.5dBFS, THD = -113dB at fjy = 2kHz

5-10. Typical FFT With Low-Bandwidth LPF,
RANGE = 15V

-0.3 -0.3
0 65536 131072 196608 262144 0 65536 131072 196608 262144
Output Code Output Code
5-8. Typical DNL With Low-Noise LPF 5-9. Typical DNL With Wide-Bandwidth LPF
0 0
-50 -50
o 2
w w
5] o
° °
2 -100 3 -100
2 2
s =
& &
150 NA 150
) VIV
-200 -200
0.1 1 10 100 1000 0102 05 1 2345710 2030 50 100 200 5001000

Frequency (kHz)
SNR = 84.5dBFS, THD = -113dB at fjy = 2kHz

5-11. Typical FFT With Wide-Bandwidth LPF,
RANGE = 15V
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5.9 Typical Characteristics (continued)

at Tp = 25°C, AVDD_5V =5V, VDD_1V8 = 1.8V, internal Vrer = 4.096V, £5V analog input range, and maximum throughput

(unless otherwise noted)

Frequency (kHz)
Typical bandwidth (-3dB) = 21.2kHz

5-14. Low-Bandwidth LPF Frequency Response Across Input

0 0
-50 -50
2 2
w w
o o
koA =2
2 100 § -100
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-200 -200
0.1 02 05 1 2345710 203050 100 200 5001000 0.1 02 05 1 2345710 2030 50 100 200 5001000
Frequency (kHz) Frequency (kHz)
SNR =92.1dBFS, THD = -113dB at fjy = 2kHz SNR = 85.5dBFS, THD = -113dB at fjy = 2kHz
5-12. Typical FFT With Low-Bandwidth LPF, 5-13. Typical FFT With Wide-Bandwidth LPF,
RANGE = +10V RANGE = +10V
0 0
. N | = All input ranges . \:\‘\
\\\ \ \\
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T .18 \\ g 18 \i\ \
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g \ g W\
E 30 N £ 30| — 125V range
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-36 -36 | =— 45V range \
\ = +7 \V range
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1 2 34567 10 20 30 5070100 200 500 1000 10 20 30 4050 70 100 200 300 500 1000 2000

Frequency (kHz)

5-15. Wide-Bandwidth LPF Frequency Response Across

0.1 0.2 0.3 0.50.7 1 2 3 4567810
Frequency (kHz)
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5-16. SNR vs Input Signal Frequency Across Input Ranges
With Low-Bandwidth LPF

Ranges Input Ranges
94 88
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5-17. SNR vs Input Signal Frequency Across Input Ranges
With Wide-Bandwidth LPF
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5.9 Typical Characteristics (continued)

at Tp = 25°C, AVDD_5V =5V, VDD_1V8 = 1.8V, internal Vrer = 4.096V, £5V analog input range, and maximum throughput

(unless otherwise noted)
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Frequency (kHz)

5-18. THD vs Input Signal Frequency Across Input Ranges
With Low-Bandwidth LPF
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5-19. THD vs Input Signal Frequency Across Input Ranges
With Wide-Bandwidth LPF
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5-20. SINAD vs Input Signal Frequency Across Input Ranges
With Low-Bandwidth LPF
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5-21. SINAD vs Input Signal Frequency Across Input Ranges
With Wide-Bandwidth LPF
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5-22. THD vs Input Frequency, Low-BW Mode,
RANGE = 5V, ADS9817
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5-23. THD vs Input Frequency, High-BW Mode,
RANGE = 5V, ADS9817
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5.9 Typical Characteristics (continued)

at Tp = 25°C, AVDD_5V =5V, VDD_1V8 = 1.8V, internal Vrer = 4.096V, £5V analog input range, and maximum throughput
(unless otherwise noted)
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5-24. THD vs Input Frequency, Low-BW Mode, 5-25. THD vs Input Frequency, High-BW Mode,
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5-26. THD vs Input Frequency, Low-BW Mode, 5-27. THD vs Input Frequency, High-BW Mode,
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5-28. THD vs Input Frequency, Low-BW Mode, 5-29. THD vs Input Frequency, High-BW Mode,
RANGE = +10V, ADS9815 RANGE = +10V, ADS9815
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5.9 Typical Characteristics (continued)

at Tp = 25°C, AVDD_5V =5V, VDD_1V8 = 1.8V, internal Vrer = 4.096V, £5V analog input range, and maximum throughput
(unless otherwise noted)
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5-34. Offset Error vs Temperature, RANGE = *5V 5-35. Offset Error vs Temperature, RANGE = *10V
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5.9 Typical Characteristics (continued)

at Tp = 25°C, AVDD_5V =5V, VDD_1V8 = 1.8V, internal Vrer = 4.096V, £5V analog input range, and maximum throughput

(unless otherwise noted)
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5-41. DC Histogram of Codes for V|y = 1mV, Low-BW Mode,
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5.9 Typical Characteristics (continued)

at Tp = 25°C, AVDD_5V =5V, VDD_1V8 = 1.8V, internal Vrer = 4.096V, £5V analog input range, and maximum throughput
(unless otherwise noted)
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6 Detailed Description
6.1 Overview

The ADS981x is an 18-bit data acquisition (DAQ) system with eight-channel analog inputs that can be
configured as either single-ended or differential. Each analog input channel consists of an input clamp protection
circuit, and a programmable gain amplifier (PGA) with user-selectable bandwidth options. The input signals are
digitized using an 18-bit analog-to-digital converter (ADC), based on the successive approximation register
(SAR) architecture. This overall system can achieve a maximum throughput of 2 MSPS/channel for all channels.
The device features a 4.096V internal reference with a fast-settling buffer.

The device operates from 5V and 1.8V analog supplies and can accommodate true bipolar input signals. The
input clamp protection circuitry can tolerate voltages up to +18V. The device offers a constant 1MQ resistive
input impedance irrespective of the sampling frequency or the selected input range. The ADS981x offers a
simplified end solution without requiring external high-voltage bipolar supplies and complicated driver circuits.

6.2 Functional Block Diagram

AVDD_5V =475V to 5.25V VDD_1V8=1.75Vt0 1.85V REFIO IOVDD =1.15V t0 1.85V
O O O—
AIN4P CHANNELS [ ADC Reference
AIN3P 1-4 — 4.096 V
AIN2P
AIN1P User-
selectable o ADC < > SMPL_CLK
AINTM LPF : A
AIN2M
AIN3M
AIN4M N DCLKOUT
T g FCLKOUT
T
Data DO
Interface D1
AIN5P CHANNELS N gg
AIN6P 5-8 d
AIN7P
AINSP User-
selectable - ADC < o
AIN8M LPF : B cs
AIN7M U'ser SCLK
AIN6M Registers SDI
AIN5M 25V SDO
T
1
U
REFOUT_2V5
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6.3 Feature Description

6.3.1 Analog Inputs

The ADS981x incorporates dual, simultaneous-sampling, 18-bit successive approximation register (SAR)
analog-to-digital converters (ADCs). Each ADC is connected to four analog input channels through a multiplexer.
The device has a total of eight analog input pairs. The ADC digitizes the voltage difference between the analog
input pairs AINXP — AINxM. 6-1 shows the simplified circuit schematic for each analog input channel,
including the input clamp protection circuit, PGA, low-pass filter, multiplexer, high-speed ADC driver, and a
precision 18-bit SAR ADC.

M Q
AINxP 18 bit

Ma PGA Prog. LPF MUX SAR

ADC

6-1. Front-End Circuit Schematic for the Selected Analog Input Channel

6.3.1.1 Input Clamp Protection Circuit

The ADS981x features an internal clamp protection circuit on each of the eight analog input channels, see [X]
6-1. The input clamp protection circuit allows each analog input to swing up to a maximum voltage of +18V.
Beyond an input voltage of +18V, the input clamp circuit turns on and still operates from the single 5V supply.
6-2 shows a typical current versus voltage characteristic curve for the input clamp.

For input voltages above the clamp threshold, make sure that the input current never exceeds +10mA. A resistor
placed in series with the analog inputs is an effective way to limit the input current. In addition to limiting the input
current, the series resistor can also provide an antialiasing, low-pass filter (LPF) when coupled with a capacitor.
Matching the external source impedance on the AINxP and AINxM pins cancels any additional offset error.
50
40
30

I
|
2 I
/

<
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<
L 10
3

0
Q
5 10 [
° ol
5 -20
2 ol
j
= -30 I

'40 I

-50

20 -15  -10 -5 0 5 10 15 20

Input Voltage (V)

Ed 6-2. Input Protection Clamp Profile, Input Clamp Current vs Source Voltage

6.3.1.2 Programmable Gain Amplifier (PGA)

The ADS981x features a PGA at every analog input channel. The PGA supports single-ended and differential
inputs with a bipolar signal swing. # 6-1 lists the supported analog input ranges. The analog input range can be

configured independently for each channel by using the RANGE_CHx register fields in address 0xC2 and
address 0xC3.
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£ 6-1. Analog Input Ranges

DIFFERENTIAL INPUTS SINGLE-ENDED INPUTS RANGE_CHx CONFIGURATION
+12V +12V 5
+10V +10V 4
7V 7V 3
5V 5V 0
+3.5V 3.5V 1
+2.5V 2.5V 2

Each analog input channel features an antialiasing, low-pass filter (LPF) at the output of the PGA. 3 6-2 lists the
various programmable LPF options available in the ADS981x corresponding to the analog input range. [¥| 5-14
and 5-15 illustrate the frequency responses for low-bandwidth and wide-bandwidth LPF configurations. The
analog input bandwidth for the eight analog input channels can be can be selected using the ANA_BW([7:0] bits
in address 0xCO of register bank 1.

£ 6-2. Low-Pass Filter Corner Frequency

LPF ANALOG INPUT RANGE CORNER FREQUENCY (-3dB)

Low-bandwidth All input ranges 21kHz
+12V 375kHz

+10V 385kHz

Wide-bandwidth =7V 400kHz
5V 320kHz

+3.5V 240kHz

2.5V 182kHz

6.3.1.3 Wide-Common-Mode Voltage Rejection Circuit

The ADS981x features a common-mode (CM) rejection circuit at the analog inputs that supports CM voltages up
to £12V. The CM voltage for differential inputs is given by = 1. On power-up or after reset, the common-mode
voltage range for the analog input channels is £12V (CM_CTRL_EN = 0b). Voltage at the analog inputs, in all
cases, must be within the Absolute Maximum Ratings.

_ (Voltage on AINP) + (Voltage on AINM)
Common mode voltage = >

(1)

As described in #& 6-3, the CM voltage rejection circuit can be optimized for various CM voltages for differential
inputs.

# 6-3. Wide Common-Mode Configuration for Differential Inputs

C?gﬂ%%’:ﬂgg'f CM_CTRL_EN (ANALOG INP?JPT%QANNELS 1-4) (ANALOG INP?JI'::'(.:CﬁANNELS 5-8)
CM_EN_CH[4:1] | CM_RNG_CH[4:1] | CM_EN_CH[8:5] | CM_RNG_CH[8:5]
CM < +1V 0 Don't care 0 Don't care
CM < +RANGE / 2 1 0 0
CM < +6V 1 1 1
CM <12V 2 2

The CM voltage rejection circuit must be configured depending on the analog input range of the PGA when
using single-ended inputs as well. 5 6-4 lists the recommended configuration for single-ended inputs for various
analog input voltage ranges.
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# 6-4. Wide Common-Mode Configuration for Single-Ended Inputs

ADC A ADC B
I'LGP':«J ?gﬁh‘é‘é CM_CTRL_EN (ANALOG INPUT CHANNELS 1-4) (ANALOG INPUT CHANNELS 5-8)
CM_EN_CH[4:1] | CM_RNG_CH[4:1] | CM_EN_CH[8:5] | CM_RNG_CH[8:5]
+2.5V, £3.5V, and 0 Don't care 0 Don't care
5V 1
+7V, £10V, and 12V 1 0 1 0

6.3.1.4 Gain Error Calibration

The ADS981x features calibration logic to minimize gain error from the analog inputs. Enable gain error
calibration for minimum gain error. Gain error calibration can be enabled by configuring the GE_CAL_EN1
(address = 0xD), GE_CAL_EN2, GE_CAL_EN3 (address = 0x33), and GE_CAL_EN4 (address = 0x34).

If gain error calibration is not enabled as shown in 3% 6-5, the full-scale analog input ranges are increased by a
factor of 1.024.

# 6-5. Analog Input Ranges vs Gain-Error Calibration

RANGE_CHx CONFIGURATION ANALO((S:LBII-II’;I;I'AR_‘I_I:«OF‘INGE WITH ANALOG Ig:LLJI'rBsz_II:lIgI'E‘l WITHOUT

5 +12V +12.288V
4 +10V +10.24V
3 7V +7.168V
0 5V +5.12V

1 +3.5V +3.584V
2 2.5V +2.56V
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6.3.2 ADC Transfer Function

The ADS981x outputs 18 bits of conversion data in either straight-binary or binary two's-complement formats.
The format for the output codes is the same across all analog channels. The format for the output codes can be
selected using the DATA_FORMAT field in address 0xD in register bank 1. [X] 6-3 and #% 6-6 show the transfer
characteristics for the ADS981x. The LSB size depends on the analog input range selected, gain-error
calibration, and system gain error calibration as shown in = 2.

Analog input range

LSB = i x (1 +Gx 0.024) 2)

where:
* G is 0 when gain-error calibration is enabled, otherwise G is1; see the Gain Error Calibration section

Straight Twos
Binary Complement

Ox3FFFF  Ox1FFFF

O0x3FFFE Ox1FFFE

J'J'-l_

|
|
. e 1 |- ' +FS—(-FS
° ° I LSB= —( )
Ww ° e | oN
S :
e 0x20001 0x00001 — !
2 |
E 0x20000  0x00000 —f-————————— e !
° :
io() Ox1FFFF  Ox3FFFF — _l_. !
|
|
. . 4 gl |
[ ] [ ] | :
[ ] [ ] —] : |
| |
0x00002 0x20002 —] ! :
| |
0x00001 0x20001 —] ! :
| |
0x00000 0x20000 Jf ' I f ' >
—FS+(0.5)LSB 0V—(0.5)LSB +FS—(1.5)LSB
ANALOG INPUT
6-3. Transfer Characteristics
# 6-6. ADC Full-Scale Range and LSB Size
RANGE +FS MIDSCALE -FS LSB
+2.5V 2.5V ov —-2.5V 19.07uVv
+3.5V 3.5V ov -3.5V 26.70pVv
5V 5V ov -5V 38.15pV
7V v ov -7V 53.41uV
+10V 10V ov 10V 76.29uV
+12V 12V ov —-12Vv 91.55uV
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6.3.3 ADC Sampling Clock Input

Use a low-jitter external clock with a high slew rate to maximize SNR performance. The ADS981x can be
operated with a differential or a single-ended clock input. Clock amplitude impacts the ADC aperture jitter and
consequently the SNR. For maximum SNR performance, provide a clock signal with fast slew rates that
maximizes swing between IOVDD and GND levels.

The sampling clock must be a free-running continuous clock. The ADC generates a valid output data, data clock,
and frame clock after a free-running sampling clock is applied. The ADC is powered down and output data, data
clock, and frame clock are invalid when the sampling clock is stopped.

6-4 shows a diagram of the differential sampling clock input. For this configuration, connect the differential
sampling clock input to the SMPL_CLKP and SMPL_CLKM pins. [X| 6-5 shows a diagram of the single-ended
sampling clock input. In this configuration, connect the single-ended sampling clock to SMPL_CLKP and connect
SMPL_CLKM to ground.

J IOVDD
| SMPL_CLKP SMPL_CLKP
[ ov

5.4 kQ

Differential

sampling clock Bias

U 001

5.4kQ ADS98XX

| SMPL_CLKM
[ SMPL_CLKM

¢ GND

& 6-5. Single-Ended Sampling Clock

6-4. AC-Coupled Differential Sampling Clock

6.3.4 Reference

The ADS981x has a precision, low-drift voltage reference internal to the device. For best performance, filter the
internal reference noise by connecting a 10uF ceramic bypass capacitor to the REFIO pin. An external reference
can also be connected at the REFIO pin and the internal reference voltage can be disabled by writing to
PD_REF = 1b in address 0xC1 of register bank 1.

6.3.4.1 Internal Reference Voltage

The ADS981x features an internal reference voltage with a nominal output voltage of 4.096V. On power-up, the
internal reference is enabled by default. As shown in [X| 6-6, place a minimum 10uF decoupling capacitor
between the REFIO and REFM pins.

AVDD_5V
)
REFIO
ADC REF <« » O
External capacitor
10 uF  for reference
1kQ REFM noise reduction
PD_REF =0 I
— GND
C
4.096 V GND

Eq 6-6. Internal Reference Voltage
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6.3.4.2 External Reference Voltage

An external 4.096V reference voltage, as shown in 6-7, can be connected at the REFIO pin with an
appropriate decoupling capacitor placed between the REFIO and REFM pins. For improved thermal drift
performance, the REF7040 is recommended. To disable the internal reference, set PD_REF = 1b in address
0xC1 in register bank 1. The REFIO pin has ESD protection diodes connected to the AVYDD_5V and REFM pins.

5V

it

AVDD_5V

REF7040
REFIO
ADC REF <+—o O— o
10 wF
1kQ f—
REFM

PD_REF = 1
w o
C
4.096 V GND

B4 6-7. External Reference Voltage

6.3.5 Sample Synchronization

As illustrated in [¥] 5-2, [X] 5-3, [X] 5-4, and [X] 5-5, the SMPL_SYNC pin synchronizes multiple ADCs using an
external SYNC signal. The SMPL_SYNC pin is latched in by the falling edge of the sampling clock.

The synchronization signal is only required one time after power-up with the sampling clock free-running, or after
restarting sampling clock, or after a device reset. As illustrated in [X] 5-2, [¥] 5-3, [X] 5-4, and [X] 5-5, the SYNC
signal resets the internal analog channel selection logic and aligns the FCLKOUT signal to the data frame. If no
SYNC signal is given, the internal analog channel selection logic and FCLKOUT are not synchronized, which
can lead to a different alignment between the sequence of channel output data and FCLKOUT. When using
multiple ADCs with the same sampling clock, the SYNC signal makes sure all ADCs sample the same respective
analog input channel at the same time.

6.3.6 Data Interface

The ADS981x supports 2-lane and 4-lane mode with single-data-rate (SDR) and double-data-rate (DDR)
interface modes. The data interface can be selected using the configuration SPI as described in 3% 6-7. The
ADC generates the data (D[3:0]), data clock (DCLKOUT), and frame clock (FCLKOUT) in response to the
sampling clock signal on the SMPL_CLK input pin. The 18-bit ADC conversion result is output MSB first in a 24-
bit data packet and the last six bits are zeroes.

The data interface signals can be described as:

» D[3:0]: Data output from the ADC. In 4-lane mode all four lanes are used, whereas in 2-lane mode D3 and D1
are used to output ADC data.

* DCLKOUT: Data clock output from the ADC.

*  FCLKOUT: Frame clock output from the ADC delimiting each set of 8-channel data. A SYNC pulse is required
on power-up or after device reset to align the rising edge of FCLKOUT with channel 1 data output, as
described in the Sample Synchronization section.
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Use the registers in & 6-7 to configure the data interface.

#+ 6-7. Register Configurations For Interface Modes

INTERFACE MODE FIGURE (Agcﬁ:':g':‘gi” (AZ/;IeAs_SL,:ﬁEg”
4-lane, DDR [%] 5-2 0 0
2-lane, DDR % 5-3 0 1
4-lane, SDR X 5-4 1 0
2-lane, SDR % 5-5 1 1

6.3.6.1 Data Clock Output

The ADS981x features a source-synchronous data interface where the ADC provides the output data and the
clock to capture the data. The clock to capture the data is output on the DCLKOUT pin. The clock frequency
depends on the sampling clock speed, data rate (SDR or DDR), and number of output lanes (four lanes or two
lanes) and is given by = 3. The frame clock frequency is given by = 4.

24 bits /channel X 8 channels

Number of data lanes X Datarate (SDR = 1, DDR = 2) x Frame clock frequency @)

Data clock frequency =

Frame clock frequency = Sampling Cl(jfk frequency (4)

# 6-8 shows the data clock frequency for the maximum sampling rates for the ADS9817 and ADS9815 for
various interface modes.

#% 6-8. Data Clock Frequency for Interface Modes

ADS9815 ADS9817
INTERFACE MODE (fsmpL_cLk = 4MHz) (fsmpL_cLk = 8MHz)
4-lane, DDR 24MHz 48MHz
2-lane, DDR 48MHz 96MHz
4-lane, SDR 48MHz 96MHz
2-lane, SDR 96MHz Not supported

6.3.6.2 ADC Output Data Randomizer

As shown in [X| 6-8, the ADS981x features a data output randomizer. When enabled, the ADC conversion result
is bit-wise exclusive-ORed (XOR) with the LSB of the conversion result. The LSB of the ADC conversion result
has equal probability of being either 1 or 0. As a result of the XOR operation, the data output from the ADS981x
is randomized. The ground bounce created by the transmission of this randomized result over the data interface
is uncorrelated with the analog input voltage. This uncorrelated transmission helps minimize interference
between data transmission and analog performance of the ADC when the PCB layout does not minimize ground
bounce.

28 BFHB T 57— N2 (ZE RSB EPE) #55 Copyright © 2024 Texas Instruments Incorporated

Product Folder Links: ADS9815 ADS9817
English Data Sheet: SBASA81


https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/jp/lit/pdf/JAJSJW6
https://www.ti.com/jp
https://www.ti.com/feedbackform/techdocfeedback?litnum=JAJSJW6B&partnum=ADS9815
https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/lit/pdf/SBASA81

13 TEXAS
INSTRUMENTS

www.ti.com/ja-jp

ADS9815, ADS9817

JAJSJWEB — JANUARY 2023 — REVISED OCTOBER 2024

ADC Conversion Bit-wise Randomized
Result XOR Result
MSB —_)D_, MSB
MSB - 1 ’_)) > | MSB-1
MSB - 2 ’_)D_, MSB - 2
! : : :
LSB + 1 ’_)) > s LSB+1
LSB »> LSB

Eg 6-8. Bit-Wise XOR Operation

6.3.6.3 Test Patterns for Data Interface

As shown in [%| 6-9, the ADS981x features test patterns used by the host for debugging and verifying the data
interface. The test patterns replace the ADC output data with predefined digital data. Enable the test patterns by
configuring the corresponding register addresses 0x13 through 0x1B in bank 1.

% 6-9 lists the test patterns supported by the ADS981x.

Register  git 15 Bit8  Bit7 Bit 0
Address

A

0x13 CHI[4:1] Test Pattern Control Register
Test Patterns for

0x14 TPO_A LSB CH[4:1]

I-e Fixed Pattern {TPO}
0x15 TP1_A LSB MSB TPO_A « Digital ramp

 Alternating {TPO, TP1}

0x16 MSB TP1_A

v

A
0x18 CHI8:5] Test Pattern Control Register

Test Patterns for

0x19 TPO_B LSB CH[8:5]

I-e Fixed Pattern {TPO}
Ox1A TP1_B LSB MSB TPO_B « Digital ramp

o Alternating {TPO, TP1}

0x1B MSB TP1_B

v

[ 6-9. Register Bank for Test Patterns
# 6-9. Test Pattern Configurations
ADC OUTPUT TP_EN_CHI[4:1] TP_MODE_CH][4:1] SECTION RESULT(")

TP_EN_CHI[8:5]

TP_MODE_CH[8:5]

ADC conversion result

0

CH[4:1] = TPO_A

Fixed pattern 1 Oor1 Fixed Pattern CH[8:5] = TPO_B
. . CH[4:1] = Digital ramp
Digital ramp 1 2 Digital Ramp CHI8:5] = Digital ramp
Alternating test patterns 1 3 Alternating Test Pattern CH[4:1] = TPO_A, TP1_A

CH[8:5] = TPO_B, TP1_B

(1)  Configure the test patterns for two separate channel groups CH[4:1] and CHI8:5].

6.3.6.3.1 Fixed Pattern

The ADC outputs fixed patterns defined in the TPO_A and TPO_B registers in place of the CH[4:1] and CHI[8:5]

data, respectively.

» Configure the test patterns in TPO_A and TPO_B
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+ Set TP_EN_CHI[4:1] =1, TP_MODE_CH][4:1] = 0 (address = 0x13), TP_EN_CH[8:5] = 1, and
TP_MODE_CH][8:5] = 0 (address = 0x18)

6.3.6.3.2 Digital Ramp

The ADC outputs digital ramp values with increments specified in the RAMP_INC_A and RAMP_INC_B registers

in place of the CH[4:1] and CHI[8:5] data, respectively.

» Configure the increment value between two successive steps of the digital ramp in the RAMP_INC_A
(address = 0x13) and RAMP_INC_B (address = 0x18) registers, respectively. The digital ramp increments by
N + 1, where N is the value configured in these registers.

 Set TP_EN_CH[4:1] =1, TP_MODE_CH][4:1] = 2 (address = 0x13), TP_EN_CHI[8:5] = 1, and
TP_MODE_CH]I8:5] = 2 (address = 0x18)

6.3.6.3.3 Alternating Test Pattern

The ADC outputs alternating test patterns defined in the TPO_A, TP1_A and TPO_B, TP1_B registers in place of

the CH[4:1] and CHI8:5] data, respectively.

» Configure the test patterns in TPO_A, TP1_A, TP0O_B, and TP1_B

« SetTP_EN_CH[4:1] =1, TP_MODE_CH]J4:1] = 3 (address = 0x13), TP_EN_CHI[8:5] = 1, and
TP_MODE_CH]I8:5] = 3 (address = 0x18)
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6.4 Device Functional Modes
6.4.1 Power-Down

The ADS981x is powered-down by either a logic 0 on the PWDN pin or by writing 11b to the PD_CH field in
address 0xCO in register bank 1. The device registers settings are retained.

6.4.2 Reset

The ADS981x is powered down and reset by either a logic 0 on the RESET pin or by writing 1b to the RESET
field in address 0x00 in register bank 0. The device registers are initialized to the default values after reset and
the device must be initialized with a sequence of register write operations; see the Initialization Sequence
section.

6.4.3 Initialization Sequence

As shown in # 6-10, the ADS981x must be initialized by a sequence of register writes after device power-up or
reset. A free-running sampling clock must be connected to the ADC before executing the initialization sequence.
The ADS981x registers are initialized with the default value after the initialization sequence is complete.

& 6-10. ADS981x

Initialization
Sequence
STEP NUMBER REGISTER COMMENT
BANK ADDRESS VALUE[15:0]
REGISTER
STEP NUMBER COMMENT
BANK ADDRESS VALUE[15:0]
1 0 0x03 0x0002 Select register bank 1
2 1 0xF6 0x0002 INIT_2=1
3 0 0x04 0x000B INIT_1=1011b
4 0 0x03 0x0010 Select register bank 2
5 2 0x12 0x0040 INIT_3=1
6 2 0x13 0x8000 INIT_4 =1
7 2 0x0A 0x4000 INIT_5=1
8 Wait 10 ps (min)
9 2 0x0A 0x0000 INIT_5=0
10 0 0x03 0x0002 Select register bank 1
1 1 OxF6 0x0000 INIT_2=0
12 0 0x03 0x0010 Select register bank 2
13 2 0x13 0x0000 INIT_5=0
14 2 0x12 0x0000 INIT_4=0
15 0 0x04 0x0000 INIT_1=0
16 0 0x03 0x0002 Select register bank 1
17 1 0x33 0x0030 Write INIT_KEY
18 1 OxF4 0x0000 INIT=0
19 1 OxF4 0x0002 INIT =1
20 Wait 1 ms (min)
21 1 0xF4 0x0000 INIT=0
22 Wait 1 ms (min)
23 1 0x33 0x0000 INIT_KEY =0
24 1 0x0D <user-defined> EStz:)ll)JItedgae:ianfg::g;tcaIibration and select ADC
25 1 0x33 0x2040 Enable gain error calibration
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% 6-10. ADS981x
Initialization

Sequence (%iX)

STEP NUMBER REGISTER COMMENT
BANK ADDRESS VALUE[15:0]
STEP NUMBER REGISTER COMMENT
BANK ADDRESS VALUE[15:0]
26 1 0x34 0x0010 Enable gain error calibration
£ 6-10. ADS981x
Initialization
Sequence
STEP NUMBER REGISTER COMMENT
BANK ADDRESS VALUE[15:0]
STEP NUMBER REGISTER COMMENT
BANK ADDRESS VALUE[15:0]
1 0 0x03 0x0002 Select register bank 1
2 1 0xF6 0x0002 INIT_2=1
3 0 0x04 0x000B INIT_1=1011b
4 0 0x03 0x0010 Select register bank 2
5 2 0x12 0x0040 INIT_3=1
6 2 0x13 0x8000 INIT_4 =1
7 2 0x0A 0x4000 INIT_5=1
8 Wait 10 ps (min)
9 2 0x0A 0x0000 INIT_5=0
10 0 0x03 0x0002 Select register bank 1
1 1 0xF6 0x0000 INIT_2=0
12 0 0x03 0x0010 Select register bank 2
13 2 0x13 0x0000 INIT_5=0
14 2 0x12 0x0000 INIT_4=0
15 2 0x19 0x0EO00 INIT_4A =111b
16 2 Ox1F 0x1800 INIT_5A=11b
17 0 0x04 0x0000 INIT_1=0
18 0 0x03 0x0002 Select register bank 1
19 1 0x33 0x0030 Write INIT_KEY
20 1 OxF4 0x0000 INIT=0
21 1 OxF4 0x0002 INIT =1
22 Wait 1 ms (min)
23 1 0xF4 0x0000 INIT=0
24 Wait 1 ms (min)
25 1 0x33 0x0000 INIT_KEY =0
26 1 0x0D <user-defined> EStapll)JItedgae:ianfg::g;tcaIibration and select ADC
27 1 0x33 0x2040 Enable gain error calibration
28 1 0x34 0x0010 Enable gain error calibration
29 1 0x37 0x0005 Device initialized
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As shown in & 6-11, the default settings of the ADS981x can be changed for user-defined configuration:

* Analog inputs: analog input range, bandwidth, and common-mode voltage range

« Data interface: number of output lanes, single or double data rate

£ 6-11. ADS981x User-Configuration

REGISTER
STEP COMMENT
BANK ADDRESS VALUE[15:0]
Configure data interface
1 1 OxC1 <user-defined> (data rate, number of
lanes) and select internal
or external reference
2 1 0xC2 and 0xC3 <user-defined> Select analog {nput
ranges. See # 6-1
) Select analog input
3 1 0xCO <user-defined> bandwidth. See % 6-2
Select common-mode
4 1 0xC4 and 0xC5 <user-defined> range for analog inputs.
See # 6-3 and % 6-4
6.4.4 Normal Operation

After the ADS981x is initialized (see # 6-10), the ADS981x converts analog input voltages to digital output. A
free-running sampling clock is required for normal device operation; see the ADC Sampling Clock Input section.

6.5 Programming
6.5.1 Register Write

Register write access is enabled by setting SPI_RD_EN = 0b. The 16-bit configuration registers are grouped in
three register banks and are addressable with an 8-bit register address. Register bank 1 and register bank 2 are
selected for read or write operation by configuring the REG_BANK_SEL bits. Registers in bank 0 are always
accessible, irrespective of the REG_BANK_SEL bits. The register addresses in bank 0 are unique and are not

used in register banks 1 and 2.

As shown in [X] 6-10, steps to write to a register are:
1. Frame 1: Write to register address 0x03 in register bank 0 to select either register bank 1 or bank 2 for a

subsequent register write. This frame has no effect when writing to registers in bank 0.

2. Frame 2: Write to a register in the bank selected in frame 1. Repeat this step for writing to multiple registers

in the same register bank.
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— -\ Frame 1 l_\ Frame 2
CS I
|
|: 24-bits »

i
U U

: Register Write for Bank Selection (ADDR = 0x03)

[ Not Required for Register Bank 0

I I
{ addr[23:16] = 0x03, data[15:0] = 0x0002 or an AT
sDI I. 0x0010 } X { addr[23:16] = REG_ADDR, data[15:0] = DATA} x
|
: Register Write

SDO Logic 0 (when SPI_MODE = 0b) and Hi-Z (when SPI_MODE = 1b)

6-10. Register Write

6.5.2 Register Read

Select the desired register bank by writing to register address 0x03 in register bank 0. Register read access is
enabled by setting SPI_RD_EN = 1b and SPI_MODE = 1b in register bank 0. As illustrated in [X| 6-11, registers
are read using two 24-bit SPI frames after SPI_RD_EN and SPI_MODE are set. The first SPI frame selects the
register bank. The ADC returns the 16-bit register value in the second SPI frame corresponding to the 8-bit
register address.

As illustrated in [X| 6-11, steps to read a register are:

1. Frame 1: With SPI_RD_EN = 0b, write to register address 0x03 in register bank 0 to select the desired
register bank for reading.

2. Frame 2: Set SPI_RD_EN = 1b and SPI_MODE = 1b in register address 0x00 in register bank 0.

3. Frame 3: Read any register in the selected bank using a 24-bit SPI frame containing the desired register
address. Repeat this step with the address of any register in the selected bank to read the corresponding
register.

4. Frame 4: Set SPI_RD_EN = 0 to disable register reads and re-enable register writes.

5. Repeat steps 1 through 4 to read registers in a different bank.

s _\ Frame 1 ’ \ Frame 2 ’ \ Frame 3 ’ \ Frame 4 I_

X { addr[23:16] = 0x03, data[15:0] = 0x0002 or
A

|
SDI 0x0010 } X { addr[23:16] = 0x00, data[15:0] = 0x0006 } X {addr{23:16] = REG_ADDR, data[15:0] =0} I { addr{23:16] = 0x00, data[15:0] = 0x0004 } l
|

} Register Write for Bank Selection (ADDR = 0x03)
|

|
| . - . e . . . " _
Not Required for Register Bank 0 | Register Write for Read Enable (ADDR = 0x00) Register Read: 8-bit address of register to be read Register Write for Read Disable (ADDR = 0x00)

Hi-Z (when SPI_MODE = 1b)

SDoO Logic 0 (when SPI_MODE = 0Ob) / 16-bit Register Data \

Eq 6-11. Register Read
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6.5.3 Multiple Devices: Daisy-Chain Topology for SPI Configuration

6-12 shows a typical connection diagram showing multiple devices in a daisy-chain topology.

SCLK
cs
SCLK cs SCLK cs SCLK cs SCLK cs
ADS98XX ADS98XX ADS98XX ADS98XX HOST
ADC4 ADC3 ADC2 ADC1
SDO SDI SDO SDI SDO SDI SDO SDI

24-bit  |e 24-bit  |e 24-bit  |e 24-bit  |e PICO
» POCI

Eq 6-12. Daisy-Chain Connections for SPI Configuration

The CS and SCLK inputs of all ADCs are connected together and controlled by a single CS and SCLK pin of the
controller, respectively. The SDI input pin of the first ADC in the chain (ADC1) is connected to the peripheral IN
controller OUT (PICO) pin of the controller, the SDO output pin of ADC1 is connected to the SDI input pin of
ADC2, and so on. The SDO output pin of the last ADC in the chain (ADC4) is connected to the peripheral OUT
controller IN (POCI) pin of the controller. The data on the PICO pin passes through ADC1 with a 24-SCLK delay,
as long as CS is active.

The daisy-chain mode must be enabled after power-up or after the device is reset. Set the daisy-chain length in
the DAISY_CHAIN_LEN register to enable daisy-chain mode. The daisy-chain length is the number of ADCs in
the chain excluding ADC1. In [¥] 6-12, the DAISY_CHAIN_LEN = 3.
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6.5.3.1 Register Write With Daisy-Chain

Writing to registers in a daisy-chain configuration requires N x 24-SCLKSs in one SPI frame. A register write in a
daisy-chain containing four ADCs, as shown in [%] 6-13, requires 96 SCLKs.

s | |

|: \ x 24 bits >

POCI Logic 0 (when SPI_MODE = 0b)

6-13. Register Write With Daisy-Chain

Daisy-chain mode is enabled on power-up or after device reset. Configure the DAISY_CHAIN_LEN field to
enable daisy-chain mode. The waveform shown in [X| 6-13 must be repeated N times, where N is the number of
ADCs in the daisy-chain. [X| 6-14 provides the SPI waveform, containing N SPI frames, for enabling daisy-chain
mode for N ADCs.

Dapci[23:0] = Dapc2[23:0] = Danc3[23:0] = Dapcen[23:0] = { 0000 0001, 0000 0000, N-1, 00}

s _\ Frame 1 ’ \ Frame 2 ’ \ Frame 3 ’ \ Frame N ’

| | |
| | |
| | |
| | |
| | |
| | |
| | | |
sok | | | |
_ ]
| | |
| | |
| | |
| | |
‘
oo Yo Yo | o | o [ o Yo [ o | o [ o [ o o ) o | o J o | o | o [
A i
|

| |
| | |
l l l
DAISY_CHAIN_LEN = 3 {ADC1} DAISY_CHAIN_LEN = 3 {ADC1 and ADC2} DAISY_CHAIN_LEN = 3 {ADC1, ADC2 and ADC3} DAISY_CHAIN_LEN =3

DAISY_CHAIN_LEN = 0 {ADC2, ADC3, and ADCN} DAISY_CHAIN_LEN= 0 {ADC3, ADCN} DAISY_CHAIN_LEN = 0 {ADCN} {ADC1, ADC2, ADC3 and ADCN}
POCI Logic 0 (when SPI_MODE = 0b)

6-14. Register Write to Configure Daisy-Chain Length

6.5.3.2 Register Read With Daisy-Chain

6-15 illustrates an SPI waveform for reading registers in a daisy-chain configuration. The steps for reading
registers from N ADCs connected in a daisy-chain are as follows:

1. Register read is enabled by writing to the following registers using the Register Write With Daisy-Chain:
a. Write to PAGE_SEL to select the desired register bank
b. Enable register read by writing SPI_RD_EN = Ob and SPI_MODE = 0b (default on power-up)
2. With the register bank selected, the controller can read register data in the following two steps:
a. N x 24-bit SPI frame containing the 8-bit register address to be read: N-times {OxFE, 0x00, 8-bit register
address}
b. N x 24-bit SPI frame to read out register data: N-times {OxFF, OxFF, OxFF}
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The OxFE in step 2a configures the ADC for register read from the specified 8-bit address. At the end of step 23,
the output shift register in the ADC is loaded with register data. The ADC returns the 8-bit register address and
corresponding 16-bit register data in step 2b.

1

|

|

|

|

< N x 24 bits N x 24 bits N

1 ; |

| |

| | | |
SCLK ! I I I
_ | _ | |
|

«—— o4bits e 24 bits :i |

|

|

PICO x OXFE x 0x00 XB'Z'(;;‘:S:;”* OXFE ] OXFF X OXFF X OXFF
I |
|

x 8-bit . .
POCI —(: address X 16-bit register data

B 6-15. Register Read With Daisy-Chain

8-bit
address
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7 Register Map
7.1 Register Bank 0

B 7-1. Register Bank 0 Map

ADD

p15 [ p14 [ p13 | p12 [ pnt [ pto | po [ pe [ b7 | b6 [ bs | b4 | D3 D2 D1 DO
00h RESERVED SPE; é\/lo sié ﬁD RESET
01h RESERVED ‘ DAISY_CHAIN_LEN RESERVED
03h RESERVED ‘ REG_BANK_SEL
04h RESERVED ‘ INIT_1
06h REG_00H_READBACK
#+ 7-1. Register Section/Block Access Type Codes
Access Type Code Description
R R Read
w w Write
R/W R/W Read or write
Reset or Default Value
-n ‘ Value after reset or the default value
7.1.1 Register 00h (offset = Oh) [reset = 0h]
BJ 7-2. Register 00h
15 | 14 | 13 | 12 | 1 10 9 8
RESERVED
W-0h
7 | 6 | 5 | 4 | 3 2 1 0
RESERVED SPI_MODE SPI_RD_EN RESET
W-0h W-0h W-0h W-0h
7-3. Register 00h Field Descriptions
Bit Field Type Reset Description
15-3 RESERVED w Oh Reserved. Do not change from the default reset value.
Select between legacy SPI mode and daisy-chain SPI
2 SPI_MODE W oh ron?giifs;_gwhzicnoggg:t:;itg;n interface for register access.
1: Legacy SPI mode
Enable register read access in legacy SPI mode. This bit
1| seeoen | w on oo et dasy i SPImoce.
1 : Register read enabled
ADC reset control.
0 RESET w Oh 0 : Normal device operation
1: Reset ADC and all registers
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7.1.2 Register 01h (offset = 1h) [reset = 0h]

7-4. Register 01h

15 14 | 13 | 12 | 1 | 10 9 | 8
RESERVED
R/W-0h
7 6 | 5 | 4 | 3 | 2 1 | 0
RESERVED DAISY_CHAIN_LEN RESERVED
R/W-0h R/W-0h R/W-0h
7-5. Register 01h Field Descriptions
Bit Field Type Reset Description
15-7 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Configure the number of ADCs connected in daisy-chain for
6o DAISY_E(?\IHAIN_L W o Bh:e1S:[I)(éonfiguration.
1:2ADCs
31:32 ADCs
1-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.

7.1.3 Register 03h (offset = 3h) [reset = 2h]

7-6. Register 03h

15 14 13 12 11 10 9 8
RESERVED
R/W-0h
7 6 5 4 3 2 1 0
REG_BANK_SEL
R/W-2h
7-7. Register 03h Field Descriptions
Bit Field Type Reset Description
15-8 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Register bank selection for read and write operations.
0 : Select register bank 0
70 REG_BANK_SEL RIW 2h 2 : Select register bank 1
16 : Select register bank 2
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7.1.4 Register 04h (offset = 4h) [reset = 0h]

7-8. Register 04h

15 14 | 13 12 | 1 | 10 | 9 | 8
RESERVED
R-0Oh
7 6 | 5 4 3 | 2 | 1 | 0
RESERVED INIT_1
R/W-0h
7-9. Register 04h Field Descriptions
Bit Field Type Reset Description
INIT_1 field for device initialization. Write 1011b during the

3-0 INIT_1 RIW Oh initialization sequence. Write 0000b for normal operation.

7.1.5 Register 06h (offset = 6h) [reset = 2h]

B 7-10. Register 06h

15 14 | 13 12 | 1 | 10 | 9 | 8
REG_00H_READBACK
R-0h
7 6 | 5 4 | 3 | 2 | 1 | 0
REG_00H_READBACK
R-5h
7-11. Register 06h Field Descriptions
Bit Field Type Reset Description
This register is a copy of the register address 0x00 for
15-0 REG_O0OH_READ R oh readback. The register address 0x00 is write-only. The
BACK default readback value is 2h because SPI_RD_EN in
address 0x00 must be set to 1 for register reads.
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7.2 Register Bank 1

Ed 7-12. Register Bank 1 Map

ADD D15 ‘ D14 D13 D12 ‘ D11 ‘ D10 ‘ D9 D8 ‘ D7 D6 ‘ D5 ‘ D4 ‘ D3 ‘ D2 ‘ D1 ‘ DO
RESERVED DATA_F RESERVED GE_CAL_EN1 RESERVED
0Dh ORMAT
12h RESERVED XOR_EN | RESERVED
RESERVED RAMP_INC_A TP_MODE_CH[4:1] | TP_EN_ | RESERV
13h CH[4:1] | ED
14h TPO_A
15h TP1 A ‘ TPO_A
16h TPI_A
RESERVED RAMP_INC_B TP_MODE_CH[8:5] | TP_EN_ | RESERV
18h CH[8:5] | ED
19h TPO_B
1Ah TP1 B ‘ TPO_B
1Bh TP1_B
1Ch RESERVED USER_BITS_CH[8:5] | RESERVED USER_BITS_CH[4:1]
RESERVED | GE_CAL RESERVED GE_CAL INIT_KEY RESERVED
33h _EN3 _EN2
RESERVED GE_CAL RESERVED
34h _EN4
Coh RESERVED ANA_BW PD_CH
RESERVED PD_REF |RESERV | DATA_L | DATA_R RESERVED
Cth ED ANES | ATE
C2h RANGE_CH4 RANGE_CH3 RANGE_CH2 RANGE_CH1
C3h RANGE_CH8 RANGE_CH7 RANGE_CH6 RANGE_CH5
RESERVED CM_RNG_CH[8:5] | CM_RNG_CH[4:1] RESERVED | CM_EN_|CM_EN_|RESERV| PD_cHI
C4h CHI8:5] | CHM4:1] | ED P
RESERVED CM_CT RESERVED
C5h RL_EN
RESERVED INIT | RESERV
F4h ED
RESERVED INIT_2 |RESERV
Féh ED
#+ 7-2. Register Section/Block Access Type Codes
Access Type Code Description
R R Read
W W Write
R/W R/W Read or write
Reset or Default Value
-n Value after reset or the default value
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7.2.1 Register 0Dh (offset = Dh) [reset = 2002h]
7-13. Register 0Dh

15 | 14 13 12 | 1 | 10 | 9 8
RESERVED DATA_FORMAT RESERVED GE_CAL_EN1
R/W-0h R/W-1h R/W-0h R/W-0h
7 6 | 5 4 | 3 | 2 | 1 0
GE_CAL_EN1 RESERVED
R/W-0h R/W-2h
7-14. Register 0Dh Field Descriptions
Bit Field Type Reset Description
15-14 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Select data format for the ADC conversion result.
13 DATA_FORMAT R/W 1h 0 : Straight binary format
1 : Two's-complement format
12-9 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Global control for gain error calibration.
8-7 GE_CAL_EN1 R/W Oh 0 : Gain error calibration disabled for all channels
3 : Gain error calibration enabled for all channels
6-0 RESERVED R/W 2h Reserved. Do not change from the default reset value.

7.2.2 Register 12h (offset = 12h) [reset = 2h]
7-15. Register 12h

15 | 14 | 13 12 | 1 10 | 9 | 8
RESERVED
R/W-0h
7 ‘ 6 ‘ 5 4 3 2 ‘ 1 ‘ 0
RESERVED XOR_EN RESERVED
R/W-0h R/W-0h R/W-2h
B 7-16. Register 12h Field Descriptions

Bit Field Type Reset Description

15-4 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Enables XOR operation on ADC conversion result.
0 : XOR operation is disabled

3 XOR_EN RW Oh 1 : ADC conversion result is bit-wise XOR with the LSB of

the ADC conversion result

2-0 RESERVED R/W 2h Reserved. Do not change from the default reset value.
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7.2.3 Register 13h (offset = 13h) [reset = 0h]
7-17. Register 13h

15 | 14 | 13 | 12 | 1 | 10 9 8
RESERVED
R/W-0h
7 | 6 | 5 3 | 2 1 0
RAMP_INC_A TP_MODE_CH[4:1] TP_EN_CH[4:1]| RESERVED
R/W-0h R/W-0h R/W-0h R/W-0h
EJ 7-18. Register 13h Field Descriptions

Bit Field Type Reset Description

15-8 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Increment value for the ramp pattern output. The output

7-4 RAMP_INC_A R/W Oh ramp increments by N+1, where N is the value configured
in this register.
Select digital test pattern for analog input channels 1, 2, 3,
and 4.

. 0 : Fixed pattern from the TPO_A register

3-2 TP—MO?]E—CHM' R/W Oh 1 : Fixed pattern from the TPO_A register
2 : Digital ramp output
3 : Alternate fixed pattern output from the TPO_A and
TP1_A registers
Enable digital test pattern for data corresponding to analog

. input channels 1, 2, 3, and 4.
1 TP_EN_CH[4:1] RW Oh 0 : Data output is the ADC conversion result
1 : Data output is the digital test pattern
0 RESERVED R/W Oh Reserved. Do not change from the default reset value.

7.2.4 Register 14h (offset = 14h) [reset = Oh]
7-19. Register 14h

15 | 14 | 13 | 12 | 1 | 10 | 9 | 8
TPO_A[15:0]
R/W-0h
7 | 6 | 5 | 4 | 3 | 2 | 1 | 0
TPO_A[15:0]
R/W-0h
B 7-20. Register 14h Field Descriptions
Bit Field Type Reset Description
15-0 TPO_A[15:0] R/W Oh Lower 16 bits of test pattern 0
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7.2.5 Register 15h (offset = 15h) [reset = Oh]
7-21. Register 15h

15 \ 14 \ 13 \ 12 \ 11 \ 10 \ 9 \ 8
TP1_A[7:0]
R/W-0h
7 \ 6 \ 5 \ 4 \ 3 \ 2 \ 1 \ 0
TPO_A[23:16]
R/W-0h

BJ 7-22. Register 15h Field Descriptions

Bit Field Type Reset Description
15-8 TP1_A[7:0] R/W Oh Lower eight bits of test pattern 1
7-0 TPO_A[23:16] R/W Oh Upper eight bits of test pattern 0

7.2.6 Register 16h (offset = 16h) [reset = 0h]
B 7-23. Register 16h

15 \ 14 \ 13 \ 12 \ 11 \ 10 \ 9 \ 8
TP1_A[23:8]
R/W-0h
7 \ 6 \ 5 \ 4 \ 3 \ 2 \ 1 \ 0
TP1_A[23:8]
R/W-0h

7-24. Register 16h Field Descriptions
Bit Field Type Reset
15-0 TP1_A[23:8] R/W Oh

Description

Upper 16 bits of test pattern 1
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7.2.7 Register 18h (offset = 18h) [reset = 0h]
7-25. Register 18h

15 | 14 | 13 | 1 | 10 9 8
RESERVED
R/W-0h
7 | 6 | 5 3 | 2 1 0
RAMP_INC_B TP_MODE_B TP_EN_B RESERVED
R/W-0h R/W-0h R/W-0h R/W-0h
BJ 7-26. Register 18h Field Descriptions

Bit Field Type Reset Description

15-8 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Increment value for the ramp pattern output. The output

7-4 RAMP_INC_B R/W Oh ramp increments by N+1, where N is the value configured
in this register.
Select digital test pattern for analog input channels 5, 6, 7,
and 8.

. 0 : Fixed pattern from the TPO_B register

3-2 TP_MOIZ5)]E_CH[8. R/W Oh 1 : Fixed pattern from the TPO_B register
2 : Digital ramp output
3 : Alternate fixed pattern output from the TPO_B and
TP1_B registers
Enable digital test pattern for data corresponding to analog

. input channels 5, 6, 7, and 8.
1 TP_EN_CH[8:5] RW Oh 0 : Data output is the ADC conversion result
1 : Data output is the digital test pattern
0 RESERVED R/W Oh Reserved. Do not change from the default reset value.

7.2.8 Register 19h (offset = 19h) [reset = 0h]
7-27. Register 19h

15 \ 14 \ 13 \ 1 \ 10 \ 9 \ 8
TPO_B[15:0]
R/W-0h
7 ‘ 6 ‘ 5 ‘ 3 ‘ 2 ‘ 1 ‘ 0
TPO_B[15:0]
R/W-0h
B 7-28. Register 19h Field Descriptions
Bit Field Type Reset Description
15-0 TPO_B[15:0] R/W Oh Lower 16 bits of test pattern 0
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7.2.9 Register 1Ah (offset = 1Ah) [reset = 0h]

7-29. Register 1Ah

15 | 14 | 13 | 12 | 1 | 10 | 9 | 8
TP1_B[7:0]
R/W-0h
7 6 5 4 3 2 1 0
TPO_B[23:16]
R/W-0h
7-30. Register 1Ah Field Descriptions
Bit Field Type Reset Description
15-8 TP1_B[7:0] R/W Oh Lower eight bits of test pattern 1
7-0 TPO_BJ[23:16] R/W Oh Upper eight bits of test pattern 0

7.2.10 Register 1Bh (offset = 1Bh) [reset = 0h]

B 7-31. Register 1Bh

15 14 13 12 1 10 9 8
TP1_B[23:8]
R/W-0h
7 6 5 4 3 2 1 0
TP1_B[23:8]
R/W-0h
7-32. Register 1Bh Field Descriptions
Bit Field Type Reset Description
15-0 TP1_B[23:8] R/W Oh Upper 16 bits of test pattern 1
Register 1Ch (offset = 1Ch) [reset = Oh]
B 7-33. Register 1Ch
15 | 14 13 | 12 | 1 | 10 | 9 | 8
RESERVED USER_BITS_CH][8:5]
R/W-0h R/W-0h
7 6 5 4 3] 2 1 0
RESERVED USER_BITS_CH[4:1]
R/W-0h R/W-0h
7-34. Register 1Ch Field Descriptions
Bit Field Type Reset Description
15-8 USER_BITS_CH[ RIW oh User-defined_ bits appended to the ADC conversion result
8:5] from analog input channels 5, 6, 7, and 8.
7.0 USER_E_!ITS_CH[ RIW oh User-defineq bits appended to the ADC conversion result
4:1] from analog input channels 1, 2, 3, and 4.

7.2.11 Register 33h (offset = 33h) [reset = 0h]

B 7-35. Register 33h

15 ‘ 14 ‘

13 ‘ 12 ‘ 11 10 9 8
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7-35. Register 33h (%)

RESERVED GE_CAL_EN3 ‘ RESERVED
R/W-0h R/W-0h ‘ R/W-0h
7 6 5 | 3 | 2 1 0
RESERVED | GE_CAL_EN2 INIT_KEY RESERVED
R/W-0h R/W-0h R/W-0h R/W-0h
EJ 7-36. Register 33h Field Descriptions
Bit Field Type Reset Description
15-14 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Global control for gain error calibration.
13 GE_CAL_EN3 R/W Oh 0 : Gain error calibration disabled for all channels
1 : Gain error calibration enabled for all channels
12-7 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Global control for gain error calibration.
6 GE_CAL_EN2 R/W Oh 0 : Gain error calibration disabled for all channels
1 : Gain error calibration enabled for all channels
Device initialization sequence access key. Write 11b to
5-4 INIT_KEY R/W Oh access the device initialization sequence. Write 00b for
normal operation.
3-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.
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7.2.12 Register 34h (offset = 34h) [reset = Oh]

7-37. Register 34h

15 | 14 | 13 | 12 | 1 | 10 | 9 | 8
RESERVED
R/W-0h
7 | 6 | 5 4 3 | 2 | 1 | 0
RESERVED GE_CAL_EN4 RESERVED
R/W-0h R/W-0h R/W-0h
EJ 7-38. Register 34h Field Descriptions

Bit Field Type Reset Description

15-5 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Global control for gain error calibration.

4 GE_CAL_EN4 R/W Oh 0 : Gain error calibration disabled for all channels

1 : Gain error calibration enabled for all channels

3-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.

7.2.13 Register COh (offset = COh) [reset = 0h]

7-39. Register COh
15 | 14 | 13 | 12 | 1 | 10 9 | 8
RESERVED ANA_BW
R/W-0h R/W-0h
7 | 6 | 5 | 4 | 3 | 2 1 | 0
ANA_BW PD_CH
R/W-0h R/W-0h
7-40. Register COh Field Descriptions
Bit Field Type Reset Description
15-10 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Select analog input bandwidth for the respective analog
input channels.
MSB = BW control for channel 8.
9-2 ANA_BW RW Oh LSB = BW control for channel 1.
0 : Low-noise mode
1 : Wide-bandwidth mode
Power-down control for the analog input channels.
0 : Normal operation
1-0 PD_CH R/W Oh 1: Analog input channels 5, 6, 7, and 8 powered down
2 : Analog input channels 1, 2, 3, and 4 powered down
3 : All channels powered down
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7.2.14 Register C1h (offset = C1h) [reset = 0h]

7-41. Register C1h

15 14 | 13 | 12 1 10 9 8
RESERVED PD_REF RESERVED DATA_LANES | DATA_RATE
R/W-0h R/W-0h R/W-0h R/W-0h R/W-0h
7 6 | 5 | 4 3 2 1 0
RESERVED
R/W-0h
7-42. Register C1h Field Descriptions
Bit Field Type Reset Description
15-12 RESERVED R/W Oh Reserved. Do not change from the default reset value.

ADC reference voltage source selection.
0 : Internal reference enabled.

1 PD_REF RIW Oh 1 : Internal reference disabled. Connect the external
reference voltage to the REFIO pin.

10 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Select number of output data lanes per ADC channel.
0 : 4-lane mode. CH[4:1] data are output on pins D3 and

9 DATA_LANES R/W Oh D2. CH[8:5] data are output on pins D1 and DO.
1: 2-lane mode. CH[4:1] data are output on pin D3. CH[8:5]
data are output on pin D1.
Select data rate for the data interface.

8 DATA_RATE R/W Oh 0 : Double data rate (DDR)
1 : Single data rate (SDR)

7-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.
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7.2.15 Register C2h (offset = C2h) [reset = 0h]

7-43. Register C2h

15 \ 14 \ 13 \ 12 11 \ 10 \ 9 \ 8
RANGE_CH4 RANGE_CH3
R/W-0h R/W-0h
7 \ 6 \ 5 \ 4 3 \ 2 \ 1 \ 0
RANGE_CH2 RANGE_CH1
R/W-0h R/W-0h

7-44. Register C2h Field Descriptions

Bit Field Type Reset Description
15-12 RANGE_CH4 R/W Oh Select input voltage range for respective ADC channels.
0: 15V
11-8 RANGE_CH3 R/W Oh 1-435V
7-4 RANGE_CH2 R/wW Oh 2:+2.5V
3:17V
3-0 RANGE_CH1 R/W Oh 4:+10V
5:+12V
50 BFHB T 57— N2 (ZE RSB EPE) #55 Copyright © 2024 Texas Instruments Incorporated

Product Folder Links: ADS9815 ADS9817
English Data Sheet: SBASA81


https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/jp/lit/pdf/JAJSJW6
https://www.ti.com/jp
https://www.ti.com/feedbackform/techdocfeedback?litnum=JAJSJW6B&partnum=ADS9815
https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/lit/pdf/SBASA81

13 TEXAS

INSTRUMENTS

www.ti.com/ja-jp

ADS9815, ADS9817
JAJSIJWEB — JANUARY 2023 — REVISED OCTOBER 2024

7.2.16 Register C3h (offset = C3h) [reset = 0h]

7-45. Register C3h

15 | 14 | 13 12 1 | 10 | 9 | 8
RANGE_CH8 RANGE_CH7
R/W-0h R/W-0h
7 | 6 | 5 4 3 | 2 | 1 | 0
RANGE_CH6 RANGE_CH5
R/W-0h R/W-0h
7-46. Register C3h Field Descriptions
Bit Field Type Reset Description
15-12 RANGE_CH8 R/W Oh Select input voltage range for respective ADC channels.
11-8 RANGE_CH7 RIW oh (1’ ; :g\gv
7-4 RANGE_CH6 R/W Oh 2: 2.5V
3:17V
3-0 RANGE_CH5 R/W Oh 4:+£10V
5:+12V
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7.2.17 Register C4h (offset = C4h) [reset = 0h]

7-47. Register C4h

15 | 14 | 13 | 12 | 1 10 9 8
RESERVED CM_RNG_CH][8:5]
R/W-0h R/W-0h
7 | 6 5 | 3 2 1 0
CM_RNG_CH[4:1] RESERVED CM_EN_CH[8:5|CM_EN_CH[4:1| RESERVED PD_CHIP
] ]
R/W-0h R/W-0h R/W-0h R/W-0h R/W-0h R/W-0h
7-48. Register C4h Field Descriptions
Bit Field Type Reset Description
15-10 RESERVED R/W Oh Reserved. Do not change from the default reset value.
9-8 CM_RNG_CH]J8:5] R/W Oh CM_RNG_CH]I8:5] sets the common-mode voltage range
for analog input channels 5, 6, 7, and 8.
CM_RNG_CHI[4:1] sets the common-mode voltage range
for analog input channels 1, 2, 3, and 4
76 CM_RNG_CH[4:1] Riw Oh 0 : CM range equal to +RANGE / 2
1: CM range equal to 6V
2 : CM range equal to £12V
5-4 RESERVED R/W Oh Reserved. Do not change from the default reset value.
3 CM_EN_CH][8:5] R/W Oh CM_EN_CHI8:5] enables the common-mode range control
for analog input channels 5, 6, 7, and 8.
CM_EN_CHI4:1] enables the common-mode range control
2 CM_EN_CH[4:1] R/IW oh for analog input channels 1, 2, 3, and 4
-7 0 : Wide-common-mode range control disabled
1 : Wide-common-mode range control enabled
1 RESERVED R/W Oh Reserved. Do not change from the default reset value.
Full chip power-down control.
0 PD_CHIP R/W Oh 0 : Normal device operation
1 : Full device powered-down
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7.2.18 Register C5h (offset = C5h) [reset = 0h]

7-49. Register C5h

15 \ 14 \ 13 \ 12 \ 11 \ 10 \ 9 \ 8
RESERVED
R/W-0h
7 \ 6 \ 5 4 3 \ 2 \ 1 \ 0
RESERVED CM_CTRL_EN RESERVED
R/W-0h R/W-0h R/W-0h

7-50. Register C5h Field Descriptions
Bit Field Type Reset Description
15-5 RESERVED R/W Oh Reserved. Do not change from the default reset value.

Enable wide-common-mode range control for all analog
input channels.

0 : CM range for all analog input channels is £12V
4 CM_CTRL_EN RW Oh 1: CM range is user-defined in the CM_EN_CH]I8:5],
CM_EN_CH][8:5], CM_RNG_CH][4:1], and
CM_RNG_CH]I8:5] registers

3-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.

7.2.19 Register F4h (offset = F4h) [reset = Oh]

& 7-51. Register F4h

15 \ 14 \ 13 \ 12 \ 11 \ 10 9 8
RESERVED
R/W-0h
7 \ 6 \ 5 \ 4 \ 3 \ 2 1 0
RESERVED INIT RESERVED
R/W-Oh R/W-Oh R/W-Oh

Eq 7-52. Register F4h Field Descriptions

Bit Field Type Reset Description
15-2 RESERVED R/W Oh Reserved. Do not change from the default reset value.
1 INIT RIW oh INIT flelq for device |n|t|a||z.at|on. Write 1b during the
initialization sequence. Write Ob for normal operation.
0 RESERVED R/W Oh Reserved. Do not change from the default reset value.
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7.2.20 Register F6h (offset = F6h) [reset = 0h]
B 7-53. Register F6h

15 | 14 | 13 | 12 | 1 | 10 9 8
RESERVED
R/W-0h
7 | 6 | 5 | 4 | 3 | 2 1 0
RESERVED INIT_2 RESERVED
R/W-0h R/W-0h R/W-0h
Eq 7-54. Register F6h Field Descriptions
Bit Field Type Reset Description
15-2 RESERVED R/W Oh Reserved. Do not change from the default reset value.
1 INIT 2 RIW oh .IN‘I?I'_.2 flgld for device |n|t|?1||zat|on. Write 1b durlng the
initialization sequence. Write Ob for normal operation.
0 RESERVED R/W Oh Reserved. Do not change from the default reset value.
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7.3 Register Bank 2
Ed 7-55. Register Bank 2 Map

ADD D15 D14 D13 ‘ D12 ‘ D11 ‘ D10 ‘ D9 ‘ D8 ‘ D7 ‘ D6 ‘ D5 ‘ D4 ‘ D3 ‘ D2 ‘ D1 ‘ DO
RESERV| INIT_5 RESERVED

0Ah ED

12h RESERVED ‘ INIT_3 l RESERVED

13h | INIT4 RESERVED

& 7-3. Register Section/Block Access Type Codes

Access Type Code Description
R R Read

w w Write

R/W R/W Read or write

Reset or Default Value

-n

‘Value after reset or the default value

7.3.1 Register 0Ah (offset = 0Ah) [reset = 0h]

B 7-56. Register 0Ah

15 14 13 12 | 1 | 10 | 9 | 8
RESERVED INIT_5 RESERVED
R/W-0h R/W-0h
7 6 | 5 4 | 3 | 2 | 1 | 0
RESERVED
R/W-0h
B 7-57. Register 0A Field Descriptions
Bit Field Type Reset Description
15 RESERVED R/W Oh Reserved. Do not change from the default reset value.
INIT_5 field for device initialization. Write 1b during
14 INIT_5 R/W Oh initialization sequence. Write Ob for normal operation. Refer
to Initialization Sequence for more details.
13-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.

7.3.2 Register 12h (offset = 12h) [reset = 0h]

B 7-58. Register 12h

15 14 | 13 12 | 1 | 10 | 9 | 8
RESERVED
R/W-0h
7 6 5 4 | 3 | 2 | 1 | 0
RESERVED INIT_3 RESERVED
R/W-0h R/W-0h R/W-0h
BJ 7-59. Register 12 Field Descriptions
Bit Field Type Reset Description
15-7 RESERVED R/W Oh Reserved. Do not change from the default reset value.
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BJ 7-59. Register 12 Field Descriptions (#tX)

Bit Field Type Reset Description
INIT_3 field for device initialization. Write 1b during the

6-6 INIT_3 R/W Oh initialization sequence. Write Ob for normal operation. Refer
to Initialization Sequence for more details.

5-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.

7.3.3 Register 13h (offset = 13h) [reset = 0h]

7-60. Register 13h

15 14 13 12 1 10 9 8
INIT_4 RESERVED
R/W-0h R/W-0h
7 6 5 4 3 2 1 0
RESERVED
R/W-0h
EJ 7-61. Register 13 Field Descriptions
Bit Field Type Reset Description
INIT_4 field for device initialization. Write 1b during
15-15 INIT_4 R/W Oh initialization sequence. Write Ob for normal operation. Refer
to Initialization Sequence for more details.
14-0 RESERVED R/W Oh Reserved. Do not change from the default reset value.
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8 Application and Implementation

-
PLTFOT7 7V r—a i, TI OGRS TN 0 TIEARL, Tl TIEFOEWHMEF-ITeets

PRAEWZLER A, il 2 O HB9IZHTT5 8O A PEIC W T, BEEOBETHIBIL QW =72<KZ s
R0FET, BEREITE ORI BEAZMIEL T ANTHZL T, VAT AOEREEZ R T OMLERHVET,

8.1 Application Information

The ADS981x enables high-precision measurement of up to eight analog signals. The following section gives an
example application circuit and recommendations for using the ADS981x in automated test equipment (ATE)
systems.

8.2 Typical Application

8.2.1 Parametric Measurement Unit (PMU)

Parametric Measurement Unit (PMU)

Force voltage and current Device Under Test
Shunt resistor (buT)
< > <—>E—>I>-—<._/\/\/\,
Reference
»0O PMU VREF
Ratiometric setup
Y MVI1 channel
Current M
VREF
Voltage
AINTP O — I |
AINTM O
FPGA (¢« ADC T

e & [ [Jl) MVI2 channel
AINSP Q) H MVI3 channel
AIN3M O ]
AIN4P O % MVI4 channel
AINAM O >
AINSP % MVI5 channel
AINSM O 1
AINBP MVI6 channel
AINBM O 3
AIN7P + MVI7 channel
AIN7TM O 1
AINSP 4) MVI8 channel GND

GND AINBM O ]

1 J l

; GND
B 8-1. Typical PMU
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Reference

P To PMU VREF

Ratiometric setup

VREF

ADC

A
Y

FPGA

GND

O Force voltage and current

O PMU VREF

Q MVI1 channel
=. MVI2 channel
Q MVI3 channel
Q) MVI4 channel
Q MVI5 channel
Q MVI6 channel
=. MVI7 channel
O MVI8 channel

)>—— To DUT

AIN1P
AINTM

AIN2P PMU2 8:1 MUX

AIN2M

AIN3P PMU3 8:1 MUX

AIN3M

AIN4P PMU4 8:1 MUX

AIN4M 1

AINSP PMUS 8:1 MUX
AINSM 1

AIN6P PMUS 8:1 MUX
AIN6M 3

AIN7P PMU7 8:1 MUX

AIN7TM

AIN8P
AINSM

PMU8

Force voltage and current

From FPGA

PMU VREF

MVI1 channel
MVI2 channel
MVI3 channel
MVI4 channel

PMU and DUT GND

. PMU With a Multiplexer

MVI5 channel
MVI6 channel
MVI7 channel
MVI8 channel

)>—— To DUT

58

BHEHZBI T 57— N2 (2

SERB O BPE) 2 E

Copyright © 2024 Texas Instruments Incorporated

Product Folder Links: ADS9815 ADS9817

English Data

Sheet: SBASA81


https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/jp/lit/pdf/JAJSJW6
https://www.ti.com/jp
https://www.ti.com/feedbackform/techdocfeedback?litnum=JAJSJW6B&partnum=ADS9815
https://www.ti.com/product/jp/ads9815?qgpn=ads9815
https://www.ti.com/product/jp/ads9817?qgpn=ads9817
https://www.ti.com/lit/pdf/SBASA81

13 TEXAS
INSTRUMENTS ADS9815, ADS9817
www.ti.comlja-jp JAJSJWEB — JANUARY 2023 — REVISED OCTOBER 2024

8.2.2 Design Requirements

The goal of this application is to select an ADC for ATE applications. #¢ 8-1 shows the parameters for this design
example.

£ 8-1. Design Parameters

PARAMETER VALUE
Sampling rate Up to 2MSPS/channel
Total unadjusted error (TUE) over 25°C +5°C <0.01% with calibration
Supports external switches or multiplexer Full-scale step settling to 99.99% of full-scale in <1.8us

8.2.3 Detailed Design Procedure

The ADS981x is an eight-channel, 18-bit, 2MSPS data acquisition (DAQ) system. The device has a built-in
analog front-end that makes the ATE signal chain easier to design and more accurate.

The ADC accuracy is based on the total-unadjusted-error (TUE), which combines INL, offset, and gain errors.
Calibrate the external system for offset and gain errors at a specified temperature and supply voltage. When
calibrated (as described in % 8-2), only the INL, thermal offset drift, and thermal gain drift contribute to the TUE.
The ADS981x has a TUE of 0.0016% at 25°C +5°C post-calibration, meeting the design error requirement.

# 8-2. TUE at T, = 25°C Calculation

CALIBRATION INL (ppm) OFFSET ERROR (ppm) | GAIN ERROR (ppm) TUE (ppm) ERROR (%)

No calibration 15.26 495.9 183.1 528.8 0.053

Post-calibration 15.26 0 0 15.3 0.0015
Post-calibration +5°C 15.26 25 35 15.9 0.0016

The pin-electronics subsystem manages the PMU outputs. The subsystem connects each PMU output to
separate ADC channels ([X] 8-1) or uses a multiplexer to link multiple PMU outputs to one ADC channel (¥ 8-2).
This subsystem allows more pin-electronics channels on the card. The ADC requires more bandwidth with
multiplexers (7% 8-3) for fast settling when switching PMU channels. The ADS981x has two bandwidth modes:
Low-noise (up to 21kHz) and wide-bandwidth (up to 400kHz). As described in & 8-3 the wide-bandwidth mode
samples multiplexed PMU signals and settles to 99.99% FS in 13us.

£ 8-3. Step-Settling Performance

SETTLING TIME
ANALOG INPUT BANDWIDTH
99.90% of FS 99.95% of FS 99.99% of FS
Low BW (21kHz) 56us 61ps 76us
Wide BW (400kHz) Tus 8us 13ps
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8.2.4 Application Curve
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8-3. Step-Settling Performance
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8.3 Power Supply Recommendations

The ADS981x has three separate power supplies: AVDD_5V, VDD_1V8, and IOVDD. There is no requirement
for a specific power-up sequence. The data and configuration digital interfaces are powered by IOVDD. A
common 1.8V supply powers the VDD _1V8 and IOVDD pins. 8-4 illustrates the decoupling capacitor
connections for the respective power supplies. Make sure each power-supply pin has separate decoupling
capacitors.

Analog supply
(5V)
» AVDD_5V GND i
0.1uF 1uF
v Vv
Analog supply
(1'8\/) VDD_1V8
(pins 47, 48, 49)
0.1uF 1uF
Digital supply
(1'8\/) VDD_1V8
(pins 21, 22)
0.1uF 1uF
v Vv
10 supply
(1.2V to 1.8V)
» 10VvDD
0.1uF 1uF

B 8-4. Power-Supply Decoupling

8.4 Layout
8.4.1 Layout Guidelines

8-5 illustrates a board layout example for the ADS981x. Avoid crossing digital lines with the analog signal
path and keep the analog input signals and the reference signals away from noise sources.

Use 0.1pF ceramic bypass capacitors in close proximity to the AVDD_5V, VDD_1V8, and I0VDD power-supply
pins. Avoid placing vias between the power-supply pins and the bypass capacitors.

Place the reference decoupling capacitor close to the device REFIO and REFM pins. Avoid placing vias between
the REFIO pin and the bypass capacitors. Connect the GND, REFM, and GND pins to a ground plane using
short, low-impedance paths.
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8.4.2 Layout Example

8-5. Example Layout
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9 Device and Documentation Support

Tl offers an extensive line of development tools. Tools and software to evaluate the performance of the device,
generate code, and develop solutions are listed below.
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11 Mechanical, Packaging, and Orderable Information

The following pages include mechanical, packaging, and orderable information. This information is the most
current data available for the designated devices. This data is subject to change without notice and revision of
this document. For browser-based versions of this data sheet, refer to the left-hand navigation.
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PACKAGING INFORMATION

Orderable part number Status  Material type Package | Pins Package qty | Carrier RoOHS Lead finish/ MSL rating/ Op temp (°C) Part marking
@ @ ® Ball material Peak reflow ©)
@ )
ADS9815RSHR Active Production VQFN (RSH) | 56 2500 | LARGE T&R Yes NIPDAU Level-3-260C-168 HR -40 to 125 ADS9815
ADS9815RSHR.A Active Production VQFN (RSH) | 56 2500 | LARGE T&R Yes NIPDAU Level-3-260C-168 HR -40 to 125 ADS9815
ADS9817RSHR Active Production VQFN (RSH) | 56 2500 | LARGE T&R Yes NIPDAU Level-3-260C-168 HR -40 to 125 ADS9817
ADS9817RSHR.A Active Production VQFN (RSH) | 56 2500 | LARGE T&R Yes NIPDAU Level-3-260C-168 HR -40 to 125 ADS9817
ADS9817RSHT Active Production VQFN (RSH) | 56 250 | SMALL T&R Yes NIPDAU Level-3-260C-168 HR -40 to 125 ADS9817
ADS9817RSHT.A Active Production VQFN (RSH) | 56 250 | SMALL T&R Yes NIPDAU Level-3-260C-168 HR -40 to 125 ADS9817
PADS9815RSHT Active Preproduction VQFN (RSH) | 56 250 | SMALL T&R = Call Tl Call Tl -40 to 125
PADS9815RSHT.A Active  Preproduction VQFN (RSH) | 56 250 | SMALL T&R - Call Tl Call Tl -40 to 125

@ status: For more details on status, see our product life cycle.

@ Material type: When designated, preproduction parts are prototypes/experimental devices, and are not yet approved or released for full production. Testing and final process, including without limitation quality assurance,
reliability performance testing, and/or process qualification, may not yet be complete, and this item is subject to further changes or possible discontinuation. If available for ordering, purchases will be subject to an additional
waiver at checkout, and are intended for early internal evaluation purposes only. These items are sold without warranties of any kind.

® RoHS values: Yes, No, RoHS Exempt. See the TI RoHS Statement for additional information and value definition.

) |ead finish/Ball material: Parts may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two lines if the finish value exceeds the maximum
column width.

® msL rating/Peak reflow: The moisture sensitivity level ratings and peak solder (reflow) temperatures. In the event that a part has multiple moisture sensitivity ratings, only the lowest level per JEDEC standards is shown.
Refer to the shipping label for the actual reflow temperature that will be used to mount the part to the printed circuit board.

© part marking: There may be an additional marking, which relates to the logo, the lot trace code information, or the environmental category of the part.

Multiple part markings will be inside parentheses. Only one part marking contained in parentheses and separated by a "~" will appear on a part. If a line is indented then it is a continuation of the previous line and the two
combined represent the entire part marking for that device.

Important Information and Disclaimer:The information provided on this page represents TlI's knowledge and belief as of the date that it is provided. Tl bases its knowledge and belief on information provided by third parties, and
makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. Tl has taken and continues to take reasonable steps to provide representative
and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals. Tl and TI suppliers consider certain information to be proprietary, and thus CAS numbers
and other limited information may not be available for release.
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In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by Tl to Customer on an annual basis.
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PACKAGE MATERIALS INFORMATION
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TAPE AND REEL INFORMATION
REEL DIMENSIONS TAPE DIMENSIONS
4 |+ KO [¢—P1—
L Regic oy Rogic e o T
o| |e o Bo W
el |
. Diameter ' '
Cavity —>| AO |<—
A0 | Dimension designed to accommodate the component width
B0 | Dimension designed to accommodate the component length
KO | Dimension designed to accommodate the component thickness
A W | Overal width of the carrier tape
i P1 | Pitch between successive cavity centers
[ [ ]
_f Reel Width (W1)
QUADRANT ASSIGNMENTSFOR PIN 1 ORIENTATION IN TAPE
O O O O 0O O 0 O0 Sprocket Holes
| |
T T
St N Il )
H4-—q--4 t--1--1
Q3 1 Q4 Q3 | User Direction of Feed
[ & A |
T T
N
Pocket Quadrants
*All dimensions are nominal
Device Package |Package|Pins| SPQ Reel Reel A0 BO KO P1 w Pinl
Type |Drawing Diameter| Width | (mm) | (mm) | (mm) [ (mm) [ (mm) |Quadrant
(mm) |W1(mm)
ADS9815RSHR VQFN RSH 56 2500 330.0 16.4 7.3 7.3 1.1 12.0 | 16.0 Q2
ADS9817RSHR VQFN RSH 56 2500 330.0 16.4 7.3 7.3 11 12.0 | 16.0 Q2
ADS9817RSHT VQFN RSH 56 250 180.0 16.4 7.3 7.3 1.1 12.0 | 16.0 Q2
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TAPE AND REEL BOX DIMENSIONS
*All dimensions are nominal
Device Package Type |Package Drawing| Pins SPQ Length (mm) | Width (mm) | Height (mm)

ADS9815RSHR VQFN RSH 56 2500 367.0 367.0 35.0
ADS9817RSHR VQFN RSH 56 2500 367.0 367.0 35.0
ADS9817RSHT VQFN RSH 56 250 210.0 185.0 35.0

Pack Materials-Page 2



GENERIC PACKAGE VIEW
RSH 56 VQFN - 1 mm max height

PLASTIC QUAD FLATPACK - NO LEAD

Images above are just a representation of the package family, actual package may vary.
Refer to the product data sheet for package details.
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MECHANICAL DATA

RSH (S—PVQFN—N56)

PLASTIC QUAD FLATPACK NO—LEAD
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4207513/C 03/13

All linear dimensions are in millimeters. Dimensioning and tolerancing per ASME Y14.5M—1994.
This drawing is subject to change without notice.
Quad Flatpack, No—leads (QFN) package configuration.
The package thermal pad must be soldered to the board for thermal and mechanical performance.

See the additional figure in the Product Data Sheet for details regarding the exposed thermal pad features and dimensions.
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THERMAL PAD MECHANICAL DATA

RSH (S—PVQFN-N56) PLASTIC QUAD FLATPACK NO—-LEAD

THERMAL INFORMATION

This package incorporates an exposed thermal pad that is designed to be attached directly to an external
heatsink. The thermal pad must be soldered directly to the printed circuit board (PCB). After soldering, the

PCB can be used as a heatsink. In addition, through the use of thermal vias, the thermal pad can be attached
directly to the appropriate copper plane shown in the electrical schematic for the device, or alternatively, can be
attached to a special heatsink structure designed into the PCB. This design optimizes the heat transfer from the
integrated circuit (IC).

For information on the Quad Flatpack No—Lead (QFN) package and its advantages, refer to Application Report,
QFN/SON PCB Attachment, Texas Instruments Literature No. SLUA271. This document is available at www.ti.com.

The exposed thermal pad dimensions for this package are shown in the following illustration.

PIN 1 INDICATOR
0,30 1

N UUUUUUUIUUUUUT
g A/FC— Exposed Thermal Pad
5,20+0,10 § — — g
“|_fnnnnnnnnnonnd
¢—— 5,20+0,10 ——p

Bottom View

Exposed Thermal Pad Dimensions

4207553-2/1 07/13

NOTE: All linear dimensions are in millimeters
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LAND PATTERN DATA

RSH (S—PVQFN—N56) PLASTIC QUAD FLATPACK NO—LEAD

Note D

Example Stencil Design

Example Board Layout 0.125 Thick Stencil or Thinner
—| [—52:0,4 56x0,9 (Note E)—-I [~—52x0,4

JUa0oooouaoD | L0000000p000
— — — — [— 6x0,3 ——
—|o o0 0o 0 0| S 5640,2- =3 01,49 =
—> | — — [ — |
S |0 0 0 0 0| = =
E=|10 0 0 O O |==5525978 — 1 =595 7,75
— — — —
= |0 © 0 0 °0\=—/ — 1 Ry —
= |0 o 0 o0 o= = 503 =—

Lﬂ@ﬂﬂﬂgzﬂﬂﬂﬂﬂﬂ ™ 1000000000000

gig 775

(70% Printed Solder Coverage by Area)

Example Via Layout Design

Non Solder Mask Defined Pad
Via layout may vary depending

I -7 T on layout constraints
£ | (Note D, F)
xample
Solder Mask Opening |20X1,O
(Note F) 25x80,3— 6 o o o
\® O O O
o—o ¢ 690
Example
— Pad Geometry O O O O
0200 = e 20x1,0
0,05 o O o O
Al Around |
~— _

4209275-2/G  07/13

NOTES:

Al linear dimensions are in millimeters.

This drawing is subject to change without notice.

Publication IPC—7351 is recommended for alternate designs.

This package is designed to be soldered to a thermal pad on the board. Refer to Application Note, Quad Flat—Pack
Packages, Texas Instruments Literature No. SLUA271, and also the Product Data Sheets

for specific thermal information, via requirements, and recommended board layout. These documents are available at
www.ti.com <http: //www.ti.com>.

Laser cutting apertures with trapezoidal walls and also rounding corners will offer better paste release. Customers should
contact their board assembly site for stencil design recommendations. Refer to IPC 7525 for stencil design considerations.
Customers should contact their board fabrication site for recommended solder mask tolerances and via tenting
recommendations for vias placed in the thermal pad.
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