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3 Device Comparison

Table 3-1. Device Comparison

FEATURE ‘ IAEE ‘ (;E)%Brxgnﬁz) (;E)%Brxgnﬁz) (;E)%Brxgnﬁz) (;E)%Brxgnﬁz) (;E)%Brxgnﬁz) (;E)%Brxgnﬁz)

Package type _ 256|5:tG'aA"(QZ)FE 256|5:tG'aA"(ZZ)FE 179-gélIAZHH 256|5:tG'aA"(ZZ)FE 256|5:tG'aA"(ZZ)FE 179-gélIAZHH 256|5:tG'aA"(ZZ)FE 256|5:tG'aA"(ZZ)FE 179-gélIAZHH

Instruction cycle - 3.33ns 5ns 3.33ns 5ns 3.33ns 5ns

Floating-point unit - Yes Yes Yes Yes Yes Yes

Single-access RAM (SARAM) (16-bit word) - 258K 258K 130K 130K 98K 98K

Code security for on-chip SARAM blocks - No No No No No No

Boot ROM (8K x16) - Yes Yes Yes Yes Yes Yes

16-/32-bit External Interface (XINTF) 1 Yes Yes Yes Yes Yes Yes

6-channel Direct Memory Access (DMA) 0 Yes Yes Yes Yes Yes Yes

PWM channels 0 ePWM1/2/3/ ePWM1/2/3/ ePWM1/2/3/ ePWM1/2/3/ ePWM1/2/3/ ePWM1/2/3/
4/5/617/8/9 4/5/617/8/9 4/5/6/7/8/9 4/5/6/7/8/9 4/5/6 4/5/6

HRPWM chamels o Swinsaon SNANSAA SNANSAA SNANSAA PUNIAA SPUNIAZA
TAIBAI9A TAIBAI9A TAIBAI9A TAIBAI9A

32-bit capture inputs or auxiliary PWM outputs 0 6 6 6 6 4 4

32-bit QEP channels (four inputs/channel) 0 3 3 3 3 2 2

Watchdog timer - Yes Yes Yes Yes Yes Yes

External ADC interface - Yes Yes Yes Yes Yes Yes

32-bit CPU timers - 3 3 3 3 3 3

Multichannel Buffered Serial Port (McBSP)/SPI 1 2 2 2 2 1 1

Serial Peripheral Interface (SPI) 0 2 2 2 2 2 2

Serial Communications Interface (SCI) 0 3 3 3 3 3 3

Enhanced Controller Area Network (eCAN) 0 2 2 2 2 2 2

Inter-Integrated Circuit (12C) 0 1 1 1 1 1 1

gﬁr;(:ézl)-Purpose Input/Output (GPIO) pins _ 88 88 88 88 88 88

External interrupts - 8 8 8 8 8 8

T: -40°C to 105°C - ZFE ZFE ZHH ZFE ZFE ZHH ZFE ZFE ZHH
Temperature S: —-40°C to 125°C - ZFE ZFE - ZFE ZFE - ZFE ZFE -
options . o o
&gg%fo%) ;5;.5: ation) - ZFE ZFE - ZFE ZFE - ZFE ZFE -

(1) A type change represents a major functional feature difference in a peripheral module. Within a peripheral type, there may be minor differences between devices that do not affect the
basic functionality of the module. These device-specific differences are listed in the C2000 Real-Time Control Peripherals Reference Guide and in the peripheral reference guides.
(2) TMX samples will come with the ZEP designator. The designator will change to ZFE after TMS.
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3.1 Related Products

For information about other devices in the Delfino family of products, see the following links:
Original Delfino™ series:

TMS320F2833x Delfino™ Microcontrollers

The F2833x series is the original Delfino MCU. It is the first C2000™ MCU that is offered with a floating-
point unit (FPU). It has the first-generation ePWM timers that are used throughout the rest of the Delfino
and Piccolo™ families. The 12.5-MSPS, 12-bit ADC is still class-leading for an integrated analog-to-digital
converter. The F2833x has a 150-MHz CPU and up to 512KB of on-chip Flash. It is available in a 176-pin
QFP or 179-ball BGA package.

TMS320C2834x Delfino™ Microcontrollers
The C2834x series removes the on-chip Flash memory and integrated ADC to enable the fastest available
clock speeds of up to 300 MHz. It is available in a 179-ball BGA or 256-ball BGA package.

Newest Delfino™ series:

TMS320F2837xD Delfino™ Microcontrollers

The F2837xD series sets a new standard for performance with dual subsystems. Each subsystem
consists of a C28x CPU and a parallel control law accelerator (CLA), each running at 200 MHz. Enhancing
performance are TMU and VCU accelerators. New capabilities include multiple 16-bit/12-bit mode ADCs,
DAC, Sigma-Delta filters, USB, configurable logic block (CLB), on-chip oscillators, and enhanced versions
of all peripherals. The F2837xD is available with up to 1MB of Flash. It is available in a 176-pin QFP or
337-pin BGA package.

TMS320F2837xS Delfino™ Microcontrollers

The F2837xS series is a pin-to-pin compatible version of F2837xD but with only one C28x-CPU-and-CLA
subsystem enabled. It is also available in a 100-pin QFP to enable compatibility with the Piccolo™
TMS320F2807x series.
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4 Terminal Configuration and Functions

4.1 Pin Diagrams
The 179-ball ZHH ball grid array (BGA) terminal assignments are shown in Figure 4-1 through Figure 4-4.

The 256-ball ZFE plastic BGA terminal assignments are shown in Figure 4-5 through Figure 4-8. Table 4-1
describes the function(s) of each pin.

1 2 3 4 5 6 7
GPIO19/ GPI023/ GPI024/ GPI032/
SPISTEA/ | EQEP1 ECAP1/ SDAA/
P | EXTSOC2B | EXTSOC3B | Soirxpp/ | MFSXA/ | EQEP2A/ | EPWMSYNCH| VPP
CANTXA | SCIRXDB MDXB | ADCSOCAO
Gpi022/ GPIO33/
N | EXTSOC1A | EXTSOC3A | EXTADCCLK | EQEP1S/ Voo SCLA/ TDO
MCLKXA/ EPWMSYNCO/
SCITXDB ADCSOCBO
GPI021/ GPI025/ GPI027/
EQEP1B/ | ECAP2/ ECAP4/ _
M Vbp EXTSOC2A | ExTsoctB | EASRAE b | Bompas TRST
CANRXB MDRB MFSXB
GPIO18/ GPI020/
SPICLKA/ EQEP1A/
L | scitxps/ Vooio Vss MDXA/ Vss DI Vss
CANRXA CANTXB
 GPIO15/ GPIO16/ GPI026/
< v TZ4/XHOLDA| SPISIMOA/ v ECAP3/ v
ss SCIRXDB/ po CANTXB/ pblo EQEP2l/ pbio
MFSXB 75 MCLKXB
GPIO17/ 6 7
SPISOMIA/
J Vbbio Vss Vop Voo CANRXB/ J
TZ6
GPIO12/ GPIO11/ GPIO13/ | GPIO14/
y v TZ1/ EPWM6B/ 72/ TZ3XHOLD/ | |,
ss CANTXB/ | SCIRXDB/ | CANRXB/ | SCITXDB/
MDXB ECAP4 MDRB MCLKXB
1 2 3 4 5

Figure 4-1. C2834x 179-Ball ZHH MicroStar BGA Upper-Left Quadrant (Bottom View)
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8 9 10 11 12 13 14
GPI049/ GPIO54/ GPI056/ GPI058/
S ECAP6/ Vv SPISIMOA/ | SPICLKA/ | MCLKRA/
P XRS TeK XD30/ bpIo XD25/ XD23/ xo21/ |
SPISOMID EQEP3A EQEP3S EPWM7A
GPIO50/ GPIO51/ GPI055/ GPIO57/
EQEP1A/ EQEP1B/ | SPISOMIA/ | SPISTEA/
N| XRSIO EMUO XD29/ XD28/ XD24/ XD22/ Vo N
SPICLKD SPISTED EQEP3B EQEP3I
GPI048/ — GPI059/ GPI060/
ECAP5/ MFSRA/ MCLKRB/
M TMS Vss XD31/ E%FZJ}S/ Vss XD20/ xp1o, | M
SPISIMOD EPWM7B | EPWMSA
GPIO61/ GPIO62/
GPI053/
L Vss EMU1 Voo EQEP1I/ MFSRB/ SCIRXDC/ Vboio L
D26 XD18/ XD17/
EPWM8B | EPWMO9A
GPI063/
GPIOB4/ | SCITXDC/ | GPIOB5/
K| Vooio Voo Vss Voo XD15 XD16/ xpia | K
EPWMOB
8 9
J v GPI066/ GPI067/ GPI068/ Vv J
S8 XD13 XD12 XD11 bbio
GPIO70/ GPI069/
H Vss Voo XD9 XD10 Voo H
10 11 12 13 14

Figure 4-2. C2834x 179-Ball ZHH MicroStar BGA Upper-Right Quadrant (Bottom View)
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1 2 3 4 5
GPIOY/ GPIO10/ GPI08/
Vbb EPWM5B/ | EPWMBA/ | EPWMS5A/ Vss
SCITXDB/ | CANRXB/ CANTXB/
ECAP3 | ADCSOCBO | ADCSOCAO
GPIO7/ GPI06/
Vooio EPWM4B/ EPWM4A/ Vss GPI02/ .
MCLKRA/ | EPWMSYNCY/ EPWM2A
ECAP2 | EPWMSYNCO 6 7
GPIO5/ GPIO3/
v GPI04/ EPWM3B/ | EPWM2B/ v GPI080/ GPI046/
bD EPWM3A MFSRA/ ECAP5/ bD XA8 XA6
ECAP1 MCLKRB
GPIO85/ GPI084/ GPI1047/
Vbb Vss Vbbio XA13 NA12 XA7 Vbbio
GPIO1/
GPI030/ GPI1029/
EPWMIB/ | CANRXA/ | SCITXDA/ Voo GRIo81/ Voo Voo1s
ECAPS/ XA18 XA19 XA9
MFSRB
GPIOO/ St | apios Vbbio GPIO83/ Vboio Voo
EPWM1A XA15 XA
XA17
GPI1039/ GPI1086/ v GP1082/ v vV
XA16 XA14 ss XA10 ss ss
1 2 3 4 5 6 7
Figure 4-3. C2834x 179-Ball ZHH MicroStar BGA Lower-Left Quadrant (Bottom View)
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10 1+ 12 13 14
G Vbp Vss GI;’(I&?/ GI;’(IS772/ Vss G
g| GPIO78/ Vv GPIO75/ GPI074/ GPIO73/ |
XD1 bbio XD4 XD5 XD6
8 9
E GP1040/ GPI1077/ GPIO76/ E
Vbb1s Vss XA0 XD2 Voo XD3 Vss
GPI037/
D Vss XCLKIN GF;('/%“ 1 ECAP2/ Vbp Vss Vopio  |D
XZCS7
c X1 Vbpio Vbp Vbp G%/ XWET GI;ISgQ/ c
GPI036/ GPIO35/
B Vssk GF;('/?QS/ GF;('/?;Z Vss SCIRXDA/ | SCITXDA/ | XCLKOUT |pB
XZCS0 XR/W
GPI1028/ GPI034/
A X2 GRIol | GO Vooio SCIRXDA/ | ECAP1 XRD | A
XZCS6 XREADY
8 9 10 11 12 13 14
Figure 4-4. C2834x 179-Ball ZHH MicroStar BGA Lower-Right Quadrant (Bottom View)
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1 2 3 4 5 6 7 8
GPI1019/ GPI1021/ GP1024/ GP1027/
T v v Vv SPISTEA/ | EQEP1B/ ECAP1/ ECAP4/ DI
Ss ss bbio SCIRXDB/ MDRA/ EQEP2A/ EQEP2S/

CANTXA | CANRXB MDXB MFSXB

GPI020/ | GPIO22/ | GPIO25/ | GPIO32/
EQEP1A/ | EQEP1S/ | ECAP/ SDAA/ _
R Vss Vss EXTADCCLK | “Mbxa/ | MCLKXA/ | EQEP2B/ |EPWMSYNCH| TRST
CANTXB | SCITXDB | MDRB | ADCSOCAO

GPIO23/ | GPIO26/ | GPIO3Y
EQEP1I/ | ECAP3/ SCLA/

P| Voo |EXTSOC3B|  Vss Vss MFSXA/ | EQEP2l/ |Epwmsynco/| PO
SCIRXDB | MCLKXB | ADCSOCBO

N [ EXTSOC2A[EXTSOC2B | EXTSOC3A

Vss Vbbio Vbbio Vss Vbbio
GPIO18/
SCITXDB/ EXTSOC1A| EXTSOC1B| Vbpio Vss Vbp Vbp Vbp
CANRXA
GPIO16/ | GPIO17/
L Sg*ﬂ-ll\-ﬂ)%A// Sg Aﬁ%ﬁgy Vbb Vbbio Vbp Vss Vss Vss
TZ5 TZ6
~ GPIO15/
TZ4/XHOLD
K Vss S(/:IR)(()DB/A/ Vbp Vss Vbp Vss Vss Vss
MFSXB
GPIO13/ | GPIO14/
J Vbbio CAT\IZR?)/(B/ Tégéiglé?/ Vbbio Vbb Vss Vss Vss

MDRB MCLKXB

|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
M | SPICLKA/ |
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

Figure 4-5. C2834x 256-Ball ZFE Plastic BGA Upper-Left Quadrant (Bottom View)
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9 10 1 12 13 14 15 16
EGQPI'E(F),?% GPIO53/

II XRSIO XRS TCK XD29/ EQEP1I/ Vbpio Vss Vss T
! SPICLKD XD26
I
" GP1048/ GPIO51/ GPIO54/ GPIO56/

ECAP5/ EQEP1B/ SPISIMOA/| SPICLKA/
| Voo EMU1 XD31/ XD28/ XD25/ XD23/ Vss Vss IR
|l SPISIMOD | SPISTED EQEP3A EQEP3S
|
! GPIO49/ | gpiosp | GPIOSS/ GPIO57/

ECAP6/ SPISOMIA/ SPISTEA/
EQEP1
| ™S EMUO X030/ | “oors | xp2ay Vss XD22/ Voo | P
| SPISOMID EQEP3B EQEP3I
|
I
II GPIO59/ GPIO58/
MFSRA/ MCLKRA/

|I Vss Vss Vbbio Vbbio Vss Vss XD20/ xp21/ | N
| EPWM7B EPWM7A
|
I
| GPI062/ GPI1061/ GPI1060/
| SCIRXDC/ MFSRB/ MCLKRB/
'l Vbp Vbb Vbb Vss Vbbio XD17/ XD18/ XD19/ M
| EPWM9A | EPWMSB | EPWMSA
|
II GPI063/
| GPIOB65/ GPIO64/ SCITXDC/
! Vss Vss Vss Voo Vooio XD14 XD15 xp16/ |-
| EPWM9B
I
I
I
I
| Vss Vss Vss Vbp Vss G)F(’IIDO127/ 65501%6/ Vss K
|
|'
|
I
| GPIO69/ GP1068/
,, Vss Vss Vss Vbp Vbbio XD10 XD11 Vbbio
|
|

Figure 4-6. C2834x 256-Ball ZFE Plastic BGA Upper-Right Quadrant (Bottom View)
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|
GPIO10/ | GPIO11/ | GPIO12/ |
EPWM6A/ | EPWM6B/ TZ1/ i
v v Y Y
H| CANRXB/ | SCIRXDB/ | CANTXB/ ss Voo ss ss ss "
ADCSOCBO ECAP4 MDXB |
|
GPIO7/ GPIO8/ GPI09/ ,'
EPWM4B/ | EPWM5A/ | EPWMS5B/ |
G | MCLKRA/ | CANTXB/ | scITXDB/ Vss Voo Vss Vss Vss l
ECAP2 | ADCSOCAO| ECAP3 !
|
GPIOS/ |  GPIOG/ |
GPIO4/ | EPWM3B/| EPWM4A/ i
F| epwmsa | MFsRA/ | epwmsyncy|  VPPr© Voo Vss Vss Vss ,'
ECAP1 | EPWMSYNCO |
|
GPIO1/ GPIO3/ ,'
EPWM1B/ | GPIO2/ | EPWM2B/ |
E| EcAPs/ | EPWM2A | ECAPS/ Vooio Vss Voo Voo Voo |
MFSRB MCLKRB |
|
;'
GPI029/
D | SCITXDA/ EIC'-E’S\IISI?/A Vss Vss Vbbio Vbpio Vss Vbbio :
XA19 'n
|
|
el v gAP,\'lgf(% v v GPIOSS/ | GPIO83/ | GPIO81/ | GPIO4T/ ||
bD ss ss XA14 XA11 XA9 XA7 I
XA18 i
|
|
f
8l v v g:,\'l?f(xl GPI039/ | GPIOss/ | GPlos2 | GPioso/ | GPIo4sl ||
ss ss XA16 XA13 XA10 XA8 xA6 |l
XA17 i
|
|
|
GPI087/ | GPIO84/ |
A Vss Vss Vbbio XA15 XA12 Vbp1s X1 Vssk |
|
|
1 2 3 4 5 6 7 8

Figure 4-7. C2834x 256-Ball ZFE Plastic BGA Lower-Left Quadrant (Bottom View)
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|
|
' GPIO72/ GPIO71/ GPIO70/
\"/
'l Vss Vss Vss Voo ss XD7 XD8 xpo | H
I
I
I
|
| GPIO75/ GPIO74/ GPIO73/
\"/
‘, ss Vss Vss Voo Vss XD4 XD5 xps | ©
|
|
|
| GPIO78/ GPIO77/ GPIO76/
I V. Vss Vss Vbp Vbbio F
1 Ss XD1 XD2 XD3
I
I
|
| [ GPIO38/ GPI1079/
II Vbp Vbp Vbp Vss Vbbio XWE1 XWED DO E
|
|
|
ll
| Vss Vss Vbpio Vbpio Vss Vss XRD XCLKOUT | D
I
I
|
|
|
GPIO35/
| GPI045/ GP1044/ GPI1042/ GP1040/
| XA5 XA4 XAD XAOQ Vss Vss SCITXDA/ Vbp (o3
|| XR/W
|
ll
GPI1037/ GP1028/ GP1034/
I
| Vooo | CTON | CRIOMV | Ecapz/ | sCIRXDA/ | ECAP1/ Vss Vss | B
|| XZCS7 XZCS6 XREADY
|
|
| GPIO36/
| X2 Vss Vbp1s XCLKIN | SCIRXDA/ Vbbio Vss Vss A
XZCSO0
9 10 11 12 13 14 15 16

Figure 4-8. C2834x 256-Ball ZFE Plastic BGA Lower-Right Quadrant (Bottom View)
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4.2 Signal Descriptions

Table 4-1 describes the signals. The GPIO function (shown in Italics) is the default at reset. The peripheral
signals that are listed under them are alternate functions. Some peripheral functions may not be available
in all devices. See Table 3-1 for details. Inputs are not 5-V tolerant. All XINTF pins have a drive strength
of 4 mA (typical). All GPIO pins are 1/0/Z, 4-mA drive typical and have an internal pullup, which can be
selectively enabled or disabled on a per-pin basis. This feature only applies to the GPIO pins. The pullups
on GPIO0-GPIO11 and GPIO58-GPIO63 pins are not enabled at reset. The pullups on GPIO12-GPIO57
and GPIO64-GPIO87 are enabled upon reset.

Table 4-1. Signal Descriptions

NAME

ZHH
BALL #

ZFE
BALL #

DESCRIPTION

JTAG

TRST

M7

R8

JTAG test reset with internal pulldown. TRST, when driven high, gives the scan system control of
the operations of the device. If this signal is not connected or driven low, the device operates in its
functional mode, and the test reset signals are ignored.

NOTE: TRST is an active high test pin and must be maintained low at all times during normal
device operation. An external pulldown resistor is recommended on this pin. The value of this
resistor should be based on drive strength of the debugger pods applicable to the design. A 2.2-kQ
resistor generally offers adequate protection. Because this is application-specific, TI recommends
validating each target board for proper operation of the debugger and the application. (I, |)

TCK

P9

T11

JTAG test clock. An external pullup resistor is required on this pin. A 2.2-kQ resistor generally offers
adequate protection.(l)

T™MS

M8

P9

JTAG test-mode select (TMS) with internal pullup. This serial control input is clocked into the TAP
controller on the rising edge of TCK. (I, 1)

TDI

L6

T8

JTAG test data input (TDI) with internal pullup. TDI is clocked into the selected register (instruction
or data) on a rising edge of TCK. (I, 1)

TDO

N7

P8

JTAG scan out, test data output (TDO). The contents of the selected register (instruction or data)
are shifted out of TDO on the falling edge of TCK.

EMUO

N9

P10

Emulator pin 0. When TRST is driven high, this pin is used as an interrupt to or from the emulator
system and is defined as input/output through the JTAG scan. This pin is also used to put the
device into boundary-scan mode. With the EMUO pin at a logic-high state and the EMU1 pin at a
logic-low state, a rising edge on the TRST pin would latch the device into boundary-scan mode.
NOTE: An external pullup resistor is recommended on this pin. The value of this resistor should be
based on the drive strength of the debugger pods applicable to the design. A 2.2-kQ to 4.7-kQ
resistor is generally adequate. Because this is application-specific, TI recommends validating each
each target board for proper operation of the debugger and the application.

EMU1

L9

R10

Emulator pin 1. When TRST is driven high, this pin is used as an interrupt to or from the emulator
system and is defined as input/output through the JTAG scan. This pin is also used to put the
device into boundary-scan mode. With the EMUO pin at a logic-high state and the EMU1 pin at a
logic-low state, a rising edge on the TRST pin would latch the device into boundary-scan mode.
NOTE: An external pullup resistor is recommended on this pin. The value of this resistor should be
based on the drive strength of the debugger pods applicable to the design. A 2.2-kQ to 4.7-kQ
resistor is generally adequate. Because this is application-specific, T| recommends validating each
target board for proper operation of the debugger and the application.

Clock

XCLKOUT

B14

D16

Output clock derived from SYSCLKOUT. XCLKOUT is either the same frequency, one-half the
frequency, one-fourth the frequency, or one-eighth the frequency of SYSCLKOUT. This is controlled
by bit 19 (BY4CLKMODE), bits 18:16 (XTIMCLK), and bit 2 (CLKMODE) in the XINTCNF2 register.
At reset, XCLKOUT = SYSCLKOUT/8. The XCLKOUT signal can be turned off by setting
XINTCNF2[CLKOFF] to 1. Unlike other GPIO pins, the XCLKOUT pin is not placed in high-
impedance state during a reset.

XCLKIN

D9

Al2

External Oscillator Input. This pin is to feed a clock from an external 3.3-V oscillator. In this case,
the X1 pin must be tied to Vgsk. If a crystal/resonator is used (or if an external 1.8-V oscillator is
used to feed clock to X1 pin), this pin must be tied to Vss. (1)

X1

C8

A7

Internal/External Oscillator Input. To use the internal oscillator, a quartz crystal may be connected
across X1 and X2. The X1 pin is referenced to the 1.8-V core digital power supply. A 1.8-V external
oscillator may be connected to the X1 pin. In this case, the XCLKIN pin must be connected to Vss.
If a 3.3-V external oscillator is used with the XCLKIN pin, X1 must be tied to Vggk. (I)

X2

A8

A9

Internal Oscillator Output. A quartz crystal may be connected across X1 and X2. If X2 is not used it
must be left unconnected. (O)
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Table 4-1. Signal Descriptions (continued)

ZHH ZFE
NAME BALL # | BALL # DESCRIPTION
Reset

Device Reset (in) and Watchdog Reset (out).
Device reset. XRS causes the device to terminate execution. The PC will point to the address
contained at the location 0x3FFFCO. When XRS is brought to a high level, execution begins at the

XRS P8 T10 location pointed to by the PC. This pin is driven low by the MCU when a watchdog reset occurs.
During watchdog reset, the XRS pin is driven low for the watchdog reset duration of 512 OSCCLK
cycles. (1/0D, 1)
The output buffer of this pin is an open drain with an internal pullup. It is recommended that this pin
be driven by an open-drain device.
XRS 1/0 Control (I) - This pin must be connected to the XRS pin on the target board. When XRS is

XRSIO N8 T9 low (reset), the level detected on this pin puts all output buffers on the device in high-impedance
mode.

External ADC Interface Signals

EXTSOC1A N1 M2 External ADC SOC Group 1 A Output. Trigger for external ADC, this signal is logical OR of
ePWM1/2/3 SOCA internal signals (O)

EXTSOC1B M3 M3 External ADC SOC Group 1 B Output. Trigger for external ADC, this signal is logical OR of
ePWM1/2/3 SOCB internal signals (O)

EXTSOC2A M2 N1 External ADC SOC Group 2 A Output. Trigger for external ADC, this signal is logical OR of
ePWM4/5/6 SOCA internal signals (O)

EXTSOC2B P1 N2 External ADC SOC Group 2 B Output. Trigger for external ADC, this signal is logical OR of
ePWM4/5/6 SOCB internal signals (O)

EXTSOC3A N2 N3 External ADC SOC Group 3 A Output. Trigger for external ADC, this signal is logical OR of
ePWM?7/8/9 SOCA internal signals (O)

EXTSOC3B P2 P2 External ADC SOC Group3 B Output. Trigger for external ADC, this signal is logical OR of
ePWM?7/8/9 SOCB internal signals (O)

EXTADCCLK N3 R3 External ADC Clock Signal. Clock for external ADC support, derived from SYSCLK (O)

GPIO and Peripheral Signals

GPIO0 General-purpose input/output 0 (1/0/Z)

EPWM1A B1 D2 Enhanced PWM1 Output A and HRPWM channel (O)

GPIO1 General-purpose input/output 1 (1/0/Z)

EPWM1B c1 E1 Enhanced PWM1 Output B (O)

ECAP6 Enhanced Capture 6 input/output (I/O)

MFSRB McBSP-B receive frame synch (1/0)

GPI02 General-purpose input/output 2 (1/0/Z)

EPWM2A 5 E2 Enhanced PWM2 Output A and HRPWM channel (O)

GPIO3 General-purpose input/output 3 (1/0/Z)

EPWM2B E4 E3 Enhanced PWM2 Output B (O)

ECAP5 Enhanced Capture 5 input/output (I/O)

MCLKRB McBSP-B receive clock (1/0)

GPI104 General-purpose input/output 4 (1/0/Z)

EPWMS3A E2 F1 Enhanced PWM3 output A and HRPWM channel (O)

GPIO5 General-purpose input/output 5 (1/0/Z)

EPWM3B E3 E2 Enhanced PWM3 output B (O)

MFSRA McBSP-A receive frame synch (1/0O)

ECAP1 Enhanced Capture input/output 1 (I/O)

GPIO6 General-purpose input/output 6 (1/0/Z)

EPWM4A E3 F3 Enhanced PWM4 output A and HRPWM channel (O)

EPWMSYNCI External ePWM sync pulse input (1)

EPWMSYNCO External ePWM sync pulse output (O)

GPIO7 General-purpose input/output 7 (1/0/Z)

EPWM4B E2 c1 Enhanced PWM4 output B (O)

MCLKRA McBSP-A receive clock (1/0)

ECAP2 Enhanced capture input/output 2 (1/0)
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Table 4-1. Signal Descriptions (continued)

ZHH ZFE
NAME BALL # | BALL # DESCRIPTION

GPIO8 General-purpose input/output 8 (1/0/Z)

EPWM5A G4 G2 Enhanced PWM5 output A and HRPWM channel (O)

CANTXB Enhanced CAN-B transmit (O)

ADCSOCAO ADC start-of-conversion A (O)

GPIO9 General-purpose input/output 9 (1/0/Z)

EPWM5B G2 G3 Enhanced PWMS5 output B (O)

SCITXDB SCI-B transmit data(O)

ECAP3 Enhanced capture input/output 3 (I/O)

GPIO10 General-purpose input/output 10 (1/0/Z)

EPWM6A c3 H1 Enhanced PWM6 output A and HRPWM channel (O)

CANRXB Enhanced CAN-B receive (1)

ADCSOCBO ADC start-of-conversion B (O)

GPIO11 General-purpose input/output 11 (1/0/Z)

EPWM6B H3 H2 Enhanced PWM6 output B (O)

SCIRXDB SCI-B receive data (1)

ECAP4 Enhanced CAP Input/Output 4 (1/O)

GPIO12 General-purpose input/output 12 (1/0/Z)

TZ1 H2 H3 Trip Zone input 1 (1)

CANTXB Enhanced CAN-B transmit (O)

MDXB McBSP-B transmit serial data (O)

GPI013 General-purpose input/output 13 (1/0/Z)

TZ2 Ha 12 Trip Zone input 2 (1)

CANRXB Enhanced CAN-B receive (I)

MDRB McBSP-B receive serial data (1)

GPIO14 General-purpose input/output 14 (1/0/Z)
Trip Zone input 3/External Hold Request. XHOLD, when active (low), requests the external interface
(XINTF) to release the external bus and place all buses and strobes into a high-impedance state. To
prevent this from happening when TZ3 signal goes active, disable this function by writing _

TZ3/XHOLD H5 13 XINTCNF2[HOLD] = 1. If this is not done, the XINTF bus will go into high impedance anytime TZ3
goes low. On the ePWM side, TZn signals are ignored by default, unless they are enabled by the
code. The XINTF will release the bus when any current access is complete and there are no
pending accesses on the XINTF. (1)

SCITXDB SCI-B Transmit (O)

MCLKXB McBSP-B transmit clock (1/O)

GPIO15 General-purpose input/output 15 (1/0/Z)
Trip Zone input 4/External Hold Acknowledge. The pin function for this option is based on the
direction chosen in the GPADIR register. If the pin is configured as an input, then TZ4 function is

TZ4/XHOLDA chosen. If the pin is configured as an output, then XHOLDA function is chosen. XHOLDA is driven

K2 K2 active (low) when the XINTF has granted an XHOLD request. All XINTF buses and strobe signals

will be in a high-impedance state. XHOLDA is released when the XHOLD signal is released.
External devices should only drive the external bus when XHOLDA is active (low). (1/O)

SCIRXDB SCI-B receive (l)

MFSXB McBSP-B transmit frame synch (1/0)

GPIO16 General-purpose input/output 16 (1/0/Z)

SPISIMOA K4 L1 SPI slave in, master out (I/O)

CANTXB Enhanced CAN-B transmit (O)

TZ5 Trip Zone input 5 (1)

GPIO17 General-purpose input/output 17 (1/0/Z)

SPISOMIA 35 L2 SPI-A slave out, master in (I/O)

CANRXB Enhanced CAN-B receive (1)

TZ6 Trip zone input 6 (1)

GPIO18 General-purpose input/output 18 (1/0/Z)

SPICLKA L1 M1 SPI-A clock input/output (I/O)

SCITXDB SCI-B transmit (O)

CANRXA Enhanced CAN-A receive (1)

GPIO19 General-purpose input/output 19 (1/0/Z)

SPISTEA P3 T4 SPI-A slave transmit enable input/output (I/O)

SCIRXDB SCI-B receive (l)

CANTXA Enhanced CAN-A transmit (O)
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Table 4-1. Signal Descriptions (continued)

ZHH ZFE

NAME BALL # | BALL # DESCRIPTION
GP1020 General-purpose input/output 20 (1/0/Z)
EQEP1A L4 R4 Enhanced QEP1 input A (1)
MDXA McBSP-A transmit serial data (O)
CANTXB Enhanced CAN-B transmit (O)
GPI1021 General-purpose input/output 21 (1/0/Z)
EQEP1B M4 15 Enhanced QEP1 input B (l)
MDRA McBSP-A receive serial data (1)
CANRXB Enhanced CAN-B receive (1)
GP1022 General-purpose input/output 22 (1/0/Z)
EQEP1S N4 R5 Enhanced QEP1 strobe (I/O)
MCLKXA McBSP-A transmit clock (1/O)
SCITXDB SCI-B transmit (O)
GP1023 General-purpose input/output 23 (1/0/Z)
EQEP1I P4 P5 Enhanced QEP1 index (I/O)
MFSXA McBSP-A transmit frame synch (I/O)
SCIRXDB SCI-B receive (l)
GP1024 General-purpose input/output 24 (1/0/Z)
ECAP1 P5 T6 Enhanced capture 1 (I/O)
EQEP2A Enhanced QEP2 input A (l)
MDXB McBSP-B transmit serial data (O)
GPI1025 General-purpose input/output 25 (1/0/Z)
ECAP2 M5 R6 Enhanced capture 2 (1/O)
EQEP2B Enhanced QEP2 input B (1)
MDRB McBSP-B receive serial data (1)
GP1026 General-purpose input/output 26 (1/0/Z)
ECAP3 K6 P6 Enhanced capture 3 (I/O)
EQEP2I Enhanced QEP2 index (I/O)
MCLKXB McBSP-B transmit clock (I/O)
GPI1027 General-purpose input/output 27 (1/0/Z)
ECAP4 M6 T7 Enhanced capture 4 (1/O)
EQEP2S Enhanced QEP2 strobe (1/0)
MFSXB McBSP-B transmit frame synch (I/O)
GP1028 General-purpose input/output 28 (1/0/Z)
SCIRXDA Al12 B13 SCl receive data (1)
XZCS6 External Interface zone 6 chip select (O)
GPI1029 General-purpose input/output 29. (1/0/2)
SCITXDA C3 D1 SCI transmit data (O)
XA19 External Interface Address Line 19 (O)
GPIO30 General-purpose input/output 30 (I/0/Z)
CANRXA c2 Cc2 Enhanced CAN-A receive (I)
XA18 External Interface Address Line 18 (O)
GPIO31 General-purpose input/output 31 (1/0/Z)
CANTXA B2 B3 Enhanced CAN-A transmit (O)
XAl17 External Interface Address Line 17 (O)
GPI1032 General-purpose input/output 32 (1/0/Z)
SDAA P6 R7 12C data open-drain bidirectional port (1/0OD)
EPWMSYNCI Enhanced PWM external sync pulse input (1)
ADCSOCAO ADC start-of-conversion A (O)
GPI033 General-purpose input/output 33 (1/0/Z)
SCLA NG p7 12C clock open-drain bidirectional port (I/OD)
EPWMSYNCO Enhanced PWM external synch pulse output (O)
ADCSOCBO ADC start-of-conversion B (O)
GPI1034 General-purpose input/output 34 (1/0/Z)
ECAP1 A13 B14 Enhanced Capture input/output 1 (I/O)
XREADY External Interface Ready signal
GPIO35 General-purpose input/output 35 (1/0/Z)
SCITXDA B13 C15 SCI-A transmit data (O)
XR/W External Interface read, not write strobe
GPIO36 General-purpose input/output 36 (1/0/Z)
SCIRXDA B12 Al13 SCI-A receive data (1)
XZCS0 External Interface zone 0 chip select (O)
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Table 4-1. Signal Descriptions (continued)

ZHH ZFE
NAME BALL # | BALL # DESCRIPTION
GPI037 General-purpose input/output 37 (1/0/Z)
ECAP2 D11 B12 Enhanced Capture input/output 2 (I/O)
XZCSs7 External Interface zone 7 chip select (O)
GPIO38 _General—purpose input/output 38 (1/0/Z)
m c12 E15 External Interface Write Enable 0 (O). XWEO defaults back to GPIO38 upon reset, during which
time it will be high-impedance.
GPI039 General-purpose input/output 39 (1/0/Z)
- A2 B4 -
XA16 External Interface Address Line 16 (O)
GP1040 General-purpose input/output 40 (1/0/Z)
- E10 C12 -
XAO0 External Interface Address Line O
GP1041 General-purpose input/output 41 (1/0/Z)
- D10 B11l -
XAl External Interface Address Line 1 (O)
GP1042 General-purpose input/output 42 (1/0/Z)
- B10 Cl1 -
XA2 External Interface Address Line 2 (O)
GP1043 General-purpose input/output 43 (1/0/Z)
- Al0 B10 -
XA3 External Interface Address Line 3 (O)
GP1044 General-purpose input/output 44 (1/0/Z)
- A9 C10 -
XA4 External Interface Address Line 4 (O)
GP1045 General-purpose input/output 45 (1/0/Z)
- B9 Cc9 -
XA5 External Interface Address Line 5 (O)
GP1046 General-purpose input/output 46 (1/0/Z)
- E7 B8 -
XA6 External Interface Address Line 6 (O)
GP1047 General-purpose input/output 47 (1/0/Z)
- D6 C8 -
XA7 External Interface Address Line 7 (O)
GP1048 General-purpose input/output 48 (1/0/Z)
ECAP5 M10 R11 Enhanced Capture input/output 5 (I/O)
XD31 External Interface Data Line 31 (O)
SPISIMOD SPI-D slave in, master out (I/O)
GP1049 General-purpose input/output 49 (1/0/Z)
ECAP6 P10 P11 Enhanced Capture input/output 6 (I/O)
XD30 External Interface Data Line 30 (O)
SPISOMID SPI-D slave out, master in (1/O)
GPIO50 General-purpose input/output 50 (1/0/Z)
EQEP1A N10 T12 Enhanced QEP 1linput A (l)
XD29 External Interface Data Line 29 (O)
SPICLKD SPI-D Clock input/output (I/O)
GPIO51 General-purpose input/output 51 (1/0/Z)
EQEP1B N1l R12 Enhanced QEP 1linput B (l)
XD28 External Interface Data Line 28 (O)
SPISTED SPI-D slave transmit enable input/output (1/0)
GPI1052 General-purpose input/output 52 (1/0/Z)
EQEP1S M11 P12 Enhanced QEP 1Strobe (I/O)
XD27 External Interface Data Line 27 (O)
GPIO53 General-purpose input/output 53 (1/0/Z)
EQEP1I L11 T13 Enhanced QEP1 Index (I/O)
XD26 External Interface Data Line 26 (O)
GPIO54 General-purpose input/output 54 (1/0/Z)
SPISIMOA P12 R13 SPI-A slave in, master out (1/0O)
XD25 External Interface Data Line 25 (O)
EQEP3A Enhanced QEP3 input A (l)
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Table 4-1. Signal Descriptions (continued)

ZHH ZFE

NAME BALL # | BALL # DESCRIPTION
GPIO55 General-purpose input/output 55 (1/0/Z)
SPISOMIA N12 P13 SPI-A slave out, master in (1/O)
XD24 External Interface Data Line 24 (O)
EQEP3B Enhanced QEP3 input B (1)
GPIO56 General-purpose input/output 56 (1/0/Z)
SPICLKA P13 R14 SPI-A clock (1/0)
XD23 External Interface Data Line 23 (O)
EQEP3S Enhanced QEPS3 strobe (1/O)
GPIO57 General-purpose input/output 57 (1/0/Z)
SPISTEA N13 P15 SPI-A slave transmit enable (I/0)
XD22 External Interface Data Line 22 (O)
EQEP3I Enhanced QEP3 index (I/O)
GPI10O58 General-purpose input/output 58 (1/0/Z)
MCLKRA P14 N16 McBSP-A receive clock (1/0)
XD21 External Interface Data Line 21 (O)
EPWM7A Enhanced PWM 7 output A and HRPWM channel (O)
GPIO59 General-purpose input/output 59 (1/0/Z)
MFSRA M13 N15 McBSP-A receive frame synch (1/0)
XD20 External Interface Data Line 20 (O)
EPWM7B Enhanced PWM 7 output B (O)
GPI1060 General-purpose input/output 60 (1/0/Z)
MCLKRB M14 M16 McBSP-B receive clock (1/0)
XD19 External Interface Data Line 19 (O)
EPWMS8A Enhanced PWM 8 output A and HRPWM channel (O)
GPI061 General-purpose input/output 61 (1/0/Z)
MFSRB L12 M15 McBSP-B receive frame synch (1/0)
XD18 External Interface Data Line 18 (O)
EPWM8B Enhanced PWMS8 output B (O)
GP1062 General-purpose input/output 62 (1/0/Z)
SCIRXDC L13 M14 SCI-C receive data (1)
XD17 External Interface Data Line 17 (O)
EPWM9A Enhanced PWM9 output A and HRPWM channel (O)
GPI1063 General-purpose input/output 63 (1/0/Z)
SCITXDC K13 L16 SCI-C transmit data (O)
XD16 External Interface Data Line 16 (O)
EPWM9B Enhanced PWM9 output B (O)
GP1064 General-purpose input/output 64 (1/0/Z)
- K12 L15 -
XD15 External Interface Data Line 15 (O)
GPI065 General-purpose input/output 65 (1/0/Z)
- K14 L14 -
XD14 External Interface Data Line 14 (O)
GPI1066 General-purpose input/output 66 (1/0/Z)
- Ji1 K15 -
XD13 External Interface Data Line 13 (O)
GPI067 General-purpose input/output 67 (1/0/Z)
- Ji2 K14 -
XD12 External Interface Data Line 12 (O)
GPI1068 General-purpose input/output 68 (1/0/Z)
- J13 J15 -
XD11 External Interface Data Line 11 (O)
GPI1069 General-purpose input/output 69 (1/0/Z)
- H13 Ji14 -
XD10 External Interface Data Line 10 (O)
GPIO70 General-purpose input/output 70 (1/O/Z)
- H12 H16 -
XD9 External Interface Data Line 9 (O)
GPIO71 General-purpose input/output 71 (1/0/Z)
- G12 H15 -
XD8 External Interface Data Line 8 (O)
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Table 4-1. Signal Descriptions (continued)

ZHH ZFE
NAME BALL # | BALL # DESCRIPTION

GPIO72 General-purpose input/output 72 (1/0/Z)

- G13 H14 -

XD7 External Interface Data Line 7 (O)

GPIO73 General-purpose input/output 73 (1/0/Z)

- F14 G16 -

XD6 External Interface Data Line 6 (O)

GPIO74 General-purpose input/output 74 (1/0/Z)

- F13 G15 -

XD5 External Interface Data Line 5 (O)

GPIO75 General-purpose input/output 75 (1/0/Z)

- F12 Gl4 -

XD4 External Interface Data Line 4 (O)

GPIO76 General-purpose input/output 76 (1/0/Z)

- E13 F16 -

XD3 External Interface Data Line 3 (O)

GPIO77 General-purpose input/output 77 (1/0/Z)

- E11 F15 -

XD2 External Interface Data Line 2 (O)

GPIO78 General-purpose input/output 78 (1/0/Z)

- F10 F14 -

XD1 External Interface Data Line 1 (O)

GPIO79 General-purpose input/output 79 (1/0/Z)

- C14 E16 -

XDO External Interface Data Line 0 (O)

GPI1080 General-purpose input/output 80 (1/0/Z)

- E6 B7 -

XA8 External Interface Address Line 8 (O)

GPI1081 General-purpose input/output 81 (1/0/Z)

- C5 Cc7 -

XA9 External Interface Address Line 9 (O)

GP1082 General-purpose input/output 82 (1/0/Z)

- A5 B6 -

XA10 External Interface Address Line 10 (O)

GPI1083 General-purpose input/output 83 (1/0/Z)

- B5 C6 -

XAll External Interface Address Line 11 (O)

GP1084 General-purpose input/output 84 (1/0/Z)

- D5 A5 -

XA12 External Interface Address Line 12 (O)

GPI085 General-purpose input/output 85 (1/0/Z)

- D4 B5 -

XA13 External Interface Address Line 13 (O)

GPI1086 General-purpose input/output 86 (1/0/Z)

- A3 C5 -

XAl4 External Interface Address Line 14 (O)

GPI1087 General-purpose input/output 87 (1/0/Z)

- B3 A4 -

XA15 External Interface Address Line 15 (O)

XRD Al4 D15 External Interface Read Enable (O). The XRD pin is high-impedance on reset. It stays that way as
long as the XINTF clock is turned off (which happens on reset).

XWEL c13 E14 External Memory Interface Write Enable for Upper 16-bits (O). The XWEL1 pin is high-impedance on
reset. It stays that way as long as the XINTF clock is turned off (which happens on reset).

CPU and I/O Power Pins

Vbpig E8 A6 . .
Oscillator and PLL Power Pin (1.8 V)

Vbpis C7 All

Vssk BS A8 Oscillator Kelvin Reference Ground. This pin should not be connected to Vss. See Figure 6-29
through Figure 6-31 for proper application board connections.
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Table 4-1. Signal Descriptions (continued)

NAME BEI__'E# BiEE # DESCRIPTION
Vbp D1 C1
Vbp E1l C16
Vbp Gl E6
Vbp K3 E7
Vbp M1 E8
Vbp N5 E9
Vbp P7 E10
Vbp J3 E11
Vbp J4 F5
Vbp K9 F12
Vbp L10 G5
Vbp N14 G12
Vbp K11 H5
Vbp H11 H12
Vbp H14 J5 . .
CPU and logic digital power pins (1.1 V/1.2 V)
Voo G10 J12
Voo E12 K3
Voo D12 K5
Voo c11 K12
Voo c10 L3
Voo B7 L5
Voo C6 L12
Voo E5 M6
Voo ca M7
Vop M8
Vop M9
Vob M10
Vob M11
Voo P1
Voo P16
Voo D3 A3
Voo F1 Al4
Voo J1 B9
Voo L2 D5
Vppio K5 D6 Digital I/O power pins (3.3 V)
Voo K7 D8
Voo K8 D11
Voo P11 D12
Voo L14 E4
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Table 4-1. Signal Descriptions (continued)

NAME Bit':j# BiEE # DESCRIPTION
Vopio J14 E13
VooIo F11 F4
VooIo D14 F13
Vopio All J1
Vppio C9 Ja
Vopio D7 J13
Vopio B6 J16
Vppio B4 L4
Vopio L13
Vbpio M4 Digital /O power pins
Vopio M13
Vopio N5
Vopio N6
Vopio N8
Vopio N11
Vopio N12
Vopio R9
Vopio T3
Vopio T14
Vss D2 Al
Vss F4 A2
Vss G5 A10
Vss H1 Al5
Vss J2 Al6
Vss K1 B1
Vss L3 B2
Vss L5 B15
Vss L7 B16
Vss L8 c3
Vss M9 C4
Vss K10 c13
Vss M12 Cc14
Vss J10 D3 Digital ground pins
Vss H10 D4
Vss Gl4 D7
Vss G11 D9
Vss E14 D10
Vss D13 D13
Vss B11 D14
Vss E9 E5
Vss D8 E12
Vss A7 F6
Vss A6 F7
Vss Ad F8
Vss F9
Vss F10
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Table 4-1. Signal Descriptions (continued)

NAME BEI__'E# BiEE # DESCRIPTION
Vss F11
Vss G4
Vss G6
Vss G7
Vss G8
Vss G9
Vss G10
Vss G11
Vss G13
Vss H4
Vss H6
Vss H7
Vss H8
Vss H9
Vss H10
Vss H11
Vss H13
Vss J6
Vss J7
Vss J8
Vss J9
Vss J10
Vss J11 . .
Digital ground pins
Vss K1
Vss K4
Vss K6
Vss K7
Vss K8
Vss K9
Vss K10
Vss K11
Vss K13
Vss K16
Vss L6
Vss L7
Vss L8
Vss L9
Vss L10
Vss L11
Vss M5
Vss M12
Vss N4
Vss N7
Vss N9
Vss N10
Vss N13
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Table 4-1. Signal Descriptions (continued)

NAME BEI__"I:'# BiEE # DESCRIPTION

Vss N14

Vss P3

Vss P4

Vss P14

Vss R1

Vss R2 . ‘

Digital ground pins

Vss R15

Vss R16

Vss T1

Vss T2

Vss T15

Vss T16
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5 Specifications

This section provides the absolute maximum ratings and the recommended operating conditions.

5.1 Absolute Maximum Ratings®®

MIN MAX UNIT
Supply voltage Vppio With respect to Vgg -0.3 4
Vpp with respect to Vgg -0.3 15 \%
Vpp1g With respect to Vgg -0.3 24
Input voltage Vin (B.3V) -0.3 4 v
Viy (1.8 V) -0.3 2.4
Output voltage Vo -0.3 4 \%
Input clamp current Ik (Vin < 0 or Vin > Vppio) @ -20 20 mA
Output clamp current lok (Vo <0 or Vg > Vppio) -20 20 mA
Junction temperature T,® —40 150 °C
Storage temperature Totg? —-65 150 °C

(1) Stresses beyond those listed under Absolute Maximum Ratings may cause permanent damage to the device. These are stress ratings
only, and functional operation of the device at these or any other conditions beyond those indicated under Section 5.4 is not implied.
Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability.

(2) All voltage values are with respect to Vg, unless otherwise noted.

(3) Continuous clamp current per pin is +2 mA.

(4) One or both of the following conditions may result in a reduction of overall device life:

» long-term high-temperature storage
» extended use at maximum temperature
For additional information, see Semiconductor and IC Package Thermal Metrics.

5.2 ESD Ratings — Automotive

VALUE UNIT
TMS320C2834x in ZFE Package
Human body model (HBM), per AEC Q100-002® +2000
Vesp) Electrostatic discharge . All pins 500 \%
Charged-device model (CDM), per AEC Q100-011 Corner pins on 256-ball +750
ZFE: A1, A16, T1, T16
(1) AEC Q100-002 indicates HBM stressing is done in accordance wit hthe ANSI/ESDA/JEDEC JS-001 specification.
5.3 ESD Ratings — Commercial
VALUE UNIT
TMS320C2834x in ZHH Package
Human-body model (HBM), per ANSI/ESDA/JEDEC JS-001®) +2000
Vesp)  Electrostatic discharge Charged-device model (CDM), per JEDEC specification JESD22- +500 \
c101®@
(1) JEDEC document JEP155 states that 500-V HBM allows safe manufacturing with a standard ESD control process.
(2) JEDEC document JEP157 states that 250-V CDM allows safe manufacturing with a standard ESD control process.
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5.4 Recommended Operating Conditions

MIN NOM MAX UNIT
Device supply voltage, 1/0, Vppio 3.14 3.3 3.46 \%
) 300-MHz devices 1.14 1.2 1.26

Device supply voltage CPU, Vpp - \%

200-MHz devices 1.05 11 1.16
Supply ground, Vss, Vssio 0 \%
Oscillator supply ground, Vssk 0 \%
PLL/oscillator supply, Vppis 1.71 1.8 1.89 \%
Device clock frequency (system clock), C28346/C28344/C28342 2 300
fsyscLkout (Vop = 1.2V £ 5%) MHz

C28345/C28343/C28341 2 200

(Vpp = 1.1V + 5%)
High-level input voltage, V| (3.3 V) 2 Vppio + 0.3 \%
High-level input voltage, V|4 (1.8 V) 0.7 * Vppig \%
Low-level input voltage, V,_ (3.3 V) Vss — 0.3 0.8 \%
Low-level input voltage, V,_ (1.8 V) 0.3 * Vppig \%
High-level output source current, All I/Os -4 mA
VOH =24 V, IOH
Low-level output sink current, All I/0s 4 mA
VOL = VOL MAX, IOL

T version —40 105
Junction temperature, T; @) S version —40 125 °C

Q version -40 125

(AEC Q100 Qualification)

(1) Ta (Ambient temperature) is product- and application-dependent and can go up to the specified T; maximum of the device. See
Section 5.8, Thermal Design Considerations.
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5.5 Power Consumption Summary

Table 5-1. TMS320C28346/C28344 Y Current Consumption by Power-Supply Pins at 300-MHz

MODE

Typical
Operational

IDLE
STANDBY

HALT

SYSCLKOUT

@ ‘

lDD IDDIO IDDlS

TEST CONDITIONS |
‘ 25°C ‘

105°C ‘ 125°C 25°C 105°C ‘ 125°C ‘ 25°C ‘ 105°C
The following peripheral clocks are
enabled:

. ePWM1, ePWM2, ePWM3,
ePWM4, ePWM5, ePWMS,
ePWM7, ePWM8, ePWM9

«  eCAP1, eCAP2, eCAP3
«  eQEP1, eQEP2, eQEP3

+  eCAN-A

+  SCI-A, SCI-B (FIFO mode)

«  SPI-A (FIFO mode)

«  MCBSP-A 335 mA 555 mA 740 mA 75 mA 75 mA 80 mA 50 mA 47 mA
. 2c

«  XINTF

. DMA

. CPU-Timer 0, CPU-Timer 1,
CPU-Timer 2

All PWM pins are toggled at

300 kHz.

All I/O pins are left unconnected.

XCLKOUT is turned off. Pullups on

output pins and XINTF pins are

disabled.®

XCLKOUT is turned off.

- 205 mA 425 mA 610 mA 15 mA 15 mA 18 mA 50 mA 47 mA
Peripheral clocks are off.

Peripheral clocks are off. 140 mA 360 mA 545 mA 15 mA 15 mA 18 mA 50 mA 47 mA

Peripheral clocks are off.

Input clock is disabled.® 135 mA 355 mA 540 mA 15 mA 15 mA 18 mA 550 pA 550 pA

125°C

45 mA

45 mA

45 mA

550 pA

(1) The Ipp numbers in this table are valid for the TMS320C28346 and TMS320C28344 devices only. For the TMS320C28342 device,
subtract the Ipp current numbers for those peripherals that do not exist on this device (see Table 5-3) from the Ipp current numbers
shown in this table.

(2) Ippio current is dependent on the electrical loading on the I/O pins.

(3) The following is done in a loop:

» Data is continuously transmitted out of the SCI-A, SCI-B, SPI-A, McBSP-A, and eCAN-A ports.

Floating-point multiplication and addition are performed.
32-bit read/write of the XINTF is performed.

DMA channels 1 and 2 transfer data from SARAM to SARAM.
GPIO19 is toggled.

(4) If a quartz crystal or ceramic resonator is used as the clock source, the HALT mode shuts down the internal oscillator.

NOTE
The Ipp numbers in Table 5-1 are valid for the TMS320C28346 and TMS320C28344 devices
only. For the TMS320C28342 device, subtract the Iy current numbers for those peripherals
that do not exist on this device (see Table 5-3) from the Iy, current numbers shown in
Table 5-1.

NOTE
The peripheral - I/O multiplexing implemented in the device prevents all available peripherals
from being used at the same time. This is because more than one peripheral function may
share an I/O pin. It is, however, possible to turn on the clocks to all the peripherals at the
same time, although such a configuration is not useful. If this is done, the current drawn by
the device will be more than the numbers specified in the current consumption tables.
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Table 5-2. TMS320C28345/C28343@ Current Consumption by Power-Supply Pins at 200-MHz

SYSCLKOUT
IDD IDDIO @ IDDlB
MODE TEST CONDITIONS
25 | 105°C | 125°C 25°C w0s'c | 125°C 25 | 105°C | 125°C
The following peripheral clocks are
enabled:
«  ePWML, ePWM2, ePWMS3,
ePWM4, ePWMS5, ePWMS,
ePWM?7, ePWM8, ePWM9
+  eCAPL, eCAP2, eCAP3
«  eQEP1, eQEP2, eQEP3
«  eCAN-A
«  SCI-A, SCI-B (FIFO mode)
Typical operation  |*  SPI-A (FIFO mode) 200mA | 380mA | 500 mA 45 mA 45 mA 45 mA 45 mA 43 mA 40 mA
+ McBSP-A
. 12c
«  XINTF
. DMA
. CPU-TImers 0, CPU-Timer 1,
CPU-Timer 2
All PWM pins are toggled at 200 kHz. All
1/0 pins are left unconnected. XCLKOUT
is turned off. Pullups on output pins and
XINTF pins are disabled.®
IDLE 5?222‘;’;' clocks are off. XCLKOUT is 95mA | 275mA | 395mA 15 mA 15 mA 18 mA 45 mA 43 mA 40 mA
STANDBY Peripheral clocks are off. 45 mA 225 mA 345 mA 15 mA 15 mA 18 mA 45 mA 43 mA 40 mA
HALT Peripheral clocks are off. Input clock s 40mA | 220mA | 340mA | 15mA 15 mA 18 mA 550uA | 550 pA | 550 pA

disabled.®

(1) The Ipp numbers in this table are valid for the TMS320C28345 and TMS320C28343 devices only. For the TMS320C28341 device,
subtract the Ipp current numbers for those peripherals that do not exist on this device (see Table 5-3) from the Ipp current numbers
shown in this table.

(2) Ippio current is dependent on the electrical loading on the I/O pins.

(3) The following is done in a loop:

» Data is continuously transmitted out of the SCI-A, SCI-B, SPI-A, McBSP-A, and eCAN-A ports.

Floating-point multiplication and addition are performed.

32-bit read/write of the XINTF is performed.

DMA channels 1 and 2 transfer data from SARAM to SARAM.

GPIO19 is toggled.

(4) If a quartz crystal or ceramic resonator is used as the clock source, the HALT mode shuts down the internal oscillator.

NOTE
The Ipp numbers in Table 5-2 are valid for the TMS320C28345 and TMS320C28343 devices
only. For the TMS320C28341 device, subtract the Iy, current numbers for those peripherals
that do not exist on this device (see Table 5-3) from the Ipp current numbers shown in
Table 5-2.
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5.5.1 Reducing Current Consumption

Methods of reducing current consumption include the following:

» Turn off the clock to any peripheral module that is not used in a given application because each
peripheral unit has an individual clock-enable bit. Table 5-3 indicates the typical reduction in current
consumption achieved by turning off the clocks.

» Use any one of the three low-power modes to reduce current even further.
* Turn off XCLKOUT, reducing Ipp,o current consumption by 15 mA (typical).

» Disable the pullups on pins that assume an output function and on XINTF pins for significant savings

NOTE
The TMS320C2834x devices are manufactured in a high-performance process node.
Compared to the previous generation of the C28x devices, this process has more leakage
current. Leakage current is significantly impacted by the operating temperature, and the
increase in current with temperature is nonlinear. The total power for a given operating
condition includes switching/active power plus leakage power. Low-power HALT mode power
is due to the leakage current alone.

Figure 5-1 shows the typical leakage current across temperature.

Temperature (°C) Vs Leakage current (mA)
600
500 -
<
£ 400 -
€
2
o 300 -
(=]
©
£
©
3
200 -
L 466
T O T T T T T T 1
-20 0 20 40 60 80 100 120 140
Temperature (°C)
Figure 5-1. Temperature Versus Leakage Current (Typical)
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Table 5-3. Typical Current Consumption by Various
Peripherals®

PERIPHERAL lop CURRENT
MODULE REDUCTION (mA)

12C 5
eQEP 5
ePWM 3
eCAP 1
SCI 4
SPI 4
eCAN 2
McBSP 8
CPU-Timer 1

XINTF 4@
DMA 7
FPU 8

(1) All peripheral clocks (except CPU timer clocks) are disabled upon
reset. Writing to or reading from peripheral registers is possible only
after the peripheral clocks are turned on.

Operating the XINTF bus has a significant effect on IDDIO current. It
will increase considerably based on the following:

How many address/data pins toggle from one cycle to another
How fast they toggle

Whether 16-bit or 32-bit interface is used and

The load on these pins.

Whether internal pullups are enabled on the XINTF pins.

@

5.6 Electrical Characteristics
over recommended operating conditions (unless otherwise noted)

PARAMETER TEST CONDITIONS MIN TYP MAX | UNIT
lon = lop MAX 2.4
Vou  High-level output voltage o O \
lon = 50 pA Vopio — 0.2
VoL Low-level output voltage loL = lo MAX 0.4 \%
Pin l‘;vl'tz pullup |y =33V, Vy=0V Al /Os (including XRS) | —190 ~100
I Input current | €nable uA
(low level) Pin with pulldown
enabled P Vppio = 3.3V, Viy =0 V +15
Pin with pullup
V =33V, V=V, +3
| Input current | €nabled ppio N~ "boio uA
" (highlevel) | pin with pulldown
enabled P Vooio = 3.3V, Vin = Vopio 100 175
Output current, pullup or _
loz pulldown disabled Vo =Vopio 0r 0V 15| wA
C Input capacitance 2 pF
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5.7 Thermal Resistance Characteristics

5.7.1 ZHH Package

ec/w® @ AIR FLOW (Ifm)®
RO;c Junction-to-case 10.3 0
RO;5 Junction-to-board 21.2 0
40.8 0
RO ) ) 32.4 150
: Junction-to-free air
(High k PCB) 31.0 250
29.1 500
0.4 0
Psi Junction-t kage t 05 150
si unction-to-package to
T P ge top 06 250
0.8 500
21.0 0
. . 20.4 150
Psijg Junction-to-board
20.2 250
19.9 500
(1) °C/W = degrees Celsius per watt
(2) These values are based on a JEDEC-defined 2S2P system (with the exception of the Theta JC [RO;¢] value, which is based on a
JEDEC-defined 1SOP system) and will change based on environment as well as application. For more information, see these
EIA/JEDEC standards:
» JESD51-2, Integrated Circuits Thermal Test Method Environmental Conditions - Natural Convection (Still Air)
» JESD51-3, Low Effective Thermal Conductivity Test Board for Leaded Surface Mount Packages
» JESD51-7, High Effective Thermal Conductivity Test Board for Leaded Surface Mount Packages
» JESD51-9, Test Boards for Area Array Surface Mount Package Thermal Measurements
(3) Ifm = linear feet per minute
5.7.2 ZFE Package
ec/w® @ AIR FLOW (Ifm)®
RO;c Junction-to-case 14 0
ROj Junction-to-board 13.9 0
30 0
RO;A . . 21.8 150
. Junction-to-free air
(High k PCB) 20.6 250
19.1 500
1.24 0
bsi Junction- « . 2.63 150
si unction-to-package to
T package fop 3.15 250
4.05 500
14 0
. . 13.6 150
Psijg Junction-to-board
135 250
13.4 500
(1) °C/W = degrees Celsius per watt
(2) These values are based on a JEDEC-defined 2S2P system (with the exception of the Theta JC [RO;¢] value, which is based on a
JEDEC-defined 1SOP system) and will change based on environment as well as application. For more information, see these
EIA/JEDEC standards:
« JESD51-2, Integrated Circuits Thermal Test Method Environmental Conditions - Natural Convection (Still Air)
» JESD51-3, Low Effective Thermal Conductivity Test Board for Leaded Surface Mount Packages
« JESD51-7, High Effective Thermal Conductivity Test Board for Leaded Surface Mount Packages
» JESD51-9, Test Boards for Area Array Surface Mount Package Thermal Measurements
(3) Ifm = linear feet per minute
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5.8 Thermal Design Considerations

Based on the end application design and operational profile, the Ipp and Ipp,o currents could vary.
Systems that exceed the recommended maximum power dissipation in the end product may require
additional thermal enhancements. Ambient temperature (T,) varies with the end application and product
design. The critical factor that affects reliability and functionality is T, the junction temperature, not the
ambient temperature. Hence, care should be taken to keep T; within the specified limits. T,s. Should be
measured to estimate the operating junction temperature T;. T.ace IS NOrmally measured at the center of
the package top-side surface. The thermal application report Semiconductor and IC Package Thermal
Metrics helps to understand the thermal metrics and definitions.
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5.9 Timing and Switching Characteristics

5.9.1 Timing Parameter Symbology

Timing parameter symbols used are created in accordance with JEDEC Standard 100. To shorten the
symbols, some of the pin names and other related terminology have been abbreviated as follows:

Lowercase subscripts and their Letters and symbols and their
meanings: meanings:

a access time H High

c cycle time (period) L Low

d delay time \% Valid

i fall time X Il(JaCzInown, changing, or don't care
h hold time 4 High impedance

r rise time

su setup time

t transition time

v valid time

w pulse duration (width)

5.9.1.1 General Notes on Timing Parameters

All output signals from the 28x devices (including XCLKOUT) are derived from an internal clock such that
all output transitions for a given half-cycle occur with a minimum of skewing relative to each other.

The signal combinations shown in the following timing diagrams may not necessarily represent actual
cycles. For actual cycle examples, see the appropriate cycle description section of this document.

5.9.1.2 Test Load Circuit

This test load circuit is used to measure all switching characteristics provided in this document.

Tester Pin Electronics Data Sheet Timing Reference Point

42Q 3.5nH ) Output
Test
Z0=50 QW
Device Pin(B)

\
\
\
\
\
Transmission Line I I O Under
\
\
\
\
\
\

I 4.0 pF I 1.85 pF

A. Input requirements in this data sheet are tested with an input slew rate of < 4 Volts per nanosecond (4 V/ns) at the
device pin.

B. The data sheet provides timing at the device pin. For output timing analysis, the tester pin electronics and its
transmission line effects must be taken into account. A transmission line with a delay of 2 ns or longer can be used to
produce the desired transmission line effect. The transmission line is intended as a load only. It is not necessary to
add or subtract the transmission line delay (2 ns or longer) from the data sheet timing.

Figure 5-2. 3.3-V Test Load Circuit
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5.9.1.3 Device Clock Table

This section provides the timing requirements and switching characteristics for the various clock options
available. Table 5-4 and Table 5-5 list the cycle times of various clocks.

Table 5-4. Clocking and Nomenclature (300-MHz Devices)

MIN NOM MAX | UNIT
. . tc(osc), Cycle time 33.3 125 ns
On-chip oscillator clock (crystal/resonator—X1/X2)
Frequency 8 30| MHz
tecny, Cycle time (C8 6.67 50 ns
PLL enabled o(Ch: =Y (C8)
1 Frequency 2 150 | MHz
XCLKIN® t Cycle time (C8) 6.67 250
, Cycle time . ns
PLL disabled iy =Y
Frequency 4 150 | MHz
tecny, Cycle time (C8 10 50 ns
PLL enabled FC(CI) y (C8) ) 1 VH
%1 @ requency 00 z
tecny, Cycle time (C8 10 250 ns
PLL disabled iy =Y (C8)
Frequency 4 100 | MHz
t , Cycle time 3.33 500 ns
SYSCLKOUT «(scop Y
Frequency 2 300 MHz
t , Cycle time 13.3 2000 ns
XCLKOUT <(xco) ¥ 5
Frequency 0.5 75@ | MHz
t , Cycle time 25 ns
HSPCLK/EXTADCCLK® o(icoy =¥
Frequency 40| MHz
t , Cycle time 6.67 13.30) ns
LSPCLK® ooy Y -
Frequency 750) 150 | MHz

(1) The input clock frequency and PLLCR[DIV] values should be chosen such that the output frequency of the PLL(VCOCLK) lies between
400 MHz to 600 MHz.

(2) Although the maximum XCLKOUT frequency is 75 MHz, this value may not be attainable depending on SYSCLKOUT and available
prescalers.

(3) This frequency is limited by GPIO switching characteristics.

(4) Lower LSPCLK and HSPCLK will reduce device power consumption.

(5) This is the value if SYSCLKOUT = 300 MHz.
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Table 5-5. Clocking and Nomenclature (200-MHz Devices)

MIN NOM MAX | UNIT
. . teosc), Cycle time 33.3 125 ns
On-chip oscillator clock (crystal/resonator—X1/X2)
Frequency 8 30| MHz
tecny, Cycle time (C8 6.67 50 ns
PLL enabled FC(C" Y (C8) ; ol
requenc z
XCLKIN® t ’ C |y time (C8) 6.67 250
, Cycle time . ns
PLL disabled o(chy =Y
Frequency 4 150 | MHz
tecny, Cycle time (C8 10 50 ns
PLL enabled (i =Y (C8)
1@ Frequency 2 100| MHz
tecny, Cycle time (C8 10 250 ns
PLL disabled o(chy =Y (8)
Frequency 4 100| MHz
t , Cycle time 5 500 ns
SYSCLKOUT s(scop =Y
Frequency 2 200| MHz
t , Cycle time 13.3 2000 ns
XCLKOUT <(xco). =¥ :
Frequency 0.5 75@ | MHz
t , Cycle time 8 ns
HSPCLK/EXTADCCLK® <(Hco). =Y
Frequency 40| MHz
t , Cycle time 10 200 ns
LSPCLK®) iLcop =Y -
Frequency 500 100| MHz

(1) The input clock frequency and PLLCR[DIV] values should be chosen such that the output frequency of the PLL(VCOCLK) lies between
400 MHz to 600 MHz.

(2) Although the maximum XCLKOUT frequency is 75 MHz, this value may not be attainable depending on SYSCLKOUT and available
prescalers.

(3) This frequency is limited by GPIO switching characteristics.

(4) Lower LSPCLK and HSPCLK will reduce device power consumption.

(5) This is the value if SYSCLKOUT = 200 MHz.
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5.9.2 Power Sequencing

No special requirements are placed on the power up/down sequence of the various power pins to ensure
the correct reset state for all the modules. However, if the 3.3-V transistors in the level shifting output
buffers of the 1/O pins are powered prior to the 1.1-V/1.2-V transistors, it is possible for the output buffers
to turn on, causing a glitch to occur on the pin during power up. To avoid this behavior, power the
Vpp pins prior to or simultaneously with the Vpp,o pins, ensuring that the Vpp pins have reached 0.7-V
before the Vpp,o pins reach 0.7 V. The 1.8-V rail for the PLL and oscillator logic can be powered up along
with Vpp/Vppo rails. The 1.8-V rail must be powered even if the PLL is not used. It should never be left
unpowered. In any configuration, all the rails should ramp up within t,,, (5 ms, typical) to allow early
stability of clocks and 10s.

There is a requirement on the XRS pin:

+ During power up, the XRS pin must be held low for t,rsi 1) after the input clock is stable. This is to
enable the entire device to start from a known condition.

No voltage larger than a diode drop (0.7 V) above Vppo should be applied to any digital pin before
powering up the device. Voltages applied to pins on an unpowered device can bias internal P-N junctions
in unintended ways and produce unpredictable results.

5.9.2.1 Power Management and Supervisory Circuit Solutions

LDO selection depends on the total power consumed in the end application. Go to the Power
Management page for a list of Tl power management ICs. Click the Reference designs tab for specific
power management reference designs.
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Vopio (3:3V) —14

|
Vop1s (1:8 V) _{4

|
Vpp (1.2 V1.1 V) _{4
1 towp
|

Xtz WWﬂﬂm
|
XCLKOUT mm / 0SCCLK/64 (A) X 0SCCLK/16 X e
| )7 | 12}

le—1 ) User-Code Dependent
| oscsT ¢ twmsLy) —’i

—>
XCLKIN

X
)
(72

Address/Data Valid. Internal Boot-ROM Code Execution Phase

Address/Data/
Control {: >< \‘ X /

(Internal)

taEex _I’_’: User-Code Execution Phase

th(booi-mode)(B)—:‘—’{ User-Code Dependent

L

Boot-Mode GPIO Pins as Input " W / @( -
{

Pins '
. Peripheral/GPIO Function
Boot-ROM Execution Starts Based on Boot Code

1/0 Pins© GPIO Pins as Input (State Depends on Internal PU/PD) X g

User-Code Dependent

A. Upon power up, SYSCLKOUT is OSCCLK/8. Because the XTIMCLK, CLKMODE, and BY4CLKMODE bits in the
XINTFCNF2 register come up with a reset state of 1, SYSCLKOUT is further divided by 8 before it applies to
XCLKOUT. This explains why XCLKOUT = OSCCLK/64 during this phase. Subsequently, boot ROM changes
SYSCLKOUT to OSCLK/2. Because the XTIMCLK register is unchanged by the boot ROM, XCLKOUT is OSCCLK/16
during this phase.

B. After reset, the boot ROM code samples Boot Mode pins. Based on the status of the Boot Mode pin, the boot code
branches to destination memory or boot code function. If boot ROM code executes after power-on conditions (in
debugger environment), the boot code execution time is based on the current SYSCLKOUT speed. The SYSCLKOUT
will be based on user environment and could be with or without PLL enabled.

C. See Section 5.9.2 for requirements to ensure a high-impedance state for GPIO pins during power up.

Figure 5-3. Power-on Reset
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Table 5-6. Reset (XRS) Timing Requirements

MIN NOM MAX UNIT
twrsLy) Pulse duration, stable input clock to XRS high 64t;0sceLk) cycles
tw(rRsL2) Pulse duration, XRS low Warm reset 64t;0sccLk) cycles

Pulse duration, reset pulse generated b
twwDRS) watchdog P 9 y 512t 0sceLk) cycles
taEx) Delay time, address/data valid after XRS high 32tcosceLk) cycles
toscst @ Oscillator start-up time 1 10 ms
th(boot-mode) Hold time for boot-mode pins 200ty 0sceLk) cycles
toup Power-up time 5 ms

(1) In addition to the tyrsL1) requirement, XRS must be low until Vpp has reached the minimum operating voltage.

(2) Dependent on crystal/resonator and board design.

X1/X2 / _/ \ nnm

OSCCLK/8

X~

|
XCLKOUT |||||||||||/
|

OSCCLK *5
l"_tw(RSLz)

i \

)T

User-Code Dependent

—

}l{

User-Code Execution Phase

| |
t ——
Address/Data/ dEX)
Control User-Code Execution W (Don't Care) ?&X X X\A
(Internal)
Boot-ROM Execution Starts |<—q— th(boot-mode)
Boot-Mode - - - 5
Pins Peripheral/GPIO Function X GPIO Pins as Input . : XPeripheraI/GPlO Function}/v
User-Code Execution Starts

I/0 Pins User-Code Dependent X GPIO Pins as Input (State Depends on Internal PU/PD) X X

User-Code Dependent

A. After reset, the Boot ROM code samples BOOT Mode pins. Based on the status of the Boot Mode pin, the boot code
branches to destination memory or boot code function. If Boot ROM code executes after power-on conditions (in
debugger environment), the Boot code execution time is based on the current SYSCLKOUT speed. The
SYSCLKOUT will be based on user environment and could be with or without PLL enabled.

Figure 5-4. Warm Reset
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Figure 5-5 shows an example for the effect of writing into PLLCR register. In the first phase, PLLCR =
0x0003 and SYSCLKOUT = OSCCLK x 2. The PLLCR is then written with 0x0007 (setting for
OSCCLK x 8). Right after the PLLCR register is written, the PLL lock-up phase begins. During this phase,
SYSCLKOUT = OSCCLK/2. After the PLL lock-up is complete (which takes 2600 OSCCLK cycles),
SYSCLKOUT reflects the new operating frequency, OSCCLK x 4.

OSCCLK ] - | |

i Write to PLLCR

{
SYSCLKOUT '| |||||||||||||||||

OSCCLK*2 OSCCLK/2 OSCCLK*4
(Current CPU (CPU Frequency While PLL is Stabilizing (Changed CPU Frequency)
Frequency) With the Desired Frequency This Period

(PLL Lock-up Time, t,) is
2600 OSCCLK Cycles Long.)

Figure 5-5. Example of Effect of Writing Into PLLCR Register
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5.9.3 Clock Requirements and Characteristics

Table 5-7. XCLKIN/X1 Timing Requirements — PLL Enabled

NO. MIN MAX | UNIT
Co |t Fall time, XCLKIN® 4| ns
C10 |ty Rise time, XCLKIN® 4| ns
C1l |t Pulse duration, XCLKIN low as a percentage of tgoscei) 40% 60%

C12 |ty Pulse duration, XCLKIN high as a percentage of tcoscei) 40% 60%

(1) This applies to the X1 pin also.

Table 5-8. XCLKIN/X1 Timing Requirements — PLL Disabled

NO. MIN MAX | UNIT
C9 | tycy Fall time, XCLKIN® 2| ns
C10 |t Rise time, XCLKIN® 2| ns
Cll | tycu) Pulse duration, XCLKIN low as a percentage of tyosccik) & 45% 55%

C12 |tycm) Pulse duration, XCLKIN high as a percentage of tyosccix) & 45% 55%

(1) This applies to the X1 pin also.

The possible configuration modes are shown in Table 6-34.

Table 5-9. XCLKOUT Switching Characteristics (PLL Bypassed or Enabled)® @

NO. PARAMETER MIN  TYP MAX | UNIT
Cl |texco) Cycle time, XCLKOUT 13.3 ns
C3 | tixco) Fall time, XCLKOUT 2 ns
C4 | tyxco) Rise time, XCLKOUT 2 ns
C5 | twxcow) Pulse duration, XCLKOUT low H-2 H+2 ns
C6 | twxcom) Pulse duration, XCLKOUT high H-2 H+2 ns
t PLL lock time 2600t osccLky @) | cycles

(1) A load of 40 pF is assumed for these parameters.
(2) H=0.5txco) _ _ _
(3) OSCCLK is either the output of the on-chip oscillator or the output from an external oscillator.

T
c9
Ih—cs—yl | I |
—e——»
llqi Cl——p ": :" c3 o | |
I
I | l l —»— C5 |

» ¢ C4 ' |
[
I

XCLKOUT(B)W

A. The relationship of XCLKIN to XCLKOUT depends on the divide factor chosen. The waveform relationship shown is
intended to illustrate the timing parameters only and may differ based on actual configuration.

B. XCLKOUT configured to reflect SYSCLKOUT.
Figure 5-6. Clock Timing
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5.9.4 Peripherals

5.9.4.1 General-Purpose Input/Output (GPIO)
5.9.4.1.1 GPIO - Output Timing

Table 5-10. General-Purpose Output Switching Characteristics

PARAMETER MIN MAX UNIT
ti(cPo) Rise time, GPIO switching low to high All GPIOs 11 ns
ticpPo) Fall time, GPIO switching high to low All GPIOs 11 ns
ticPo Toggling frequency, GPO pins 40 MHz

\
GPIO } ‘
| |
‘ | 4"
— tcro)
ti(GcPO) l—

Figure 5-7. General-Purpose Output Timing

44 Specifications Copyright © 2009-2018, Texas Instruments Incorporated
Submit Documentation Feedback
Product Folder Links: TMS320C28346 TMS320C28345 TMS320C28344 TMS320C28343 TMS320C28342
TMS320C28341


http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341
http://www.ti.com
http://www.go-dsp.com/forms/techdoc/doc_feedback.htm?litnum=JAJSFZ4E&partnum=TMS320C28346
http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341

I 1I‘EXAs TMS320C28346, TMS320C28345, TMS320C28344
NSTRUMENTS TMS320C28343, TMS320C28342, TMS320C28341

www.ti.com

JAJSFZAE —MARCH 2009—REVISED AUGUST 2018

5.9.4.1.2 GPIO - Input Timing

Table 5-11. General-Purpose Input Timing Requirements

MIN MAX UNIT
. . QUALPRD =0 1tc(SCO)

tw(sp) Sampling period cycles
QUALPRD #0 2tysco) * QUALPRD

twiosw) Input qualifier sampling window twsp) * (N - 1) cycles

Synchronous mode 2t

twpy @ Pulse duration, GPIO low/high y - — H(SCO) cycles

With input qualifier twosw) * twsp) + Lesco)

(1) "n"represents the number of qualification samples as defined by GPXQSELRn register.
(2) For tygp), pulse width is measured from V,_to V,_for an active low signal and V4 to V| for an active high signal.

(A)

GPIO Signal GPXQSELn = 1,0 (6 samples)

11 o o o0 O O O O 1 o o0 O 1 1 1 1 1 1 1 1 1
\\\\\\\}\\\}\\\\\\\\\\

} \ tw(sp) »} e Sampling Period determined

‘ \ by GPXCTRL[QUALPRD](®)

‘ twaosw) ‘

{& Sampling Window -»}€— (SYSCLKOUT cycle * 2* QUALPRD) * 5(°))

\ \

\ |

\ QUALPRD =1 \

\ (SYSCLKOUT/2) |

|

(D)

Output From
Qualifier
A. This glitch will be ignored by the input qualifier. The QUALPRD bit field specifies the qualification sampling period. It
can vary from 00 to OxFF. If QUALPRD = 00, then the sampling period is 1 SYSCLKOUT cycle. For any other value
"n", the qualification sampling period in 2n SYSCLKOUT cycles (that is, at every 2n SYSCLKOUT cycles, the GPIO
pin will be sampled).

B. The qualification period selected through the GPxCTRL register applies to groups of 8 GPIO pins.

C. The qualification block can take either three or six samples. The GPxQSELn Register selects which sample mode is
used.

D. In the example shown, for the qualifier to detect the change, the input should be stable for 10 SYSCLKOUT cycles or
greater. In other words, the inputs should be stable for (5 x QUALPRD x 2) SYSCLKOUT cycles. This would ensure
5 sampling periods for detection to occur. Because external signals are driven asynchronously, an 13-SYSCLKOUT-
wide pulse ensures reliable recognition.

Figure 5-8. Sampling Mode

Copyright © 2009-2018, Texas Instruments Incorporated Specifications
Submit Documentation Feedback
Product Folder Links: TMS320C28346 TMS320C28345 TMS320C28344 TMS320C28343 TMS320C28342
TMS320C28341

45


http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341
http://www.ti.com
http://www.go-dsp.com/forms/techdoc/doc_feedback.htm?litnum=JAJSFZ4E&partnum=TMS320C28346
http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341

TMS320C28346, TMS320C28345 TMS320C28344 I$ TEXAS
TMS320C28343, TMS320C28342, TMS320C28341 INSTRUMENTS

JAJSFZAE —MARCH 2009—REVISED AUGUST 2018 www.ti.com

5.9.4.1.3 Sampling Window Width for Input Signals

The following section summarizes the sampling window width for input signals for various input qualifier
configurations.

Sampling frequency denotes how often a signal is sampled with respect to SYSCLKOUT.
Sampling frequency = SYSCLKOUT/(2 * QUALPRD), if QUALPRD # 0
Sampling frequency = SYSCLKOUT, if QUALPRD =0
Sampling period = SYSCLKOUT cycle x 2 x QUALPRD, if QUALPRD # 0

In the above equations, SYSCLKOUT cycle indicates the time period of SYSCLKOUT.
Sampling period = SYSCLKOUT cycle, if QUALPRD =0

In a given sampling window, either 3 or 6 samples of the input signal are taken to determine the validity of
the signal. This is determined by the value written to GPXQSELn register.

Case 1.

Qualification using three samples
Sampling window width = (SYSCLKOUT cycle x 2 x QUALPRD) x 2, if QUALPRD # 0
Sampling window width = (SYSCLKOUT cycle) x 2, if QUALPRD =0

Case 2:

Qualification using six samples
Sampling window width = (SYSCLKOUT cycle x 2 x QUALPRD) x 5, if QUALPRD # 0
Sampling window width = (SYSCLKOUT cycle) x 5, if QUALPRD =0

GPIOxn X X

\ \
[e——— twer) ——H

Figure 5-9. General-Purpose Input Timing
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5.9.4.1.4 Low-Power Mode Wakeup Timing

The wakeup signal fed to a GPIO pin to wake up the device must meet the minimum pulse width
requirement. Furthermore, this signal must be free of glitches. If a noisy signal is fed to a GPIO pin, the
wakeup behavior of the device will not be deterministic and the device may not exit low-power mode for
subsequent wakeup pulses.

Table 5-12 shows the timing requirements, Table 5-13 shows the switching characteristics, and Figure 5-
10 shows the timing diagram for IDLE mode.

Table 5-12. IDLE Mode Timing Requirements®

MIN MAX UNIT

_ ) Without input qualifier 2ty(sco)
tw(WAKE-INT) Pulse duration, external wake-up signal — — cycles
With input qualifier Stesco) + tw(iQsw)

(1) For an explanation of the input qualifier parameters, see Table 5-11.

Table 5-13. IDLE Mode Switching Characteristics®

PARAMETER TEST CONDITIONS MIN MAX UNIT
Delay time, external wake si(%nal to Without input qualifier 20t¢(sco)

t4(WAKE-IDLE) program execution resume With input qualifier ot ot cycles
e Wake-up from SARAM ¢(SCO) ™ 'w(IQsSW)

(1) For an explanation of the input qualifier parameters, see Table 5-11.
(2) This is the time taken to begin execution of the instruction that immediately follows the IDLE instruction. execution of an ISR (triggered
by the wake up) signal involves additional latency.

14— td(WAKE-IDLE) %

Add /Dat 4 Y,

"internal) XX ‘ X X XX
\
——— tw(WAKE-INT) —

WAKE INT (&) N ,V

A. WAKE INT can be any enabled interrupt, WDINT, XNMI, or XRS.
Figure 5-10. IDLE Entry and Exit Timing
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Table 5-14. STANDBY Mode Timing Requirements

MIN MAX UNIT

Pulse duration, external | Without input qualification 3t(osceLk)
tw(WAKE-INT) wake-up signal . ) N cycles
With input qualification (2 + QUALSTDBY) * tosccLk)
(1) QUALSTDBY is a 6-bit field in the LPMCRO register.
Table 5-15. STANDBY Mode Switching Characteristics
PARAMETER TEST CONDITIONS MIN MAX UNIT
Delay time, IDLE instruction
tagoLE-XCOL) executed to XCLKOUT low 32t(sco) 45t(sco)|  cycles
Delay time, external wake s(ll nal to | Without input qualifier 100t¢(sco)
t4(WAKE-STBY) program execution resume __ -~ cycles
. Wake up from SARAM With Input quallfler 1OOtC(SCO) + tW(WAKE-INT)

(1) This is the time taken to begin execution of the instruction that immediately follows the IDLE instruction. execution of an ISR (triggered
by the wake up signal) involves additional latency.

- —— (C— [—(E)—
: :Q—(B)—ﬂ e—— (DO)—! e F—
X Normal Execution

. | 5 ;
Device STANDBY | STANDBY
Status | | R Y

|

I

| )7

Flushing Pipeline A
oo LXK
Signal |

L |

| |
IL—tw(WAKE-mT) —bl

“ tdwake-stey) —»

paling
— LI

X1/X2 or
X1 or
XCLKIN

—

]
o T

5
[

fe———» tqupLE-xcoy)
A. IDLE instruction is executed to put the device into STANDBY mode.

B. The PLL block responds to the STANDBY signhal. SYSCLKOUT is held for 32 cycles before being turned off. This
delay enables the CPU pipeline and any other pending operations to flush properly. If an access to XINTF is in
progress and its access time is longer than this number then it will fail. Tl recommends entering STANDBY mode
from SARAM without an XINTF access in progress.

C. Clock to the peripherals are turned off. However, the PLL and watchdog are not shut down. The device is now in
STANDBY mode.

D. The external wake-up signal is driven active.
After a latency period, the STANDBY mode is exited.
F.  Normal execution resumes. The device will respond to the interrupt (if enabled).

Figure 5-11. STANDBY Entry and Exit Timing Diagram

m
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Table 5-16. HALT Mode Timing Requirements

MIN MAX UNIT
t(WAKE-GPIO) Pulse duration, GPIO wake-up signal toscst + 2teosceir) P cycles

tw(WAKE-XRS) Pulse duration, XRS wakeup signal toscst + Ble(osceLk) cycles

(1) See Table 5-6 for an explanation of tyscst.

Table 5-17. HALT Mode Switching Characteristics

PARAMETER MIN MAX UNIT
taapLE-xCOL) Delay time, IDLE instruction executed to XCLKOUT low 32t¢(sco) 45ty sco) cycles
tp PLL lock-up time ZGOOtC(OSCCLK) cycles

Delay time, PLL lock to program execution resume

35t, cycles
*  Wake up from SARAM ¢(SCO) y

td(WAKE-HALT)

(A e e—@c)— e—@r) — e— (H)
| @) — F (D)(E)a% le—)—

\ ‘ "

|
Device )0( X HALT ! HALT ! \ X
Status V] K (L | | X # .
| \
\
\
|
|

x
A 1) ‘
PLL,Lock-up T ime | / Normal A
Execution

Wake-up Laﬁency

\
12 ‘ N
N— | |
| td(WAKE-HALT) 4‘*—%
twwake-GPIO) 1€ et — \

I
|
|

X1/X2
or XCLKIN

XCLKOUT _'|_|'|_'|_|'|_'|_|'|_'U'|_'|_|'|_'|

M———¥ tqupLE-xCOL)
A. IDLE instruction is executed to put the device into HALT mode.

B. The PLL block responds to the HALT signal. SYSCLKOUT is held for 32 cycles before oscillator is turned off and the
CLKIN to the core is stopped. This delay enables the CPU pipeline and any other pending operations to flush
properly. If an access to XINTF is in progress and its access time is longer than this number then it will fail. It is
recommended to enter HALT mode from SARAM without an XINTF access in progress.

C. Clocks to the peripherals are turned off and the PLL is shut down. If a quartz crystal or ceramic resonator is used as
the clock source, the internal oscillator is shut down as well. The device is now in HALT mode and consumes
absolute minimum power.

D. When the GPIOn pin (used to bring the device out of HALT) is driven low, the oscillator is turned on and the oscillator
wake-up sequence is initiated. The GPIO pin should be driven high only after the oscillator has stabilized. This
enables the provision of a clean clock signal during the PLL lock sequence. Because the falling edge of the GPIO pin
asynchronously begins the wakeup process, care should be taken to maintain a low noise environment prior to
entering and during HALT mode.

E. The wake-up signal fed to a GPIO pin to wake up the device must meet the minimum pulse width requirement.
Furthermore, this signal must be free of glitches. If a noisy signal is fed to a GPIO pin, the wake-up behavior of the
device will not be deterministic and the device may not exit low-power mode for subsequent wake-up pulses.

F.  Once the oscillator has stabilized, the PLL lock sequence is initiated, which takes 2,600 OSCCLK (X1/X2 or X1 or
XCLKIN) cycles.

G. Clocks to the core and peripherals are enabled. The HALT mode is now exited. The device will respond to the
interrupt (if enabled), after a latency.

H. Normal operation resumes.

Iqe
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Figure 5-12. HALT Wakeup Using GPIOn
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5.9.4.2 Enhanced Control Peripherals

5.9.4.2.1 Enhanced Pulse Width Modulator (ePWM) Timing

PWM refers to PWM outputs on ePWM1-6. Table 5-18 shows the ePWM timing requirements and
Table 5-19, ePWM switching characteristics.

Table 5-18. ePWM Timing Requirements®

MIN MAX UNIT
Asynchronous 2te(sco)

twsyciN) Sync input pulse width Synchronous 2lesco) cycles
With input qualifier Lte(sco) + twiosw)

(1) For an explanation of the input qualifier parameters, see Table 5-11.

Table 5-19. ePWM Switching Characteristics

PARAMETER TEST CONDITIONS MIN MAX UNIT
twewm) Pulse duration, PWMx output high/low 20 ns
tw(syncouT) Sync output pulse width 8ty(sco) cycles

Delay time, trip input active to PWM forced high

Delay time, trip input active to PWM forced low no pin load 25 ns

tdPwmytza

ty(TZ-PWM)HZ Delay time, trip input active to PWM Hi-Z 20 ns

5.9.4.2.2 Trip-Zone Input Timing

SYSCLK Mm
\
ﬁ(A) \ ‘ /

< “‘ tyrzPwmnz

pwm® X X >1

A. TZ-TZ1,TZ2,TZ3, TZ4, TZ5, TZ6

B. PWM refers to all the PWM pins in the device. The state of the PWM pins after TZ is taken high depends on the PWM
recovery software.

Figure 5-13. PWM Hi-Z Characteristics

Table 5-20. Trip-Zone Input Timing Requirements®

MIN MAX| UNIT
Asynchronous Ligsco)

tw(rz) Pulse duration, TZx input low Synchronous 2ly(sco) cycles
With input qualifier 1te(sco) * twagsw)

(1) For an explanation of the input qualifier parameters, see Table 5-11.
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5.9.4.2.3 High-Resolution PWM Timing

Table 5-21 shows the high-resolution PWM switching characteristics.

Table 5-21. High-Resolution PWM Characteristics at SYSCLKOUT = (150-300 MHz)

MIN  TYP MAX | UNIT
Vpp=12V 55 120 ps
Vpp=11V 65 140 ps

(1) The MEP step size will be largest at high temperature and minimum voltage on Vpp. MEP step size will increase with higher
temperature and lower voltage and decrease with lower temperature and higher voltage.
Applications that use the HRPWM feature should use MEP Scale Factor Optimizer (SFO) estimation software functions. See the Tl
software libraries for details of using SFO function in end applications. SFO functions help to estimate the number of MEP steps per
SYSCLKOUT period dynamically while the HRPWM is in operation.

Micro Edge Positioning (MEP) step size®
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5.9.4.2.4 Enhanced Capture (eCAP) Timing

Table 5-22 shows the eCAP timing requirement and Table 5-23 shows the eCAP switching characteristics.

Table 5-22. Enhanced Capture (eCAP) Timing Requirements®

MIN MAX| UNIT
Asynchronous 2ty(sco)
twcap) Capture input pulse width Synchronous 2ty(sco) cycles
With input qualifier 1tesco) * twigsw)
(1) For an explanation of the input qualifier parameters, see Table 5-11.
Table 5-23. eCAP Switching Characteristics
PARAMETER TEST CONDITIONS MIN MAX | UNIT
twaPwm) Pulse duration, APWMx output high/low 20 ns

5.9.4.2.5 Enhanced Quadrature Encoder Pulse (eQEP) Timing

Table 5-24 shows the eQEP timing requirement and Table 5-25 shows the eQEP switching
characteristics.

Table 5-24. Enhanced Quadrature Encoder Pulse (eQEP) Timing Requirements®

MIN MAX UNIT
Asynchronous @/synchronous 2t
tw(QEPP) QEP input period .y - — y ¢(SCO) cycles
With input qualifier 2[1t(sco) * twaosw)l
Asynchronous ®/synchronous 2t
tw(INDEXH) QEP Index Input High time .y - — y ¢(SCO) cycles
With input qualifier 2te(sco) + twiosw)
Asynchronous ®/synchronous 2t
tw(NDEXL) QEP Index Input Low time .y - — y ¢(SCO) cycles
With input qualifier 2te(sco) + twiQsw)
Asynchronous ®/synchronous 2t
tw(STROBH) QEP Strobe High time .y - — y ¢(SCO) cycles
With input qualifier 2te(sco) + twiosw)
Asynchronous ®/synchronous 2t
tw(STROBL) QEP Strobe Input Low time .y - — y ¢(SCO) cycles
With input qualifier 2tesco) + twiosw)
(1) For an explanation of the input qualifier parameters, see Table 5-11.
(2) Refer to the TMS320C2834x Delfino™ MCUs Silicon Errata for limitations in the asynchronous mode.
Table 5-25. eQEP Switching Characteristics
PARAMETER TEST CONDITIONS MIN MAX UNIT
td(CNTR)xin Delay time, external clock to counter increment 4te(sco) cycles
Delay time, QEP input edge to position compare sync
tyPcs-ouT)QEP outpzt Q P gelop P 4 6teyscoy| cycles
52 Specifications Copyright © 2009-2018, Texas Instruments Incorporated

Submit Documentation Feedback
Product Folder Links: TMS320C28346 TMS320C28345 TMS320C28344 TMS320C28343 TMS320C28342
TMS320C28341


http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341
http://www.ti.com
http://www.go-dsp.com/forms/techdoc/doc_feedback.htm?litnum=JAJSFZ4E&partnum=TMS320C28346
http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341
http://www.ti.com/lit/pdf/SPRZ267

, '{EXAS TMS320C28346, TMS320C28345, TMS320C28344
NSTRUMENTS TMS320C28343, TMS320C28342, TMS320C28341

www.ti.com JAJSFZAE —MARCH 2009—REVISED AUGUST 2018

5.9.4.2.6 ADC Start-of-Conversion Timing

Table 5-26. External ADC Start-of-Conversion Switching Characteristics

PARAMETER MIN MAX UNIT
twapcsocl) Pulse duration, ADCSOCXO low 32teHco ) cycles

le— tw(ADCSOCL)
ADCSOCAO | I

or \ [ |/
ADCSOCBO

Figure 5-14. ADCSOCAO or ADCSOCBO Timing

5.9.4.3 External Interrupt Timing

‘“—"L tw(INT)

XNMI, XINT1, XINT2 \ /

\
H—}F tagnm)

Addr(’fnstsef’n“;) R R RILIELXRILN Interrupt Vector Y

Figure 5-15. External Interrupt Timing

Table 5-27. External Interrupt Timing Requirements®

MIN MAX | UNIT
Synchronous 1
twanty @ Pulse duration, INT input low/high y — fe(sco) cycles
With qualifier Lte(sco) + twigsw)
(1) For an explanation of the input qualifier parameters, see Table 5-11.
(2) This timing is applicable to any GPIO pin configured for ADCSOC functionality.
Table 5-28. External Interrupt Switching Characteristics®
PARAMETER MIN MAX UNIT
taanT) Delay time, INT low/high to interrupt-vector fetch twaosw) + 12tsco) cycles
(1) For an explanation of the input qualifier parameters, see Table 5-11.
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5.9.4.4 12C Electrical Specification and Timing
Table 5-29. 12C Timing
TEST CONDITIONS MIN MAX UNIT
12C clock module frequency is between
7 MHz and 12 MHz and 12C prescaler and
fscL SCL clock frequency clock divider registers are configured 400 kHz
appropriately
Vi) Low level input voltage 0.3 Vppio \%
Vin High level input voltage 0.7 Vppio \%
Vhys Input hysteresis 0.05 Vppio \%
Vo Low level output voltage 3-mA sink current 0 0.4 \%
12C clock module frequency is between
. 7 MHz and 12 MHz and 12C prescaler and
fow Low period of SCL clock clock divider registers are configured 13 us
appropriately
12C clock module frequency is between
. . 7 MHz and 12 MHz and 12C prescaler and
tHiGH High period of SCL clock clock divider registers are configured 06 Hs
appropriately
Input current with an input voltage _
Il between 0.1 VDDlO and 0.9 VDDlO MAX 10 10 MA
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5.9.4.5 Serial Peripheral Interface (SPI) Timing

5.9.45.1 Master Mode Timing

This section contains both Master Mode and Slave Mode timing data.

Table 5-30. SPI Master Mode External Timing (Clock Phase = 0)Y@®®®)

Table 5-30 lists the master mode timing (clock phase = 0) and Table 5-31 lists the master mode timing
(clock phase = 1). Figure 5-16 and Figure 5-17 show the timing waveforms.

BRR EVEN BRR ODD
NO. PARAMETER UNIT
MIN MAX MIN MAX
1 tespom Cycle time, SPICLK AteLspeLk) 128t¢spciLk) StespcLk) 127t speLk) ns
Pulse duration, SPICLK first 0.5t, + 0.5t +
2 t ' 0.5t -10 0.5t, +10 c(SPCM c(SPOM ns
W(SPC1)M pulse c(SPC)M ¢(SPC)M 0.5t spoLk) — 10 0.5t spoLk) + 10
Pulse duration, SPICLK second 0.5t - 0.5t -
3 t ' 0.5t -10 0.5t +10 c(SPCM (SPOM ns
W(SPC2)M pulse c(SPC)M ¢(SPC)M 0.5t spoLk) — 10 0.5t spoLk) + 10
Delay time, SPICLK to
4 |lemom  SpiSiMO valid 10 101 ns
Valid time, SPISIMO valid after _ 0.5t(spoym —
5 |twswom  gpicLk 0-Stespem — 10 0.5t spoLky — 10 ns
Setup time, SPISOMI before
8 tsu(SOMI)M SPICLK 20 20 ns
Hold time, SPISOMI valid after
9 thsomim SPICLK 0 0 ns
Delay time, SPISTE active to 0.5tyspeym —
23 | tyspcym SPICLK tospem = 10 0.5t spcik) — 10 "
Delay time, SPICLK to SPISTE 0.5t¢(speym —
24| tystem inactive 0-5tespoym = 10 0.5t spcik) — 10 ns
(1) The MASTER / SLAVE bit (SPICTL.2) is set and the CLOCK PHASE bit (SPICTL.3) is cleared.
(2) tespc) = SPI clock cycle time = LSPCLK/4 or LSPCLK/(SPIBRR +1)
(3) tyrco) = LSPCLK cycle time
(4) Internal clock prescalers must be adjusted such that the SPI clock speed is limited to the following SPI clock rate:
Master mode transmit 25-MHz MAX, master mode receive 12.5-MHz MAX
Slave mode transmit 12.5-MAX, slave mode receive 12.5-MHz MAX.
(5) The active edge of the SPICLK signal referenced is controlled by the clock polarity bit (SPICCR.6).
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Figure 5-16. SPI Master Mode External Timing (Clock Phase = 0)
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Table 5-31. SPI Master Mode External Timing (Clock Phase = 1)(V@@®6)

BRR EVEN BRR ODD
NO. PARAMETER UNIT
MIN MAX MIN MAX
1 te(spem Cycle time, SPICLK AMespeLk) 128ty speik) Ste(LspeLk) 127tspciky| NS
Pulse duration, SPICLK first 0.5t spoym — 0.5t spoym —
2 busPeom  puise 0-Stespom — 10 0-Sle(spem + 10 O'StC(LSP(C:(LK) 2 10 O'StC(LSPC(LK) i 10 "
Pulse duration, SPICLK second 0.5ty spoym + 0.5tyspcym +
8 buspezm pulse 0-Stespom — 10 0-Styspom *+ 10 O-SIC(LSP(C:(LKF; —)Mlo 0-5tc(LSPé(LKF; +)M10 ns
Delay time, SPISIMO valid to 0.5t +
6 tasimoym SPICLK 0.5tyspcym — 10 0-5tc(Lspéﬁ<zc—)M10 ns
Valid time, SPISIMO valid after 0.5t, -
T | swom  gpicii 0-Stespo — 10 0.5tssrerry - 10 ns
Setup time, SPISOMI before
10 | tasomym SPICpLK 20 20 ns
Hold time, SPISOMI valid after
11 th(SOMI)M SPICLK 0 0 ns
Delay time, SPISTE active to
23 | tyspom SPICyLK tespc) — 10 tospc) — 10 ns
Delay time, SPICLK to SPISTE - 0.5tyspe) —
24 | tystem inactive 0-5tg(spe) — 10 0.5t spcik) — 10 ns

(1) The MASTER/SLAVE bit (SPICTL.2) is set and the CLOCK PHASE bit (SPICTL.3) is set.

(2) tgspoy =

SPI clock cycle time = LSPCLK/4 or LSPCLK/(SPIBRR + 1)

(3) Internal clock prescalers must be adjusted such that the SPI clock speed is limited to the following SPI clock rate:
Master mode transmit 25 MHz MAX, master mode receive 12.5 MHz MAX
Slave mode transmit 12.5 MHz MAX, slave mode receive 12.5 MHz MAX.

(4) tyco) =

LSPCLK cycle time

(5) The active edge of the SPICLK signal referenced is controlled by the CLOCK POLARITY bit (SPICCR.6).

SPICLK

(clock polarity = 0)

SPICLK

(clock polarity = 1)

SPISIMO

SPISOMI

e B

F7ﬂ'

mw»{

H—’%“

LN

Be Valld

K‘u— 23—»6

]]

u—

—
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Figure 5-17. SPI Master Mode External Timing (Clock Phase = 1)
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5.9.4.5.2 Slave Mode Timing

Table 5-32 lists the slave mode timing (clock phase = 0) and Table 5-33 lists the slave mode timing (clock
phase = 1). Figure 5-18 and Figure 5-19 show the timing waveforms.

Table 5-32. SPI Slave Mode External Timing (Clock Phase = 0)M®@E)®®)

NO. PARAMETER MIN MAX | UNIT
12 | tyspo)s Cycle time, SPICLK Me(sysCLK) ns
13 | twspcys Pulse duration, SPICLK first pulse 2tysyscLky — 1 ns
14 | tyspco)s Pulse duration, SPICLK second pulse 2tysysciky — 1 ns
15 | tysomns Delay time, SPICLK to SPISOMI valid 20 ns
16 | tysomis Valid time, SPISOMI data valid after SPICLK 0 ns
19 | tsysimo)s Setup time, SPISIMO valid before SPICLK 1.5t(syscLk) ns
20 | thsiMo)s Hold time, SPISIMO data valid after SPICLK 1.5t(syscLk) ns
25 | toysTE)S Setup time, SPISTE active before SPICLK 1.5t(syscLk) ns
26 | thsTE)S Hold time, SPISTE inactive after SPICLK 1.5t(syscLk) ns

(1) The MASTER / SLAVE bit (SPICTL.2) is cleared and the CLOCK PHASE bit (SPICTL.3) is cleared.

(2) tyspcy = SPI clock cycle time = LSPCLK/4 or LSPCLK/(SPIBRR + 1)

(3) Internal clock prescalers must be adjusted such that the SPI clock speed is limited to the following SPI clock rate:
Master mode transmit 25-MHz MAX, master mode receive 12.5-MHz MAX
Slave mode transmit 12.5-MHz MAX, slave mode receive 12.5-MHz MAX.

(4) tyLco) = LSPCLK cycle time

(5) The active edge of the SPICLK signal referenced is controlled by the CLOCK POLARITY bit (SPICCR.6).

I
SPICLK
(clock polarity = 0) : :

A
0
. 4

| |
| |
SPICLK \| | \ /r
(clock polarity = 1) ) | P! ‘
le—»i- | |
15 | ! : \
| | o e |
‘ \
|

(
SPISOMI W SPISOMI Data Is Valid
)

)
SPISIMO Data
| ( |
—»l 25 26— «

| | |
SPISTE \ . /

(

Figure 5-18. SPI Slave Mode External Timing (Clock Phase = 0)
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Table 5-33. SPI Slave Mode External Timing (Clock Phase = 1)®M@®®

NO. PARAMETER MIN MAX | UNIT
12 tC(SPC)S Cycle time, SPICLK 4tC(SYSCLK) ns
13 | twspcys Pulse duration, SPICLK first pulse 2tysyscLk) — 1 ns
14 | tyspc2)s Pulse duration, SPICLK second pulse 2tysyscLk) — 1 ns
17 | tysomns Delay time, SPICLK to SPISOMI valid 20 ns
18 | tysomns Valid time, SPISOMI data valid after SPICLK 0 ns
21 | tsysimoys Setup time, SPISIMO valid before SPICLK 1.5t¢(syscLk) ns
22 | thsiMO)s Hold time, SPISIMO data valid after SPICLK 1.5t¢(syscLk) ns
25 |tsysTE)S Setup time, SPISTE active before SPICLK 1.5t¢(syscLk) ns
26 | thsTE)S Hold time, SPISTE inactive after SPICLK 1.5t¢(syscLk) ns
(1) The MASTER / SLAVE bit (SPICTL.2) is cleared and the CLOCK PHASE bit (SPICTL.3) is cleared.
(2) tespcy = SPI clock cycle time = LSPCLK/4 or LSPCLK/(SPIBRR + 1)
(3) Internal clock prescalers must be adjusted such that the SPI clock speed is limited to the following SPI clock rate:
Master mode transmit 25-MHz MAX, master mode receive 12.5-MHz MAX
Slave mode transmit 12.5-MHz MAX, slave mode receive 12.5-MHz MAX.
(4) The active edge of the SPICLK signal referenced is controlled by the CLOCK POLARITY bit (SPICCR.6).

SPICLK

(clock polarity = 0)

SPICLK

(clock polarity = 1)

- 12—

— 13— ‘47144bl

)
SPISOMI W SPISOMI Data Is Valid X Data Valid X Data Valid
)L
H C ‘
21 H —H‘ 18 }
\
‘ | 22 )) 1
SPISIMO Data H
T ¢ | [
25— ‘)47 26——»
SPISTE ‘ ‘ /
)L
C
Figure 5-19. SPI Slave Mode External Timing (Clock Phase = 1)
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5.9.4.6 Multichannel Buffered Serial Port (McBSP) Timing

5.9.4.6.1 McBSP Transmit and Receive Timing

Table 5-34. McBSP Timing Requirements® @

NO. MIN MAX | UNIT
1 kHz
McBSP module clock (CLKG, CLKX, CLKR) range 3
40 @ | MHz
. 25 ns
McBSP module cycle time (CLKG, CLKX, CLKR) range 1
ms
M1l | tyckrx) Cycle time, CLKR/X CLKR/X ext 2P ns
M12 | ty(ckrx) Pulse duration, CLKR/X high or CLKR/X low CLKR/X ext P-4 ns
M13 | tyckrx) Rise time, CLKR/X CLKR/X ext 4 ns
M14 | tyckrx) Fall time, CLKR/X CLKR/X ext 4 ns
) ) CLKR int 20
M15 | tsyFRH-CKRL) Setup time, external FSR high before CLKR low CLKR ext ns
) ) CLKR int
M16 | th(CKRL-FRH) Hold time, external FSR high after CLKR low CLKR ext ns
) ) CLKR int 20
M17 | tsypRv-CKRL) Setup time, DR valid before CLKR low CLKR ext ns
) ) CLKR int
M18 | th(ckRL-DRV) Hold time, DR valid after CLKR low CLKR ext ns
) ) CLKX int 20
M19 | tsyExH-CKXL) Setup time, external FSX high before CLKX low CLKX oxt 5 ns
) ) CLKX int 0
M20 | th(ckXL-FXH) Hold time, external FSX high after CLKX low CLKX oxt 5 ns

@

@
@)

Polarity bits CLKRP = CLKXP = FSRP = FSXP = 0. If the polarity of any of the signals is inverted, then the timing references of that

signal are also inverted.

CLKSRG

2P = 1/CLKG in ns. CLKG is the output of sample rate generator mux. CLKG = (1 + CLKGDV) ¢| KSRG can be LSPCLK, CLKX,

CLKR as source. CLKSRG < (SYSCLKOUT/2). McBSP performance is limited by I/O buffer switching speed.

Internal clock prescalers must be adjusted such that the McBSP clock (CLKG, CLKX, CLKR) speeds are not greater than the I/O buffer

speed limit (40 MHz).
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Table 5-35. McBSP Switching Characteristics® @

NO. PARAMETER MIN MAX| UNIT
M1 | teckrx) Cycle time, CLKR/X CLKR/X int 2P ns
M2 | tuckRrxH) Pulse duration, CLKR/X high CLKR/X int D-20@ pD+20®| ns
M3 | twckrxL) Pulse duration, CLKR/X low CLKR/X int cC-20@® c+20@| ns
) ) ) ) CLKR int 0 4
M4 | tyckrH-FRV) Delay time, CLKR high to internal FSR valid I B o~ ns
) . . . CLKX int 0 4
M5 | tgckxH-FXv) Delay time, CLKX high to internal FSX valid _ B o~ ns
M6 |t Disable time, CLKX high to DX high impedance CLKX int 8 ns
dis(CKXH-DXHZ) following last data bit CLKX ext 14
Delay time, CLKX high to DX valid. CLKX int 4
This applies to all bits except the first bit transmitted. CLKX ext 20
) ] ) _ CLKX int 4
M7 | tackxH-oxv) Delay time, CLKX high to DX valid DXENA =0 _ o~ ns
Only applies to first bit transmitted when CLKX int P+4
in Data Delay 1 or 2 (XDATDLY=01b or | DXENA =1
10b) modes CLKX ext P+ 20
) ) ) CLKX int 0
Enable time, CLKX high to DX driven DXENA =0
CLKX ext 10
M8 | ten(ckxH-DX) Only applies to first bit transmitted when CLKX int P ns
in Data Delay 1 or 2 (XDATDLY=01b or | DXENA =1
10b) modes CLKX ext P +10
) . . FSXint 4
Delay time, FSX high to DX valid DXENA =0
Mo |t FSX ext 16
d(FXH-DXV) - ns
Only applies to first bit transmitted when | o o\ — 4 FSXint P+4
in Data Delay 0 (XDATDLY=00b) mode. - FSX ext P+16
. . ) FSX int 0
Enable time, FSX high to DX driven DXENA =0
Mo |t FSX ext 6
en(FXH-DX) . ns
Only applies to first bit transmitted when | o o\ — 4 FSXint P
in Data Delay O (XDATDLY=00b) mode - FSX ext P+6

(1) Polarity bits CLKRP = CLKXP = FSRP = FSXP = 0. If the polarity of any of the signals is inverted, then the timing references of that
signal are also inverted.

(2) 2P =1/CLKG inns.

(3) C = CLKRX low pulse width = P
D = CLKRX high pulse width = P
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Figure 5-20. McBSP Receive Timing
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Figure 5-21. McBSP Transmit Timing
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5.9.4.6.2 McBSP as SPI Master or Slave Timing

Table 5-36. McBSP as SPI Master or Slave Timing Requirements (CLKSTP = 10b, CLKXP = 0)(

MASTER SLAVE
NO. UNIT
MIN  MAX MIN MAX
M30 | tsyRv-CKxL) Setup time, DR valid before CLKX low 30 8P - 10 ns
M31 | thckxL-DRV) Hold time, DR valid after CLKX low 1 8P — 10 ns
M32 | tsyBFXL-CKXH) Setup time, FSX low before CLKX high 8P + 10 ns
M33 | teckx) Cycle timez, CLKX 2P®@ 16P ns

(1) For all SPI slave modes, CLKX must be a minimum of 8 CLKG cycles. Furthermore, CLKG should be LSPCLK/2 by setting CLKSM =

CLKGDV = 1.
(2) 2P =1/CLKG

Table 5-37. McBSP as SPI Master or Slave Switching Characteristics (CLKSTP = 10b, CLKXP = 0)

MASTER SLAVE
NO. PARAMETER UNIT
MIN MAX MIN MAX
M24 | therxi-rx) Hold time, FSX low after CLKX low 2P® ns
M25 td(FXL-CKXH) Delay time, FSX low to CLKX high P ns
M26 td(CLKXH-DXV) Delay time, CLKX low to DX valid -2 0 3P +6 5P + 20 ns
] Disable time, DX high impedance following
M28 | tis(FxH-DXHZ) last data bit from FSX high 6 6P +6 ns
M29 td(FXL-DXV) Delay time, FSX low to DX valid 6 4P + 6 ns
(1) 2P =1/CLKG
LSB M32 —B &  MsB ‘H—}F M33
CLKX  }\ }X}\/\/\/\/\/
\ \ \
M24 »! M25
- w2
FSX * \ |
P o
\ M26 —B |
px | Bit 0 ﬂ {  Bith-y X 2 X n3) X o4 X |
M30 ——p
| ——p- m31
DR Bit 0 ) K Bty X n2 X n-3) X -4 X |
Figure 5-22. McBSP Timing as SPI Master or Slave: CLKSTP = 10b, CLKXP =0
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Table 5-38. McBSP as SPI Master or Slave Timing Requirements (CLKSTP = 11b, CLKXP = 0)®

MASTER SLAVE
NO. UNIT
MIN MAX MIN MAX
M39 | tsyRV-CKXH) Setup time, DR valid before CLKX high 30 8P - 10 ns
M40 | thckxH-DRV) Hold time, DR valid after CLKX high 1 8P - 10 ns
M4L1 | tsy(ExL-CKXH) Setup time, FSX low before CLKX high 16P + 10 ns
M42 | tyckx) Cycle time, CLKX 2p@ 16P ns

(1) For all SPI slave modes, CLKX must be a minimum of 8 CLKG cycles. Furthermore, CLKG should be LSPCLK/2 by setting CLKSM =
CLKGDV = 1.
(2) 2P =1/CLKG

Table 5-39. McBSP as SPI Master or Slave Switching Characteristics (CLKSTP = 11b, CLKXP = 0)

MASTER SLAVE
NO. PARAMETER UNIT
MIN MAX MIN MAX
M34 | thckxL-FxL) Hold time, FSX low after CLKX low P ns
M35 | tyExL-ckxH) Delay time, FSX low to CLKX high 2p® ns
M36 | tycLkxL-DXV) Delay time, CLKX low to DX valid -2 0| 3P+6 5P +20 ns
Disable time, DX high impedance following last data bit
M37 | tais(ckxL-DXHZ) from CLKX low an fmp g P+6 P +6 ns
M38 | tgExL-Dxv) Delay time, FSX low to DX valid 6 4P + 6 ns

(1) 2P =1/CLKG

B k—ﬂ‘— M42

LSB M4l —i—h MS
CLKX ﬂ : {m /X / 0\ /
—D: l— wm3a M35 —ie— :
FSX / * | |
w7 B Mas—dl . : —» M6
DX ll/l_“ ooy X oo X ws X_oa X
M3 Dy p w40
bR [__Bito ) Een X wa X wa X_wa XJ
Figure 5-23. McBSP Timing as SPI Master or Slave: CLKSTP = 11b, CLKXP =0
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Table 5-40. McBSP as SPI Master or Slave Timing Requirements (CLKSTP = 10b, CLKXP = 1)®

MASTER SLAVE
NO. UNIT
MIN MAX MIN MAX
M49 | tsyDRV-CKXH) Setup time, DR valid before CLKX high 30 8P - 10 ns
M50 | th(ckxH-DRV) Hold time, DR valid after CLKX high 1 8P - 10 ns
M51 | tsyFxL-CKXL) Setup time, FSX low before CLKX low 8P + 10 ns
M52 | tockx Cycle time, CLKX 2p® 16P ns

(1) For all SPI slave modes, CLKX must be a minimum of 8 CLKG cycles. Furthermore, CLKG should be LSPCLK/2 by setting CLKSM =
CLKGDV = 1.
(2) 2P =1/CLKG

Table 5-41. McBSP as SPI Master or Slave Switching Characteristics (CLKSTP = 10b, CLKXP = 1)

MASTER SLAVE
NO. PARAMETER UNIT
MIN MAX MIN MAX
M43 | thckxH-FxL) Hold time, FSX low after CLKX high 2p® ns
M44 | tyExL-ckxL) Delay time, FSX low to CLKX low P ns
M45 | tycLkxL-DXV) Delay time, CLKX low to DX valid -2 0 3P+6 5P+20| ns
Disable time, DX high impedance following last data bit from
M47 tdiS(FXH-DXHZ) FSX hlgh 9 p g 6 6P + 6 ns
M48 | t4ExL-Dxv) Delay time, FSX low to DX valid 6 4P + 6 ns
(1) 2P =1/CLKG
LSB M51 —B {—  MSB [ — w2
CLKX f : ’kl f \_ / /O / N\ /
| \
‘4—“— M43 —» — v
FSX )“ * | |
} L Y M48 —ﬂ—:ﬁ }
| \ M5~ —
DX | Bit 0 ﬂ k Bit(-1) X n2) X n3) X o4 X |
M49
M50
DR | Bit 0 ) ey X o2 X9 X oa X
Figure 5-24. McBSP Timing as SPI Master or Slave: CLKSTP = 10b, CLKXP =1
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Table 5-42. McBSP as SPI Master or Slave Timing Requirements (CLKSTP = 11b, CLKXP = 1)®

MASTER SLAVE
NO. UNIT
MIN  MAX MIN  MAX
M58 | tsyRv-cKxL) Setup time, DR valid before CLKX low 30 8P - 10 ns
M59 | thckxL-DRV) Hold time, DR valid after CLKX low 1 8P - 10 ns
M60 | tsyExL-ckxL) Setup time, FSX low before CLKX low 16P + 10 ns
M61 | teckxy Cycle time, CLKX 2p®@ 16P ns
(1) For all SPI slave modes, CLKX must be a minimum of 8 CLKG cycles. Furthermore, CLKG should be LSPCLK/2 by setting CLKSM =
CLKGDV = 1.
(2) 2P =1/CLKG
Table 5-43. McBSP as SPI Master or Slave Switching Characteristics (CLKSTP = 11b, CLKXP = 1)®
MASTER® SLAVE
NO. PARAMETER UNIT
MIN MAX MIN MAX
M53 | thckxH-FXL) Hold time, FSX low after CLKX high P ns
M54 | tyExi-crxt) Delay time, FSX low to CLKX low 2p® ns
M55 | tgcLKxH-DXV) Delay time, CLKX high to DX valid -2 0 3P +6 5P + 20 ns
i Disable time, DX high impedance following last
MS6 | tais(cKxH-DXH) data bit from CLKX high P+6 [ ns
M57 | tyExL-Dxv) Delay time, FSX low to DX valid 6 4P + 6 ns
(1) 2P =1/CLKG
(2) C =CLKX low pulse width = P
D = CLKX high pulse width = P
< '\
LSB M60 —&—P g — Me1
ckx  \__f I 2 A WA WA
\ \ |
4—)“ M53 [«—»— wm54
FSX | ¥ * \ |
[
M56 | - M57ﬁ‘ e | 4“ l¢— M55
DX Bit 0 ﬂ k Bitny) X n2) X n3) X o4 X |
|
M58 «—b"—» M50
DR Bit 0 ) k Bit(n-1) X 02 X3 X o4 X

Figure 5-25. McBSP Timing as SPI Master or Slave: CLKSTP = 11b, CLKXP =1
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5.9.5 Emulator Connection Without Signal Buffering for the MCU

Figure 5-26 shows the connection between the MCU and JTAG header for a single-processor
configuration. If the distance between the JTAG header and the MCU is greater than 6 inches, the
emulation signals must be buffered. If the distance is less than 6 inches, buffering is typically not needed.
Figure 5-26 shows the simpler, no-buffering situation. For the pullup/pulldown resistor values, see the pin
description section. For details on buffering JTAG signals and multiple processor connections, see the
TMS320F/C24x DSP Controllers CPU and Instruction Set Reference Guide.

™)

6 inches or less

»!

] ]

| VDDIO |

| |

] ]

| 1L |

| = |

I I
13
EMUO ® 1a
EMU1 .
TRST ;
™S "
DI -
TDO »

TCK '
9
MCU

EMUO
EMU1
TRST
TMS

TDI

TDO

TCK
TCK_RET

PD

GND
GND
GND
GND
GND

VDDIO
o

JTAG Header

Figure 5-26. Emulator Connection Without Signal Buffering for the MCU
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5.9.6 External Interface (XINTF) Timing

Each XINTF access consists of three parts: Lead, Active, and Trail. The user configures the
Lead/Active/Trail wait states in the XTIMING registers. There is one XTIMING register for each XINTF
zone. Table 5-44 shows the relationship between the parameters configured in the XTIMING register and

the duration of the pulse in terms of XTIMCLK cycles.

Table 5-44. Relationship Between Parameters Configured in XTIMING and Duration of Pulse

DURATION (ns)® @
DESCRIPTION
X2TIMING =0 X2TIMING = 1

LR Lead period, read access XRDLEAD X txriv) (XRDLEAD x 2) X texTim)

AR Active period, read access (XRDACTIVE + WS + 1) X texrimy (XRDACTIVE x 2 + WS + 1) X texriv)
TR Trail period, read access XRDTRAIL X txrim) (XRDTRAIL % 2) X textim)

LW Lead period, write access XWRLEAD X texrim) (XWRLEAD x 2) X txTim)

AW Active period, write access (XWRACTIVE + WS + 1) X textim) (XWRACTIVE x 2 + WS + 1) X texim)
TW Trail period, write access XWRTRAIL X texrimy (XWRTRAIL x 2) X toxTim)
(1) teximy — Cycle time, XTIMCLK

(2) WS refers to the number of wait states inserted by hardware when using XREADY. If the zone is configured to ignore XREADY

(USEREADY = 0), then WS = 0.

Minimum wait-state requirements must be met when configuring each zone's XTIMING register. These
requirements are in addition to any timing requirements as specified by that device’'s data sheet. No

internal device hardware is included to detect illegal settings.

5.9.6.1 USEREADY =0
If the XREADY signal is ignored (USEREADY = 0), then:

Lead:

Active:

Trail:

LR 22 X tyxTim)
LW 2 3 X texrim)
AR 2 6 Xty
AW 2 1 X textim)
TW 2 3 %t

These requirements result in the following XTIMING register configuration restrictions:

XRDLEAD XRDACTIVE XRDTRAIL XWRLEAD XWRACTIVE XWRTRAIL X2TIMING
22 >6 >0 >3 >1 >3 0@
(1) Lead and trail write must be at least 7.5 ns.
(2) If X2TIMCLK is enabled, specified Lead, Active, and Trail restrictions can be divided by 2 for values with even numbers.
Examples of valid and invalid timing when not sampling XREADY:
XRDLEAD XRDACTIVE XRDTRAIL XWRLEAD XWRACTIVE XWRTRAIL X2TIMING
Invalid® 0 0 0 0 0 0 0,1
Valid® 2 6 0 3 1 3 0®
(1) No hardware to detect illegal XTIMING configurations
(2) Based on 300-MHz system clock speed.
(3) If X2TIMCLK is enabled, specified Lead, Active, and Trail restrictions can be divided by 2 for values with even numbers.
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5.9.6.2 Synchronous Mode (USEREADY = 1, READYMODE = 0)

If the XREADY signal is sampled in the synchronous mode (USEREADY = 1, READYMODE = 0), then:

1 Lead: LR 2 2 X txtim)
LW 2 3 X tyxim)
2 Active: AR 2 6 X toxTivy
AW 2 2 X toxrivy
3  Trail:

TW 2 3 X texmimy

NOTE
Restriction does not include external hardware wait states.

These requirements result in the following XTIMING register configuration restrictions (based on 300-MHz
system clock speed):

XRDLEAD XRDACTIVE XRDTRAIL XWRLEAD XWRACTIVE XWRTRAIL X2TIMING
22 26 20 230 22 230 0®
(1) Lead and trail write must be at least 7.5 ns.
(2) If X2TIMCLK is enabled, specified Lead, Active, and Trail restrictions can be divided by 2 for values with even numbers.
Examples of valid and invalid timing when using synchronous XREADY:
XRDLEAD XRDACTIVE XRDTRAIL XWRLEAD XWRACTIVE XWRTRAIL X2TIMING
Invalid® 0 0 0 0 0 0 0,1
Invalid® 1 0 0 1 0 0 0,1
Valid® 2 6 0 3 2 3 0®
(1) No hardware to detect illegal XTIMING configurations
(2) Based on 300-MHz system clock speed
(3) If X2TIMCLK is enabled, specified Lead, Active, and Trail restrictions can be divided by 2 for values with even numbers.
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5.9.6.3 Asynchronous Mode (USEREADY =1, READYMODE = 1)
If the XREADY signal is sampled in the asynchronous mode (USEREADY = 1, READYMODE = 1), then:

1 Lead: LR 2 2 X texmimy
LW 2 3 X tyxrim)
2 Active: AR 2 6 X tyxim)
AW 2 4 X tyymiv
3  Trail:

TW 2 3 X texmim)

NOTE
Restrictions do not include external hardware wait states.

These requirements result in the following XTIMING register configuration restrictions (based on 300-MHz
system clock speed):

XRDLEAD XRDACTIVE XRDTRAIL XWRLEAD XWRACTIVE XWRTRAIL X2TIMING
22 26 0 >3® 24 23 0@
(1) Lead and trail write must be at least 7.5 ns.
(2) If X2TIMCLK is enabled, specified Lead, Active, and Trail restrictions can be divided by 2 for values with even numbers.
Examples of valid and invalid timing when using asynchronous XREADY:
XRDLEAD XRDACTIVE XRDTRAIL XWRLEAD XWRACTIVE XWRTRAIL X2TIMING
Invalid @ 0 0 0 0 0 0 0,1
Invalid @ 1 0 0 1 0 0 0,1
Invalid® 1 1 0 1 1 0 0
valid® 2 6 0 3 4 3 0®

(1) No hardware to detect illegal XTIMING configurations
(2) Based on 300-MHz system clock speed

(3) If X2TIMCLK is enabled, specified Lead, Active, and Trail restrictions can be divided by 2 for values with even numbers.
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Unless otherwise specified, all XINTF timing is applicable for the clock configurations listed in Table 5-45.

Table 5-45. XINTF Clock Configurations for SYSCLKOUT = 300 MHz

MODE SYSCLKOUT XTIMCLK XCLKOUT®
1 SYSCLKOUT SYSCLKOUT
Example: 300 MHz 300 MHz 300 MHz
2 SYSCLKOUT 1/2 SYSCLKOUT
Example: 300 MHz 300 MHz 150 MHz
3 SYSCLKOUT 1/2 SYSCLKOUT
Example: 300 MHz 300 MHz 150 MHz
4 SYSCLKOUT 1/4 SYSCLKOUT
Example: 300 MHz 300 MHz 75 MHz
5 1/2 SYSCLKOUT 1/2 SYSCLKOUT
Example: 300 MHz 150 MHz 150 MHz
6 1/2 SYSCLKOUT 1/4 SYSCLKOUT
Example: 300 MHz 150 MHz 75 MHz
7 1/2 SYSCLKOUT 1/4 SYSCLKOUT
Example: 300 MHz 150 MHz 75 MHz
8 1/2 SYSCLKOUT 1/8 SYSCLKOUT
Example: 300 MHz 150 MHz 37.5 MHz
(1) The XCLKOUT signal is limited to a maximum frequency of 75 MHz.
The relationship between SYSCLKOUT and XTIMCLK is shown in Figure 5-27.
| PCLKR3[XINTFENCLK] |
XTIMINGO
0 0 XTIMING6 |LEAD/ACTIVE/TRAIL
1 XTIMING7 i
XBANK
SYSCLKOUT
C28x /2 1 XTIMCLK
CPU 0 2] 1 12}-»{ 1 XCLKOUT
0 0
[ XINTCNF2 (XTIMCLK) | XINTCNF2 XINTCNF2
(CLKMODE) | |(BY4CLKMODE
XINTCNF2
(CLKOFF)
Figure 5-27. Relationship Between SYSCLKOUT and XTIMCLK
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5.9.6.4 XINTF Signal Alignment to XCLKOUT

For each XINTF access, the number of lead, active, and trail cycles is based on the internal clock
XTIMCLK. Strobes such as XRD, XWEOQO, XWE1, and zone chip-select (XZCS) change state in relationship
to the rising edge of XTIMCLK. The external clock, XCLKOUT, can be configured to be equal to, one-half,
or one-fourth the frequency of XTIMCLK.

For the case where XCLKOUT = XTIMCLK, all of the XINTF strobes will change state with respect to the
rising edge of XCLKOUT. For the case where XCLKOUT = one-half or one-fourth XTIMCLK, some strobes
will change state either on the rising edge of XCLKOUT or the falling edge of XCLKOUT. In the XINTF
timing tables, the notation XCOHL is used to indicate that the parameter is with respect to either case;
XCLKOUT rising edge (high) or XCLKOUT falling edge (low). If the parameter is always with respect to
the rising edge of XCLKOUT, the notation XCOH is used.

For the case where XCLKOUT = one-half XTIMCLK, the XCLKOUT edge with which the change will be
aligned can be determined based on the number of XTIMCLK cycles from the start of the access to the
point at which the signal changes. If this number of XTIMCLK cycles is even, the alignment will be with
respect to the rising edge of XCLKOUT. If this number is odd, then the signal will change with respect to
the falling edge of XCLKOUT. Examples include the following:

» Strobes that change at the beginning of an access always align to the rising edge of XCLKOUT. This is
because all XINTF accesses begin with respect to the rising edge of XCLKOUT.

Examples: XZCSL Zone chip-select active low
XRNWL XR/W active low

» Strobes that change at the beginning of the active period will align to the rising edge of XCLKOUT if
the total number of lead XTIMCLK cycles for the access is even. If the number of lead XTIMCLK
cycles is odd, then the alignment will be with respect to the falling edge of XCLKOUT.

Examples: XRDL XRD active low
XWEL XWEL1 or XWEDO active low

» Strobes that change at the beginning of the trail period will align to the rising edge of XCLKOUT if the
total number of lead + active XTIMCLK cycles (including hardware waitstates) for the access is even. If
the number of lead + active XTIMCLK cycles (including hardware waitstates) is odd, then the alignment
will be with respect to the falling edge of XCLKOUT.

Examples: XRDH XRD inactive high
XWEH XWE1 or XWEO inactive high

» Strobes that change at the end of the access will align to the rising edge of XCLKOUT if the total
number of lead + active + trail XTIMCLK cycles (including hardware waitstates) is even. If the number
of lead + active + trail XTIMCLK cycles (including hardware waitstates) is odd, then the alignment will
be with respect to the falling edge of XCLKOUT.

Examples: XZCSH Zone chip-select inactive high
XRNWH XR/W inactive high
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5.9.6.5 External Interface Read Timing

Table 5-46. External Interface Read Timing Requirements

MIN MAX UNIT
taa) Access time, read data from address valid (LR+AR)-135 @ ns
ta(xRD) Access time, read data valid from XRD active low AR-13 @ ns
tsu(xD)XRD Setup time, read data valid before XRD strobe inactive high 13 ns
th(xD)XRD Hold time, read data valid after XRD inactive high 0 ns
(1) LR = Lead period, read access. AR = Active period, read access. See Table 5-44.

Table 5-47. External Interface Read Switching Characteristics
PARAMETER MIN MAX UNIT

taxcoH-xzcsL) Delay time, XCLKOUT high to zone chip-select active low 0 2 ns
td(XCOHL-XZCSH) Delay time, XCLKOUT high/low to zone chip-select inactive high -0.2 0.9 ns
taxcoH-xa) Delay time, XCLKOUT high to address valid 15 ns
td(XCOHL-XRDL) Delay time, XCLKOUT high/low to XRD active low -0.2 0.8 ns
td(XCOHL-XRDH) Delay time, XCLKOUT high/low to XRD inactive high -0.4 0.8 ns
thoxa)xzcsH Hold time, address valid after zone chip-select inactive high @ ns
th(XA)XRD Hold time, address valid after XRD inactive high @ ns
(1) During inactive cycles, the XINTF address bus always holds the last address put out on the bus. This includes alignment cycles.
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A. All XINTF accesses (lead period) begin on the rising edge of XCLKOUT. When necessary, the device inserts an
alignment cycle before an access to meet this requirement.

B. During alignment cycles, all signals transition to their inactive state.

C. XA[0:19] holds the last address put on the bus during inactive cycles, including alignment cycles except XAO, which
remains high.

D. Timings are also relevant for XCLKOUT = 1/2 XTIMCLK and XCLKOUT = 1/4 XTIMCLK.
E. XWEL1 is used in 32-bit data bus mode.
F. For USEREADY = 0, the external XREADY input signal is ignored.

Figure 5-28. Example Read Access
XTIMING register parameters used for this example (based on 300-MHz system clock):

XRDLEAD XRDACTIVE XRDTRAIL USEREADY X2TIMING XWRLEAD XWRACTIVE XWRTRAIL | READYMODE
22 >5 20 0 0 N/AW N/A® N/AW N/AW

(1) N/A = Not applicable (or “Don’t care”) for this example
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5.9.6.6 External Interface Write Timing

Table 5-48. External Interface Write Switching Characteristics

PARAMETER MIN MAX | UNIT
taxcoH-xzcsL) Delay time, XCLKOUT high to zone chip-select active low 0 2 ns
td(XCOHL-XZCSH) Delay time, XCLKOUT high or low to zone chip-select inactive high -0.2 0.9 ns
taxcoH-xA) Delay time, XCLKOUT high to address valid 15 ns
t4(XCOML-XWEL) Delay time, XCLKOUT high/low to XWEO, XWE1 low -0.3 0.7 ns
L4(XCOHL-XWEH) Delay time, XCLKOUT high/low to XWEO, XWET1 high -0.5 0.5 ns
td(XCOH-XRNWL) Delay time, XCLKOUT high to XR/W low -0.2 1.5 ns
{d(XCOHL-XRNWH) Delay time, XCLKOUT high/low to XR/W high 0.3 0.6 ns
ten(XD)XWEL Enable time, data bus driven from XWEO, XWE1 low -75 ns
t4(XWEL-XD) Delay time, data valid after XWEO, XWE1 active low 0 4 ns
th(xA)XZCSH Hold time, address valid after zone chip-select inactive high O ns
th(XD)XWE Hold time, write data valid after XWEO, XWE1 inactive high TW-75® ns
tdis(XD)XRNW Maximum time for processor to release the data bus after XR/W inactive high 0 ns

(1) During inactive cycles, the XINTF address bus will always hold the last address put out on the bus except XA0, which remains high.
This includes alignment cycles.
(2) TW = Trail period, write access. See Table 5-44.
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A. All XINTF accesses (lead period) begin on the rising edge of XCLKOUT. When necessary, the device inserts an
alignment cycle before an access to meet this requirement.

B. During alignment cycles, all signals transition to their inactive state.

C. XA[0:19] holds the last address put on the bus during inactive cycles, including alignment cycles except XAO, which
remains high.

D. Timings are also relevant for XCLKOUT = 1/2 XTIMCLK and XCLKOUT = 1/4 XTIMCLK.
E. XWEL1 is used in 32-bit data bus mode.
F. For USEREADY = 0, the external XREADY input signal is ignored.

Figure 5-29. Example Write Access
XTIMING register parameters used for this example (based on 300-MHz system clock):

XRDLEAD XRDACTIVE | XRDTRAIL | USEREADY | X2TIMING XWRLEAD XWRACTIVE XWRTRAIL READYMODE
N/A® N/AW N/AW 0 0 >3 >1 >3 N/AW

(1) N/A = Not applicable (or “Don’t care”) for this example
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5.9.6.7 External Interface Ready-on-Read Timing With One External Wait State

Table 5-49. External Interface Read Switching Characteristics (Ready-on-Read, One Wait State)

PARAMETER MIN MAX | UNIT
taxcoH-xzcsL) Delay time, XCLKOUT high to zone chip-select active low 0 2 ns
td(XCOHL-XZCSH) Delay time, XCLKOUT high/low to zone chip-select inactive high -0.2 0.9 ns
taxcoH-xA) Delay time, XCLKOUT high to address valid 15 ns
td(XCOHL-XRDL) Delay time, XCLKOUT high/low to XRD active low -0.2 0.8 ns
td(XCOHL-XRDH) Delay time, XCLKOUT high/low to XRD inactive high -0.4 0.8 ns
th(xA)XZCSH Hold time, address valid after zone chip-select inactive high O ns
th(XA)XRD Hold time, address valid after XRD inactive high O ns

(1) During inactive cycles, the XINTF address bus always holds the last address put out on the bus. This includes alignment cycles.

Table 5-50. External Interface Read Timing Requirements (Ready-on-Read, One Wait State)

MIN MAX UNIT
taca) Access time, read data from address valid (LR+AR)—135® ns
ta(xRD) Access time, read data valid from XRD active low AR-13 @ ns
tsu(xD)XRD Setup time, read data valid before XRD strobe inactive high 13 ns
th(xD)XRD Hold time, read data valid after XRD inactive high 0 ns

(1) LR = Lead period, read access. AR = Active period, read access. See Table 5-44.

Table 5-51. Synchronous XREADY Timing Requirements (Ready-on-Read, One Wait State)®

MIN MAX | UNIT
tsu(XRDYsynchL)XCOHL Setup time, XREADY (synchronous) low before XCLKOUT high/low 8 ns
th(xRDYsynchL) Hold time, XREADY (synchronous) low txTivy ns
tsu(XRDYsynchH)XCOHL Setup time, XREADY (synchronous) high before XCLKOUT high/low 8 ns
th(XRDYsynchH)XZCSH Hold time, XREADY (synchronous) held high after zone chip select high 0 ns

(1) The first XREADY (synchronous) sample occurs with respect to E in Figure 5-30:
E = (XRDLEAD + XRDACTIVE) t¢xTim)
When first sampled, if XREADY (synchronous) is found to be high, then the access will finish. If XREADY (synchronous) is found to be
low, it is sampled again each t.xrm) until it is found to be high.
For each sample (n) the setup time (F) with respect to the beginning of the access can be calculated as:
F = (XRDLEAD + XRDACTIVE +n = 1) te(xTim) = tsu(XRDYsynchL)XCOHL
where n is the sample number: n = 1, 2, 3, and so forth.

Table 5-52. Asynchronous XREADY Timing Requirements (Ready-on-Read, One Wait State)

MIN MAX | UNIT
tSu(XRDYAsynchL)XCOHL Setup time, XREADY (asynchronous) low before XCLKOUT high/low 8 ns
th(xRDYAsynchL) Hold time, XREADY (asynchronous) low LtexTimy ns
tSu(XRDYAsynchH)XCOHL Setup time, XREADY (asynchronous) high before XCLKOUT high/low 8 ns
th(XRDYasynchH)XZCSH Hold time, XREADY (asynchronous) held high after zone chip select high 0 ns
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A. All XINTF accesses (lead period) begin on the rising edge of XCLKOUT. When necessary, the device inserts an
alignment cycle before an access to meet this requirement.

B. During alignment cycles, all signals transition to their inactive state.

C. During inactive cycles, the XINTF address bus always holds the last address put out on the bus except XAO, which
remains high. This includes alignment cycles.

D. Timings are also relevant for XCLKOUT = 1/2 XTIMCLK and XCLKOUT = 1/4 XTIMCLK.
E. XWEL is valid only in 32-bit data bus mode.

F. For each sample, setup time from the beginning of the access (E) can be calculated as:
D = (XRDLEAD + XRDACTIVE +n - 1) texTim) — tsu(XRDYsynchL)XCOHL

G. Reference for the first sample is with respect to this point: F = (XRDLEAD + XRDACTIVE) texmimy Where n is the
sample number: n =1, 2, 3, and so forth.

Figure 5-30. Example Read With Synchronous XREADY Access

XTIMING register parameters used for this example (based on 300-MHz system clock):
XRDLEAD XRDACTIVE XRDTRAIL USEREADY X2TIMING XWRLEAD XWRACTIVE XWRTRAIL READYMODE

22 5 20 1 0 N/AG N/AG N/AG 0 = XREADY
(Synch)

(1) N/A ="“Don’t care” for this example
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= Don't care. Signal can be high or low during this time.

A. All XINTF accesses (lead period) begin on the rising edge of XCLKOUT. When necessary, the device will insert an
alignment cycle before an access to meet this requirement.

B. During alignment cycles, all signals will transition to their inactive state.

C. During inactive cycles, the XINTF address bus will always hold the last address put out on the bus except XAO, which
remains high. This includes alignment cycles.

D. Timings are also relevant for XCLKOUT = 1/2 XTIMCLK and XCLKOUT = 1/4 XTIMCLK.
E. XWEL is valid only in 32-bit data bus mode.

F. For each sample, setup time from the beginning of the access can be -calculated as:
E = (XRDLEAD + XRDACTIVE -3 +n) texTimy — tsu(xRDYasynchL)xcoHL Where n is the sample number: n = 1, 2, 3, and
so forth.

G. Reference for the first sample is with respect to this point: F = (XRDLEAD + XRDACTIVE -2) texTim)
Figure 5-31. Example Read With Asynchronous XREADY Access

XTIMING register parameters used for this example (based on 300-MHz system clock):

XRDLEAD | XRDACTIVE XRDTRAIL USEREADY X2TIMING XWRLEAD XWRACTIVE XWRTRAIL READYMODE
>2 5 >0 1 0 N/AW N/A® N/AW 1 = XREADY
(Async)

(1) N/A ="“Don't care” for this example
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5.9.6.8 External Interface Ready-on-Write Timing With One External Wait State

Table 5-53. External Interface Write Switching Characteristics (Ready-on-Write, One Wait State)

PARAMETER MIN MAX UNIT
taxcoH-xzcsL) Delay time, XCLKOUT high to zone chip-select active low 0 2 ns
td(XCOHL-XZCSH) Delay time, XCLKOUT high or low to zone chip-select inactive high -0.2 0.9 ns
taxcoH-xA) Delay time, XCLKOUT high to address valid 15 ns
t4(XCOHL-XWEL) Delay time, XCLKOUT high/low to XWEO, XWE1 low® -0.3 0.7 ns
t4(XCOHL-XWEH) Delay time, XCLKOUT high/low to XWEO, XWEL high® -0.5 0.5 ns
td(XCOH-XRNWL) Delay time, XCLKOUT high to XR/W low -0.2 15 ns
{d(XCOHL-XRNWH) Delay time, XCLKOUT high/low to XR/W high 0.3 0.6 ns
ten(XD)XWEL Enable time, data bus driven from XWEO, XWE1 low -7.5 ns
t4(XWEL-XD) Delay time, data valid after XWEO, XWEL1 active low 0 4 ns
th(xa)xzCsH Hold time, address valid after zone chip-select inactive high @ ns
th(XD)XWE Hold time, write data valid after XWEO, XWEL inactive high TW-7.5® ns
ais(XDXRNW Il\rlllgg:‘c:ngl time for processor to release the data bus after XR/W 0 ns

gh

(1) XWEL is used in 32-bit data bus mode only. In 16-bit, this signal is XAO0.
(2) During inactive cycles, the XINTF address bus always holds the last address put out on the bus. This includes alignment cycles.
(3) TW = trail period, write access (see Table 5-44)

Table 5-54. Synchronous XREADY Timing Requirements (Ready-on-Write, One Wait State)®

MIN MAX UNIT

tsu(XRDYsynchL)XCOHL Setup time, XREADY (synchronous) low before XCLKOUT high/low 8 ns
th(xRDYsynchL) Hold time, XREADY (synchronous) low Lte(xTivy ns
tsu(XRDYsynchH)XCOHL Setup time, XREADY (synchronous) high before XCLKOUT high/low 8 ns
th(XRDYsynchH)XZCSH Hold time, XREADY (synchronous) held high after zone chip select high 0 ns

(1) The first XREADY (synchronous) sample occurs with respect to E in Figure 5-32:
E =(XWRLEAD + XWRACTIVE) t¢xTim)
When first sampled, if XREADY (synchronous) is high, then the access will complete. If XREADY (synchronous) is low, it is sampled
again each texmmy until it is high.
For each sample, setup time from the beginning of the access can be calculated as:
F = (XWRLEAD + XWRACTIVE +n —1) te(xTiM) — tsu(xRDYsynchL)XCOHL
where n is the sample number: n = 1, 2, 3, and so forth.

Table 5-55. Asynchronous XREADY Timing Requirements (Ready-on-Write, One Wait State)®

MIN MAX | UNIT
tsu(XRDYasynchL)XCOHL Setup time, XREADY (asynchronous) low before XCLKOUT high/low 8 ns
th(xRDYasynchL) Hold time, XREADY (asynchronous) low LtexTimy ns
tsu(XRDYasynchH)XCOHL Setup time, XREADY (asynchronous) high before XCLKOUT high/low 8 ns
th(XRDYasynchH)XZCSH Hold time, XREADY (asynchronous) held high after zone chip select high 0 ns

(1) The first XREADY (synchronous) sample occurs with respect to E in Figure 5-32:
E = (XWRLEAD + XWRACTIVE -2) tyxtimy- When first sampled, if XREADY (asynchronous) is high, then the access will complete. If
XREADY (asynchronous) is low, it is sampled again each texrvy until it is high.

For each sample, setup time from the beginning of the access can be calculated as:
F = (XWRLEAD + XWRACTIVE =3 + n) texTim) — tsu(xRDYasynchL)XCOHL
where n is the sample number: n = 1, 2, 3, and so forth.
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= Don't care. Signal can be high or low during this time.

A. All XINTF accesses (lead period) begin on the rising edge of XCLKOUT. When necessary, the device inserts an
alignment cycle before an access to meet this requirement.

B. During alignment cycles, all signals will transition to their inactive state.

C. During inactive cycles, the XINTF address bus always holds the last address put out on the bus except XAO, which
remains high. This includes alignment cycles.

D. Timings are also relevant for XCLKOUT = 1/2 XTIMCLK and XCLKOUT = 1/4 XTIMCLK.

E. XWEL is used in 32-bit data bus mode only.

F. For each sample, setup time from the beginning of the access can be calculated as E = (XWRLEAD + XWRACTIVE +
N =1) teximy — tsu(xRDYsynchLyxcor Where n is the sample number: n = 1, 2, 3, and so forth.

G. Reference for the first sample is with respect to this point: F = (XWRLEAD + XWRACTIVE) txTim)

Figure 5-32. Write With Synchronous XREADY Access

XTIMING register parameters used for this example

based on 300-MHz system clock):

XRDLEAD XRDACTIVE XRDTRAIL USEREADY X2TIMING XWRLEAD XWRACTIVE XWRTRAIL READYMODE
N/AD N/A® N/AD 1 0 23 1 =3 0 = XREADY
(Synch)
(1) N/A ="Don't care" for this example.
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= Don’t care. Signal can be high or low during this time.

A. All XINTF accesses (lead period) begin on the rising edge of XCLKOUT. When necessary, the device inserts an
alignment cycle before an access to meet this requirement.

B. During alignment cycles, all signals transition to their inactive state.

C. During inactive cycles, the XINTF address bus always holds the last address put out on the bus except XAO, which
remains high. This includes alignment cycles.

D. Timings are also relevant for XCLKOUT = 1/2 XTIMCLK and XCLKOUT = 1/4 XTIMCLK.
E. XWEL is used in 32-bit data bus mode only.

F.  For each sample, set up time from the beginning of the access can be calculated as: E = (XWRLEAD + XWRACTIVE
-3 + ) texmimy — tsu(xrDYasynchyxcoHL Where n is the sample number: n =1, 2, 3, and so forth.

G. Reference for the first sample is with respect to this point: F = (XWRLEAD + XWRACTIVE - 2) t¢xTim)
Figure 5-33. Write With Asynchronous XREADY Access

XTIMING register parameters used for this example (based on 300-MHz system clock):

XRDLEAD XRDACTIVE XRDTRAIL USEREADY X2TIMING XWRLEAD | XWRACTIVE XWRTRAIL READYMODE
N/A® N/A® N/AW 1 0 >3 3 >3 1 = XREADY
(Async)

(1) N/A ="“Don't care” for this example
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5.9.6.9 XHOLD and XHOLDA Timing

If the HOLD mode bit is set while XHOLD and XHOLDA are both low (external bus accesses granted), the
XHOLDA signal is forced high (at the end of the current cycle) and the external interface is taken out of
high-impedance mode.

On a reset (XRS), the HOLD mode bit is set to 0. If the XHOLD signal is active low on a system reset, the
bus and all signal strobes must be in high-impedance mode, and the XHOLDA signal is also driven active

low.

When HOLD mode is enabled and XHOLDA is active low (external bus grant active), the CPU can still
execute code from internal memory. If an access is made to the external interface, the CPU is stalled until
the XHOLD signal is removed.

An external DMA request, when granted, places the following signals in a high-impedance mode:

XA[19:0] XZCS0
XD[31:0], XD[15:0] XZCS6
XWEO, XWEL, XZCS7
XRD

XR/W

All other signals not listed in this group remain in their default or functional operational modes during these
signal events.
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Table 5-56. XHOLD/XHOLDA Timing Requirements @)

MIN MAX UNIT
ta(HL-HiZ) Delay time, XHOLD low to Hi-Z on all address, data, and control Atexmivy + texco) + 20 ns
td(HL-HAL) Delay time, XHOLD low to XHOLDA low Atexmimy + 2texco) + 20 ns
td(HH-HAH) Delay time, XHOLD high to XHOLDA high Aexivy + 20 ns
t4(HH-BY) Delay time, XHOLD high to bus valid Bto(xTimy + 20 ns

(1) When a low signal is detected on XHOLD, all pending XINTF accesses will be completed before the bus is placed in a high-impedance
state.

(2) The state of XHOLD is latched on the rising edge of XTIMCLK.

(3) After the XHOLD is detected low or high, all bus transitions and XHOLDA transitions occur with respect to the rising edge of XCLKOUT.
Thus, for this mode where XCLKOUT = 1/2 XTIMCLK, the transitions can occur up to 1 XTIMCLK cycle earlier than the maximum value
specified.

\

— l4(HLHiz) — J J
T T

y | |

\ \ \

\

|

\

\

|
XHOLD _\
‘ (](]
je——  tgHH-HAH) —W

. /

\
}
XHOLDA \
‘ )
¢ taprHay — 17 — taun-By) —
XR/W | g | | \ |
>‘ | %¢=High-Impedance —Q%&%%(
XZCS0, XZCS6, XZCST — { : } ; |
! | | \ |
l . | | 1 l
XA[19:0] Valid ¢ High-Impedance —&W Valid
. 5 | | | |
\ ( | | \ I
XD[31:0], XD[15:0] —| Valid N | -5 | |
DR T
PR —
‘ (A) \ | (B8)
A. All pending XINTF accesses are completed.
B. Normal XINTF operation resumes.
Figure 5-34. External Interface Hold Waveform
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6 Detailed Description
6.1 Brief Descriptions

6.1.1 C28x CPU

The C2834x (C28x+FPU) family is a member of the TMS320C2000™ microcontroller unit (MCU) platform.
The C28x+FPU based controllers have the same 32-bit fixed-point architecture as TlI's existing C28x
MCUs, but also include a single-precision (32-bit) IEEE 754 floating-point unit (FPU). It is a very efficient
C/C++ engine, enabling users to develop their system control software in a high-level language. It also
enables math algorithms to be developed using C/C++. The device is as efficient at DSP math tasks as it
is at system control tasks. This efficiency removes the need for a second processor in many systems. The
32 x 32-bit MAC 64-bit processing capabilities enable the controller to handle higher numerical resolution
problems efficiently. Add to this the fast interrupt response with automatic context save of critical registers,
resulting in a device that is capable of servicing many asynchronous events with minimal latency. The
device has an 8-level-deep protected pipeline with pipelined memory accesses. This pipelining enables it
to execute at high speeds without resorting to expensive high-speed memories. Special branch-look-
ahead hardware minimizes the latency for conditional discontinuities. Special store conditional operations
further improve performance.

6.1.2 Memory Bus (Harvard Bus Architecture)

As with many MCU type devices, multiple buses are used to move data between the memories and
peripherals and the CPU. The C28x memory bus architecture contains a program read bus, data read bus
and data write bus. The program read bus consists of 22 address lines and 32 data lines. The data read
and write buses consist of 32 address lines and 32 data lines each. The 32-bit-wide data buses enable
single cycle 32-bit operations. The multiple bus architecture, commonly termed Harvard Bus, enables the
C28x to fetch an instruction, read a data value and write a data value in a single cycle. All peripherals and
memories attached to the memory bus will prioritize memory accesses. Generally, the priority of memory
bus accesses can be summarized as follows:

Highest:  Data Writes (Simultaneous data and program writes cannot occur on the
memory bus.)

Program Writes (Simultaneous data and program writes cannot occur on the
memory bus.)

Data Reads
Program (Simultaneous program reads and fetches cannot occur on the
Reads memory bus.)

Lowest: Fetches (Simultaneous program reads and fetches cannot occur on the

memory bus.)

6.1.3 Peripheral Bus

To enable migration of peripherals between various TI MCU family of devices, the C2834x devices adopt
a peripheral bus standard for peripheral interconnect. The peripheral bus bridge multiplexes the various
buses that make up the processor Memory Bus into a single bus consisting of 16 address lines and 16 or
32 data lines and associated control signals. Three versions of the peripheral bus are supported. One
version supports only 16-bit accesses (called peripheral frame 2). Another version supports both 16- and
32-bit accesses (called peripheral frame 1). The third version supports DMA access and both 16- and 32-
bit accesses (called peripheral frame 3).
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6.1.4 Real-Time JTAG and Analysis

6.1.5

6.1.6

6.1.7

The C2834x devices implement the standard IEEE 1149.1 JTAG interface. Additionally, the devices
support real-time mode of operation whereby the contents of memory, peripheral and register locations
can be modified while the processor is running and executing code and servicing interrupts. The user can
also single step through nontime-critical code while enabling time-critical interrupts to be serviced without
interference. The device implements the real-time mode in hardware within the CPU. This is a feature
unique to the C2834x device, requiring no software monitor. Additionally, special analysis hardware is
provided that allows setting of hardware breakpoint or data/address watch-points and generate various
user-selectable break events when a match occurs.

External Interface (XINTF)

This asynchronous interface consists of 20 address lines, 32 data lines, and three chip-select lines. The
chip-select lines are mapped to three external zones, Zones 0, 6, and 7. Each of the three zones can be
programmed with a different number of wait states, strobe signal setup and hold timing and each zone can
be programmed for extending wait states externally or not. The programmable wait state, chip-select and
programmable strobe timing enables glueless interface to external memories and peripherals.

MO, M1 SARAMSs

All C2834x devices contain these two blocks of single access memory, each 1K x 16 in size. The stack
pointer points to the beginning of block M1 on reset. The MO and M1 blocks, like all other memory blocks
on C28x devices, are mapped to both program and data space. Hence, the user can use MO and M1 to
execute code or for data variables. The partitioning is performed within the linker. The C28x device
presents a unified memory map to the programmer. This makes for easier programming in high-level
languages.

LO, L1, L2, L3, L4, L5,L6, L7, HO, H1, H2, H3, H4, H5 SARAMSs
The 2834x has up to 256K x 16 single-access RAM (SARAM) divided up into the following categories:

LO, L1, L2, L3, L4, L5 SARAM Up to 48K x 16 of SARAM at all frequencies. Each block is
Blocks 8K x 16.
L6, L7 SARAM Blocks These 8K x 16 SARAM blocks are single-wait state at all

frequencies.

HO, H1, H2, H3, H4, H5 SARAM  HO-H5 are each 32K x 16 and 1-wait state at all frequencies.
Blocks A program-access prefetch buffer is used to improve
performance of linear code.

All SARAM blocks are mapped to both program and data space. LO-L7 are accessible by both the CPU
and the DMA (1 wait state).
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6.1.8 Boot ROM

The Boot ROM is factory-programmed with boot-loading software. Boot-mode signals are provided to tell
the bootloader software what boot mode to use on power up. The user can select to boot normally or to
download new software from an external connection or to select boot software that is programmed in the
internal ROM. The Boot ROM also contains standard tables, such as SIN/COS waveforms, for use in math

related algorithms.

Table 6-1. Boot Mode Selection

MODE

GPIO87/XA15

GPIO86/XA14

GPIO85/XA13

GPIO84/XA12

MODE®

B

1

1

1

[N

Secure boot®

SCI-A boot

SPI-A boot

12C-A boot Timing 1

eCAN-A boot Timing 1

McBSP-A boot

Jump to XINTF x16

Reserved

eCAN-A boot Timing 2

Parallel GPIO 1/0O boot

Parallel XINTF boot

Jump to SARAM

Branch to check boot mode

12C-A boot Timing 2

RNV w|dMlO|o|N|o|O|>|m|IO|O|M

OO0 |0O|O|OC|F|(FP|IFPIFP|IFP|[F|F

OoO|O|O|FRP|FP|P|IPIOOC|OCO|OC|F ||k

Reserved

o

o

o

o|Oo|rRr|P|O|O|RPr|P|O|O|FR,r |P|O|O|F

O|FRr|O|FRr|O|FR|O|FRP|O|FRr|O|FRr|O|FL|O

Tl Test Only

(1) All four GPIO pins have an internal pullup.

(2) This mode is available on secure devices only. See Section 6.1.9, Security.
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6.1.9 Security

The 128-bit password locations on these devices will always read back OXxFFFF. To preserve compatibility
with other C28x designs with code security, the password locations at 0x33FFF8—0x33FFFF must be read
after a device reset; otherwise, certain memory locations will be inaccessible. The Boot ROM code
performs this read during start-up. If during debug the Boot ROM is bypassed, then it is the responsibility
of the application software to read the password locations after a reset.

Custom Encryption: Activating the Code Security Module (CSM) and Emulation Code Security
Logic (ECSL)

Custom secure versions of these devices enable the CSM and ECSL logic. In the custom version, the
128-bit password locations are set to a customer-chosen value, activating the Code Security Module
(CSM), which protects the Hx RAM memories from unauthorized access. Additionally, a Tl-generated AES
decryption routine is embedded into an on-chip secure ROM, providing a method to secure application
code that is stored externally. Requests for custom secure versions are not accepted by Tl anymore.

Code Security Module Disclaimer

THE CODE SECURITY MODULE (CSM) INCLUDED ON THIS DEVICE WAS DESIGNED
TO PASSWORD PROTECT THE DATA STORED IN THE ASSOCIATED MEMORY (Hx
RAM) AND IS WARRANTED BY TEXAS INSTRUMENTS (TI), IN ACCORDANCE WITH ITS
STANDARD TERMS AND CONDITIONS, TO CONFORM TO TI'S PUBLISHED
SPECIFICATIONS FOR THE WARRANTY PERIOD APPLICABLE FOR THIS DEVICE.

TI DOES NOT, HOWEVER, WARRANT OR REPRESENT THAT THE CSM CANNOT BE
COMPROMISED OR BREACHED OR THAT THE DATA STORED IN THE ASSOCIATED
MEMORY CANNOT BE ACCESSED THROUGH OTHER MEANS. MOREOVER, EXCEPT
AS SET FORTH ABOVE, TI MAKES NO WARRANTIES OR REPRESENTATIONS
CONCERNING THE CSM OR OPERATION OF THIS DEVICE, INCLUDING ANY IMPLIED
WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.

IN NO EVENT SHALL Tl BE LIABLE FOR ANY CONSEQUENTIAL, SPECIAL, INDIRECT,
INCIDENTAL, OR PUNITIVE DAMAGES, HOWEVER CAUSED, ARISING IN ANY WAY
OUT OF YOUR USE OF THE CSM OR THIS DEVICE, WHETHER OR NOT TI HAS BEEN
ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. EXCLUDED DAMAGES INCLUDE,
BUT ARE NOT LIMITED TO LOSS OF DATA, LOSS OF GOODWILL, LOSS OF USE OR
INTERRUPTION OF BUSINESS OR OTHER ECONOMIC LOSS.
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6.1.10 Peripheral Interrupt Expansion (PIE) Block

The PIE block serves to multiplex numerous interrupt sources into a smaller set of interrupt inputs. The
PIE block can support up to 96 peripheral interrupts. On the C2834x, 64 of the possible 96 interrupts are
used by peripherals. The 96 interrupts are grouped into blocks of 8 and each group is fed into 1 of
12 CPU interrupt lines (INT1 to INT12). Each of the 96 interrupts is supported by its own vector stored in a
dedicated RAM block that can be overwritten by the user. The vector is automatically fetched by the CPU
on servicing the interrupt. It takes eight CPU clock cycles to fetch the vector and save critical CPU
registers. Hence the CPU can quickly respond to interrupt events. Prioritization of interrupts is controlled in
hardware and software. Each individual interrupt can be enabled or disabled within the PIE block.

6.1.11 External Interrupts (XINT1-XINT7, XNMI)

The devices support eight masked external interrupts (XINT1-XINT7, XNMI). XNMI can be connected to
the INT13 or NMI interrupt of the CPU. Each of the interrupts can be selected for negative, positive, or
both negative and positive edge triggering and can also be enabled or disabled (including the XNMI).
XINT1, XINT2, and XNMI also contain a 16-bit free-running up counter, which is reset to zero when a valid
interrupt edge is detected. This counter can be used to accurately time-stamp the interrupt. Unlike the
281x devices, there are no dedicated pins for the external interrupts. XINT1 XINT2, and XNMI interrupts
can accept inputs from GPIO0-GPIO31 pins. XINT3-XINT7 interrupts can accept inputs from
GPI1032-GPI0O63 pins.

6.1.12 Oscillator and PLL

The device can be clocked by an external oscillator or by a crystal attached to the on-chip oscillator circuit.
A PLL is provided supporting up to 31 input-clock-scaling ratios. The PLL ratios can be changed on-the-fly
in software, enabling the user to scale back on operating frequency if lower power operation is desired.
Refer to Section 5.9.4.4 for timing details. The PLL block can be set in bypass mode.

6.1.13 Watchdog

The devices contain a watchdog timer. The user software must regularly reset the watchdog counter
within a certain time frame; otherwise, the watchdog will generate a reset to the processor. The watchdog
can be disabled if necessary.

6.1.14 Peripheral Clocking

The clocks to each individual peripheral can be enabled or disabled so as to reduce power consumption
when a peripheral is not in use. Additionally, the system clock to the serial ports (except 12C and eCAN)
blocks can be scaled relative to the CPU clock. This enables the timing of peripherals to be decoupled
from increasing CPU clock speeds.

6.1.15 Low-Power Modes

The devices are full static CMOS devices. Three low-power modes are provided:

IDLE: Place CPU into low-power mode. Peripheral clocks may be turned off selectively and
only those peripherals that need to function during IDLE are left operating. An
enabled interrupt from an active peripheral or the watchdog timer will wake the
processor from IDLE mode.

STANDBY: Turns off clock to CPU and peripherals. This mode leaves the oscillator and PLL
functional. An external interrupt event will wake the processor and the peripherals.
Execution begins on the next valid cycle after detection of the interrupt event

HALT: Turns off the internal oscillator. This mode basically shuts down the device and
places it in the lowest possible power consumption mode. A reset or external signal
can wake the device from this mode.
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6.1.16 Peripheral Frames 0, 1, 2, 3 (PFn)

The device segregates peripherals into four sections. The mapping of peripherals is as follows:

PFO: PIE: PIE Interrupt Enable and Control Registers Plus PIE Vector Table
XINTF: External Interface Registers
DMA DMA Registers

Timers: CPU-Timers 0, 1, 2 Registers
PF1: eCAN: eCAN Mailbox and Control Registers

GPIO: GPIO MUX Configuration and Control Registers
ePWM: Enhanced Pulse Width Modulator Module and Registers
eCAP: Enhanced Capture Module and Registers
eQEP: Enhanced Quadrature Encoder Pulse Module and Registers
PF2: SYS: System Control Registers
SCl: Serial Communications Interface (SCI) Control and RX/TX Registers
SPI: Serial Port Interface (SPI) Control and RX/TX Registers
ADC: External ADC Interface
12C: Inter-Integrated Circuit Module and Registers
XINT External Interrupt Registers

PF3: McBSP Multichannel Buffered Serial Port Registers

6.1.17 General-Purpose Input/Output (GPIO) Multiplexer

Most of the peripheral signals are multiplexed with GPIO signals. This enables the user to use a pin as
GPIO if the peripheral signal or function is not used. On reset, GPIO pins are configured as inputs. The
user can individually program each pin for GPIO mode or peripheral signal mode. For specific inputs, the
user can also select the number of input qualification cycles. This is to filter unwanted noise glitches. The
GPIO signals can also be used to bring the device out of specific low-power modes.

6.1.18 32-Bit CPU-Timers (0, 1, 2)

CPU-Timers 0, 1, and 2 are identical 32-bit timers with presettable periods and with 16-bit clock
prescaling. The timers have a 32-bit count down register, which generates an interrupt when the counter
reaches zero. The counter is decremented at the CPU clock speed divided by the prescale value setting.
When the counter reaches zero, it is automatically reloaded with a 32-bit period value. CPU-Timer 2 is
reserved for Real-Time OS (RTOS)/BIOS applications. It is connected to INT14 of the CPU. If
DSP/BIOS™ or SYS/BIOS is not being used, CPU-Timer 2 is available for general use. CPU-Timer 1 is
for general use and can be connected to INT13 of the CPU. CPU-Timer O is also for general use and is
connected to the PIE block.
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6.1.19 Control Peripherals

The C2834x devices support the following peripherals which are used for embedded control and
communication:

ePWM: The enhanced PWM peripheral supports independent and complementary PWM
generation, adjustable dead-band generation for leading and trailing edges, latched
and cycle-by-cycle trip mechanism. Some of the PWM pins support HRPWM
features.

eCAP: The enhanced capture peripheral uses a 32-bit time base and registers up to four
programmable events in continuous/one-shot capture modes.
This peripheral can also be configured to generate an auxiliary PWM signal.

eQEP: The enhanced QEP peripheral uses a 32-bit position counter, supports low-speed
measurement using capture unit and high-speed measurement using a 32-bit unit
timer.
This peripheral has a watchdog timer to detect motor stall and input error detection
logic to identify simultaneous edge transition in QEP signals.

6.1.20 Serial Port Peripherals

The devices support the following serial communication peripherals:

eCAN: This is the enhanced version of the CAN peripheral. It supports 32 mailboxes, time-
stamping of messages, and is compliant with ISO 11898-1 (CAN 2.0B).

McBSP: The multichannel buffered serial port (McBSP) connects to E1/T1 lines, phone-
quality codecs for modem applications or high-quality stereo audio DAC devices.
The McBSP receive and transmit registers are supported by the DMA to significantly
reduce the overhead for servicing this peripheral. Each McBSP module can be
configured as an SPI as required.

SPI: The SPI is a high-speed, synchronous serial I/0O port that allows a serial bit stream of
programmed length (1 to 16 bits) to be shifted into and out of the device at a
programmable bit-transfer rate. Normally, the SPI is used for communications
between the MCU and external peripherals or another processor. Typical
applications include external I/O or peripheral expansion through devices such as
shift registers, display drivers, and ADCs. Multidevice communications are supported
by the master/slave operation of the SPI. The SPI contains a 16-level receive and
transmit FIFO for reducing interrupt servicing overhead.

SCl: The serial communications interface is a 2-wire asynchronous serial port, commonly
known as UART. The SCI contains a 16-level receive and transmit FIFO for reducing
interrupt servicing overhead.

12C: The inter-integrated circuit (1I2C) module provides an interface between an MCU and
other devices compliant with Philips Semiconductors Inter-IC bus (12C-bus)
specification version 2.1 and connected by way of an 12C-bus. External components
attached to this 2-wire serial bus can transmit/receive up to 8-bit data to/from the
MCU through the 12C module. The I12C contains a 16-level receive and transmit
FIFO for reducing interrupt servicing overhead.
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6.2 Peripherals

The integrated peripherals are described in the following subsections:
* 6-channel Direct Memory Access (DMA)
* Three 32-bit CPU-Timers

» Up to nine enhanced PWM modules (ePWM1, ePWM2, ePWM3, ePWM4, ePWM5, ePWM6, ePWM?7,
ePWM8, ePWM9)

» Up to six enhanced capture modules (eCAP1, eCAP2, eCAP3, eCAP4, eCAP5, eCAP6)
* Up to three enhanced QEP modules (eQEP1, eQEP2, eQEP3)

» External analog-to-digital converter (ADC) Interface

» Up to two enhanced controller area network (eCAN) modules (eCAN-A, eCAN-B)

» Up to three serial communications interface modules (SCI-A, SCI-B, SCI-C)

» Up to two serial peripheral interface (SPI) modules (SPI-A, SPI-D)

* Inter-integrated circuit (12C) module

» Up to two multichannel buffered serial port (McBSP-A, McBSP-B) modules

» Digital I/0 and shared pin functions

» External Interface (XINTF)

6.2.1 DMA Overview

Features:
* 6 channels with independent PIE interrupts
» Trigger sources:
McBSP-A and McBSP-B transmit and receive logic
XINT1-7 and XINT13
CPU timers
Software
» Data sources and destinations:
— LO-L7 64K x 16 SARAM
— All XINTF zones
— McBSP-A and McBSP-B transmit and receive buffers
»  Word Size: 16-bit or 32-bit (McBSPs limited to 16-bit)
» Throughput: 4 cycles/word (5 cycles/word for McBSP reads)
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Figure 6-1. DMA Functional Block Diagram
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6.2.2 32-Bit CPU-Timer 0, CPU-Timer 1, CPU-Timer 2
There are three 32-bit CPU-timers on the devices (CPU-Timer 0, CPU-Timer 1, CPU-Timer 2).

CPU-Timer 2 is reserved for DSP/BIOS or SYS/BIOS. CPU-Timer 0 and CPU-Timer 1 can be used in user
applications. These timers are different from the timers that are present in the ePWM modules.

NOTE
If the application is not using DSP/BIOS or SYS/BIOS, then CPU-Timer 2 can be used in the
application.

Reset D

Timer Reload
16-Bit Timer Divide-Down 32-Bit Timer Period
: PRDH:PRD

Y

SYSCLKOUT \ 16-Bit Prescale Counter v

PSCH:PSC
_ TCR4 ——( / 32-Bit Counter
(Timer Start Status) Borrow ’/ TIMH:TIM
l Borrow
TINT <« i |

Figure 6-2. CPU-Timers

The timer interrupt signals (TINTO, TINT1, TINT2) are connected as shown in Figure 6-3.

A

INT1 TINTO
to PIE < CPU-TIMER 0

INT12

28x
CPU
TINT1
INT13 CPU-TIMER 1
XINT13
TINT2 CPU-TIMER 2
INT14 |« (Reserved for
DSP/BIOS or SYS/BIOS)

A. The timer registers are connected to the memory bus of the C28x processor.
B. The timing of the timers is synchronized to SYSCLKOUT of the processor clock.

Figure 6-3. CPU-Timer Interrupt Signals and Output Signal

The general operation of the timer is as follows: The 32-bit counter register "TIMH:TIM" is loaded with the
value in the period register "PRDH:PRD". The counter register decrements at the SYSCLKOUT rate of the
C28x. When the counter reaches 0, a timer interrupt output signal generates an interrupt pulse. The
registers listed in Table 6-2 are used to configure the timers. For more information, see the
TMS320x2834x Delfino System Control and Interrupts Reference Guide.
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Table 6-2. CPU-Timers 0, 1, 2 Configuration and Control Registers

NAME ADDRESS SIZE (x16) DESCRIPTION
TIMEROTIM 0x0C00 1 CPU-Timer 0, Counter Register
TIMEROTIMH 0x0C01 1 CPU-Timer 0, Counter Register High
TIMEROPRD 0x0C02 1 CPU-Timer 0, Period Register
TIMEROPRDH 0x0C03 1 CPU-Timer 0, Period Register High
TIMEROTCR 0x0C04 1 CPU-Timer 0, Control Register
Reserved 0x0CO05 1
TIMEROTPR 0x0C06 1 CPU-Timer 0, Prescale Register
TIMEROTPRH 0x0C07 1 CPU-Timer 0, Prescale Register High
TIMERLTIM 0x0C08 1 CPU-Timer 1, Counter Register
TIMER1TIMH 0x0C09 1 CPU-Timer 1, Counter Register High
TIMER1PRD 0x0COA 1 CPU-Timer 1, Period Register
TIMER1PRDH 0x0CO0B 1 CPU-Timer 1, Period Register High
TIMER1TCR 0x0CoC 1 CPU-Timer 1, Control Register
Reserved 0x0C0D 1
TIMERL1TPR 0x0COE 1 CPU-Timer 1, Prescale Register
TIMER1TPRH 0xOCOF 1 CPU-Timer 1, Prescale Register High
TIMER2TIM 0x0C10 1 CPU-Timer 2, Counter Register
TIMER2TIMH 0x0C11 1 CPU-Timer 2, Counter Register High
TIMER2PRD 0x0C12 1 CPU-Timer 2, Period Register
TIMER2PRDH 0x0C13 1 CPU-Timer 2, Period Register High
TIMER2TCR 0x0C14 1 CPU-Timer 2, Control Register
Reserved 0x0C15 1
TIMER2TPR 0x0C16 1 CPU-Timer 2, Prescale Register
TIMER2TPRH 0x0C17 1 CPU-Timer 2, Prescale Register High
Reserved 0x0C18 — OxOC3F 40
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6.2.3 Enhanced PWM Modules

The devices contain up to nine enhanced PWM (ePWM) modules (ePWM1 to ePWM9). Figure 6-4 shows
a block diagram of multiple ePWM modules. Figure 6-5 shows the signal interconnections with the ePWM.

Table 6-3 and Table 6-4 show the complete ePWM register set per module.

EXTSOC1A
POLSEL
1/ * 0
——  EXTSOC1A
ePWM1SOCA 1
ePWM1 | cpwmisocs EXTSOC1B
POLSEL
ePWM2SOCA
ePWM2 ) epwm2socB - Jiy S— 0
L EXTSOC1B
ePWM3SOCA 1
ePWM3 | cpwm3socB EXTSOC2A "
POLSEL £
ePWM4SOCA
\ \ Q.
| — . 0 £
ePWM4 | ePWM4SOCB l g
£ | EXTsoc2A
[
ePWM5SOCA 1 SE
<
ePWM5 | epwWM5SOCB EXTSOC2B %g
POLSEL Lo
° n 3
ePWM6SOCA 0 o=
="
ePWM6 | ePwMeSOCB €2 | Exrsoczs
1 3
X
ePWM7SOCA 3
o
ePWN7 | epwm7socB 7
EXTSOC3A o
ePWM8SOCA POLSEL
ePWM8 | .pwMssocB | ) . )
ePWM9SOCA ——— EXTSOC3A
1
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EXTSOC3B
POLSEL
—) > ’
——  EXTSOC3B
1
Figure 6-4. Generation of SOC Pulses to the External ADC Module
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Table 6-3. ePWM1-ePWM4 Control and Status Registers

NAME ePWM1 ePWM2 ePWM3 ePWM4 %EA()S?\Z\/ DESCRIPTION
TBCTL 0x6800 0x6840 0x6880 0x68C0 1/0 Time Base Control Register
TBSTS 0x6801 0x6841 0x6881 0x68C1 1/0 Time Base Status Register
TBPHSHR 0x6802 0x6842 0x6882 0x68C2 1/0 Time Base Phase HRPWM Register
TBPHS 0x6803 0x6843 0x6883 0x68C3 1/0 Time Base Phase Register
TBCTR 0x6804 0x6844 0x6884 0x68C4 1/0 Time Base Counter Register
TBPRD 0x6805 0x6845 0x6885 0x68C5 1/1 Time Base Period Register Set
CMPCTL 0x6807 0x6847 0x6887 0x68C7 1/0 Counter Compare Control Register
CMPAHR 0x6808 0x6848 0x6888 0x68C8 1/1 Time Base Compare A HRPWM Register
CMPA 0x6809 0x6849 0x6889 0x68C9 1/1 Counter Compare A Register Set
CMPB 0x680A 0x684A Ox688A Ox68CA 1/1 Counter Compare B Register Set
AQCTLA 0x680B 0x684B 0x688B 0x68CB 1/0 Action Qualifier Control Register For Output A
AQCTLB 0x680C 0x684C 0x688C 0x68CC 1/0 Action Qualifier Control Register For Output B
AQSFRC 0x680D 0x684D 0x688D 0x68CD 1/0 Action Qualifier Software Force Register
AQCSFRC 0x680E 0x684E 0x688E 0x68CE 1/1 Action Qualifier Continuous S/W Force Register Set
DBCTL 0x680F 0x684F 0x688F 0x68CF 1/1 Dead-Band Generator Control Register
DBRED 0x6810 0x6850 0x6890 0x68D0 1/0 Dead-Band Generator Rising Edge Delay Count Register
DBFED 0x6811 0x6851 0x6891 0x68D1 1/0 Dead-Band Generator Falling Edge Delay Count Register
TZSEL 0x6812 0x6852 0x6892 0x68D2 1/0 Trip Zone Select Register®
TZCTL 0x6814 0x6854 0x6894 0x68D4 1/0 Trip Zone Control Register(l)
TZEINT 0x6815 0x6855 0x6895 0x68D5 1/0 Trip Zone Enable Interrupt Register(l)
TZFLG 0x6816 0x6856 0x6896 0x68D6 1/0 Trip Zone Flag Register
TZCLR 0x6817 0x6857 0x6897 0x68D7 1/0 Trip Zone Clear Register(l)
TZFRC 0x6818 0x6858 0x6898 0x68D8 1/0 Trip Zone Force Register®
ETSEL 0x6819 0x6859 0x6899 0x68D9 1/0 Event Trigger Selection Register
ETPS Ox681A Ox685A Ox689A Ox68DA 1/0 Event Trigger Prescale Register
ETFLG 0x681B 0x685B 0x689B 0x68DB 1/0 Event Trigger Flag Register
ETCLR 0x681C 0x685C 0x689C 0x68DC 1/0 Event Trigger Clear Register
ETFRC 0x681D 0x685D 0x689D 0x68DD 1/0 Event Trigger Force Register
PCCTL 0x681E 0x685E 0x689E 0x68DE 1/0 PWM Chopper Control Register
HRCNFG 0x6820 0x6860 0x68A0 O0x68E0 1/0 HRPWM Configuration Register(%

(1) Registers that are EALLOW protected.
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Table 6-4. ePWM5-ePWM9 Control and Status Registers

NAME ePWM5 ePWM6 ePWM7 ePWM8 ePWM9 igﬂé@/ DESCRIPTION
TBCTL 0x6900 0x6940 0x6980 0x69C0 0x6600 1/0 Time Base Control Register
TBSTS 0x6901 0x6941 0x6981 0x69C1 0x6601 1/0 Time Base Status Register
TBPHSHR 0x6902 0x6942 0x6982 0x69C2 0x6602 1/0 Time Base Phase HRPWM Register
TBPHS 0x6903 0x6943 0x6983 0x69C3 0x6603 1/0 Time Base Phase Register
TBCTR 0x6904 0x6944 0x6984 0x69C4 0x6604 1/0 Time Base Counter Register
TBPRD 0x6905 0x6945 0x6985 0x69C5 0x6605 1/1 Time Base Period Register Set
CMPCTL 0x6907 0x6947 0x6987 0x69C7 0x6607 1/0 Counter Compare Control Register
CMPAHR 0x6908 0x6948 0x6988 0x69C8 0x6608 1/1 Time Base Compare A HRPWM Register
CMPA 0x6909 0x6949 0x6989 0x69C9 0x6609 1/1 Counter Compare A Register Set
CMPB 0x690A 0x694A 0x698A 0x69CA 0x660A 1/1 Counter Compare B Register Set
AQCTLA 0x690B 0x694B 0x698B 0x69CB 0x660B 1/0 Action Qualifier Control Register For Output A
AQCTLB 0x690C 0x694C 0x698C 0x69CC 0x660C 1/0 Action Qualifier Control Register For Output B
AQSFRC 0x690D 0x694D 0x698D 0x69CD 0x660D 1/0 Action Qualifier Software Force Register
AQCSFRC 0x690E 0x694E 0x698E 0x69CE 0x660E 1/1 Action Qualifier Continuous S/W Force Register Set
DBCTL 0x690F 0x694F 0Xx698F 0x69CF 0Xx660F 1/1 Dead-Band Generator Control Register
DBRED 0x6910 0x6950 0x6990 0x69D0 0x6610 1/0 Dead-Band Generator Rising Edge Delay Count Register
DBFED 0x6911 0x6951 0x6991 0x69D1 0x6611 1/0 Dead-Band Generator Falling Edge Delay Count Register
TZSEL 0x6912 0x6952 0x6992 0x69D2 0x6612 1/0 Trip Zone Select Register®
TZCTL 0x6914 0x6954 0x6994 0x69D4 0x6614 1/0 Trip Zone Control Register®
TZEINT 0x6915 0x6955 0x6995 0x69D5 0x6615 1/0 Trip Zone Enable Interrupt Register(l)
TZFLG 0x6916 0x6956 0x6996 0x69D6 0x6616 1/0 Trip Zone Flag Register
TZCLR 0x6917 0x6957 0x6997 0x69D7 0x6617 1/0 Trip Zone Clear Register(”
TZFRC 0x6918 0x6958 0x6998 0x69D8 0x6618 1/0 Trip Zone Force Register®
ETSEL 0x6919 0x6959 0x6999 0x69D9 0x6619 1/0 Event Trigger Selection Register
ETPS Ox691A Ox695A Ox699A 0x69DA Ox661A 1/0 Event Trigger Prescale Register
ETFLG 0x691B 0x695B 0x699B 0x69DB 0x661B 1/0 Event Trigger Flag Register
ETCLR 0x691C 0x695C 0x699C 0x69DC 0x661C 1/0 Event Trigger Clear Register
ETFRC 0x691D 0x695D 0x699D 0x69DD 0x661D 1/0 Event Trigger Force Register
PCCTL Ox691E 0x695E Ox699E 0x69DE Ox661E 1/0 PWM Chopper Control Register
HRCNFG 0x6920 0x6960 0x69A0 0x69EOQ 0x6620 1/0 HRPWM Configuration Register®

(1) Registers that are EALLOW protected.
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Figure 6-5. ePWM Submodules Showing Critical Internal Signal Interconnections
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6.2.4 High-Resolution PWM (HRPWM)

The HRPWM module offers PWM resolution (time granularity) which is significantly better than what can
be achieved using conventionally derived digital PWM methods. The key points for the HRPWM module
are:

» Significantly extends the time resolution capabilities of conventionally derived digital PWM

» Typically used when effective PWM resolution falls below approximately 9 or 10 bits. This occurs at
PWM frequencies greater than approximately 500 kHz when using a CPU/System clock of 300 MHz or
approximately 375 kHz when using a CPU/system clock of 200 MHz.

» This capability can be used in both duty cycle and phase-shift control methods.

» Finer time granularity control or edge positioning is controlled through extensions to the Compare A
and Phase registers of the ePWM module.

» HRPWM capabilities are offered only on the A signal path of an ePWM module (that is, on the
EPWMXxA output). EPWMxB output has conventional PWM capabilities.
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6.2.5 Enhanced CAP Modules

The device contains up to six enhanced capture (eCAP) modules (eCAP1 to eCAP6). Figure 6-6 shows a
functional block diagram of a module.

CTRPHS I ——————————————————————— 1-
(Phase Register - 32-bit) | APWM Mode |
SYNCIn —»] © .
" g OVF |—» CTR_OVF i I
SYNCOut «—| @ TSCTR - j CTRIAT pwm | !
(Counter - 32-bit) RsT (J¢_Delta Mode j PRD[0-31] —»| Compare [
. Logic |
I cmP[0-31] —> :
32 ! :
» CTR [0-31] ! CTR=PRD i
I CTR=CMP «—— |
32 L —
——<—» PRD [0-31]
32, CAP1 b LD1 Polarity
g (APRD Active) Select
APRD 32
Shadow ——i—p CMP [0-31]
32, CAP2 LD2 Polarity
> (ACMP Active) 1P Select
Event
ACMP i Event
32} Shadow Qualifier * Prescale
Polarity
32, CAP3 LD3
> (APRD Shadow) LD Select
32 CAP4 LD4 .
> LD Polarity
(ACMP Shadow) Select |
4 y
Capture Events ¢ 4
CEVT[1:4]
Intgrrupt » > Continuous/
Trigger One-Shot
to PIE <« I:;llnd CTR_OVF Capture Control
ag =
Control CTR=PRD
CTR=CMP

Figure 6-6. eCAP Functional Block Diagram
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The eCAP modules are clocked at the SYSCLKOUT rate.

The clock enable bits (ECAP1ENCLK, ECAP2ENCLK, ECAP3ENCLK, ECAP4ENCLK, ECAP5ENCLK,
ECAP6ENCLK) in the PCLKCR1 register are used to turn off the eCAP modules individually (for low
power operation). Upon reset, ECAP1ENCLK, ECAP2ENCLK, ECAP3ENCLK, ECAP4ENCLK,
ECAP5ENCLK, and ECAP6ENCLK are set to low, indicating that the peripheral clock is off.

Table 6-5. eCAP Control and Status Registers

NAME eCAP1 eCAP2 eCAP3 eCAP4 eCAP5 eCAP6 (S)’(IlzGE) DESCRIPTION
TSCTR 0x6A00 0x6A20 0x6A40 0x6A60 0x6A80 0x6AA0Q 2 Timestamp Counter
CTRPHS | Ox6A02 0X6A22 0X6A42 OX6A62 OX6A82 | OxBAA2 2 gg;i”stgr Phase Offset Value
CAP1 0x6A04 0x6A24 0x6A44 0x6A64 0x6A84 Ox6AA4 2 Capture 1 Register
CAP2 0x6A06 0x6A26 0x6A46 Ox6A66 0x6A86 Ox6AA6 2 Capture 2 Register
CAP3 0x6A08 0x6A28 0x6A48 Ox6A68 0x6A88 Ox6AA8 2 Capture 3 Register
CAP4 Ox6A0A Ox6A2A Ox6A4A OX6A6A Ox6A8A OX6AAA 2 Capture 4 Register
0x6A0C- 0x6A2C- 0xB6A4C- O0XB6A6C- Ox6A8C- | OX6AAC-
Reserved | ‘oy6a12 | Ox6A32 OXBA52 OXBAT72 OX6A92 | OX6AB2 8 | Reserved
ECCTL1 0x6A14 0x6A34 0x6A54 Ox6A74 0x6A94 Ox6AB4 1 Capture Control Register 1
ECCTL2 0x6A15 0x6A35 0x6A55 0x6A75 0x6A95 0x6AB5 1 Capture Control Register 2
ECEINT 0x6A16 Ox6A36 Ox6A56 Ox6A76 0x6A96 Ox6AB6 1 Capture Interrupt Enable Register
ECFLG O0x6A17 O0x6A37 Ox6A57 Ox6A77 0x6A97 Ox6AB7 1 Capture Interrupt Flag Register
ECCLR 0x6A18 O0x6A38 Ox6A58 Ox6A78 0x6A98 Ox6AB8 1 Capture Interrupt Clear Register
ECFRC 0x6A19 Ox6A39 Ox6A59 Ox6A79 0x6A99 Ox6AB9 1 Capture Interrupt Force Register
Ox6A1A- O0X6A3A- O0X6A5A- OX6A7A- Ox6A9A- | OX6ABA-
Reserved | 0)6ALF | Ox6A3F | Ox6ASF | Ox6ATF | Ox6AOF | oxeABF | © | Reserved
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6.2.6 Enhanced QEP Modules

The device contains up to three enhanced quadrature encoder (eQEP) modules with 32-bit resolution
(eQEP1, eQEP2, eQEP3). Figure 6-7 shows the block diagram of the eQEP module.
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Figure 6-7. eQEP Functional Block Diagram
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Table 6-6 provides a summary of the eQEP registers.

Table 6-6. eQEP Control and Status Registers

eQEP1 eQEP2 eQEP3 U

NAME ADDRESS ADDRESS ADDRESS Eslﬂi(é]g&\ll REGISTER DESCRIPTION
QPOSCNT 0x6B00 0x6B40 0x6B80 2/0 eQEP Position Counter
QPOSINIT 0x6B02 0x6B42 0x6B82 2/0 eQEP Initialization Position Count
QPOSMAX 0x6B04 0x6B44 0x6B84 2/0 eQEP Maximum Position Count
QPOSCMP 0x6B06 0x6B46 0x6B86 2/1 eQEP Position-compare
QPOSILAT 0x6B08 0x6B48 0x6B88 2/0 eQEP Index Position Latch
QPOSSLAT 0x6B0OA 0x6B4A 0x6B8A 2/0 eQEP Strobe Position Latch
QPOSLAT 0x6B0OC 0x6B4C 0x6B8C 2/0 eQEP Position Latch
QUTMR 0x6BOE 0x6B4E 0x6B8E 2/0 eQEP Unit Timer
QUPRD 0x6B10 0x6B50 0x6B90 2/0 eQEP Unit Period Register
QWDTMR 0x6B12 0x6B52 0x6B92 1/0 eQEP Watchdog Timer
QWDPRD 0x6B13 0x6B53 0x6B93 1/0 eQEP Watchdog Period Register
QDECCTL 0x6B14 0x6B54 0x6B94 1/0 eQEP Decoder Control Register
QEPCTL 0x6B15 0x6B55 0x6B95 1/0 eQEP Control Register
QCAPCTL 0x6B16 0x6B56 0x6B96 1/0 eQEP Capture Control Register
QPOSCTL O0X6B17 0X6B57 0x6B97 1/0 g‘g;;;osmon'COmpare Control
QEINT 0x6B18 0x6B58 0x6B98 1/0 eQEP Interrupt Enable Register
QFLG 0x6B19 0x6B59 0x6B99 1/0 eQEP Interrupt Flag Register
QCLR 0x6B1A 0x6B5A Ox6B9A 1/0 eQEP Interrupt Clear Register
QFRC 0x6B1B 0x6B5B 0x6B9B 1/0 eQEP Interrupt Force Register
QEPSTS 0x6B1C 0x6B5C 0x6B9C 1/0 eQEP Status Register
QCTMR 0x6B1D 0x6B5D 0x6B9D 1/0 eQEP Capture Timer
QCPRD 0x6B1E 0x6B5E 0x6B9E 1/0 eQEP Capture Period Register
QCTMRLAT 0x6B1F 0x6B5F 0x6B9F 1/0 eQEP Capture Timer Latch
QCPRDLAT 0x6B20 0x6B60 0x6BA0 1/0 eQEP Capture Period Latch
Reserved 0x6B21 - Ox6B3F 0x6B61 - Ox6B7F | 0x6BBA1 - OX6BBF 31/0

6.2.7 External ADC Interface

The external ADC interface operation is configured, controlled, and monitored by the External SoC
Configuration Register (EXTSOCCFG) at address 0x702E. Figure 6-8 shows how the Start-of-Conversion

signals for external ADCs are generated by the on-chip PWM modules.
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Figure 6-8. External ADC Interface
Table 6-7. External ADC Interface Registers
NAME DESCRIPTION ADDRESS
EXTSOCCFG External SoC Configuration Register 0x00 702E
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6.2.8 Multichannel Buffered Serial Port (McBSP) Module

The McBSP module has the following features:

Compatible to McBSP in TMS320C54x/TMS320C55x DSP devices

Full-duplex communication

Double-buffered data registers that allow a continuous data stream

Independent framing and clocking for receive and transmit

External shift clock generation or an internal programmable frequency shift clock
A wide selection of data sizes including 8, 12, 16, 20, 24, or 32 bits

8-bit data transfers with LSB or MSB first

Programmable polarity for both frame synchronization and data clocks

Highly programmable internal clock and frame generation

Direct interface to industry-standard CODECs, Analog Interface Chips (AICs), and other serially
connected A/D and D/A devices

Works with SPI-compatible devices
The following application interfaces can be supported on the McBSP:

T1/E1 framers

IOM-2 compliant devices

AC97-compliant devices (the necessary multiphase frame synchronization capability is provided.)
IIS-compliant devices

SPI

McBSP clock rate,

CLKSRG

CLKG= "= __
(1+ CLKGDV)

where CLKSRG source could be LSPCLK, CLKX, or CLKR. Serial port performance is limited by 1/0
buffer switching speed. Internal prescalers must be adjusted such that the peripheral speed is less
than the I/O buffer speed limit.

NOTE
See Section 5 for maximum 1/O pin toggling speed.
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Figure 6-9 shows the block diagram of the McBSP module.

—
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Interrupt
MXINT < [ Peripheral Write Bus CPU
To CPU TX Interrupt Logic
McBSP Transmit A 16 16
Interrupt Select Logic
)l DXR2 Transmit Buffer i
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16 ____£/_L__
L Compand Logic | <+ »<_MCLKXx
” | XSR2 | S| XSR1 l »<__MDXx
a
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CPU < DMA Bus 2 g RSR2 RSR1 < MDRx
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@ ____ <«—»<_MCLKRx
o 16 i 1
Expand Logic |
L ———— «»< MFSRx

| RBR2 Register | | RBR1 Register |

5! 5!

DRR2 Receive Buffer | |DRR1 Receive Buffer |

McBSP Receive
Interrupt Select Logic

MRINT RX Interrupt Logic

16 16
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Interrupt

Peripheral Read Bus

A

To CPU

¢
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Figure 6-9. McBSP Module
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Table 6-8 provides a summary of the McBSP registers.

Table 6-8. McBSP Register Summary

NAME ASSSEL | NSBSER | TYPE | RESET VALUE DESCRIPTION
Data Registers, Receive, Transmit
DRR2 0x5000 0x5040 R 0x0000 McBSP Data Receive Register 2
DRR1 0x5001 0x5041 R 0x0000 McBSP Data Receive Register 1
DXR2 0x5002 0x5042 W 0x0000 McBSP Data Transmit Register 2
DXR1 0x5003 0x5043 W 0x0000 McBSP Data Transmit Register 1
McBSP Control Registers
SPCR2 0x5004 0x5044 R/W 0x0000 McBSP Serial Port Control Register 2
SPCR1 0x5005 0x5045 R/W 0x0000 McBSP Serial Port Control Register 1
RCR2 0x5006 0x5046 R/W 0x0000 McBSP Receive Control Register 2
RCR1 0x5007 0x5047 R/W 0x0000 McBSP Receive Control Register 1
XCR2 0x5008 0x5048 R/W 0x0000 McBSP Transmit Control Register 2
XCR1 0x5009 0x5049 R/W 0x0000 McBSP Transmit Control Register 1
SRGR2 0x500A 0x504A R/W 0x0000 McBSP Sample Rate Generator Register 2
SRGR1 0x500B 0x504B R/W 0x0000 McBSP Sample Rate Generator Register 1
Multichannel Control Registers

MCR2 0x500C 0x504C R/W 0x0000 McBSP Multichannel Register 2
MCR1 0x500D 0x504D R/W 0x0000 McBSP Multichannel Register 1
RCERA 0x500E 0x504E R/W 0x0000 McBSP Receive Channel Enable Register Partition A
RCERB 0x500F 0x504F R/W 0x0000 McBSP Receive Channel Enable Register Partition B
XCERA 0x5010 0x5050 R/W 0x0000 McBSP Transmit Channel Enable Register Partition A
XCERB 0x5011 0x5051 R/W 0x0000 McBSP Transmit Channel Enable Register Partition B
PCR 0x5012 0x5052 R/W 0x0000 McBSP Pin Control Register
RCERC 0x5013 0x5053 R/W 0x0000 McBSP Receive Channel Enable Register Partition C
RCERD 0x5014 0x5054 R/W 0x0000 McBSP Receive Channel Enable Register Partition D
XCERC 0x5015 0x5055 R/W 0x0000 McBSP Transmit Channel Enable Register Partition C
XCERD 0x5016 0x5056 R/W 0x0000 McBSP Transmit Channel Enable Register Partition D
RCERE 0x5017 0x5057 R/W 0x0000 McBSP Receive Channel Enable Register Partition E
RCERF 0x5018 0x5058 R/W 0x0000 McBSP Receive Channel Enable Register Partition F
XCERE 0x5019 0x5059 R/W 0x0000 McBSP Transmit Channel Enable Register Partition E
XCERF 0x501A 0x505A R/W 0x0000 McBSP Transmit Channel Enable Register Partition F
RCERG 0x501B 0x505B R/W 0x0000 McBSP Receive Channel Enable Register Partition G
RCERH 0x501C 0x505C R/W 0x0000 McBSP Receive Channel Enable Register Partition H
XCERG 0x501D 0x505D R/W 0x0000 McBSP Transmit Channel Enable Register Partition G
XCERH 0x501E 0x505E R/W 0x0000 McBSP Transmit Channel Enable Register Partition H
MFFINT 0x5023 0x5063 R/W 0x0000 McBSP Interrupt Enable Register
MFEST 0x5024 0x5064 R/W 0x0000 McBSP Pin Status Register
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6.2.9 Enhanced Controller Area Network (eCAN) Modules (eCAN-A and eCAN-B)

The CAN module has the following features:
* Fully compliant with ISO 11898-1 (CAN 2.0B)
» Supports data rates up to 1 Mbps
» Thirty-two mailboxes, each with the following properties:
— Configurable as receive or transmit
— Configurable with standard or extended identifier
— Has a programmable receive mask
— Supports data and remote frame
— Composed of 0 to 8 bytes of data
— Uses a 32-bit timestamp on receive and transmit message
— Protects against reception of new message
— Holds the dynamically programmable priority of transmit message
— Employs a programmable interrupt scheme with two interrupt levels
— Employs a programmable alarm on transmission or reception time-out
* Low-power mode
* Programmable wake-up on bus activity
« Automatic reply to a remote request message
* Automatic retransmission of a frame in case of loss of arbitration or error
» 32-bit local network time counter synchronized by a specific message (communication in conjunction
with mailbox 16)
» Self-test mode

— Operates in a loopback mode receiving its own message. A "dummy" acknowledge is provided,
thereby eliminating the need for another node to provide the acknowledge bit.

NOTE
For a SYSCLKOUT of 300 MHz, the smallest bit rate possible is 11.719 kbps.

For a SYSCLKOUT of 200 MHz, the smallest bit rate possible is 7.8125 kbps.

The CAN has passed the conformance test per ISO/DIS 16845. Contact Tl for test report and exceptions.
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eCANOINT eCAN1INT Controls Address Data
* + =N
Enhanced CAN Controller 32
Message Controller \ 4 S 7 ~_
Mailbox RAM Memory Management N
(512 Bytes) Unit /1 eCAN Memory

(512 Bytes)
Registers and
Message Objects Control

CPU Interface,
Receive Control Unit,
Timer Management Unit

32-Message Mailbox
of 4 x 32-Bit Words

(]

=

32

eCAN Protocol Kernel

Receive Buffer

Transmit Buffer

Control Buffer

Status Buffer

SN65HVD23x
3.3-V CAN Transceiver

CAN Bus

Figure 6-10. eCAN Block Diagram and Interface Circuit

Table 6-9. 3.3-V eCAN Transceivers

PART NUMBER VSOULF.:_FAL(:E LOV,\\/AS(SEVER C(S)II:IQI'EE)L VREF OTHER Ta
SN65HVD230Q 3.3V Standby Adjustable Yes - —40°C to 125°C
SN65HVD231Q 3.3V Sleep Adjustable Yes - —40°C to 125°C
SN65HVD232Q 3.3V None None None - —40°C to 125°C
SN65HVD233 33V Standby Adjustable None Diagnostic Loopback —40°C to 125°C
SN65HVD234 33V Standby and Sleep Adjustable None - —40°C to 125°C
SN65HVD235 33V Standby Adjustable None Autobaud Loopback —40°C to 125°C
1ISO1050 3-55V None None None |. Built-in isolation -55°C to 105°C
e Low-prop delay
e Thermal shutdown
* Fail-safe operation
e Dominant time-out
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eCAN-A Control and Status Registers

Mailbox Enable - CANME
,’, Mailbox Direction - CANMD
//I Transmission Request Set - CANTRS
// Transmission Request Reset - CANTRR
,// Transmission Acknowledge - CANTA
eCAN-A Memory (512 Bytes) ,’/ Abort Acknowledge - CANAA
6000h Received Message Pending - CANRMP
603Fh Control and Status Registers Received Message Lost - CANRML
6040h Local Acceptance Masks (LAM) k Remote Frame Pending - CANRFP
607Fh (32 x 32-Bit RAM) Global Acceptance Mask - CANGAM
6080h Message Object Timestamps (MOTS) Master Control - CANMC
60BFh (32 x 32-Bit RAM) Bit-Timing Configuration - CANBTC
60COh Message Object Time-Out (MOTO) Error and Status - CANES
60FFh (32 x 32-Bit RAM) Transmit Error Counter - CANTEC

Receive Error Counter - CANREC
Global Interrupt Flag 0 - CANGIFO
Global Interrupt Mask - CANGIM
Global Interrupt Flag 1 - CANGIF1

eCAN-A Memory RAM (512 Bytes)

Mailbox Interrupt Mask - CANMIM
6100h-6107h Mailbox 0
Mailbox Interrupt Level - CANMIL
6108h-610Fh Mailbox 1
Overwrite Protection Control - CANOPC
6110h-6117h Mailbox 2
TX 1/0 Control - CANTIOC
6118h-611Fh Mailbox 3
RX 1/0 Control - CANRIOC
6120h-6127h Mailbox 4
Timestamp Counter - CANTSC
1 1 Time-Out Control - CANTOC
1 7 Time-Out Status - CANTOS
61EO0h-61E7h Mailbox 28 Reserved
61E8h-61EFh Mailbox 29 b
61F0h-61F7h Mailbox 30 |
61F8h-61FFh Mailbox 31 ‘\‘

. Message Mailbox (16 Bytes)

61E8h-61E9h

Message Identifier - MSGID
61EAh-61EBh

Message Control - MSGCTRL
61ECh-61EDh Message Data Low - MDL
61E\Eh-61EFh Message Data High - MDH

Figure 6-11. eCAN-A Memory Map

NOTE
If the eCAN module is not used in an application, the RAM available (LAM, MOTS, MOTO,
and mailbox RAM) can be used as general-purpose RAM. The CAN module clock should be
enabled for this.
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6200h

623Fh
6240h

627Fh
6280h

62BFh

eCAN-B Memory (512 Bytes) a

Control and Status Registers

Local Acceptance Masks (LAM)
(32 x 32-Bit RAM)

Message Object Timestamps (MOTS)
(32 x 32-Bit RAM)

62COh

62FFh

Message Object Time-Out (MOTO)
(32 x 32-Bit RAM)

eCAN-B Memory RAM (512 Bytes)

6300h-6307h

Mailbox 0

6308h-630Fh

Mailbox 1

6310h-6317h

Mailbox 2

6318h-631Fh

Mailbox 3

6320h-6327h

Mailbox 4

eCAN-B Control and Status Registers

Mailbox Enable - CANME

Mailbox Direction - CANMD
Transmission Request Set - CANTRS
Transmission Request Reset - CANTRR
Transmission Acknowledge - CANTA

Abort Acknowledge - CANAA

Received Message Pending - CANRMP

Received Message Lost - CANRML
Remote Frame Pending - CANRFP

Global Acceptance Mask - CANGAM

Master Control - CANMC

Bit-Timing Configuration - CANBTC

Error and Status - CANES

Transmit Error Counter - CANTEC

Receive Error Counter - CANREC

Global Interrupt Flag 0 - CANGIFO

Global Interrupt Mask - CANGIM

Global Interrupt Flag 1 - CANGIF1

Mailbox Interrupt Mask - CANMIM

Mailbox Interrupt Level - CANMIL

Overwrite Protection Control - CANOPC

TX 1/0 Control - CANTIOC

RX 1/0 Control - CANRIOC

Timestamp Counter - CANTSC

Time-Out Control - CANTOC

63E0h-63E7h

Time-Out Status - CANTOS

Mailbox 28

63E8h-63EFh

Mailbox 29 oot

Reserved

63F0h-63F7h

Mailbox 30 R

63F8h-63FFh

Mailbox 31 ‘ )

Detailed Description

Message Mailbox (16 Bytes)

63E8h-63E9h

Message ldentifier - MSGID

63EAh-63EBh

Message Control - MSGCTRL

63ECh-63EDh

Message Data Low - MDL

63EEh-63EFh

Message Data High - MDH

Figure 6-12. eCAN-B Memory Map
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The CAN registers listed in Table 6-10 are used by the CPU to configure and control the CAN controller
and the message objects. eCAN control registers only support 32-bit read/write operations. Mailbox RAM

can be accessed as 16 bits or 32 bits. Thirty-two-bit accesses are aligned to an even boundary.

Table 6-10. CAN Register Map®

REGISTER NAME PRt PR g’('szzE) DESCRIPTION
CANME 0x6000 0x6200 1 Mailbox enable

CANMD 0x6002 0x6202 1 Mailbox direction

CANTRS 0x6004 0x6204 1 Transmit request set

CANTRR 0x6006 0x6206 1 Transmit request reset

CANTA 0x6008 0x6208 1 Transmission acknowledge

CANAA 0x600A 0x620A 1 Abort acknowledge

CANRMP 0x600C 0x620C 1 Receive message pending

CANRML 0x600E 0x620E 1 Receive message lost

CANRFP 0x6010 0x6210 1 Remote frame pending

CANGAM 0x6012 0x6212 1 Global acceptance mask

CANMC 0x6014 0x6214 1 Master control

CANBTC 0x6016 0x6216 1 Bit-timing configuration

CANES 0x6018 0x6218 1 Error and status

CANTEC 0x601A Ox621A 1 Transmit error counter

CANREC 0x601C 0x621C 1 Receive error counter

CANGIFO 0x601E Ox621E 1 Global interrupt flag 0

CANGIM 0x6020 0x6220 1 Global interrupt mask

CANGIF1 0x6022 0x6222 1 Global interrupt flag 1

CANMIM 0x6024 0x6224 1 Mailbox interrupt mask

CANMIL 0x6026 0x6226 1 Mailbox interrupt level

CANOPC 0x6028 0x6228 1 Overwrite protection control

CANTIOC 0x602A Ox622A 1 TX 1/O control

CANRIOC 0x602C 0x622C 1 RX 1/0 control

CANTSC 0x602E 0x622E 1 Timestamp counter (Reserved in SCC mode)
CANTOC 0x6030 0x6230 1 Time-out control (Reserved in SCC mode)
CANTOS 0x6032 0x6232 1 Time-out status (Reserved in SCC mode)

(1) These registers are mapped to Peripheral Frame 1.
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6.2.10 Serial Communications Interface (SCI) Modules (SCI-A, SCI-B, SCI-C)

The devices include three serial communications interface (SCI) modules. The SCI modules support
digital communications between the CPU and other asynchronous peripherals that use the standard
nonreturn-to-zero (NRZ) format. The SCI receiver and transmitter are double-buffered, and each has its
own separate enable and interrupt bits. Both can be operated independently or simultaneously in the full-
duplex mode. To ensure data integrity, the SCI checks received data for break detection, parity, overrun,
and framing errors. The bit rate is programmable to more than 65000 different speeds through a 16-bit
baud-select register.

Features of each SCI module include:
» Two external pins:
— SCITXD: SCI transmit-output pin
— SCIRXD: SCI receive-input pin
NOTE: Both pins can be used as GPIO if not used for SCI.
— Baud rate programmable to 64K different rates:

LSPCLK

Baudrate = ———
(BRR+1)"8 whenBRR =0
Baud rate=% when BRR =0

NOTE
See Section 5 for maximum 1/O pin toggling speed.

» Data-word format

One start bit

Data-word length programmable from one to eight bits

Optional even/odd/no parity bit

One or two stop bits

» Four error-detection flags: parity, overrun, framing, and break detection
« Two wake-up multiprocessor modes: idle-line and address bit

» Half- or full-duplex operation

» Double-buffered receive and transmit functions

« Transmitter and receiver operations can be accomplished through interrupt-driven or polled algorithms
with status flags.

— Transmitter: TXRDY flag (transmitter-buffer register is ready to receive another character) and TX
EMPTY flag (transmitter-shift register is empty)

— Receiver: RXRDY flag (receiver-buffer register is ready to receive another character), BRKDT flag
(break condition occurred), and RX ERROR flag (monitoring four interrupt conditions)

» Separate enable bits for transmitter and receiver interrupts (except BRKDT)
e NRZ (nonreturn-to-zero) format

NOTE
All registers in this module are 8-bit registers that are connected to Peripheral Frame 2.
When a register is accessed, the register data is in the lower byte (7-0), and the upper byte
(15-8) is read as zeros. Writing to the upper byte has no effect.
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Enhanced features:
* Auto baud-detect hardware logic
* 16-level transmit/receive FIFO

The SCI port operation is configured and controlled by the registers listed in Table 6-11, Table 6-12, and

Table 6-13.
Table 6-11. SCI-A Registers®
NAME ADDRESS SIZE (x16) DESCRIPTION
SCICCRA 0x7050 1 SCI-A Communications Control Register
SCICTL1A 0x7051 1 SCI-A Control Register 1
SCIHBAUDA 0x7052 1 SCI-A Baud Register, High Bits
SCILBAUDA 0x7053 1 SCI-A Baud Register, Low Bits
SCICTL2A 0x7054 1 SCI-A Control Register 2
SCIRXSTA 0x7055 1 SCI-A Receive Status Register
SCIRXEMUA 0x7056 1 SCI-A Receive Emulation Data Buffer Register
SCIRXBUFA 0x7057 1 SCI-A Receive Data Buffer Register
SCITXBUFA 0x7059 1 SCI-A Transmit Data Buffer Register
SCIFFTXA® 0X705A 1 SCI-A FIFO Transmit Register
SCIFFRXA® 0x705B 1 SCI-A FIFO Receive Register
SCIFFCTA® 0Xx705C 1 SCI-A FIFO Control Register
SCIPRIA 0x705F 1 SCI-A Priority Control Register

(1) Registers in this table are mapped to Peripheral Frame 2 space. This space only allows 16-bit accesses. 32-bit accesses produce

undefined results.
(2) These registers are new registers for the FIFO mode.

Table 6-12. SCI-B Registers® @

NAME ADDRESS SIZE (x16) DESCRIPTION
SCICCRB 0x7750 1 SCI-B Communications Control Register
SCICTL1B 0x7751 1 SCI-B Control Register 1
SCIHBAUDB 0x7752 1 SCI-B Baud Register, High Bits
SCILBAUDB 0x7753 1 SCI-B Baud Register, Low Bits
SCICTL2B 0x7754 1 SCI-B Control Register 2
SCIRXSTB 0x7755 1 SCI-B Receive Status Register
SCIRXEMUB 0x7756 1 SCI-B Receive Emulation Data Buffer Register
SCIRXBUFB 0x7757 1 SCI-B Receive Data Buffer Register
SCITXBUFB 0x7759 1 SCI-B Transmit Data Buffer Register
SCIFFTXB® OX775A 1 SCI-B FIFO Transmit Register
SCIFFRXB® 0x775B 1 SCI-B FIFO Receive Register
SCIFFCTB® 0x775C 1 SCI-B FIFO Control Register
SCIPRIB Ox775F 1 SCI-B Priority Control Register

(1) Registers in this table are mapped to Peripheral Frame 2 space. This space only allows 16-bit accesses. 32-bit accesses produce

undefined results.
(2) These registers are new registers for the FIFO mode.
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Table 6-13. SCI-C Registers® @

NAME ADDRESS SIZE (x16) DESCRIPTION
SCICCRC 0x7770 1 SCI-C Communications Control Register
SCICTL1C 0x7771 1 SCI-C Control Register 1
SCIHBAUDC 0x7772 1 SCI-C Baud Register, High Bits
SCILBAUDC 0x7773 1 SCI-C Baud Register, Low Bits
SCICTL2C 0x7774 1 SCI-C Control Register 2
SCIRXSTC 0x7775 1 SCI-C Receive Status Register
SCIRXEMUC 0x7776 1 SCI-C Receive Emulation Data Buffer Register
SCIRXBUFC 0x7777 1 SCI-C Receive Data Buffer Register
SCITXBUFC 0x7779 1 SCI-C Transmit Data Buffer Register
SCIFFTXC® OX777A 1 SCI-C FIFO Transmit Register
SCIFFRXC® 0x777B 1 SCI-C FIFO Receive Register
SCIFFCTC® 0Xx777C 1 SCI-C FIFO Control Register
SCIPRC OX777F 1 SCI-C Priority Control Register

(1) Registers in this table are mapped to Peripheral Frame 2 space. This space only allows 16-bit accesses. 32-bit accesses produce

undefined results.
(2) These registers are new registers for the FIFO mode.
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Figure 6-13 shows the SCI module block diagram.

Frame Format and Mode
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Figure 6-13. Serial Communications Interface (SCI) Module Block Diagram
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6.2.11 Serial Peripheral Interface (SPI) Module (SPI-A, SPI-D)

The device includes the four-pin serial peripheral interface (SPI) module. Two SPI modules (SPI-A and
SPI-D) are available. The SPI is a high-speed, synchronous serial I/O port that allows a serial bit stream of
programmed length (1 to 16 bits) to be shifted into and out of the device at a programmable bit-transfer
rate. Normally, the SPI is used for communications between the MCU controller and external peripherals
or another processor. Typical applications include external I/O or peripheral expansion through devices
such as shift registers, display drivers, and ADCs. Multidevice communications are supported by the
master/slave operation of the SPI.

The SPI module features include:

» Four external pins:
— SPISOMI: SPI slave-output/master-input pin
— SPISIMO: SPI slave-input/master-output pin
— SPISTE: SPI slave transmit-enable pin
— SPICLK: SPI serial-clock pin

NOTE
All four pins can be used as GPIO if the SPI module is not used.

* Two operational modes: master and slave
Baud rate: 125 different programmable rates.

LSPCLK
Baudrate=———— h PIBRR = 127
(SPIBRR +1) when S 3to
Baud rate=% when SPIBRR =0,1,2

NOTE
See Section 5 for maximum 1/O pin toggling speed.

« Data word length: 1 to 16 data bits
* Four clocking schemes (controlled by clock polarity and clock phase bits) include:

— Falling edge without phase delay: SPICLK active-high. SPI transmits data on the falling edge of the SPICLK
signal and receives data on the rising edge of the SPICLK signal.

— Falling edge with phase delay: SPICLK active-high. SPI transmits data one half-cycle ahead of the falling edge
of the SPICLK signal and receives data on the falling edge of the SPICLK signal.

— Rising edge without phase delay: SPICLK inactive-low. SPI transmits data on the rising edge of the SPICLK
signal and receives data on the falling edge of the SPICLK signal.

— Rising edge with phase delay: SPICLK inactive-low. SPI transmits data one half-cycle ahead of the rising edge
of the SPICLK signal and receives data on the rising edge of the SPICLK signal.

« Simultaneous receive and transmit operation (transmit function can be disabled in software)
« Transmitter and receiver operations are accomplished through either interrupt-driven or polled algorithms.
« Nine SPI module control registers: Located in control register frame beginning at address 7040h.

NOTE
All registers in this module are 16-bit registers that are connected to Peripheral Frame 2.
When a register is accessed, the register data is in the lower byte (7-0), and the upper byte
(15-8) is read as zeros. Writing to the upper byte has no effect.

Enhanced features:
* 16-level transmit/receive FIFO
» Delayed transmit control
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The SPI port operation is configured and controlled by the registers listed in Table 6-14 and Table 6-15.

Table 6-14. SPI-A Registers

NAME ADDRESS SIZE (x16) DESCRIPTION®
SPICCR 0x7040 1 SPI-A Configuration Control Register
SPICTL 0x7041 1 SPI-A Operation Control Register
SPISTS 0x7042 1 SPI-A Status Register
SPIBRR 0x7044 1 SPI-A Baud Rate Register
SPIRXEMU 0x7046 1 SPI-A Receive Emulation Buffer Register
SPIRXBUF 0x7047 1 SPI-A Serial Input Buffer Register
SPITXBUF 0x7048 1 SPI-A Serial Output Buffer Register
SPIDAT 0x7049 1 SPI-A Serial Data Register
SPIFFTX 0x704A 1 SPI-A FIFO Transmit Register
SPIFFRX 0x704B 1 SPI-A FIFO Receive Register
SPIFFCT 0x704C 1 SPI-A FIFO Control Register
SPIPRI 0x704F 1 SPI-A Priority Control Register
(2) Regilsters in this table are mapped to Peripheral Frame 2. This space only allows 16-bit accesses. 32-bit accesses produce undefined

results.
Table 6-15. SPI-D Registers

NAME ADDRESS SIZE (x16) DESCRIPTION®
SPICCR 0x7780 1 SPI-D Configuration Control Register
SPICTL 0x7781 1 SPI-D Operation Control Register
SPISTS 0x7782 1 SPI-D Status Register
SPIBRR 0x7784 1 SPI-D Baud Rate Register
SPIRXEMU 0x7786 1 SPI-D Receive Emulation Buffer Register
SPIRXBUF 0x7787 1 SPI-D Serial Input Buffer Register
SPITXBUF 0x7788 1 SPI-D Serial Output Buffer Register
SPIDAT 0x7789 1 SPI-D Serial Data Register
SPIFFTX 0x778A 1 SPI-D FIFO Transmit Register
SPIFFRX 0x778B 1 SPI-D FIFO Receive Register
SPIFFCT 0x778C 1 SPI-D FIFO Control Register
SPIPRI 0x778F 1 SPI-D Priority Control Register

(1) Registers in this table are mapped to Peripheral Frame 2. This space only allows 16-bit accesses. 32-bit accesses produce undefined

results.
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Figure 6-14 is a block diagram of the SPI in slave mode.
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SPISTE is driven low by the master for a slave device.

Figure 6-14. SPI Module Block Diagram (Slave Mode)
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6.2.12 Inter-Integrated Circuit (12C)

The device contains one 12C Serial Port. Figure 6-15 shows how the 12C peripheral module interfaces
within the device.

GPIO
MUX

System Control Block C28x CPU
=
I12CAENCLK
\4
., SYSCLKOUT
P SYSRS @
D 1]
< Control I
~ []
S
Data[16] > S
o
« SDAA Data[16]
12C-A Addr[16]
P SCLA R v
12CINT1A R
PIE
7 Block
12CINT2A

A. The I12C registers are accessed at the SYSCLKOUT rate. The internal timing and signal waveforms of the 12C port are

also at the SYSCLKOUT rate.

B. The clock enable bit (I2CAENCLK) in the PCLKCRO register turns off the clock to the 12C port for low power
operation. Upon reset, I2CAENCLK is clear, which indicates the peripheral internal clocks are off.

Figure 6-15. 12C Peripheral Module Interfaces
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The 12C module has the following features:

« Compliance with the Philips Semiconductors I2C-bus specification (version 2.1):

— Support for 1-bit to 8-bit format transfers

— 7-bit and 10-bit addressing modes
— General call
— START byte mode

— Support for multiple master-transmitters and slave-receivers
— Support for multiple slave-transmitters and master-receivers
— Combined master transmit/receive and receive/transmit mode
— Data transfer rate from 10 kbps up to 400 kbps (I12C Fast-mode rate)
* One 16-word receive FIFO and one 16-word transmit FIFO
* One interrupt that can be used by the CPU. This interrupt can be generated as a result of one of the

following conditions:
— Transmit-data ready
— Receive-data ready
— Register-access ready
— No-acknowledgment received
— Arbitration lost
— Stop condition detected
— Addressed as slave
* An additional interrupt that can be used

by the CPU when in FIFO mode

* Module-enable and module-disable capability

* Free data format mode

The registers in Table 6-16 configure and control the I12C port operation.

Table 6-16. I2C-A Registers

NAME ADDRESS DESCRIPTION

I2COAR 0x7900 12C own address register

I2CIER 0x7901 12C interrupt enable register

I2CSTR 0x7902 12C status register

I2CCLKL 0x7903 12C clock low-time divider register

12CCLKH 0x7904 12C clock high-time divider register

I2CCNT 0x7905 12C data count register

I2CDRR 0x7906 12C data receive register

I2CSAR 0x7907 12C slave address register

I2CDXR 0x7908 12C data transmit register

I2CMDR 0x7909 12C mode register

I2CISRC 0x790A 12C interrupt source register

I2CPSC 0x790C 12C prescaler register

I2CFFTX 0x7920 12C FIFO transmit register

I2CFFRX 0x7921 12C FIFO receive register

I2CRSR - 12C receive shift register (not accessible to the CPU)

I2CXSR - 12C transmit shift register (not accessible to the CPU)
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6.2.13 GPIO MUX

On the 2834x devices, the GPIO MUX can multiplex up to three independent peripheral signals on a
single GPIO pin in addition to providing individual pin bit-banging I/O capability. The GPIO MUX block
diagram per pin is shown in Figure 6-16. Because of the open-drain capabilities of the 12C pins, the GPIO
MUX block diagram for these pins differ. See the TMS320x2834x Delfino System Control and Interrupts
Reference Guide for details.

NOTE
There is a 2-SYSCLKOUT cycle delay from when the write to the GPxMUXn and GPxQSELn
registers occurs to when the action is valid.
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GPIOXINT1SEL
GPIOXINT2SEL
GPIOXINT3SEL
[ ]
[ ]
[ ]
GPIOLMPSEL GPIOXINT7SEL
LPMCRO GPIOXNMISEL
Low-Power External Interrupt PIE
Modes Block d MUX

Asynchronous .—’I GPxDAT (read)

path
GPxQSEL1/2
GPxCTRL

GPxPUD L » N/C

01— Peripheral 1 Input

Input
Internal ] > ¢ *| Qualification 10 | Peripheral 2 Input

Pullup

-
-

—» Peripheral 3 Input

Asynchronous path \ GPxTOGGLE

|_GPIOX pin | GPXCLEAR

GPxSET

<

(00]le—] GPxDAT (latch) |
P 01 [¢— Peripheral 1 Output
E;] 10 [«— Peripheral 2 Output

1

-

[4— Peripheral 3 Output

High-Impedance
Output Control

[00)le—] GPxDIR (latch) |
0 = Input, 1 = Output 01[¢— Peripheral 1 Output Enable

@ [4— Peripheral 2 Output Enable
RS

[4— Peripheral 3 Output Enable

D = Default at Reset

A. x stands for the port, either A or B. For example, GPxDIR refers to either the GPADIR and GPBDIR register
depending on the particular GPIO pin selected.

B. GPxDAT latch/read are accessed at the same memory location.

C. This is a generic GPIO MUX block diagram. Not all options may be applicable for all GPIO pins. See the
TMS320x2834x Delfino System Control and Interrupts Reference Guide for pin-specific variations.

Figure 6-16. GPIO MUX Block Diagram

The device supports 88 GPIO pins. The GPIO control and data registers are mapped to Peripheral
Frame 1 to enable 32-bit operations on the registers (along with 16-bit operations). Table 6-17 shows the
GPIO register mapping.
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Table 6-17. GPIO Registers

NAME ADDRESS | SIZE (x16) | DESCRIPTION
GPIO CONTROL REGISTERS (EALLOW PROTECTED)
GPACTRL 0x6F80 2 GPIO A Control Register (GPIOO0 to 31)
GPAQSEL1 0x6F82 2 GPIO A Qualifier Select 1 Register (GPIOO to 15)
GPAQSEL2 0x6F84 2 GPIO A Qualifier Select 2 Register (GPIO16 to 31)
GPAMUX1 0x6F86 2 GPIO A MUX 1 Register (GPIOO to 15)
GPAMUX2 0x6F88 2 GPIO A MUX 2 Register (GPI1016 to 31)
GPADIR 0x6F8A 2 GPIO A Direction Register (GPIOO to 31)
GPAPUD 0x6F8C 2 GPIO A Pullup Disable Register (GPIOO0 to 31)
Reserved OX6F8E — OX6F8F 2
GPBCTRL 0x6F90 2 GPIO B Control Register (GP1032 to 63)
GPBQSEL1 0x6F92 2 GPIO B Qualifier Select 1 Register (GPIO32 to 47)
GPBQSEL2 0x6F94 2 GPIOB Qualifier Select 2 Register (GP1048 to 63)
GPBMUX1 0x6F96 2 GPIO B MUX 1 Register (GPI0O32 to 47)
GPBMUX2 0x6F98 2 GPIO B MUX 2 Register (GP1048 to 63)
GPBDIR 0x6F9A 2 GPIO B Direction Register (GPI032 to 63)
GPBPUD 0x6F9C 2 GPIO B Pullup Disable Register (GPI032 to 63)
Reserved O0X6F9E — OX6FA5 8
GPCMUX1 OX6FA6 2 GPIO C MUX1 Register (GPI0O64 to 79)
GPCMUX2 0x6FA8 2 GPIO C MUX2 Register (GP1080 to 87)
GPCDIR Ox6FAA 2 GPIO C Direction Register (GP1064 to 87)
GPCPUD 0x6FAC 2 GPIO C Pullup Disable Register (GPI064 to 87)
Reserved OX6FAE — Ox6FBF 18
GPIO DATA REGISTERS (NOT EALLOW PROTECTED)
GPADAT 0x6FCO 2 GPIO A Data Register (GPIOO0 to 31)
GPASET 0x6FC2 2 GPIO A Data Set Register (GPIOO0 to 31)
GPACLEAR 0x6FC4 2 GPIO A Data Clear Register (GPIOO0 to 31)
GPATOGGLE 0x6FC6 2 GPIO A Data Toggle Register (GPIOO to 31)
GPBDAT 0x6FC8 2 GPIO B Data Register (GP1032 to 63)
GPBSET 0x6FCA 2 GPIO B Data Set Register (GP1032 to 63)
GPBCLEAR 0x6FCC 2 GPIO B Data Clear Register (GPIO32 to 63)
GPBTOGGLE 0x6FCE 2 GPIOB Data Toggle Register (GPIO32 to 63)
GPCDAT 0x6FDO 2 GPIO C Data Register (GP1064 to 87)
GPCSET 0x6FD2 2 GPIO C Data Set Register (GPI064 to 87)
GPCCLEAR 0x6FD4 2 GPIO C Data Clear Register (GPI064 to 87)
GPCTOGGLE 0x6FD6 2 GPIO C Data Toggle Register (GP1064 to 87)
Reserved 0x6FD8 — 0x6FDF 8
GPIO INTERRUPT AND LOW-POWER MODES SELECT REGISTERS (EALLOW PROTECTED)

GPIOXINT1SEL 0x6FEO 1 XINT1 GPIO Input Select Register (GPIOO to 31)
GPIOXINT2SEL Ox6FE1 1 XINT2 GPIO Input Select Register (GPIOO to 31)
GPIOXNMISEL Ox6FE2 1 XNMI GPIO Input Select Register (GPIOO0 to 31)
GPIOXINT3SEL O0x6FE3 1 XINT3 GPIO Input Select Register (GPIO32 to 63)
GPIOXINT4SEL Ox6FE4 1 XINT4 GPIO Input Select Register (GPIO32 to 63)
GPIOXINT5SEL O0x6FE5 1 XINT5 GPIO Input Select Register (GPIO32 to 63)
GPIOXINT6SEL 0x6FE6 1 XINT6 GPIO Input Select Register (GPIO32 to 63)
GPIOINT7SEL Ox6FE7 1 XINT7 GPIO Input Select Register (GPIO32 to 63)
GPIOLPMSEL Ox6FE8 2 LPM GPIO Select Register (GPIOO to 31)
Reserved OX6FEA — Ox6FFF 22
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Table 6-18. GPIO-A Mux Peripheral Selection Matrix

REGISTER BITS PERIPHERAL SELECTION
GPADIR
gmgg GPAMUX1 GPIOXx PER1 PER2 PER3
GPACLR GPAQSEL1 GPAMUX1 = 0,0 GPAMUX1=0, 1 GPAMUX1=1,0 GPAMUX1=1,1
GPATOGGLE
0 1,0 GPIOO (I/0) EPWM1A (O) Reserved Reserved
1 3,2 GPIO1 (1/0) EPWM1B (O) ECAP6 (1/0) MFSRB (1/0)
2 54 GPIO2 (I/0) EPWM2A (O) Reserved Reserved
3 7,6 GPIO3 (1/0) EPWM2B (O) ECAP5 (1/0) MCLKRB (I/O)
QUALPRDO
4 9,8 GPIO4 (1/0) EPWM3A (O) Reserved Reserved
5 11, 10 GPIOS (1/0) EPWM3B (O) MFSRA (I/O) ECAP1 (1/0)
6 13,12 GPIOS (1/0) EPWMA4A (O) EPWMSYNCI (1) EPWMSYNCO (O)
7 15, 14 GPIO7 (1/0) EPWM4B (O) MCLKRA (1/O) ECAP2 (1/0)
8 17,16 GPI08 (1/0) EPWMB5A (O) CANTXB (O) ADCSOCAO (0)
9 19, 18 GPIO9 (1/0) EPWMS5B (O) SCITXDB (O) ECAP3 (1/0)
10 21, 20 GPI010 (I/0) EPWMBSA (O) CANRXB (I) ADCSOCBO (0)
11 23,22 GPIO11 (1/0) EPWM6B (O) SCIRXDB (1) ECAP4 (1/0)
QUALPRD1 —
12 25, 24 GPIO12 (1/0) TZ1 (1) CANTXB (O) MDXB (O)
13 27,26 GPIO13 (1/0) TZ2 (I) CANRXB (I) MDRB (1)
14 29, 28 GPIO14 (1/0) TZ3 (1)/XHOLD (1) SCITXDB (O) MCLKXB (1/O)
15 31, 30 GPIO15 (I/O) TZ4 (1)/XHOLDA (O) SCIRXDB (1) MFSXB (I/0)
gﬁ:g'SUEXLZZ GPAMUX2 = 0, 0 GPAMUX2=0,1 | GPAMUX2=1,0 GPAMUX2 =1, 1
16 1,0 GPI016 (I/O) SPISIMOA (1/0) CANTXB (O) TZ5 (1)
17 3,2 GPIO17 (1/0) SPISOMIA (1/O) CANRXB (I) TZ6 (1)
18 5,4 GPI018 (I/0) SPICLKA (I/0) SCITXDB (O) CANRXA (1)
19 7,6 GPI019 (//0) SPISTEA (I/0) SCIRXDB (1) CANTXA (O)
QUALPRD2
20 9,8 GPI1020 (I/0) EQEP1A (l) MDXA (O) CANTXB (O)
21 11, 10 GPIO21 (1/0) EQEP1B (I) MDRA (1) CANRXB (I)
22 13, 12 GPI1022 (1/0) EQEP1S (1/0) MCLKXA (1/O) SCITXDB (0)
23 15, 14 GPI1023 (I/0) EQEP1I (I/0) MFSXA (1/O) SCIRXDB (l)
24 17,16 GPI1024 (1/0) ECAP1 (I/O) EQEP2A (l) MDXB (O)
25 19, 18 GPI025 (1/0) ECAP2 (I/O) EQEP2B (l) MDRB (1)
26 21, 20 GPI1026 (1/0) ECAP3 (I/O) EQEP2I (I/O) MCLKXB (I/O)
27 23,22 GPI1027 (1/0) ECAP4 (I/O) EQEP2S (1/0) MFSXB (I/O)
QUALPRD3 ——
28 25, 24 GPI1028 (I/0) SCIRXDA (1) XZCS6 (0)
29 27, 26 GPI1029 (1/0) SCITXDA (O) XA19 (O)
30 29, 28 GPI030 (I/0) CANRXA (I) XA18 (0)
31 31, 30 GPI031 (I/0) CANTXA (O) XA17 (O)
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Table 6-19. GPIO-B Mux Peripheral Selection Matrix

REGISTER BITS PERIPHERAL SELECTION
GPBDIR
gﬁggg GPBMUX1 GPIOX PER1 PER2 PER3
GPECIR GPBQSEL1 GPBMUX1=0,0 GPBMUX1 =0, 1 GPBMUX1=1,0 GPBMUX1=1,1
GPBTOGGLE
0 1,0 GPIO32 (1/0) SDAA (I/0C)® EPWMSYNCI (1) ADCSOCAO (O)
1 3,2 GPIO33 (1/0) SCLA (1/oc)® EPWMSYNCO (O) ADCSOCBO (O)
2 5,4 GPI034 (1/0) ECAP1 (1/O) XREADY (1)
3 7,6 GPIO35 (1/0) SCITXDA (O) XR/W (O)
QUALPRDO —
4 9,8 GPI036 (1/0) SCIRXDA (1) XZCS0 (0)
5 11, 10 GPI037 (1/0) ECAP2 (1/O) XZCS7 (0)
6 13,12 GPI038 (1/0) XWEQ (0)
7 15, 14 GPI039 (1/0) XA16 (O)
8 17, 16 GPI040 (1/0) XAO (0)
9 19, 18 GPI041 (1/0) XAl (O)
10 21, 20 GPI042 (1/0) XA2 (0)
Reserved
11 23,22 GPI043 (1/0) XA3 (0)
QUALPRD1
12 25, 24 GPI044 (1/0) XA4 (0)
13 27, 26 GPI045 (1/0) XA5 (0)
14 29, 28 GPI046 (1/0) XA6 (0)
15 31, 30 GPI047 (1/0) XA7 (O)
GPBMUX2 _ _ _ _
GPBOSEL? GPBMUX2=0,0 GPBMUX2 =0, 1 GPBMUX2=1,0 GPBMUX2=1,1
16 1,0 GP1048 (1/0) ECAPS5 (1/0) XD31 (1/0) SPISIMOD (1/O)
17 3,2 GPI049 (1/0) ECAP6 (1/0) XD30 (1/0) SPISOMID (1/O)
18 5,4 GPIO50 (1/0) EQEPI1A (1) XD29 (1/0) SPICLKD (I/O)
19 7,6 GPIO51 (1/0) EQEP1B (1) XD28 (1/0) SPISTED (I/O)
QUALPRD2
20 9,8 GPIO52 (1/0) EQEP1S (1/0) XD27 (1/0) Reserved
21 11, 10 GPIO53 (1/0) EQEP1I (1/0) XD26 (1/0) Reserved
22 13,12 GPI054 (1/0) SPISIMOA (I/0) XD25 (1/0) EQEP3A (1)
23 15, 14 GPIO55 (1/0) SPISOMIA (1/0) XD24 (1/0) EQEP3B (1)
24 17, 16 GPIO56 (1/0) SPICLKA (1/0) XD23 (1/0) EQEP3S (1/0)
25 19, 18 GPIO57 (1/0) SPISTEA (1/0) XD22 (1/0) EQEP3I (1/0)
26 21, 20 GPIO58 (1/0) MCLKRA (I/0) XD21 (1/0) EPWM7A (O)
27 23, 22 GPI059 (1/0) MFSRA (I/O) XD20 (1/0) EPWM7B (O)
QUALPRD3
28 25, 24 GPI060 (1/0) MCLKRB (I/O) XD19 (1/0) EPWMSA (O)
29 27, 26 GPI061 (1/0) MFSRB (I/0) XD18 (1/0) EPWMSB (O)
30 29, 28 GPI062 (1/0) SCIRXDC (I) XD17 (1/O) EPWMO9A (O)
31 31, 30 GPIO63 (I/0) SCITXDC (O) XD16 (1/O) EPWM9B (O)

(1) Open drain
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Table 6-20. GPIO-C Mux Peripheral Selection Matrix

REGISTER BITS PERIPHERAL SELECTION
GPCDIR
gﬁggél GPCMUX1 GPIOx or PER1 PER2 or PER3
GPCCLR GPCMUX1=0,00r0, 1 GPCMUX1=1,00r1,1
GPCTOGGLE
0 1,0 GPI064 (I/0) XD15 (1/0)
1 3,2 GPIOB5 (I/0) XD14 (1/0)
2 5,4 GPI066 (I/0) XD13 (1/0)
3 7,6 GPIOB67 (I/0) XD12 (1/0)
no qual
4 9,8 GPI068 (I/0) XD11 (1/0)
5 11, 10 GPI069 (I/0) XD10 (1/0)
6 13, 12 GPIO70 (I/0) XD9 (1/O)
7 15, 14 GPIO71 (I/0) XD8 (1/0)
8 17, 16 GPIO72 (I/0) XD7 (1/0)
9 19, 18 GPIO73 (I/0) XD6 (1/O)
10 21, 20 GPIO74 (I/0) XD5 (1/0)
11 23,22 GPIO75 (I/0) XD4 (1/0)
no qual
12 25, 24 GPIO76 (I/0) XD3 (1/0)
13 27, 26 GPIOT77 (I/0) XD2 (1/0)
14 29, 28 GPIO78 (I/0) XD1 (1/0)
15 31, 30 GPIO79 (I/0) XDO (1/0)
GPCMUX2 GPCMUX2=0,00r0,1 GPCMUX2=1,00r1,1
16 1,0 GPIO80 (I/0) XA8 (0)
17 3,2 GPIO8L1 (I/0) XA9 (O)
18 5,4 GPI082 (I/0) XA10 (O)
19 7,6 GPI083 (I/0) XA11 (O)
no qual
20 9,8 GPI084 (I/0) XA12 (O)
21 11, 10 GPIO8S5 (I/0) XA13 (O)
22 13, 12 GPIO86 (I/0) XA14 (O)
23 15, 14 GPI087 (I/0) XA15 (O)
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The user can select the type of input qualification for each GPIO pin through the GPxQSEL1/2 registers

from four choices:

* Synchronization To SYSCLKOUT Only (GPxQSEL1/2 = 0, 0): This is the default mode of all GPIO pins
at reset and it simply synchronizes the input signal to the system clock (SYSCLKOUT).

» Qualification Using Sampling Window (GPxQSEL1/2 = 0, 1 and 1, 0): In this mode the input signal,
after synchronization to the system clock (SYSCLKOUT), is qualified by a specified number of cycles
before the input is allowed to change.

Time Between Samples

GPyCTRL Reg

Input Signal
@ SYNC Qualification ——» Qualified by
3 or 6 Samples

GPxQSEL

SYSCLKOUT

Number of Samples

Figure 6-17. Qualification Using Sampling Window
» The sampling period is specified by the QUALPRD bits in the GPxCTRL register and is configurable in
groups of 8 signals. It specifies a multiple of SYSCLKOUT cycles for sampling the input signal. The
sampling window is either 3-samples or 6-samples wide and the output is only changed when all
samples are the same (all Os or all 1s) as shown in Figure 6-17 (for 6-sample mode).

* No Synchronization (GPxQSEL1/2 = 1,1): This mode is used for peripherals where synchronization is
not required (synchronization is performed within the peripheral).

Due to the multilevel multiplexing that is required on the device, there may be cases where a peripheral
input signal can be mapped to more then one GPIO pin. Also, when an input signal is not selected, the
input signal will default to either a 0 or 1 state, depending on the peripheral.
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6.2.14 External Interface (XINTF)

This section gives a top-level view of the external interface (XINTF) that is implemented on the C2834x
devices.

The XINTF is a nonmultiplexed asynchronous bus, similar to the 2812 XINTF. The XINTF is mapped into
three fixed zones shown in Figure 6-18.

A 4

Data Space Prog Space
0x0000-0000] ~ 77T oo
: ! Z XA(19:0) >
0x0000-4000 XINTF Zone 0 XZCS0 R
(8K x 16) i
0x0000-5000, , .
0x0010-0000 XINTE Zone 6 XZCS6 R
(1M x 16) "
0x0020-0000 XZCS7 R
XINTF Zone 7 CWET "
0X0030-0000 (Mx16) >
! - ; XWED
1 : 1 =
! . ! XRD <
! : ! XR/W .
! : ! P XREADY
| : L XHOLD
: : | XHOLDA R
: : - XCLKOUT

Figure 6-18. External Interface Block Diagram
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Figure 6-19 and Figure 6-20 show typical 16-bit and 32-bit data bus XINTF connections, illustrating how
the functionality of the XAO and XWEZ1 signals change, depending on the configuration. Table 6-21 defines
XINTF configuration and control registers.

XINTF
. External XREADY
16-bits wait-state
:1 generator XCLKOUT
CS XZCS0, XZCS6, XZCS7
A(19:0) K XA(19:0)
X—] XWE1
OE XRD
WE XWEO
. D(15:0) K I XD(15:0)

Figure 6-19. Typical 16-Bit Data Bus XINTF Connections

XINTF
Ex_iertné:' XREADY
Low 16-bits wait-state
[ ——e generator XCLKOUT
CSpe— X—{XA(0)
A(18:0) K XA(19:1)
OE XRD
WE XWEO
o N .
D(15:0) K I XD(15:0)
High 16-bits
[ ——e
.0) b—
Aot
CS XZCS0, XZCS6, XZCST7
OE
WE XWET
D(31:16) K ] XD(31:16)

Figure 6-20. Typical 32-Bit Data Bus XINTF Connections

Table 6-21. XINTF Configuration and Control Register Mapping

NAME ADDRESS SIZE (x16) DESCRIPTION
XTIMINGO 0x00-0B20 2 XINTF Timing Register, Zone 0
XTIMING6® 0x00-0B2C 2 XINTF Timing Register, Zone 6
XTIMING7 0x00-0B2E 2 XINTF Timing Register, Zone 7
XINTCNF2®@ 0x00-0B34 2 XINTF Configuration Register
XBANK 0x00-0B38 1 XINTF Bank Control Register
XREVISION 0x00-0B3A 1 XINTF Revision Register
XRESET 0x00-0B3D 1 XINTF Reset Register

(1) XTIMINGL1 - XTIMINGS are reserved for future expansion and are not currently used.
(2) XINTCNFL1 is reserved and not currently used.

Copyright © 2009-2018, Texas Instruments Incorporated

Submit Documentation Feedback
Product Folder Links: TMS320C28346 TMS320C28345 TMS320C28344 TMS320C28343 TMS320C28342

TMS320C28341

Detailed Description

131


http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341
http://www.ti.com
http://www.go-dsp.com/forms/techdoc/doc_feedback.htm?litnum=JAJSFZ4E&partnum=TMS320C28346
http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341

TMS320C28346, TMS320C28345 TMS320C28344 I$ TEXAS

TMS320C28343, TMS320C28342, TMS320C28341

JAJSFZAE

INSTRUMENTS

—MARCH 2009—REVISED AUGUST 2018 www.ti.com

6.3 Memory Maps

In Figure 6-21 to Figure 6-23, the following apply:

Memory blocks are not to scale.

Peripheral Frame 0, Peripheral Frame 1, Peripheral Frame 2, and Peripheral Frame 3 memory maps
are restricted to data memory only. A user program cannot access these memory maps in program
space.

Protected means the order of "Write followed by Read" operations is preserved rather than the pipeline
order. See the TMS320x2834x Delfino System Control and Interrupts Reference Guide for more
details.

Certain memory ranges are EALLOW protected against spurious writes after configuration.

If the eCAN module is not used in an application, the RAM available (LAM, MOTS, MOTO, and
mailbox RAM) can be used as general-purpose RAM. The CAN module clock should be enabled for
this.
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Block On-Chip Memory External Memory XINTF
Start Address
Data Space Prog Space Data Space Prog Space
0x00 0000
MO Vector - RAM (32 x 32)
(Enable if VMAP = 0)
0x000040 |~~~ TTT T oo oo T T T T T T T
x MO0 SARAM (1K x 16)
0x00 0400 M1 SARAM (1K x 16)
0x00 0800
Peripheral Frame 0
0x00 0D0O REERE
PIE Vector - RAM
(256 x 16)
(Enabled if Reserved
VMAP =1,
ENPIE =1)
0x00 0E00 Peripheral Frame 0
0x00 2000
Reserved XINTF Zone 0 (4K x 16, XZCS0) 0x00 4000
(Protected) DMA Accessible 0x00 5000
0x00 5000
Peripheral Frame 3
(Protected) DMA Accessible
0x00 6000
Peripheral Frame 1 R d
(Protected) LR
0x00 7000
Peripheral Frame 2
(Protected)
0x00 8000 L0 SARAM (8K x 16, DMA Accessible)
0x00 A000 L1 SARAM (8K x 16, DMA Accessible) Reserved
0x00 Co00 L2 SARAM (8K x 16, DMA Accessible)
0x00 E000 L3 SARAM (8K x 16, DMA Accessible)
0x01 0000 L4 SARAM (8K x 16, DMA Accessible)
0x012000 L5 SARAM (8K x 16, DMA Accessible)
0x01 4000 L6 SARAM (8K x 16, DMA Accessible)
0x01 6000 L7 SARAM (8K x 16, DMA Accessible)
0x01 8000
0x10 0000
Reserved XINTF Zone 6 (1M x 16, XZCS6) (DMA Accessible)
0x20 0000
XINTF Zone 7 (1M x 16, XZCS7) (DMA Accessible)
0x30 0000 HO SARAM 0x30 0000
(32K x 16 Prefetch)
0x30 8000 H1 SARAM
(32K x 16 Prefetch)
0x31 0000 H2 SARAM
(32K x 16 Prefetch)
0x31 8000 H3 SARAM
(32K x 16 Prefetch)
0x32 0000 H4 SARAM
(32K x 16 Prefetch)
0x32 8000 H5 SARAM
0x33 0000 (32K x 16 Prefetch)
Reserved VY,
0x33 FFF8 (A)
128-Bit Password
0x33 FFFF
Reserved
0x3F E000
Boot ROM (8K x 16)
Ox3FFFCO |~ T
BROM Vector - ROM (32 x 32)
(Enable if VMAP = 1, ENPIE = 0)
|
LEGEND:
I:I Only one of these vector maps-M0 vector, PIE vector, BROM vector-should be enabled at a time.
A. These locations support compatibility with legacy C28x designs only. See Section 6.1.9.
Figure 6-21. C28346, C28345 Memory Map
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Block .
Start Address On-Chip Memory External Memory XINTF
Data Space Prog Space Data Space Prog Space
0x00 0000
MO Vector - RAM (32 x 32)
(Enable if VMAP = 0)
0x000040 [~~~ TTTTTT oo o T ST T T T
x MO0 SARAM (1K x 16)
0x00 0400 M1 SARAM (1K x 16)
0x00 0800
Peripheral Frame 0
0x00 0D00 R0
PIE Vector - RAM
(256 x 16)
(Enabled if Reserved
VMAP =1,
ENPIE =1)
0x00 0E00 Peripheral Frame 0
0x00 2000
Reserved XINTF Zone 0 (4K x 16, XZCS0) 0x00 4000
(Protected) DMA Accessible 0x00 5000
0x00 5000
Peripheral Frame 3
(Protected) DMA Accessible
0x00 6000
Peripheral Frame 1 R d
(Protected) LR
0x00 7000
Peripheral Frame 2
(Protected)
0x00 8000 L0 SARAM (8K x 16, DMA Accessible)
0x00 A000 | Reserved
L1 SARAM (8K x 16, DMA Accessible)
0x00 C000 L2 SARAM (8K x 16, DMA Accessible)
0x00 E000
x L3 SARAM (8K x 16, DMA Accessible)
0x01 0000
x L4 SARAM (8K x 16, DMA Accessible)
0x01 2000
x L5 SARAM (8K x 16, DMA Accessible)
0x01 4000
x L6 SARAM (8K x 16, DMA Accessible)
1
0x01 6000 L7 SARAM (8K x 16, DMA Accessible)
0x01 8000
JE— 0x10 0000
XINTF Zone 6 (1M x 16, XZCS6) (DMA Accessible) x
Reserved 0x20 0000
XINTF Z 7 (1M x 16, XZCS7) (DMA A ibl
one 7 (1M x 16, XZCS7) ( ccessible) 0x30 0000
0x30 0000 HO SARAM
(32K x 16 Prefetch)
0x30 8000 H1 SARAM
0x31 0000 (32K x 16 Prefetch)
Reserved
0x33 FFF8 ) Qesiee
128-Bit Password
0x33 FFFF
Reserved
0x3F E000
Boot ROM (8K x 16)
[ T
BROM Vector - ROM (32 x 32)
(Enable if VMAP = 1, ENPIE = 0)
LEGEND:

I:I Only one of these vector maps-MO0 vector, PIE vector, BROM vector-should be enabled at a time.

These locations support compatibility with legacy C28x designs only. See Section 6.1.9.

Figure 6-22. C28344, C28343 Memory Map
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StartBlIf::ress On-Chip Memory External Memory XINTF
Data Space Prog Space Data Space Prog Space
0x00 0000
MO Vector - RAM (32 x 32)
(Enable if VMAP = 0)
0x000040 |~~~ "TTTTTTTT T oot T T T T T T
x MO SARAM (1K x 16)
0x00 0400 M1 SARAM (1K x 16)
0x00 0800
Peripheral Frame 0
0x00 0D00 Reserved
PIE Vector - RAM
(256 x 16)
(Enabled if Reserved
VMAP =1,
ENPIE =1)
0x00 0E00
x Peripheral Frame 0
0x00 2000
Reserved XINTF Zone 0 (4K x 16, XZCS0)
0x00 5000 (Protected) DMA Accessible
X
Peripheral Frame 3
(Protected) DMA Accessible
0x00 6000
Peripheral Frame 1 R d
(Protected) NG
0x00 7000
Peripheral Frame 2
(Protected)
0x00 8000 L0 SARAM (8K x 16, DMA Accessible)
0x00 A000 Reserved
x L1 SARAM (8K x 16, DMA Accessible)
0x00 €000 L2 SARAM (8K x 16, DMA Accessible)
0x00 E000 L3 SARAM (8K x 16, DMA Accessible)
0x01 0000
Reserved
XINTF Zone 6 (1M x 16, XZCS6) (DMA Accessible)
XINTF Zone 7 (1M x 16, XZCS7) (DMA Accessible)
0x30 0000 HO SARAM
(32K x 16 Prefetch)
0x30 8000 H1 SARAM
0x31 0000 (32K x 16 Prefetch)
Reserved
0x33 FFF8 m) AN
128-Bit Password
0x33 FFFF
Reserved
0x3F E000
Boot ROM (8K x 16)
Ox3FFFCO | T
BROM Vector - ROM (32 x 32)
(Enable if VMAP =1, ENPIE = 0)
LEGEND:

I:I Only one of these vector maps-M0 vector, PIE vector, BROM vector-should be enabled at a time.

A. These locations support compatibility with legacy C28x designs only. See Section 6.1.9.
Figure 6-23. C28342, C28341 Memory Map

0x00 4000
0x00 5000

0x10 0000
0x20 0000

0x30 0000
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Peripheral Frame 1, Peripheral Frame 2, and Peripheral Frame 3 are grouped together to enable these
blocks to be write/read peripheral block protected. The protected mode ensures that all accesses to these
blocks happen as written. Because of the C28x pipeline, a write immediately followed by a read, to
different memory locations, will appear in reverse order on the memory bus of the CPU. This can cause
problems in certain peripheral applications where the user expected the write to occur first (as written).
The C28x CPU supports a block protection mode where a region of memory can be protected so as to
make sure that operations occur as written (the penalty is extra cycles are added to align the operations).
This mode is programmable and by default, it will protect the selected zones.

136 Detailed Description Copyright © 2009-2018, Texas Instruments Incorporated
Submit Documentation Feedback
Product Folder Links: TMS320C28346 TMS320C28345 TMS320C28344 TMS320C28343 TMS320C28342
TMS320C28341


http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341
http://www.ti.com
http://www.go-dsp.com/forms/techdoc/doc_feedback.htm?litnum=JAJSFZ4E&partnum=TMS320C28346
http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341

, '{EXAS TMS320C28346, TMS320C28345, TMS320C28344
NSTRUMENTS TMS320C28343, TMS320C28342, TMS320C28341

www.ti.com JAJSFZAE —MARCH 2009—REVISED AUGUST 2018

The wait states for the various spaces in the memory map area are listed in Table 6-22.

Table 6-22. Wait States

WAIT STATES WAIT STATES
AREA (CPU) (DMAYD COMMENTS
MO and M1 SARAMs 0-wait No access Fixed
Peripheral Frame 0 0-wait (writes) No access (writes)
1-wait (reads) O-wait (reads)
Peripheral Frame 3 0-wait (writes) O-wait (writes) Assumes no conflicts between CPU and DMA.
2-wait (reads) 1-wait (reads)
Peripheral Frame 1 0-wait (writes) Cycles can be extended by peripheral generated ready.
No access i i i i -
2-wait (reads) C‘ons_ecutllve writes to the CAN will experience a 1-cycle
pipeline hit.
Peripheral Frame 2 0-wait (writes) Fixed. Cycles cannot be extended by the peripheral.
. No access
2-wait (reads)
LO SARAM 0-wait data and Assumes no CPU conflicts
L1 SARAM program
L2 SARAM
L3 SARAM
L4 SARAM 1-wait Assumes no conflicts between CPU and DMA
L5 SARAM
L6 SARAM 1-wait
L7 SARAM
XINTE Programmable Programmed through the XTIMING registers or extendable
through external XREADY signal.
1-wait minimum 1-wait is minimum wait states allowed on external waveforms
for both reads and writes on XINTF.
0-wait minimum writes 0-wait data (write) 0-wait minimum for writes assumes write buffer enabled and
with write buffer 0-wait data (read) not full.
enabled Assumes no conflicts between CPU and DMA. When DMA
and CPU try simultaneous conflict, 1-cycle delay is added for
arbitration.
HO SARAM 1-wait A program-access prefetch mechanism is enabled on these
H1 SARAM memories to improve instruction fetch performance for linear
code execution.
H2 SARAM
No access
H3 SARAM
H4 SARAM
H5 SARAM
Boot-ROM 1-wait No access
(1) The DMA has a base of four cycles/word.
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6.4 Register Map

The devices contain four peripheral register spaces. The spaces are categorized as follows:

Peripheral Frame 0:

Peripheral Frame 1

Peripheral Frame 2:

Peripheral Frame 3:

These are peripherals that are mapped directly to the CPU memory bus.
See Table 6-23.

These are peripherals that are mapped to the 32-bit peripheral bus.
See Table 6-24.

These are peripherals that are mapped to the 16-bit peripheral bus.
See Table 6-25.

These are peripherals that are mapped to the 32-bit DMA-accessible
peripheral bus. See Table 6-26.

Table 6-23. Peripheral Frame 0 Registers®

NAME ADDRESS RANGE SIZE (x16) ACCESS TYPE®
Device Emulation Registers 0x00 0880 — 0x00 09FF 384 EALLOW protected
Code Security Module Registers 0x00 OAEOQ — 0x00 OAEF 16 EALLOW protected
XINTF Registers 0x00 0B20 — 0x00 OB3F 32 Not EALLOW protected
gz;ggr”ser 0, CPU-Timer 1, CPU-Timer 2 0x00 0C00 — 0x00 OC3F 64 Not EALLOW protected
PIE Registers 0x00 OCEO — 0x00 OCFF 32 Not EALLOW protected
PIE Vector Table 0x00 0D00 — 0x00 ODFF 256 EALLOW protected
DMA Registers 0x00 1000 — 0x00 11FF 512 EALLOW protected

(1) Registers in Frame 0 support 16-bit and 32-bit accesses.

@)

disables writes to prevent stray code or pointers from corrupting register contents.

Table 6-24. Peripheral Frame 1 Registers

If registers are EALLOW protected, then writes cannot be performed until the EALLOW instruction is executed. The EDIS instruction

NAME ADDRESS RANGE SIZE (x16)
eCAN-A Registers 0x00 6000 — 0x00 61FF 512
eCAN-B Registers 0x00 6200 — 0x00 63FF 512
ePWM1 + HRPWM1 Registers 0x00 6800 — 0x00 683F 64
ePWM2 + HRPWM2 Registers 0x00 6840 — 0x00 687F 64
ePWM3 + HRPWM3 Registers 0x00 6880 — 0x00 68BF 64
ePWM4 + HRPWM4 Registers 0x00 68C0 — 0x00 68FF 64
ePWM5 + HRPWMS5 Registers 0x00 6900 — 0x00 693F 64
ePWM6 + HRPWM6 Registers 0x00 6940 — 0x00 697F 64
ePWM7 + HRPWM7 Registers 0x00 6980 — 0x00 69BF 64
ePWM8 + HRPWM8 Registers 0x00 69C0 — 0x00 69FF 64
ePWM9 + HRPWM9 Registers 0x00 6600 — 0x00 663F 64
eCAP1 Registers 0x00 6A00 — 0x00 6A1F 32
eCAP2 Registers 0x00 6A20 — 0x00 6A3F 32
eCAP3 Registers 0x00 6A40 — 0x00 6A5F 32
eCAP4 Registers 0x00 6A60 — 0x00 6AT7F 32
eCAP5 Registers 0x00 6A80 — 0x00 6A9F 32
eCAP6 Registers 0x00 6AA0 — 0x00 6ABF 32
eQEP1 Registers 0x00 6B00 — 0x00 6B3F 64
eQEP2 Registers 0x00 6B40 — 0x00 6B7F 64
eQEP3 Registers 0x00 6B80 — 0x00 6BBF 64
GPIO Registers 0x00 6F80 — 0x00 6FFF 128
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Table 6-25. Peripheral Frame 2 Registers

NAME ADDRESS RANGE SIZE (x16)
System Control Registers 0x00 7010 — 0x00 702F 32
SPI-A Registers 0x00 7040 — 0x00 704F 16
SCI-A Registers 0x00 7050 — 0x00 705F 16
External Interrupt Registers 0x00 7070 — 0x00 707F 16
SCI-B Registers 0x00 7750 — 0x00 775F 16
SCI-C Registers 0x00 7770 — 0x00 777F 16
SPI-D Registers 0x00 7780 — 0x00 778F 16
I12C-A Registers 0x00 7900 — 0x00 793F 64

Table 6-26. Peripheral Frame 3 Registers

NAME ADDRESS RANGE SIZE (x16)
McBSP-A Registers 0x00 5000 — 0x00 503F 64
McBSP-B Registers 0x00 5040 — 0x00 507F 64
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6.4.1 Device Emulation Registers

These registers are used to control the protection mode of the C28x CPU and to monitor some critical
device signals. The registers are defined in Table 6-27.

Table 6-27. Device Emulation Registers

NAME AQESEES SIZE (x16) DESCRIPTION

DEVICECNF gigggg 2 Device Configuration Register

PARTID 0x0882 1 Part ID Register TMS320C28346 OxFFDO
TMS320C28345 OxFFD1
TMS320C28344 OxFFD2
TMS320C28343 OxFFD3
TMS320C28342 OxFFD4
TMS320C28341 OxFFD5

REVID 0x0883 ! Sg‘é‘;‘t‘é? ID 0x0000 - Silicon Rev. 0 - TMS

PROTSTART 0x0884 Block Protection Start Address Register

PROTRANGE 0x0885 Block Protection Range Address Register
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6.5

Interrupts

Figure 6-24 shows how the various interrupt sources are multiplexed.

INT1
to
INT12

C28
Core

INT14

INT13

NMI

N

Clear

)

Peripherals
(SPI, SCI, 12C, CAN, McBSP*"
EPWM, ECAP, EQEP)

A.

DMA-accessible

4
DMA

G

Figure 6-24. External and PIE Interrupt Sources

WDINT
WAKEINT Svnc Watchdog
y LPMINT
Low Power Models
’ SYSCLKOUT
A
XINT1 XINT1 > .
” ® Interrupt Control | ¢———] Latch je— g .
m S XINT1CR(15:0)
wi s
N\ @ g XINT1CTR(15:0) I GPIOXINTISEL{4:0) I
p : XINT2
(<]
XINT2 X .
® Interrupt Control [¢ Latch g :
XINT2CR(15:0)
XINT2CTR(15:0)
| ePioXINT2SEL(4:0) |
TINTO
4: CPU Timer0 |
DMA
TINT2 ! -
® CPU Timer 2
TINTA -
> CPU Timer 1
=)
=
‘_
| XNMI_ GPIO0.int
XINT13 > . .
> Interrupt Control Latch g : : (I-:‘VIF::)(()
=)
= e XNMICR(15:0) GPIO31.int
XNMICTR(15:0)
| cPioxnmISEL(4:0) |

Copyright © 2009-2018, Texas Instruments Incorporated

Submit Documentation Feedback
Product Folder Links: TMS320C28346 TMS320C28345 TMS320C28344 TMS320C28343 TMS320C28342

TMS320C28341

Detailed Description

141


http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341
http://www.ti.com
http://www.go-dsp.com/forms/techdoc/doc_feedback.htm?litnum=JAJSFZ4E&partnum=TMS320C28346
http://www.ti.com/product/tms320c28346?qgpn=tms320c28346
http://www.ti.com/product/tms320c28345?qgpn=tms320c28345
http://www.ti.com/product/tms320c28344?qgpn=tms320c28344
http://www.ti.com/product/tms320c28343?qgpn=tms320c28343
http://www.ti.com/product/tms320c28342?qgpn=tms320c28342
http://www.ti.com/product/tms320c28341?qgpn=tms320c28341

TMS320C28346, TMS320C28345, TMS320C28344
TMS320C28343, TMS320C28342, TMS320C28341

JAJSFZAE —MARCH 2009—REVISED AUGUST 2018

13 TEXAS
INSTRUMENTS

www.ti.com

XINT4

Interrupt Control j¢{Latch

XINT3CR(15:0)

DMA

Mux

I GPIOXINT3SEL (4:

o
-

INT1

PIE XINT5

7T

Interrupt Control j«]Latch

XINT4CR(15:0)

DMA

Mux

I GPIOXINT4SEL (4:

o
-

INT12

96 Interrupts

C28
Core

XINT6

Interrupt Control |¢{Latch

XINT5CR(15:0)

DMA

Mux

| GPIOXINTSSEL(4:

o
-

<+|Latch

Interrupt Control

XINT6CR(15:0)

Mux

I GPIOXINT6SEL (4:

o
-

¢«—|Latch

Interrupt Control

XINT7CR(15:0)

Mux

GP1032.int

.

N : GPIO
- |  GPIo63.int | Mux

nl

| GPIOXINT7SEL(4:0) |

Figure 6-25. External Interrupts

Eight PIE block interrupts are grouped into one CPU interrupt. In total, 12 CPU interrupt groups, with
8 interrupts per group equals 96 possible interrupts. On the C2834x devices, 64 of these are used by

peripherals as shown in Table 6-28.

The TRAP #VectorNumber instruction transfers program control to the interrupt service routine
corresponding to the vector specified. TRAP #0 tries to transfer program control to the address pointed to
by the reset vector. The PIE vector table does not, however, include a reset vector. Therefore, TRAP #0
should not be used when the PIE is enabled. Doing so will result in undefined behavior.

When the PIE is enabled, TRAP #1 to TRAP #12 will transfer program control to the interrupt service
routine corresponding to the first vector within the PIE group. For example: TRAP #1 fetches the vector
from INT1.1, TRAP #2 fetches the vector from INT2.1, and so forth.
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Figure 6-26. Multiplexing of Interrupts Using the PIE Block
Table 6-28. PIE Peripheral Interrupts®
PIE INTERRUPTS
CPU INTERRUPTS
INTX.8 INTx.7 ‘ INTx.6 INTX.5 ‘ INTx.4 ‘ INTx.3 INTx.2 INTx.1
WAKEINT TINTO
INT1 (LPMMWD) (TIMER 0) Reserved XINT2 XINT1 Reserved Reserved Reserved
INT2 EPWMS8_TZINT EPWM7_TZINT EPWM6_TZINT EPWM5_TZINT EPWM4_TZINT EPWM3_TZINT EPWM2_TZINT EPWM1_TZINT
(ePWMB) (ePWM?) (ePWM6) (ePWMS5) (ePWM4) (ePWM3) (ePWM2) (ePWM1)
INT3 EPWMS8_INT EPWM7_INT EPWM6_INT EPWM5_INT EPWM4_INT EPWM3_INT EPWM2_INT EPWM1_INT
(ePWM8) (ePWM7) (ePWM6) (ePWMS) (ePWM4) (ePWM3) (ePWM2) (ePWM1)
INT4 Reserved Reserved ECAP6_INT ECAPS5_INT ECAP4_INT ECAP3_INT ECAP2_INT ECAP1_INT
(eCAP6) (eCAP5) (eCAP4) (eCAP3) (eCAP2) (eCAP1)
EQEP3_INT EQEP2_INT EQEP1_INT
INT5 Reserved Reserved Reserved Reserved Reserved (eQEP3) (€QEP?) (eQEPY)
INT6 SPITXINTD SPIRXINTD MXINTA MRINTA MXINTB MRINTB SPITXINTA SPIRXINTA
(SPI-D) (SPI-D) (McBSP-A) (McBSP-A) (McBSP-B) (McBSP-B) (SPI-A) (SPI-A)
INT7 Reserved Reserved DINTCH6 DINTCH5 DINTCH4 DINTCH3 DINTCH2 DINTCH1
(DMA) (DMA) (DMA) (DMA) (DMA) (DMA)
SCITXINTC SCIRXINTC 12CINT2A 12CINT1A
INT8 Reserved Reserved (SCI-C) (SCI-C) Reserved Reserved (12C-A) (12C-A)
INTO ECAN1_INTB ECANO_INTB ECANL_INTA ECANO_INTA SCITXINTB SCIRXINTB SCITXINTA SCIRXINTA
(CAN-B) (CAN-B) (CAN-A) (CAN-A) (SCI-B) (SCI-B) (SCI-A) (SCI-A)
INT10 Reserved Reserved Reserved Reserved Reserved Reserved Reserved EPWMS_TZINT
(ePWM9)
INT11 Reserved Reserved Reserved Reserved Reserved Reserved Reserved EPWMO_INT
(ePWM9)
LUF LVF
INT12 (FPU) (FPU) Reserved XINT7 XINT6 XINT5 XINT4 XINT3

@

Out of the 96 possible interrupts, 64 interrupts are currently used. The remaining interrupts are reserved for future devices. These

interrupts can be used as software interrupts if they are enabled at the PIEIFRX level, provided none of the interrupts within the group is
being used by a peripheral. Otherwise, interrupts coming in from peripherals may be lost by accidentally clearing their flag while
modifying the PIEIFR. To summarize, there is one safe case when the reserved interrupts could be used as software interrupts:

1) No peripheral within the group is asserting interrupts.
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Table 6-29. PIE Configuration and Control Registers

NAME ADDRESS SIZE (x16) DESCRIPTION®
PIECTRL 0xOCEO 1 PIE, Control Register
PIEACK 0x0CE1 1 PIE, Acknowledge Register
PIEIER1 0x0CE2 1 PIE, INT1 Group Enable Register
PIEIFR1 0xOCE3 1 PIE, INT1 Group Flag Register
PIEIER2 0xOCE4 1 PIE, INT2 Group Enable Register
PIEIFR2 0xOCES5 1 PIE, INT2 Group Flag Register
PIEIER3 0xOCE6 1 PIE, INT3 Group Enable Register
PIEIFR3 0xOCE7 1 PIE, INT3 Group Flag Register
PIEIER4 0xOCE8 1 PIE, INT4 Group Enable Register
PIEIFR4 0xOCE9 1 PIE, INT4 Group Flag Register
PIEIERS 0xO0CEA 1 PIE, INT5 Group Enable Register
PIEIFR5 0x0CEB 1 PIE, INT5 Group Flag Register
PIEIER6 0x0CEC 1 PIE, INT6 Group Enable Register
PIEIFR6 0xO0CED 1 PIE, INT6 Group Flag Register
PIEIER7 0xO0CEE 1 PIE, INT7 Group Enable Register
PIEIFR7 0xOCEF 1 PIE, INT7 Group Flag Register
PIEIER8 0x0CFO 1 PIE, INT8 Group Enable Register
PIEIFR8 0x0CF1 1 PIE, INT8 Group Flag Register
PIEIER9 0x0CF2 1 PIE, INT9 Group Enable Register
PIEIFR9 0x0CF3 1 PIE, INT9 Group Flag Register
PIEIER10 0xOCF4 1 PIE, INT10 Group Enable Register
PIEIFR10 0x0CF5 1 PIE, INT10 Group Flag Register
PIEIER11 0xOCF6 1 PIE, INT11 Group Enable Register
PIEIFR11 0x0CF7 1 PIE, INT11 Group Flag Register
PIEIER12 0xOCF8 1 PIE, INT12 Group Enable Register
PIEIFR12 0x0CF9 1 PIE, INT12 Group Flag Register
Reserved O0XOCFA — OxOCFF 6 Reserved

(1) The PIE configuration and control registers are not protected by EALLOW mode. The PIE vector table

is protected.
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6.5.1 External Interrupts

Table 6-30. External Interrupt Registers

NAME ADDRESS SIZE (x16) DESCRIPTION
XINT1CR 0x00 7070 1 XINT1 configuration register
XINT2CR 0x00 7071 1 XINT2 configuration register
XINT3CR 0x00 7072 1 XINT3 configuration register
XINT4CR 0x00 7073 1 XINT4 configuration register
XINT5CR 0x00 7074 1 XINT5 configuration register
XINT6CR 0x00 7075 1 XINT6 configuration register
XINT7CR 0x00 7076 1 XINT7 configuration register
XNMICR 0x00 7077 1 XNMI configuration register
XINT1CTR 0x00 7078 1 XINT1 counter register
XINT2CTR 0x00 7079 1 XINT2 counter register
Reserved 0x707A — Ox707E 5
XNMICTR 0x00 707F 1 XNMI counter register

Each external interrupt can be enabled or disabled or qualified using positive, negative, or both positive
and negative edge. For more information, see the TMS320x2834x Delfino System Control and Interrupts

Reference Guide.
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6.6 System Control

This section describes the oscillator, PLL and clocking mechanisms, the watchdog function and the low-
power modes. Figure 6-27 shows the various clock and reset domains that will be discussed.

C28x Core
SYSCLKOUT AN
VAN
Clock enables Systterr|1
contro
register
9 \1—:>
LSPCLK LOSPCP 3 ¢ Bridge N
! [ Losor | )
/lL!\ Peripheral
N— SPI-A/D, SCI-A/B/C registers /‘—:>
N—
Clock enables »
et |2 3
[ :
/lL!\ cCAN-A/B Peripheral s g
N— - registers p/t— 5 Q
° \1—:> s =
GPIO Clock enables
Mux % i N
l KA Bridge L)
L YO\ ePwM1/./9, HRPWM1/./9, | Peripheral
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12C-A registers 7 7
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Figure 6-27. Clock and Reset Domains

NOTE
There is a 2-SYSCLKOUT cycle delay from when the write to the PCLKCRO, PCLKCR1, and
PCLKCR?2 registers (enables peripheral clocks) occurs to when the action is valid. This delay
must be considered before trying to access the peripheral configuration registers.
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The PLL, clocking, watchdog and low-power modes, are controlled by the registers listed in Table 6-31.

Table 6-31. PLL, Clocking, Watchdog, and Low-Power Mode Registers

NAME ADDRESS SIZE (x16) DESCRIPTION
PLLSTS 0x00 7011 1 PLL Status Register
Reserved 0x00 7012 — 0x00 7018 7 Reserved
PCLKCR2 0x00 7019 1 Peripheral Clock Control Register 2
HISPCP 0x00 701A 1 High-Speed Peripheral Clock Prescaler Register
LOSPCP 0x00 701B 1 Low-Speed Peripheral Clock Prescaler Register
PCLKCRO 0x00 701C 1 Peripheral Clock Control Register 0
PCLKCR1 0x00 701D 1 Peripheral Clock Control Register 1
LPMCRO 0x00 701E 1 Low-Power Mode Control Register 0
Reserved 0x00 701F 1 Reserved
PCLKCR3 0x00 7020 1 Peripheral Clock Control Register 3
PLLCR 0x00 7021 1 PLL Control Register
SCSR 0x00 7022 1 System Control and Status Register
WDCNTR 0x00 7023 1 Watchdog Counter Register
Reserved 0x00 7024 1 Reserved
WDKEY 0x00 7025 1 Watchdog Reset Key Register
Reserved 0x00 7026 — 0x00 7028 3 Reserved
WDCR 0x00 7029 1 Watchdog Control Register
Reserved 0x00 702A — 0x00 702C 3 Reserved
EXTSOCCFG 0x00 702D 1 External ADC SOC Configuration Register
Reserved 0x00 702E 1 Reserved
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6.6.1 OSC and PLL Block
Figure 6-28 shows the OSC and PLL block.

OSCCLK OSCCLK
XCLKIN ﬂD_/O
(3.3-V clock input f

from external
oscillator) PLLSTS[OSCOFF]

OSCCLK or
VCOCLK

CPU

VCOCLK

PLLSTS[PLLOFF]

External [ X1 PLLSTS[DIVSEL]
O . h. . . .
Crystalor — | oscillator |— ' 5-bit multiplier PLLCR[DIV]
Resonator
T |y

Figure 6-28. OSC and PLL Block Diagram

The on-chip oscillator circuit enables a crystal/resonator to be attached to the C2834x devices using the
X1 and X2 pins. If the on-chip oscillator is not used, an external oscillator can be used in either one of the
following configurations:

e A 3.3-V external oscillator can be directly connected to the XCLKIN pin. The X2 pin should be left
unconnected and the X1 pin tied to Vggk. The logic-high level in this case should not exceed Vpp,o.

e A 18-V external oscillator can be directly connected to the X1 pin. The X2 pin should be left
unconnected and the XCLKIN pin tied to Vggs. The logic-high level in this case should not exceed
VDDlS-

The three possible input-clock configurations are shown in Figure 6-29 to Figure 6-31.

| XCLKIN V. X1 X2 |
SSK
External Clock Signal NC
(Toggling 0 -Vpp,0)

Figure 6-29. Using a 3.3-V External Oscillator

| XCLKIN X1 X2 |
- External Clock Signal NC

(Toggling 0-Vp,p)
Figure 6-30. Using a 1.8-V External Oscillator
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Figure 6-31. Using the Internal Oscillator

C1

6.6.1.1 External Reference Oscillator Clock Option
The on-chip oscillator requires an external crystal to be connected across the X1 and X2 pins.

The connection of the required circuit, consisting of the crystal and two load capacitors, is shown in
Figure 6-31. The load capacitors, C; and C,, must be chosen such that the equation below is satisfied
(typical values are on the order of C1 = C2 = 10 pF). C, in the equation is the load specified for the
crystal. All discrete components used to implement the oscillator circuit must be placed as close as
possible to the associated oscillator pins (X1, X2, and Vgg).

NOTE
The external crystal load capacitors must be connected only to the oscillator ground pin
(Vssk)- Do not connect to board ground (Vgg).

Cc,C
C — 1~2
"t (CL+Cy)

Where: C, equals the crystal load capacitance.

TI recommends that customers have the crystal vendor characterize the operation of their device with the
MCU chip. The crystal vendor has the equipment and expertise to tune the crystal circuit. The vendor can
also advise the customer regarding the proper component values that will produce proper start up and
stability over the entire operating range.

6.6.1.2 PLL-Based Clock Module

The devices have an on-chip, PLL-based clock module. This module provides all the necessary clocking
signals for the device, as well as control for low-power mode entry. The PLL has a 5-bit ratio control
PLLCRI[DIV] to select different CPU clock rates. The watchdog module should be disabled before writing
to the PLLCR register. It can be re-enabled (if need be) after the PLL module has stabilized. The input
clock and PLLCR[DIV] bits should be chosen in such a way that the output frequency of the PLL
(VCOCLK) falls between 400 MHz and 600 MHz. The PLLSTS[DIVSEL] bit should be selected such that
SYSCLKOUT(CLKIN) does not exceed the maximum operating frequency allowed for the device
(300 MHz or 200 MHz). For example, suppose it is desired to operate a 300-MHz device at 100 MHz
using a 20-MHz OSCCLK input (that is, for power savings). The PLL should be configured for
OSCCLK * 20, which produces VCOCLK = 400 MHz. PLLSTS[DIVSEL] should then be configured for /4
mode, resulting in the desired 100-MHz CLKIN to the CPU. The PLL should not be configured for
OSCCLK * 10 with PLLSTS[DIVSEL] set for /2 mode. This combination would produce
VCOCLK = 200 MHz, which does not fall within the required 400 MHz to 600 MHz range.
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Table 6-32. PLL Settings®

PLLCR[DI SYSCLKOUT (CLKIN)
VALUE[(Z) ( PLLSTSI[DIVSEL] =0 PLLSTS[DIVSEL] =1 — L@
PLLSTS[DIVSEL] =2 | PLLSTS[DIVSEL] = 3
00000 (PLL bypass) OSCCLK/8 (Default) OSCCLK/4 OSCCLK/2 OSCCLK
00001 (OSCCLK * 2)/8 (OSCCLK * 2)/4 (OSCCLK * 2)/2 -
00010 (OSCCLK * 3)/8 (OSCCLK * 3)/4 (OSCCLK * 3)/2 -
00011 (OSCCLK * 4)/8 (OSCCLK * 4)/4 (OSCCLK * 4)/2 -
00100 (OSCCLK * 5)/8 (OSCCLK * 5)/4 (OSCCLK * 5)/2 -
00101 (OSCCLK * 6)/8 (OSCCLK * 6)/4 (OSCCLK * 6)/2 -
00110 (OSCCLK * 7)/8 (OSCCLK * 7)/4 (OSCCLK * 7)/2 -
00111 (OSCCLK * 8)/8 (OSCCLK * 8)/4 (OSCCLK * 8)/2 -
01000 (OSCCLK *9)/8 (OSCCLK * 9)/4 (OSCCLK *9)/2 -
01001 (OSCCLK * 10)/8 (OSCCLK * 10)/4 (OSCCLK * 10)/2 -
01010 (OSCCLK * 11)/8 (OSCCLK * 11)/4 (OSCCLK * 11)/2 -
01011 -11111 (OSCCLK *12)/8 — (OSCCLK * 12)/4 — (OSCCLK *12)/2 - -
(OSCCLK * 32)/8 (OSCCLK * 32)/4 (OSCCLK * 32)/2

(1) PLLSTSI[DIVSEL] must be 0 before writing to the PLLCR and must be set only to 1 or 2 after PLLSTS[PLLLOCKS] = 1. At reset,
PLLSTS[DIVSEL] is configured for /8. The boot ROM changes this to /2 or /1, depending on the boot option.

(2) The PLL control register (PLLCR) and PLL Status Register (PLLSTS) are reset to their default state by the XRS signal or a watchdog
reset only. A reset issued by the debugger or the missing clock detect logic have no effect.

(3) This register is EALLOW protected. See the TMS320x2834x Delfino System Control and Interrupts Reference Guide for more

information.

(4) PLLSTS[DIVSEL] = 3 should be used only when the PLL is bypassed or off.
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Table 6-33. CLKIN Divide Options

PLLSTS [DIVSEL] CLKIN DIVIDE
0 /8
1 14
2 2
3 /1

The PLL-based clock module provides two modes of operation:

e Crystal-operation - This mode allows the use of an external crystal/resonator to provide the time base to the
device.

¢ External clock source operation - This mode allows the internal oscillator to be bypassed. The device clocks are

generated from an external clock source input on the X1 or the XCLKIN pin.

Table 6-34. Possible PLL Configuration Modes

@ | CLKIN AND
PLL MODE REMARKS PLLSTS[DIVSEL] SYSCLKOUT
Invoked by the user setting the PLLOFF bit in the PLLSTS register. The PLL block 0 OSCCLK/8
is disabled in this mode. This can be useful to reduce system noise and for low 1 OSCCLK/4
PLL Off power operation. The PLLCR register must first be set to 0x0000 (PLL Bypass) 5 OSCOLK/2
before entering this mode. The CPU clock (CLKIN) is derived directly from the 3 OSCCOLK/L
input clock on either X1/X2, X1 or XCLKIN.
PLL Bypass is the default PLL configuration upon power up or after an external 0 OSCCLK/8
PLL Bypass reset (XRS). This mode is selected when the PLLCR register is set to 0x0000 or 1 OSCCLK/4
YP while the PLL locks to a new frequency after the PLLCR register has been 2 OSCCLK/2
modified. In this mode, the PLL itself is bypassed but the PLL is not turned off. 3 OSCCLK/1
0 OSCCLK*n/8
PLL Enable Achieved by writing a nonzero value n into the PLLCR register. Upon writing to the 1 OSCCLK*n/4
PLLCR the device will switch to PLL Bypass mode until the PLL locks. 2 OSCC(%(*n/Z
3 —

(1) PLLSTS[DIVSEL] must be 0 before writing to the PLLCR and must be set to 1 or 2 only after PLLSTS[PLLLOCKS] = 1. See the

TMS320x2834x Delfino System Control and Interrupts Reference Guide for more information.

(2) PLLSTS[DIVSEL] should not be set to /1 mode while the PLL is enabled and not bypassed.

6.6.1.3 Lo

ss of Input Clock

Applications in which the correct CPU operating frequency is absolutely critical should implement a
mechanism by which the MCU will be held in reset, should the input clocks ever fail. For example, an R-C
circuit may be used to trigger the XRS pin of the MCU, should the capacitor ever get fully charged. An 1/O
pin may be used to discharge the capacitor on a periodic basis to prevent it from getting fully charged.
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6.6.2 Watchdog Block

The watchdog block on the C2834x device is similar to the one used on the 240x and 281x devices. The
watchdog module generates an output pulse, 512 oscillator clocks wide (OSCCLK), whenever the 8-bit
watchdog up counter has reached its maximum value. To prevent this, the user disables the counter or the
software must periodically write a 0x55 + OXAA sequence into the watchdog key register which will reset
the watchdog counter. Figure 6-32 shows the various functional blocks within the watchdog module.

I WDCR (WDPS[2:0]) I I WDCR (WDDIS)
WDCNTR[7:0]
OScCLK »| /512 > Watchdog WDCLK o > 8-Bit
v v Prescaler Watchdog
Counter
CLR
Clear Counter +
Internal +
Pullup
WDKEY[7:0] WDRST
Generate F—>
Watchdog A’D—» Output Pulse WDINT
55+ AA Good Key —P— (512 OSCCLKs) |——p»
Key Detector
XRS
Bad
Core-reset wﬂg;"‘ | SCSR (WDENINT) |

WDCR (WDCHK]2:0])

WDRST"

A. The WDRST signal is driven low for 512 OSCCLK cycles.
Figure 6-32. Watchdog Module

The WDINT signal enables the watchdog to be used as a wakeup from IDLE/STANDBY mode.

In STANDBY mode, all peripherals are turned off on the device. The only peripheral that remains
functional is the watchdog. The WATCHDOG module will run off OSCCLK. The WDINT signal is fed to the
LPM block so that it can wake the device from STANDBY (if enabled). See Section 6.7, Low-Power
Modes Block, for more details.

In IDLE mode, the WDINT signal can generate an interrupt to the CPU, through the PIE, to take the CPU
out of IDLE mode.

In HALT mode, this feature cannot be used because the oscillator (and PLL) are turned off and hence so
is the WATCHDOG.
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6.7 Low-Power Modes Block

The low-power modes on the C2834x devices are similar to the 240x devices. Table 6-35 summarizes the
various modes.

Table 6-35. Low-Power Modes

MODE LPMCRO(1:0) OSCCLK CLKIN SYSCLKOUT EXIT®

XRS, watchdog interrupt, any enabled
interrupt, XNMI

On XRS, watchdog interrupt, GPIO Port A

IDLE 00 On on on®

STANDBY 01 (watchdog still running) off off signal, debugger®, XNMI
Off —= .
HALT 1X (oscillator and PLL turned off, Off Off XRS, GPIQ port A signal, XNMI,

3
watchdog not functional) debugger

(1) The EXIT column lists which signals or under what conditions the low-power mode will be exited. A low signal, on any of the signals, will
exit the low power condition. This signal must be kept low long enough for an interrupt to be recognized by the device. Otherwise, the
low-power mode will not be exited and the device will go back into the indicated low-power mode.

(2) The IDLE mode on the C28x behaves differently than on the 24x/240x. On the C28x, the clock output from the CPU (SYSCLKOUT) is
still functional while on the 24x/240x the clock is turned off.

(3) On the C28x, the JTAG port can still function even if the CPU clock (CLKIN) is turned off.

The various low-power modes operate as follows:

IDLE mode: This mode is exited by any enabled interrupt or an XNMI that is recognized
by the processor. The LPM block performs no tasks during this mode as
long as the LPMCRO(LPM) bits are set to 0,0.

STANDBY mode:  Any GPIO port A signal (GPIO[31:0]) can wake the device from STANDBY
mode. The user must select which signal(s) will wake the device in the
GPIOLPMSEL register. The selected signal(s) are also qualified by the
OSCCLK before waking the device. The number of OSCCLKs is specified in
the LPMCRO register.

HALT mode: Only the XRS and any GPIO port A signal (GPI10[31:0]) can wake the
device from HALT mode. The user selects the signal in the GPIOLPMSEL
register.

NOTE
The low-power modes do not affect the state of the output pins (PWM pins included). They
will be in whatever state the code left them in when the IDLE instruction was executed. See
the TMS320x2834x Delfino System Control and Interrupts Reference Guide for more details.
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7 Applications, Implementation, and Layout

NOTE
Information in the following applications sections is not part of the TI component
specification, and Tl does not warrant its accuracy or completeness. TI's customers are
responsible for determining suitability of components for their purposes. Customers should
validate and test their design implementation to confirm system functionality.

7.1 TI Design or Reference Design

Tl Designs Reference Design Library is a robust reference design library spanning analog, embedded
processor, and connectivity. Created by TI experts to help you jump start your system design, all Tl
Designs include schematic or block diagrams, BOMs, and design files to speed your time to market.
Search and download designs at TIDesigns.

C2000 Resolver to Digital Conversion Kit

This is a motherboard-style Resolver to Digital conversion kit used to experiment with various C2000™
microcontrollers for software-based resolver to digital conversion using on-chip ADCs. The Resolver Kit
also allows interface to resolvers and inverter control processor.
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TMS 320 C 28346 ZFE T

PREFIX _ ) I— TEMPERATURE RANGE
TMX = experimental device T = -40°C to 105°C

TMP = prototype device S = -40°C o
= protot \ = —40°C to 125°C
TMS = qualified device Q = -40°C to 125°C (AEC Q100 qualification)

PACKAGE TYPE

DEVICE FAMILY ——————— ZHH = 179-ball Microstar BGA™ (lead-free)
320 = TMS320 Device Family ZFE = 256-ball BGA (lead-free)

DEVICE
28346

TECHNOLOGY 28345

C = Non-Flash (1.1/1.2-V Core/3.3-V 1/O) gggj‘;

28342
28341

8-1. C2834xT/INA ADIEHE F i Hl
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8.3

Y—I)LEY TR T

TICHE, BEIRWVBIR Y — LV ERHEL CvE, V=L BI O 7 =27 O—Ei%. 7 /3 ADOVEREFHI ., = —F
DERIHE SN, UL FORT IO a—ar OEIMThiILET, C2000™MU 7 L4 A AFFHIMCU R IZF]
HTEATRTOY— L BIOY 7 M= T425 B4 5121%, [C2000 MCUDY —/LEV T I T | _R—% T
7280,

Ay PAHIE Y2 — L

C2000 Delfino MCU F28377S LaunchPadf %3

C2000™ Delfino™ MCU LaunchPad™Bf%&= v NI 27225k i 77 b7 4+ — AT, REHE 1R ARD B FE
MZEOEMERED T V2NV T 7V r— a BB CTEET, 2OV —/UL, BEEARIAT LA — A—Tar,
BIIE, V—TF— AN =& FOMELDNNATUR TR NVEIET TV —ar OB E D DT
BT,

Delfino C28343 controlCARD

2 —H—(|%C28343 control CARDA{# -+ 52 LT, 200MHzDC28343 1% E/ N = he—F D+~ TORkRE
I EICRIM C& £, F7/z, C28343  controlCARDIZIZEEAFDcontrol CARDY — /b % b D A VD &1 %
T, ZOH—RIL, LFER2 T _XTCOF v 7 %R —KL, BVERO LTI X COMIELZFEITTEET, 20
controlCARDIZIZ, 22D A AR —R128 Y FADCE, NN BT L AN —U HIZ12064KB  EEPROM
HFEEINTOET, EAHERY/2DIML00 controlCARD Y +— A7 77 2% ~_—2 &1L {liodoC2000 controlCARD
LY HHATY,

ALV

FEEHRTA7 B LU —2—i#l{# FH>C2000 DesignDRIVEY 7 ko =7

DesignDRIVEZ' 7> 7 4 —ATlE, Y7 by =7« V) a— 3 EDesignDRIVERH %% M fl A G d 52 bk
0. ZLOFEFEHARTAT LY —R - RaIktin T2 2—ar O LN A 5 12720 £9, DesignDRIVE
B IANE—H— X AT Ty ay— frEr Y BIOWEE Ry N — 2 &R —RL TV ET,
Fo, LR A T IR TE LI, Bt W, (LB T o —F REZHRICLIZE—F— DI
SV BE 32 BRI 290 7 L 3R L CvEd, DesignDRIVEIXTIOC2000™~ A 72 he—Z(MCU) D
VT NEALFIE T —% T 7 F v L L TRY, oy b, 2B a—2HEHIEIN T(CNC), mL-~—%  &ifiE
i, EofthpE RS EHIND, FEER AL =200 —R R TA47 OB IR T,

C2000™ MCU i ®powerSUITE T P Z V&R 7 b = 7[R BUGE T FF4 % > — v
V7N =T EIRBUGNE T T AW (SFRA) I, C2000™~ 17z ha—7 HDOpowerSUITET P4 /L IRR
7%%7 Y B FENTNDY — D15 T, SFRAIZIZY 7N =T «IA 7 JVNE N TRY, BIREILA
DT VHNVEWRA L N—Z DRI E A TIERRIE TEET, SFRATA T ZUICIL, il —7 128 K
ZIHEAL, C2000 MCUDAZ > F 7 OT a5 o4 a3 —2(ADC) & L TV AT LADISEZRIET D
V7N = T BERENE ENTCWET, 2O R ERIZIY, T MO EW IS E R EE AV —T AT LDV —
T AV E R EONET, =L, TN EE RIS E LN — T AV R BUR % | PC
N—2OGUITHER TEET, TR TOBEEBISET —XIXCSVT 7 AT AR — S, A7 var el T
Excel®27L Ry —hMIh =/ AR —hT&, Compensation Designer CHiifE /L — 7 &5k it9 o7l i c& %
R

C2000Ware for C2000 MCU

C2000™~ A7z bn—Z HDOC2000Wareld, B Y 7 7 =7 BLORF 2 A OB ARy T, V7 M=
T BRI & B/ IME TED IS TWET, TS REF DR TANRRLTA T TVNG, T/ AR T 7)1
DY 7 IVET, C2000Warel I8 5t DBAFE L5l A Bl ih T 572 DR + R ARt L F7,
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C2000 Gang Programmer

C2000 Gang Programmeri, 8 > £ TP R —72C20007 /A A% [ERHI 7 1S T A TEHC20007 /AR 7
7~T7,C2000 Gang Programmer T, fE#EDRS-232F7} :LUSB%%TZ%{%H?J L CRAMPCICHE e TEDHIF
I FWRIg T TG T F T a I = PN T B RE R AZ AR TEET,

C2000~7u=>ha—7H? Code Composer Studio™ (CCS)#t & BA%EER 5E(IDE)
Code Composer Studioit, TIO~vA7uar ba—JF B O AIAL T vty Y - R—r T VA Z R — 5%
AR BE(IDE) T 9, Code Composer Studiold, #lAIALT 7V —ar DR BIOT Ny 7 2Bl —
HOY — VTR SV COVET, Fli{ECICH+aL (T V—Ra—R-ZF 4 Tad= AR, 7
Ny J | TaT7ATI0E | ZEOBRENE TN TWET, IDEIXEER T, 77U —a OB n—04% B
. TARTCE = DA—P— A =T A RATIFATTEET, NENY — Ve F—=T =R ZHY 22—
AR L HGERICE A PG T& £ 9, Code Composer StudiolX, Eclipse 7 k=7« 71— LD — 70)%!]
K&, TIOSEHER I IMA T T Sy 7 BERE ORI IR M G o | M Z~A BB OBIFEE T ORI i 7e BE
IRHEREAFF OB BRIE 2 HH L E 77,

TV

DN — eI T Ry 2T | R—=U T, FFEOET NEX T 0—RTEXET, ZNHEDET VIZIE, IOy T 7
TEHAARBIS)ET /L, N AX v U Rk SRE(BSDL)E T VNG ENET, FIHATRERET VT T
ST BITIE, £ 8-LUHAKT NNAADIY — LTI 2T | R=T DT )V | B I a2 2 ELIEEN,
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8.4

RKEaA DY R—F

R 2 A RO FEHIZ DWW TOIBEENE S THAICIL, t.comD T S, ZABLNL T 4 L ZBIWTLIZEW, A FoEiz
BB EEZITHS)H )7 U ORI 58, BHRINZT X CORULEHRICBE A4 A 2 AN il 52 1T
NFES, BEOFEMIOWNTEL, BIEESNTZRF 2 AT ainﬂ\éaﬁzJ@ﬁ%’ LT,

TatyBIOEE SR =27 BT AR TR 2 A b, ZDMOFENTERE L FIRLET,

IEER

|TTMS320C2834X Delfino™ MCUI V= ERFE NI, SV OFN—Ta 2O TOEVEEELME A Eo
HERNFEEH SN TWET,

CPUz—H'— - JAF

[TMS320C28x CPU BIUMmatvh-U77L A HARNIZIE, TMS320C28x [EHE/ NIRRT VX IUE BT 1
¥ (DSP) @ CPU (Central Processing Unit) 3L B 7V SiEMTIC OV TELRSILTWET, Zhb
DODSPCTHIH g TI= b — 2 a KBRS DUV THIFRLL TVVET,

[TMS320C28x JEiEGMAEYh-T7=h U777 A ~=a TV IZIE. TMU, VCU-II. B L OFPUT 7&5
L—SDT—X%T 7T v, T TA B EYMIOWTER Jréhﬂ\ifro

RYT TGN TAR

[C2000U 7 /WA A LHIEHAR)T7 2TV U7 7L A TTAR] ZORF2ANMIL, 28T PHNME ST o
(DSPYDRY T =T /L VT 7L A HARPFEH S TVOET,

[TMS320 x2834x Delfino v A7 Al LOEIVIAZRY 7 7L A AR ] ZORF2 A M, x2834x~ A7 1
2 b —F(MCU)DEFEDEIA I3 L O AT LIS REIC DD TS TV E T,

[TMS320x2834x Delfino A% —7 =AAXINTR)UZ 7L A AR ] ZORF2AMIIT, x2834xT /3 A
AAFE I TOBIEL BALIERIANATHDOXINTRIZ OV THERLSILTWVET,

[TMS320x2834x Delfino 7 —FROMUZ 7L A HARNZIE, 7 —h-m—F —(HHERICT s T 03N 57 —
hem—F o7 /71\7:57’)0355’3&1%%% TONWTEHRENTEY, o7 -a—RyEEnNTWVET, 2 T
AADA T 7+ T —FROMD D NFIZ DN THFEIR S TIRY, T X TOFERICDOVWT, AEUNONLE DB
I TCVWET,

[TMS320 x2834x Delfino < /L FF ¥ /b7 7fFE VT L« R —MMEBSP)U 7 7L A HAR | ZORF 2 A
S MTIE, x2834xT /A ZATHIH AT EZ2MCEBSPIZ W CREIR SN TVVvE T, MeBSPIZEY, w7z br—7
(MCU)&, v AT DNDRMD T SA AL T B CEET,

FTMS320x 2834x Delfino 4 AL 7 h+ A€ + 7 /L ADMA)EY 22— /L - V7 7L A HAR] ZORF 2 A ML
X2834x~ A /13 ha—F(MCU) CODMAIZ DWW CReil S T vET,

[TMS320x2834x Delfino #:8E/ UL AEZEFHZH(E@PWM)EY 22— /L U7 7L A AR ] ZORFa AN, Hk
iR OV AR A TR E O EER B LT, T UXL - —H—Hilfll, A>T - T—REJGIE, MEEEBF(UPS).
FOMOE BRI O TEIREN T E T,

[TMS320x2834x  Delfino @&/ fiFaE L AIRE R EF(HRPWM)U 7 7L > A HAR NZIE, 7SV AR TR
(HRPWM) D & 73 e LB RE D BN E I DWW CREIR S AL TVVET,

[TMS320x2834x Delfino 5%+ 7F v (€CAP)E 2 —/L U7 7L 2 HAR] ZORF 2 A NI, TEEF v
TF T 2= IOV TCRRIBREINTNET, V2= VOB UAX L EFNTOET,

[TMS320x2834x Delfino JLIEE AR T a—4 « /L A(eQEP)EY 2—/L - U7 7L A HAR] ZORF2ANT

X, eQEPEY 22— M OWTCRIRSILTCWET, ZOEV 2— Vi, V=T Fi2idn—2) —# 5o a— N8k

L mrﬁz EDE—a BLUONLERIEIT AT AZEB W T, [FIEEL TODEE AL E , 7)., T REINE T2
DIHEHSNET, BV 22— LOBALL VAL G ENTVET,

|TTMS320X2834X Delfino L3R hr—F =) 7« FhT—27(eCAN)I 7 7L A AR 2%, MESLSh =71k
DVEF LT, BRE/AXD SR O ha—F 8 U7 LViEEZ1T), eCANIZ DWW TR S LT E
h@‘O
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[TMS320x2834x Delfino V7 VIEEA L H—T 2AA(SCYI T 7L A HAR] ZORFaAMIIF, —fKIC
UARTEIREN S 28 2 FE RS V7 L« IR— b DSCHZ DWW CRER SN TV E T, SCIEY 22— b, HEHEDNRZ
(non-return-to-zero) 7 +—~ v ;A 3%, CPUSMOIEFIN RV 7 = Z L DRIO T V2V iifE &2 R —hL &
j—o

[TMS320x2834x Delfino 2 V7 /L +~_XUT7 2T/ A B =Tz AA(SP)VT7 7L A TTAR] ZORF2 A M,
R FHAS ) T L A A (10) R — R CHESPINZ DWW TCRIIR SN TV E T, ZOMEREICEY, 7l I 08N EE
(A~16EYRN)DUIT LBy h AN — L% T 0l T LSy MEEHRE TT A AL T M A TRT IR T

%i—é—o

[TMS320x2834x Delfino £EREEIAH A5t (12C)E 22—/ U7 7L 2 HAR]  ZORF2A M, 12C
(Inter-Integrated Circuit)E > = — /L OREEELENEIC DWW CREIR & TVET,

YL HAR

[TMS320C28x7 &£ 7V E Y —/lv18.1.0.L TS — 4 — HARNIZI%, TMS320C28x7T /A AHD T &7
ST R TVEBI—RERRTDHODT v T IR0y — V), TR T IDT AV I T 4T <Y
a, —RRA T IR T 7 AND T =<, BLOV R TR T T UL I T4 TITONCREIREN T
WET,

[TMS320C28x i l.CIC++=1 734 Fv18.1.0.L TS —H — - AR JiZiL. TMS320C28x C/C++L 3 F|TD
WTRIRSN TOET, 203731 F(E, ANSUFHEDC/CH+Y — A —R7)35, TMS320C28x7 /A A D
TMS320 DSP7 &> 7V SiE/ —Aa—R& AR LET,

[TMS320C28x DSP/BIOS 5.x 7 /U /r—ar 7al I3 7 A2 —T A A(AP)) 7 7L A HAR NI,
DSP/BIOS#E{# T 2B IC W CRE STV ET,

TV —ay s Li—h

FTMS320C28x FPUA ] CiE, C2000™ Delfino~-7am ha—F 7 /3 A ZADFF B/ NS 2= o NFPU) O
TN L QNET,

[TMS320F28xxx DSPDOWNETZ Ty 2« AEVINST IV r—ar 2 Ei 7 2] TIE A F o7 DT Ty a2 A
UNST PV —a0 2 FE T T AL TELKER T A0 OB ICiti TvET, DSPIBIOSO 1= 7heZF i
PUSNOTay =7 O FIZOWNTOBEAERTAIITCNET, oL ea—R -7/ MyEENTnET,

[CIC++TDOTMS320x28xx B L U28xxxV 7 =7 /)L D7 a5 7 [ Ti, 28x DSPHDCIC++a—F 4 7%
fHIZITHTZ DD N—R T2 TR AT OFIEICHOWTHAL E7, 2O HFIENERO#define~ 7 & i
SN, a—RIRO, KPR E DL P RAIZ SN THA LI TVET,

[TMS320F280x7 ¥ # /L5 Bar ha—F7 TPWMIH 11&F V2V TFas s ar " —2 LU Tl 45T,
TMS320F280x7 73V DF VXU E Bar hn—F | ZHESNTWD, Ao F o7 DOr UL AREFH(PWM)E 5=
K —HE FOHNT s ar R—2(DAC)EL T2 HIEZHE AL TOET,

[TUSB3410 USB-to-UARTZ Vw3« F w7 %di F45TMS320F280x T 2 Z/L1E Far ha—F DOUSBHEH ]
Tk, B W E oo — -7 ar I 08 T 538 AT ADON—RU = 7 0. V7 M7= 7 O U LBIEIC D
WTCRBAL CWE,

[TMS320x280x. 28XxXDILIEE AT =1 —4 « 7L A(eQEP) &Y 2— L&A B HF ¥ 7 F ¥ L T+ 5] T,
eQEPEV a— NVEHHOX X7 F ¥ 2= b U T T 272/ L TEHY, TMS320x280x, 28xxx~7 73V
Oy HTEASIVET,

[ePWMEY 22— /1121 50%~100% DT 22— 1 « A 7 /VEI ] Tld. ePWMEY 22—/ L 2{# AL T0%~100%
DT 2—T A FAITNAHEA T TFHEDOH AR EZ /L TEY, TMS320x280x7 7V D7 oty HzmAS N E 7,

[TMS320x2833x/2823x7)>5HTMS320x2834x Delfino~D(TOME = DT FVr— g -LR— T, 77V
br—a OBATE KT A0 . TR AL RV L AL TMS320x2833%/2823xE TMS320x2834% 7 /3
A REDFRE ST DWW TEHAL TOET,

[TMS320C28x DSPDA LT AL« AR« F—" =71 —DOf H [Tk, TMS320C28x DSPDA LT AL« AL
I F—_"—Tu— O FELZRLTWET, DSPIBIOST U —3ar b ENLISNOT SV r—ar O 5z
DWW, A= =T u—HERET L0 OKEEZ G TCY — A a—RBENM SN TWET,
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8.6 Community Resources

The following links connect to TI community resources. Linked contents are provided "AS IS" by the
respective contributors. They do not constitute Tl specifications and do not necessarily reflect TI's views;
see TI's Terms of Use.

TI E2E™ Online Community The TI engineer-to-engineer (E2E) community was created to foster

collaboration among engineers. At e2e.ti.com, you can ask questions, share knowledge,
explore ideas and help solve problems with fellow engineers.

Tl Embedded Processors Wiki Established to help developers get started with Embedded Processors
from Texas Instruments and to foster innovation and growth of general knowledge about the
hardware and software surrounding these devices.

8.7 W&
MicroStar BGA, TMS320C2000, Delfino, C2000, Piccolo, DSP/BIOS, Code Composer Studio, E2E are
trademarks of Texas Instruments.
Excel is a registered trademark of Microsoft Corporation in the United States and/or other countries.
All other trademarks are the property of their respective owners.
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8.9 Glossary
Tl Glossary This glossary lists and explains terms, acronyms, and definitions.
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PACKAGING INFORMATION

Orderable part number Status  Material type Package | Pins Package qty | Carrier RoOHS Lead finish/ MSL rating/ Op temp (°C) Part marking
@ @ ® Ball material Peak reflow ©)
@ ©)
TMS320C28341ZAYT Active Production NFBGA (ZAY) | 179 160 | EIAJ TRAY (5+1) Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
C28341ZAYT
TMS320C28341ZAYT.B Active Production NFBGA (ZAY) | 179 160 | EIAJ TRAY (5+1) Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
C28341ZAYT
TMS320C28342ZFET Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 T™MS
TRAY (5+1) 320C28342ZFET
TMS320C28342ZFET.B Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS
TRAY (5+1) 320C28342ZFET
TMS320C28343ZAYT Active Production NFBGA (ZAY) | 179 160 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
TRAY (5+1) C28343ZAYT
TMS320C28343ZAYT.B Active Production NFBGA (ZAY) | 179 160 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
TRAY (5+1) C28343ZAYT
TMS320C28343ZFEQ Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 125 TMS
TRAY (5+1) 320C28343ZFEQ
TMS320C28343ZFEQ.B Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 125 T™MS
TRAY (5+1) 320C28343ZFEQ
TMS320C28344ZFET Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 T™MS
TRAY (5+1) 320C28344ZFET
TMS320C28344ZFET.B Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS
TRAY (5+1) 320C28344ZFET
TMS320C28345ZAYT Active Production NFBGA (ZAY) | 179 160 | EIAJ TRAY (5+1) Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
C28345ZAYT
TMS320C28345ZAYT.B Active Production NFBGA (ZAY) | 179 160 | EIAJ TRAY (5+1) Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
C28345ZAYT
TMS320C28345ZFET Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS
TRAY (5+1) 320C28345ZFET
TMS320C28345ZFET.B Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS
TRAY (5+1) 320C28345ZFET
TMS320C28346ZFEQ Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 125 TMS
TRAY (5+1) 320C28346ZFEQ
TMS320C28346ZFEQ.B Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 125 TMS
TRAY (5+1) 320C28346ZFEQ
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Orderable part number Status  Material type Package | Pins Package qty | Carrier RoOHS Lead finish/ MSL rating/ Op temp (°C) Part marking
(1) @ (©) Ball material Peak reflow (6)
4 (©)]
TMS320C28346ZFET Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 T™S
TRAY (5+1) 320C28346ZFET
TMS320C28346ZFET.B Active Production BGA (ZFE) | 256 90 | JEDEC Yes SNAGCU Level-3-260C-168 HR -40 to 105 T™S
TRAY (5+1) 320C28346ZFET
TMS320C28346ZFETR Active Production BGA (ZFE) | 256 750 | LARGE T&R Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
C28346ZFET
TMS320C28346ZFETR.B Active Production BGA (ZFE) | 256 750 | LARGE T&R Yes SNAGCU Level-3-260C-168 HR -40 to 105 TMS320
C28346ZFET

@ status: For more details on status, see our product life cycle.

@ Material type: When designated, preproduction parts are prototypes/experimental devices, and are not yet approved or released for full production. Testing and final process, including without limitation quality assurance,
reliability performance testing, and/or process qualification, may not yet be complete, and this item is subject to further changes or possible discontinuation. If available for ordering, purchases will be subject to an additional
waiver at checkout, and are intended for early internal evaluation purposes only. These items are sold without warranties of any kind.

® RoHS values: Yes, No, RoHS Exempt. See the TI RoHS Statement for additional information and value definition.

® | ead finish/Ball material: Parts may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two lines if the finish value exceeds the maximum
column width.

® msL rating/Peak reflow: The moisture sensitivity level ratings and peak solder (reflow) temperatures. In the event that a part has multiple moisture sensitivity ratings, only the lowest level per JEDEC standards is shown.
Refer to the shipping label for the actual reflow temperature that will be used to mount the part to the printed circuit board.

® part marking: There may be an additional marking, which relates to the logo, the lot trace code information, or the environmental category of the part.

Multiple part markings will be inside parentheses. Only one part marking contained in parentheses and separated by a "~" will appear on a part. If a line is indented then it is a continuation of the previous line and the two
combined represent the entire part marking for that device.

Important Information and Disclaimer:The information provided on this page represents TlI's knowledge and belief as of the date that it is provided. Tl bases its knowledge and belief on information provided by third parties, and
makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. Tl has taken and continues to take reasonable steps to provide representative
and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals. Tl and Tl suppliers consider certain information to be proprietary, and thus CAS numbers
and other limited information may not be available for release.

In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by Tl to Customer on an annual basis.
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OTHER QUALIFIED VERSIONS OF TMS320C28343, TMS320C28343-Q1, TMS320C28346, TMS320C28346-Q1 :
o Catalog : TMS320C28343, TMS320C28346

o Automotive : TMS320C28343-Q1, TMS320C28346-Q1

NOTE: Qualified Version Definitions:

o Catalog - Tl's standard catalog product

o Automotive - Q100 devices qualified for high-reliability automotive applications targeting zero defects
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TRAY
L - Outer tray length without tabs KO -
< > Outer
tray
+++++++++++++++ height
i+ +++++++++++++ 4] '
= W -
+++++++++ + + + + 4+ 4+ ||outer
+ 4+ +++++++++++ 4+ + Y
= width
He s 1
F+++++4++++++++ .
] T [
i ||
P1 - Tray unit pocket pitch
CW - Measurement for tray edge (Y direction) to corner pocket center
— CL - Measurement for tray edge (X direction) to corner pocket center
Chamfer on Tray corner indicates Pin 1 orientation of packed units.
*All dimensions are nominal
Device Package | Package | Pins | SPQ |Unit array Max L (mm)] W KO P1 CL Ccw
Name Type matrix [temperature (mm) | (um) [ (mm) | (mm) [ (mm)
(°C)
TMS320C28341ZAYT ZAY NFBGA | 179 | 160 | 8x20 150 315 [ 13597620 | 154 | 11.2 [ 19.65
TMS320C28341ZAYT.B|  ZAY NFBGA | 179 | 160 | 8x20 150 315 |135.9 | 7620 | 15.4 | 11.2 | 19.65
TMS320C28342ZFET ZFE BGA 256 | 90 6 X 15 150 315 |135.9 | 7620 | 195 | 21 | 19.2
TMS320C28342ZFET.B| ZFE BGA 256 | 90 6 X 15 150 315 [135.9| 7620 [ 195 | 21 | 102
TMS320C28343ZAYT ZAY NFBGA | 179 | 160 | 8x20 150 315 [ 13597620 | 154 | 11.2 [ 19.65
TMS320C28343ZAYT.B|  ZAY NFBGA | 179 | 160 | 8x20 150 315 |135.9 | 7620 | 15.4 | 11.2 | 19.65
TMS320C28343ZFEQ ZFE BGA 256 | 90 6 X 15 150 315 |135.9 | 7620 | 195 | 21 | 19.2
TMS320C28343ZFEQ.B|  ZFE BGA 256 | 90 6 X 15 150 315 [135.9| 7620 [ 195 | 21 | 102
TMS320C28344ZFET ZFE BGA 256 [ 90 6 X 15 150 315 1359|7620 [ 195 | 21 | 192
TMS320C28344ZFET.B| ZFE BGA 256 | 90 6 X 15 150 315 |135.9 | 7620 | 195 | 21 [ 19.2
TMS320C28345ZAYT ZAY NFBGA | 179 | 160 | 8x20 150 315 |135.9 | 7620 | 15.4 | 11.2 | 19.65
TMS320C28345ZAYT.B|  ZAY NFBGA | 179 | 160 | 8x20 150 315 [135.9] 7620 | 15.4 | 11.2 [ 19.65
TMS320C28345ZFET ZFE BGA 256 [ 90 6 X 15 150 315 1359|7620 [ 195 | 21 | 192
TMS320C28345ZFET.B| ZFE BGA 256 | 90 6 X 15 150 315 |135.9 | 7620 | 195 | 21 | 19.2
TMS320C28346ZFEQ ZFE BGA 256 | 90 6 X 15 150 315 |135.9 | 7620 | 195 | 21 | 19.2
TMS320C28346ZFEQ.B|  ZFE BGA 256 [ 90 6 X 15 150 315 [135.9| 7620 [ 195 | 21 | 102
TMS320C28346ZFET ZFE BGA 256 [ 90 6 X 15 150 315 1359|7620 [ 195 | 21 | 19.2
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PACKAGE MATERIALS INFORMATION

I} TEXAS
INSTRUMENTS
www.ti.com 23-May-2025
Device Package | Package | Pins | SPQ |Unit array Max L (mm)] W KO P1 CL Ccw
Name Type matrix [temperature (mm) | (um) [ (mm) | (mm) [ (mm)
69
TMS320C28346ZFET.B ZFE BGA 256 90 6 X 15 150 315 | 135.9| 7620 | 19.5 21 19.2
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MECHANICAL DATA
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NOTES:  A. All linear dimensions are in millimeters.

B. This drawing is subject to change without notice.
C. Thermally enhanced plastic package.
D

This is a lead—free solder ball design.
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PACKAGE OUTLINE

ZHHO179A UBGA - 1.4 mm max height
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NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing

per ASME Y14.5M.

2. This drawing is subject to change without notice.

3. This is a Pb-free solder ball design.
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EXAMPLE BOARD LAYOUT
ZHHO179A UBGA - 1.4 mm max height
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NOTES: (continued)

4. Final dimensions may vary due to manufacturing tolerance considerations and also routing constraints.
See Texas Instruments Literature No. SSZA002 (www.ti.com/lit/ssza002).
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EXAMPLE STENCIL DESIGN

ZHHO179A UBGA - 1.4 mm max height
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BASED ON 0.15 mm THICK STENCIL
SCALE: 10X

4220265/A 05/2017

NOTES: (continued)

5. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release.
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